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IN the " Elements of Natural Philosophy *' will be found 
the more important principles of the science. The great 
variety of subjects embraced by Natural Philosophy, makes 
it impracticable, in the limits of an elementary work, to 
give more than the mere outlines of the science. These 
the author has endeavored to state in a concise form and in 
logical sequence, so that the book, though small, shall form 
a simple system of Natural Philosophy, and not a mere col- 
lection of disconnected facts. 

The remarkable progress made in this department of 
natural science within the past few years, has rendered it 
advisable, in the opinion of the author, to depart somewhat 
widely from the methods of arrangement usually adopted 
in elementary text-books. This is more particularly the 
case in the treatment of electricity, where magnetism, in- 
stead of preceding the general subject, is made to occupy 
a subordinate place as one of the eifects of an electrical 
current. The general division into electrical charge and 
current electricity will also, it is believed, aid the student 
in obtaining clear conceptions of the principles of elec- 
tricity. 

Although the importance of the study of Natural Philos- 
ophy is now almost universally acknowledged, yet the ex- 
pense of cabinets of philosophical apparatus is so great, 
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that a more general introduction of the study has been pre- 
vented. The author has introduced into " The Elements of 
Natural Philosophy," a feature which he trusts will to a 
great extent remove this objection. Throughout the text 
will be found descriptions of simple experiments that can 
be made with apparatus so easily contrived, as not only to 
render it possible for the teacher to illustrate the subject 
inexpensively, but also to permit the experiments to be made 
by the students themselves, thus enabling them to acquire 
that intimate knowledge of the subject that can come only 
by self-conducted experiments. 

While the book is thus suited to the use of such schools 
as are unable to provide costly cabinets of apparatus, the 
standard pieces found in well selected cabinets are care- 
fully described and figured, thus adapting the book to the 
use of schools well provided with apparatus. 

A carefully prepared syllabus, and series of questions for 
review, will be found following each chapter. 

An examination of the book will show that no expense 
has been spared to bring it up to the highest standard as 
regards illustrations, typography, paper, and printing. 

The author desires to acknowledge his indebtedness to 
his friend Prof. Elihu Thomson for critical examination of 

the proof-sheets. 

£. J. S. 

Cbktral Hioh School, 

Philadelphia, May, 1879. 
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Natural Philosophy. 



Part L 

Matter and Force. 

CHAPTER I. 
MATTER. 

1, Matter is anything whioh occupies space, and 
prevents other things from occupying the same space. 

If the thing merely occupies space, but does not 
prevent other things from occupying the same space, 
then it is not matter. 

Both iron and gold are kinds of matter, since they 
occupy space, and prevent other pieces of matter from 
being placed where they are. The shadow of an object, 
however, does not prevent other things from being 
placed in it, and is not, therefore, a kind of matter. 

Both ftir and water s.Te kmda of matter. Wben we move other 
bodies through them, these bodies do not occupy the eame place the 
ftir or the water does, but merely push the air or the water out of the 
w»y, and then occupy the place they have thus cleared for themselves. 
If a vesael be filled to the brim with water, a stone dropped into it 
will cause aa much water to run out of the vessel as will just fill the 
space the atone occupies. The eame veasel, however, caa be placed 
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where it will be filled with sunlight, without any of the water run- 
ning out. 

2. The Senses. — We acquire knowledge by means 
of our senses, and by them become aware of the ex- 
istence of matter, which we can see, feel, taste, or 
smell. 

Our senses form the avenues or channels through which impres- 
sions are received from things outside ; thus, light entering the eye 
enables us to see the peculiarities of color and form of the object 
from which it came. By means of the touch, we learn to distinguish 
the nature of the surface and the texture ; by the taste or smell, we 
are enabled to select the pleasant and wholesome from the noxious ; 
and, finally, by our hearing, we are enabled to understand the 
thoughts of others when expressed in language. 

3. Substances. Elements. — The different kinds of 
matter are called substances. Iron, wood, water, milk, 
air, and steam are substances. 

Substances are either elementary or compound. Ele- 
mentary substances, or elements, are those which have 
never been resolved into more than one kind of 
matter. 

Compound stibstances are those which are formed 
by the union of two or more elementary substances. 

Gold is an elementary substance. We cannot, by 
any known means, break it up or separate it into 
anything but gold. Brass is a compound substance, 
since we can separate it into copper and zinc ; or, by 
melting copper and zinc together in the right propor- 
tions, we can produce brass. 

All the compound substances in the world are 
formed by various combinations of about seventy 
elementary substances. 

Any definite piece of matter is called a body. 
Bodies may be either large or small ; thus, both the 
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eartli and a grain of sand are bodies, since they both 
are pieces of matter. 

4, Changes of Matter. — All kinds of matter have 
different peculiarities or properties, by means of which 
we are enabled to recognize them. Thus, gold can be 
readily distinguished from marble, since its color and 
weight are different ; and then, too, it can be drawn 
out into wire, or beaten into thin sheets, while marble 
cannot. They differ also in other respects. 

Matter is constantly undergoing change. This 
change is of two distinct kinds, viz. : 

1st. Physical change^ or that which may occur 
without the loss of those peculiarities or proper- 
ties by which we recognize the substance ; and, 

2d. Chemical change^ or that which cannot occur 
without the loss of such peculiarities or properties. 

As an example of a physical change, we may take a piece of steel, 
snch as a common pen, and after examining it carefully, so as to note 
its peculiarities, rub it once or twice against a magnet. The pen will 
now have acquired a property it did not possess before ; it will attract 
iron filings to it ; but if we again examine the pen carefully, we can- 
not see that it has lost any of the properties it previously possessed. 

If, however, we expose the pen for some time to damp air, it will 
become covered with a thick, brown rust, which is formed by oxygen, 
a substance in the air, combining with the iron of the pen. Now the 
rust so formed in no way resembles either of the things out of which 
it was formed, since one of them was the pen itself, and the other an 
invisible gas. This change, then, is a chemical change, since both 
bodies have lost the properties or peculiarities by which they are gen- 
erally recognized. 

5. Physics or Natural Philosophy, and Chemistry. 

— Natural Philosophy or Physics is that study which 
considers the causes and eflfects of the physical changes 
to which matter is subject. 

Chemistry is that study which considers the causes 
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and effects of the chemical changes to which matter 
is subject. 

6. Phenomena. — Anything which happens in the 
ordinary course of nature is called a phenomenon. As 
the word is commonly used, it means something 
unusual or strange ; as used in science, it means any- 
thing which happens naturally. The fall of a leaf, 
the shining of the sun, the fall of a rain-drop, or the 
growth of a plant, are all natural phenomena. 

7. Cause and EfFect. — Nothing happens of itself. 
All natural phenomena are produced by certain 
causes; for example, unsupported bodies fall to the 
earth : here all we see is the effect, namely, the motion. 
The cause of the motion is the attraction which the 
earth has for the body. 

An effect may itself be the cause of some succeed- 
ing effect ; thus, the body, in falling to the earth, may 
give some of its motion to another body which it 
strikes, and this effect may in turn be the cause of 
some other effect, and so on indefinitely. 

The causes which produce natural phenomena can 
all be traced to certain forces, one of the most import- 
ant of which is heat. 

8. Natural Law. — If we observe any natural phe- 
nomenon, we will notice that the relation between cause 
and effect is constant and invariable. The same cause, 
acting in the same way, always produces the same 
effect. Thus, unsupported bodies always fall to the 
earth; a steel pen rubbed against a magnet always 
becomes magnetic, and acquires the property of at- 
tracting iron filings ; the same pen, unless specially 
protected, always becomes covered with rust when 
exposed for some time to damp air. 
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When, by observation, we have discovered the cause 
of any natural phenomenon, and have ascertained the 
order in which cause and eflfect follow each other, this 
order, expressed in language, forms what is called a 
natural law. 

Natural Philosophy has for its object the study of natural laws. 
This definition, it will be seen, embraces the study of all natural phe- 
nomena ; but natural philosophy is generally restricted to the study 
of the laws concerning the physical changes that take place. 

9. Method of Study. Experiment. — There is only 
one way by which we can discover natural laws, and 
that is by observation. If we wish to know what 
effect will follow a certain cause, we must make the 
trial, and observe what happens. If, after repeated 
trials, we obtain the same effects, we may conclude that 
we have discovered the law. 

10. Force and Energy. — All changes in nature 
are caused by the action of certain forces. The term 
energy is employed to designate the amount of work 
which can be accomplished by the action of any force. 

By the muscular force of the arm, a pound weight 
may be raised a certain distance, say one foot ; if the 
same force continue to act, the weight may be raised 
two feet. Here, in each case, the cause of the motion 
is the same, viz., the muscular force of the arm ; but 
the energy, or the amount of work done, is twice as 
great in the latter case as in the former. 

11. Indestructibility of Matter and Energy. — It 

is believed that there exists in the universe a certain 
definite quantity of matter and of energy. Neither 
of these can by any known means be increased or 
diminished. Matter and energy may, during changes, 
disappear, but only to reappear in other forms. Thus, 

2 
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when a piece of paper or wood is burned, it disap- 
pears, and the heat set free is apparently lost; but 
the paper or wood has, by the process of burning, 
been changed into invisible gases, and the heat set 
free has acted on the matter around it, and produced 
changes therein. Matter may change from one form 
to another, and energy may be converted into some 
other form of energy, but neither can be destroyed. 
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Syllabus. 

Matter Ib anything which occnpies space and prevents other things 
from occupying the same space. 

No two pieces of matter can be in the same place at the same time, 
for all matter fills the space it occupies, and prevents other matter from 
occupying the same space. 

Air and water are kinds of matter, since they occupy space and 
exclude other bodies from the space they occupy. We know of the 
existence of matter by means of our senses ; we can see, feel, smell, or 
taste it. 

Different kinds of matter are called substances; substances are 
either elementary or compound. Elementary substances are called 
elements. 

Matter is constantly undergoing change. A physical change is one 
which may happen without the substance losing those peculiarities or 
properties which generally enable us to recognize it. A chemical 
change is one which obliterates or removes such properties. 

Physics or Natural Philosophy studies the causes and effects of 
physical changes ; chemistry studies the causes and effects of chemical 
changes. 

A phenomenon is a natural event, or anything which occurs in the 
usual course of nature. 

Nothing happens without a cause. The causes which produce natural 
phenomena may be traced to certain forces, one of the most important 
of which is heat. 

A natural law is that which expresses the order in which cause and 
effect follow each other. Natural laws are discovered by means of 
observation. 
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By the term energy, we mean the amount of work which can he 
accomplished hy the action of any force. Matter and energy are 
hoth indestructihle. During changes, matter and energy may both 
disappear, but only to reappear in some other forms. 
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Questions for Revie\v. 

How can you tell whether the things you see are composed of matter 
or not? Prove that both air and water are forms of matter. Is a 
shadow a form of matter ? Why ? 

How do we become acquainted with different kinds of matter? 
What are substances? Name some different substances. What are 
elementary substances? What are compound substances? Give some 
examples of each. What is a body ? 

What do you understand by the properties of a body ? To what 
two different kinds of change is matter subject ? What is the differ- 
ence between these changes? Give an example of «ach of these 
kinds of change. What is Physics or Natural Philosophy ? What is 
chemistry ? 

What is the difference between the scientific and the common use of 
the word phenomenon? Name some different natural phenomena. 
What do you understand by the cause of a natural phenomenon? 
What is an effect ? What relation always exists between cause and 
effect? Name any important cause which produces many natural 
phenomena. 

Define natural law. Give an example of any natural law. What 
has the study of natural philosophy to do with natural law? In 
what way only can any law of nature be discovered? 

Define energy. Can the amount of either matter or energy which 
now exists in the universe be increased or diminished? What is in- 
destructibility 7 




CHAPTER II. 
GENERAL, PROPERTIES OF MATTER. 

18. Names of General Properties. — By the prop- 
erties of a body we understand those peouliaritieB or 
qualities which enable us to recognize it. Properties 
are either general or specific. General properties are 
those which are common to all matter, Specijic or 
particular properties are those which are possessed 
only by certain kinds of matter. 

The most important of the general properties of 
matter are magnitude or extension, impenetrability, 
divisibility, porosity, compressibility, expansibility, mo- 
bility, and inertia, 

13. Magnitude or Extension. — All matter occupies 
space or fills room, that is, it has size. This property 
is generally known by the name of magnitude or ex- 
tension. Matter extends or fills space in three different 
directions, namely, in length, in breadth, in thickness ; 
or, in other words, all matter possesses volume. 
' 14. Units of Measurements. — In this country, the 
dimensions of a body are measured in inches, feet, 
yards, or miles. In France and Europe, generally, 
dimensions are measured in metres or in decimals or 
multiples of a metre. 

The following tables give the values of these units, 
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Ensrlish Measure. 

Measures qf Lenffth. Measures of Surface. Measures qf Volume, 

12 in. make one ft. 144 sq. in. = 1 sq. ft. 1728 cub. in.= 1 cub. ft. 

3 ft. " " yd. 9 sq. ft. = 1 sq. yd. 27 cub. ft. = 1 cub. yd. 

1760 yds., or 5280 ft., 

make one mile. 

French Measure. 

Measures qf Length. 

1 metre equals 39.37 Eng. in., or 3.280 ft. 

1 decametre, or 10 metres " 
1 hectometre, or 100 metres " 
1 kilometre, or 1000 
1 decimetre, or ^ 
1 centimetre, or jJiy 
1 millimetre, or j^trs 



II (I 

ti II 

M ^ .1 

II II 



393.7 






3937. 






39370. 




' or 1093.6 yds. 


3.937 






.3937 






.03937 




' or ^ in. nearly. 



Measures of Area or Surface. 

1 square metre equals . . . 1550.06 sq. in., or 10.764 sq. ft. 

1 square decimetre equals . • 15 5006 " " 

1 square centimetre " . .155006 " " 

1 square millimetre " . .00155006 * 



II 



Measures of Volume. 
1 cubic metre equals . . . 61027.1 cub. in., or 35.3166 cub.ft." 

1 cubic decimetre, or litre, equals 61.0271 " " .2202 gals. 

1 cubic centimetre equals .0610271 



II II 



The measures of surface are obtained by squaring the measures of 
length. Thus, 12 ins. X 12=: 144 square inches, or one square foot; 
3 ft. X3 = 9 square feet, or one square yard; 39.37 ins. X 39.37 = 
1550.06 square inches, or one square metre. 

The measures of volume are obtained by cubing the measures of 
length; thus, 12 ins. X 12 X 12 =^ 1728 cubic inches, or one cubic foot. 

The following table will be found convenient in changing English 
into French units : 



1 inch 


— 


25.40 millimetres. 


1 foot 




.3048 metre. 


1 yard 




.9144 metre. 


1 mile 




1.609 kilometres. 



The value of one square inch can be obtained by squaring 25.40 
millimetres = 645.10 sq. millimetres. The value of one cubic inch 
can be obtained by cubing 25.40 = 16387.06 cubic millimetres. 
2* B 
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F^T« 1 TepneenlB the actool leogtha of tlie Frencli decimetre, and 
Figara 2 of four English inches. Since a decimetre equals 3.937 
inchw, it is hat a trifle shorter than four English 
inches. From A to £ is one decimetre ; from A 
to a is one centimetre, of which there are t«n in 
one decimetre, or in the whole length of A B. 
From A ia }> a one millimetre, of which there 
are t«n in every centimetre. 

From C \a D a fonr English inches; from C 
h) a is one inch ; from C to 6 ii one-tenth of an 
inch. There are aboat twenty-five millimetres 

15. ImpenetraUlity is tliat prop- 
erty which prevents any two particles 
of matter from occupying the same 
apace at the same time. 

As we have already seen, magni- 
tude or extension and impenetrability 
are necessary to the existence of mat- 
ter. They are, therefore, sometimes 
called the essential properties of matter. 

Experiment. — If an empty glaaa gohlet be 

held, mouth downwards, in a veesel of water, it 

will be found that the water will not rise and fill 

the goblet, aince it is already full of air. This 

proves that air and water cannot be in the same 

space at the same time. If, however, a vessel 

open at both ends, aa, for example, a glosa lamp 

chimney, be dipped into water, it will be found 

that the water will rise as high inside the chimney as it is on the 

outside, for, u the water rises in the chimney, it pushes the air out 

at the top. 

Oaution, — Unless the goblet be held with it> mouUt quite level with 
the water, some of the air will escape, and mar the experiment. 

Although, in many cases, two different bodies seem to occupy the 
same place, yet. in reality, this is not the case. Like the body moving 
through air or water, they merely move parte of the other body out 
of the space they occupy. Thus, a nail driven into a board caA only 
enter it by crowding some of the particles of the board more closely 
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together. If, too, in the experiment jnst described, the goblet be 
poshed far down into the water, the water will rise some little dis- 
tance inside it, because the pressure has packed the particles of air 
more closely together. 

16. Divisibility is that property of matter which 
enables us to cut it up or divide it into a number of 
smaller pieces. So far as simple experiment shows, 
there would appear to.be no practical limit to the di- 
visibility of matter. We can continue to divide it 
until the particles are too small to be directly seen, and 
even then, by using a microscope, we can carry the di- 
vision still further. 

The following examples will show the wonderful extent to which it 
is possible to carry the division of matter. Gold can be beaten into 
leaves so thin that it would take about three hundred thousand of 
such leaves, placed one upon the other, to make a pile one inch thick, 
and yet each of these leaves can be cut into very small pieces. 

A grain of musk will continue for years to give off its odorous 
particles to the air around it, without decreasing very perceptibly 
in weight. 

A very small quantity of certain coloring matters will give a de- 
cided tint to a large quantity of water. Now, since the water so 
colored may be divided into a very great number of parts, in each of 
which the color is distinctly visible, the quantity of coloring matter 
in each must be exceedingly minute. 

The microscope has revealed to us the existence of animalcules so 
small that millions can easily swim about in the space of a cubic inch 
without touching one another. 

17. Atoms and Molecules. — Notwithstanding the 
above, and other wonderful instances of the extreme 
divisibility of matter, we have reasons for believing 
that matter is not infinitely or indefinitely divisible, 
but that if we could continue to divide a piece of mat- 
ter far enough, we would reach a limit beyond which it 
would be impossible further to divide it. These final 
particles of matter are called atoms. The word atom 
means that which cannot be cut. 
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Since we know by actual trial that we can divide 
matter into very small particles, the atoms must be 
exceedingly small ; but of their real nature, no definite 
knowledge has as yet been obtained. The atoms sel- 
dom, if ever, exist separately, but combine with one 
another, and form groups of two or more atoms, called 
molecules. The force which causes the atoms to com- 
bine is the chemical force. Molecules, though larger 
than atoms, are still exceedingly small — smaller, in- 
deed, than the smallest particles into which we have 
been able to divide bodies. 

The molecule of a compound substance is the small- 
est possible quantity of that substance that can exist. 
Water is a compound substance, composed of two 
atoms of hydrogen combined with one atom of 
oxygen. Any compound containing less than two 
atoms of hydrogen combined with one atom of oxy- 
gen, would not be water. The molecule of water, or 
the smallest quantity of water that can exist, will 
therefore contain two atoms of hydrogen and one of 
oxygen. The molecule of an elementary body consists 
of a group of atoms of that body. 

The very small particles of matter obtained artificially, by con- 
tinued division or by grinding, are neither atoms nor molecules. 
The word particle is sometimes used in the sense of atom or molecule ; 
such use is only correct when we mean the smallest possible particle. 

18. Porosity. — Neither the atoms nor the molecules 
touch one another; though they are nearer together 
in solids than in liquids or gases, yet it is believed 
they are not in actual contact, even in the most solid 
substances known. The spaces which separate them 
are called pores. The size of the pores varies greatly. 
In some kinds of matter, the pores can readily be 
seen, as, for example, in most woods, or in sponges. 
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In others we cannot see the pores, even with the aid 
of a njicroscope. We can, however, in many cases, 
show that they exist, by forcing liquids through them. 
Thus, if water be placed in a strong vessel of gold, 
and a powerful pressure be exerted on the water, it 
can be forced to pass through the vessel without rup- 
turing it. The water must therefore have passed 
through the pores. 

19. CompressiDility. — All matter, when subjected 
to sufficient pressure, can be made to occupy a smaller 
space ; or, in other words, all matter possesses the 
property of compressibility. Substances vary in their 
degree of compressibility. Of the three conditions in 
which matter is found, gases are the most compressi- 
ble, and solids the leaft. The compressibility of most 
solids and liquids is very small, considerable force 
being required to produce a perceptible change in 
their volume. The compressibility of gases is very 
much greater than that of solids or liquids. 

All matter, when cooled, decreases in bulk. This 
decrease is called contraction^ and is to be distinguished 
from compression. 

As a rule, gases contract more than liquids, and 
liquids more than solids, on the loss of equal quan- 
tities of heat. ,- 

20. Expansibility. — As matter contracts or de- 
creases in bulk by a loss of heat, so also it expands or 
increases in bulk by an increase of heat. Gases ex- 
pand more than liquids, and liquids more than solids, 
by the same change of temperature. 

To the above general statement there exist exceptions, a few 
substances expanding on a loss, and contracting on an increase, of 
heat 
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If, Bi is believed, the eiie of neither th« stoma nor tbe molecnlet ia 
changed during eipniiBion or contraction, then the increase or decrease 
in the bnik so produced can only be dna to the increase in the sixe of 
the pores of spaces between the atoms and molecnles. As, therefore, 
all matter expands or contracts when sabjected to changes of tern- 
peratare. all matter most contain pores. 

B^miment. — If an empty glass bottle be held, month downwards, 

in a plate of water, eo that the month ia 

just nnder the water, and (he hand be made 

to cover as much of the oatside of the bottle 

as possible, the heat of the hand will cause 

the air inside the bottle to expand, so that 

tbe bottle will no longer he able to hold it 

s,ll. and it will be seen to bubble out from 

the month of the bottle. 

^ OofiHon. — The bottle should be compar- 

7 atively large, so as to hold a fair amonnt of 

air, and made of glass as thin aa possible, 

Pig, 3,-Eipwttlon of llr. ^o m to allow the heat of the hand to be 

qnickly communicated to the aii within. 

If the bottle he dipped too far down in the water, it will take a longer 

time for the bubbles of air to escape, on acconnt of the preesnro of 

the water on the ont^ide. 

31. Mobility is that property of matter whioli en- 
ables it to be moved or to change its place. 

Since the earth is always rotating on its axis and 
revolving around the sun, it ia clear that nothing on 
the earth is ever actnally at rest. We generally say, 
however, that a body ia at reat when it ia not chang- 
ing its position as regards neighboring bodies. 

Besides the more apparent motions that occnr aronnd ns, like the 
flowing of a river, the flight of a bird, or the fall of a stone, there are 
other motions too minute to be seen. The molecules are never at rest, 
bat are in rapid motions t«warde and from each other. These motions 
cause varions phenomena of heat and light 

33. Inertia. — A body never begina to move, stops 
moving, or changes the direction in which it has been 
moving, unless force of acme kind acta upon it. In 
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other words, matter can do nothing of itself towards 
changing its condition, either of rest or motion. 

If we attempt to move a comparatively large body 
from a state of rest, as, for example, a wheel revolving 
freely on an axis, we will find it necessary to exert 
our strength for some time before we can get the 
wheel to move rapidly ; that is, we find that a body at 
rest apparently offers a resistance to changing its state 
of rest. On the other hand, when the wheel has been 
set in motion, we will also find it necessary to exert 
our strength, but this time in the opposite direction, 
before we can bring the body to rest again ; that is, 
we find that a body in motion apparently offers a re- 
sistance to changing its state or condition of motion. 

By the inertia of matter we understand its tendency 
to continue in whatever condition it may be, whether 
of rest or of motion, until some force acts upon it. 
Therefore it follows, from the property of inertia, 

1st. That a body at rest will continue at rest forever^ 
unless some force acts upon it; and, 

2d. That a body in motion will continue moving in 
a straight line forever^ unless some force acts upon it. 

It is very easy to believe that a body once at rest 
will continue at rest forever, until acted on by some 
force, since such is our common experience. But it is 
difficult, at first, to believe that the same thing is true 
of a body in motion. If, for example, we throw a 
stone straight up in the air, we know that it will 
not continue moving upwards forever. In reality, it 
moves more and more slowly every moment, and at 
last entirely stops, and begins to fall to the earth. 
But in this case the body does not stop its own mo- 
tion. It is stopped because the earth is constantly 
pulling it down towards it, and because the air is 
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resisting its motion. Could we go out into the empty 
space, beyond the influence of any other force, and 
throw the stone in any direction, it would continue 
moving in a straight line in that direction forever, 
since, as it is inert, it has no more force or power to 
stop its motion than it has to begin to move. 

The earth moves through the apparently empty 
space around the sun, and, since there is nothing to 
stop its motion, must continue moving forever. 

23. Examples of Inertia. — When a train of cars 
begins to move, it takes some time before it reaches 
its full speed, on account of the inertia of the train. 
When, however, the train has attained this speed, con- 
siderable force must be exerted to stop it. 

Before a moving body can be brought to rest, it 
must lose an amount of energy equal to that which 
caused its motiqn. Cannon-balls owe their great de- 
structive power to the fact that they have been set 
in motion by the explosion of gunpowder, and hence 
will overcome considerable resistance before stopping. 

If we jump from a rapidly moving coach, we are 
very apt to fall over, because, on reaching the ground, 
the motion of our feet is stopped while the rest of 
our body continues to move forward. A running jump 
will carry us much farther than a standing jump, be- 
cause, if we first run rapidly in the direction in which 
we wish to jump, the motion thus given to the body 
will help to carry it in that direction. 

Experiment. — If a book be stood upright on its end on a sheet of 
paper, it will be found that, if the paper be slowly pulled, the book 
can be moved without falling, since, in this case, the motion is 
gradually imparted to it. If, now, while the book is moving, we 
suddenly stop pulling the paper, the book will fall forwards, since its 
top keeps on moving after the part resting on the paper has stopped. 
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9 

If, on starting, we pull the paper quickly, the book will fall back- 
wards, because the part resting on the paper is moved forwards be- 
fore the top has commenced to move. 

Oaution. — The experiment will be more impressive and apt to suc- 
ceed, if a long, heavy book be used. 

24, Living Bodies Possess Inertia. — Living bodies, 
as well as those without life, possess inertia. 

We are conscious of having to exert our strength 
before wc can move abont from place to place. Thus, 
if we move an arm, we do it by means of the muscular 
strength or force of the arm. When we have once 
set our bodies in rapid motion, as, for example, in 
running down hill, we find it necessary to exert con- 
siderable strength in order to stop suddenly. 

25. Resistances to Motion. — A body moving 
through air or water can only advance by pushing 
the air or water out of its way. Since both air 
and water possess inertia, they cannot move them- 
selves out of the way, and therefore require that 
force act upon them. This force is taken from the 
moving body, and diminishes its motion. Eesistances 
of this kind are called fluid resistances^ and are im- 
pediments to motion. 

When bodies are slid or rolled over one another, 
they meet another resistance or impediment to motion. 
Even the smoothest surfaces we can obtain are full of 
irregularities ; and when one body is slid or rolled over 
another, the projections of the one fitting into the de- 
pressions in the other, cause a resistance to motion. 
Besides the irregularities of the surfaces, whenever 
two bodies arc brought near each other, they attract 
or tend to hold on to each other. The resistances to 

motion produced in this way arc called /riciion. 
3 



26 NATURAL PHILOSOPHY, 

' Friction, therefore, is caused 

1st. By the irregularities of the surfaces in contact ; 
and, 

2d. By the attraction which the bodies have for each 
other ^J^- 

Syllabus. 

By the properties of a body, we mean those peculiarities or qual- 
ities which enable us to recognize it. Properties are either general or 
specific. 

Magnitude or extension, impenetrability, divisibility, porosity, com- 
pressibility, expansibility, mobility, and inertia are the most import- 
ant of the general properties of matter. 

Magnitude and impenetrability are sometimes called the essential 
properties of matter, because they are necessary to its existence. 

The unit of measurement used in this country is the inch and its 
multiples; that commonly used in France, and throughout Europe, 
is the metre and its multiples, or subdivisions. One decimetre is 
very nearly equal to four English inches. 

The atoms and molecules are impenetrable. When a nail is driven 
into wood, or a stone is dropped into water, the molecules are pushed 
aside, not penetrated. - 

Although, so far as experiment is concerned, our ability to divide 
matter appears to be without limit, yet we believe that, if the division 
were carried far enough, we would at length reach minute particles 
that could no longer be divided. These particles are called atoms. 

The atoms are believed to be unalterable, and their size unaffected 
by heat or cold. The atoms seldom, if ever, exist separately, but com- 
bine with one another, and form groups of atoms called molecules. 
Neither the atoms nor the molecules touch one another, even in the 
densest kinds of matter. The spaces between the atoms or the mole- 
cules are called pores. 

We know that even solid matter contains pores, 1st. Because many 
solids are permeable to liquids ; 2d. Because all matter is compressi- 
ble ;■ 3d. Because all matter contracts by cold. 

When matter expands or contracts by heat or cold, or when it is 
compressed, it is not the size of the atoms or molecules which is 
changed, but the size of the spaces or pores between the atoms or 
molecules. 
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The expansion or contraction of gases is greater than that of liquids, 
and that of liquids greater than that of solids. 

Since the earth is constantly moving, nothing on its surface is at 
actual rest. We generally consider, however, that a body is at rest 
when it is not changing its position as regards neighboring bodies. 

A body never begins to move, stops moving, or changes the direc- 
tion of its motion, unless force acts upon it. 

By inertia we understand the tendency matter has of continuing 
in whatever state it may be, whether of rest or motion, until some 
force acts upon it ; therefore, a body at rest will continue at rest for- 
ever, or a body in motion will continue in motion forever, unless 
force acts upon it. 

Living bodies possess inertia. Force is necessary to move our 
bodies or to stop their motion. A body moving through air or water 
loses all the energy it gives to the air or the water it pushes out of its 
way. ^ 

Friction is the resistance which one body experiences in being slid 
or rolled over another, and is caused by the irregularities of the sur- 
faces, and the attractions the two bodies have for each other. 



Questions for Review. 

What is meant by the properties of a body ? What is the difference 
between general and specific properties ? Which two general proper- 
ties are sometimes called the essential properties ? Name the general 
properties of matter. 

Define magnitude or extension. What unit of measurement is gen- 
erally used in this country ? In Europe ? 

Define impenetrability. Is it the atoms and molecules or the pores 
that are impenetrable? Is matter divisible without limit? Can we 
prove this by experiment ? Name any instances of the extreme di- 
visibility of matter. 

Define atom and molecule. What are pores? Hbw do we know 
that pores exist ? 

Whid^h is the more compressible, solids or liquids? Liquids or gases? 
When matter is compressed, is it the atoms and the molecules or the 
pores which are made smaller ? Which is the more expansible, solids 
or liquids ? Liquids or gases ? 

Describe in full any experiment by means of which the expansibility 
of air may be shown. 
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Why can there be no snch thing as absolate rest on the earth ? 
When do we generally regard a body as being at rest? What is 
necessary in order that a body may begin to move, stop moving, or 
change the direction of its motion ? 

What do yon understand by the inertia of matter? Is inertia pos- 
sessed by bodies in motion as well as by those at rest ? Show by any 
example that this is the case. What example can you give of a body 
continuing its motion forever? 

How does the amount of energy which a moving body must lose 
before it comes to rest, compare with the amount required to produce 
that motion ? Why can a person jump farther by a running than by 
a standing jump ? 

Describe any experiment by which the inertia of matter may be 
shown. 

Do living bodies possess inertia? What do we find necessary to do 
before we can begin to move from place to place ? Is any force re- 
quired to stop our bodies when they have once been put in motion ? 

What do you understand by friction ? Give an example of friction 
acting as a resistance to motion. 




CHAPTER III. 

THE THREE CONDITIONS OF MATTER. 

26. Solids, Liquids, and Gases. — Matter is found 
in three different conditions, viz., the sohd, the liquid, 
or the gaseous. Many kinJs of matter can be made to 
assume any of these conditions. 

The molecHles of a. substance, it is believed, do not 
change in size when the substance is passing from a 
solid to a liquid form, or from a liquid to a gaseous 
form ; it is only the distances which separate the mole- 
cules, and the intensity of the forces that act on them, 
that change. 

37. The Molecular Forces. — The molecules do not 
touch one another, but are separated by spaces or 
pores, that are large when compared with the size of 
the molecules. The molecules arc kept at certain dis- 
tances from one another by reason of forces which act 
on them, and which are called the molecular forces. 
There are two molecular forces. One tends to draw 
the molecules together, and is called the force of mo- 
lecular attraction; the other tends to keep them apart, 
and is called the force of molecular repulsion. The 
molecular forces, therefore, act in opposite directions. 
Molecular repulsion is caused by the action of heat. 
The cause of molecular attraction is unknown. 

The three conditions of matter, the solid, the liquid, 



80 NATURAL PHILOSOPHY. 

and the gaseous^ result from the different degrees unth 
which these attractive and repulsive forces are exerted 
on the molecules. 

28. Solids. — ^In solids, tlie force of molecalar attrac- 
tion is greater than that of repulsion ; the molecules, 
therefore, are held together, and resist any force tend- 
ing to 8e;>arate them 

Solids can be fashioned into any form or shape, since 
the molecules are all held together, and resist force 
tending to separate them. 

The force of molecular attraction varies in different solidB. A piece 
of paper, or a match stem, may easily be pulled into smaller pieces, 
since the molecules are readily separated ; but, if we take a piece of 
sheet-iron no thicker than the paper, and try to pull it to pieces, we 
would find that it would require very much greater force, because the 
molecules of the sheet-iron cling together with far greater force than 
do those of the paper. 

A steel wire, so thin as to be almost invisible at the distance of 
several yards, is strong enough to hold a man's weight. In soft 
wax or butter the molecules are held together so feebly that but little 
force is required to alter their form. Indeed, these substances are 
very much like liquids. 

29. Fluids. — Substances whose molecules move 
freely over one another are called fluids. There are 
two kinds of fluid substances, viz., liquids and gases. 

30. L#iqoids. — In liquids, the forces of molecular 
attraction and repulsion exerted, are nearly equal to 
each other. The molecules, therefore, are not all held 
together, but are very nearly independent of one an- 
other, and, when acted on by any force, can move or 
slide easily over one another. 

From the great freedom of motion of their mole- 
cules, liquids possess no definite shape, but at once 
assume that of the vessel in which they are kept. A 
quantity of water poured into a bottle will at once 
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take the shape of the inside of the bottle, and will 
keep that shape as long as it continues in the bottle; 
but let it be poured into a cup, plate, or tumbler, and 
it will at once take the shape of the inside of the cup, 
plate, or tumbler. 

31. Mobile and Viscid Liquids. — The force of 
molecular attraction varies in different liquids. In 
some the molecules are attracted to one another with 
much greater force than in others, and in them, there- 
fore, the molecules do not move or flow over one 
another so readily. 

In molasses or tar, the molecules do not move over 
one another as readily as in alcohol or ether, because 
the molecules of molasses or tar are held together 
with greater force than are the molecules of the 
alcohol or ether. 

Liquids, like molasses or tar, in which the molecules 
do not flow or move over one another readily, are 
called viscid or viscous liquids. Those like alcohol or 
ether, in which the molecules flow or move over one 
another readily, are called mobile liquids. 

We have seen that some solids, like soft butter or 
wax, are scarcely to be distinguished from liquids. 
There are, on the other hand, many liquids, like very 
thick tar, which it is difficult to distinguish from 
solids. The solid condition^ indeed^ often passes almost 
imperceptibly into the liquid condition. 

Some solids, as, for example, the metals, exhibit, when subjected to 
sufl&cient pressure, many of the phenomena of flow. In the process 
of wire drawing, a stout rod of cold iron or copper may be drawn 
without fracture into a wire many hundred times the length of the 
original rod. A disc of metal, put under a powerful coining-press, is 
caused by the pressure to flow into all the cavities of the dies, thus 
assuming accurately their precise impressions. Heavy blocks of ice 
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or stone, when subjected to long-continaed pressure, may be consider- 
ably bent or flexed without fracture. 

32. Gases. — In gases, the force of repulsion is 
stronger than that of attraction. Gases, as we have 
seen, are one form of fluids, and possess the ability to 
flow to a much greater extent than liquids. 

Since in gases the force of repulsion is greater than 
that of attraction, the molecules should be constantly 
getting farther and farther apart, or the bulk of the 
gas should be constantly increasing; but the mole- 
cules of all bodies on our earth are prevented by 
the force of gravity from getting beyond a certain dis- 
tance from one another. In gases, therefore, the force 
of gravity, together with that of molecular attraction, 
is equal to the force of repulsion. Since the force 
of repulsion is thus ever held in check, it is evident 
that a gas constantly tends to expand. 

We see the influence of this action in our atmos- 
phere. Towards its upper limit the air is much lighter 
than that nearer the earth's surface, since the lower 
layers of air have to sustain the weight of those above 
them, and the particles are thereby packed more closely 
together. 

The increase in the force of gravity near the earth's 
surface also causes a slight increased density of the 
lower layers. 

When a balloon rises very high above the earth's surface, the gas it 
contains expands, and occupies a much greater bulk than it did near 
the surface. If balloons, at the time of their ascent, are too full of 
ga<t, they often burst from this cause on reaching moderately great 
heights, unless some arrangement is provided for the escape of the 
excess of gas. 

33. Influence of the Pressure of the Air on 
Liquids. — Were it not for the pressure of the air, 
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many bodies whicli now exist as liquids would be 
gaseous. Water, and many other liquids, when placed 
in an unlimited space from which all the air has been 
removed, will turn into the gaseous state. Gaseous 
bodies that are formed from liquids in this way, or by 
the direct action of heat, are called vapors, 

7/n many liquids the forces of molecular attraction 
and repulsion are not in equilibrium^ until the pressure 
of the atmosphere adds its force to that of attractiorOl,^^ 

34. Influence of Heat on the Condition of Matter. 

— By the action of heat, most solids become changed 
into liquids, and most liquids into vapors or gases. 
The action of heat is to increase the distance between 
the molecules, and thereby to lessen the force of at- 
traction. 

When solids are changed into liquids by the ac- 
tion of heat, we say that they have been melted or 
fused. 

Some substances are very easily melted or fused. Ice, for example, 
melts at quite a low temperature. Butter softens when brought into 
a warm room. In these substances but a slight increase of tempera- 
ture is necessary to overcome the force of attraction. Other substances 
are only melted or fused by the action of intense heat. Cast-iron re- 
quires the heat of a blast-furnace in order to melt it. Substances that 
are very difficult to melt or fuse are called refractory iubitances. 

When substances which have been melted or fused 
lose the heat which caused them to fuse, they again 
become solid. This process is called solidification. 
Thus, water solidifies or freezes when it loses sufficient 
heat. Cast-iron is obtained in any desired form by 
pouring it, when melted, into moulds, in which it 
solidifies on cooling. All liquids are changed into 
solids if they lose sufficient heat. 

c 
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By the action of heat, liquids become changed into 
gases or vapors. This process is called vaporization. 

On the loss of the heat which caused the vaporiza- 
tion, the vapor again becomes a liquid. This process 
is called liquefaction or condensation. 

As a mle, most vapors are liquefied by mere loss of heat. Ordi- 
nary gases require both loss of heat and compression in order to bring 
their molecules sufficiently near one another to become liquids. Until 
quite recently, a number of gases had never been liquefied by cold or 
pressure. These were called the ineoereihU g<ue». By subjecting them, 
however, to intense cold and pressure, they too kave been changed 
into liquids. There are, therefore, no gaseous substances that can 
now be considered as incoercible. 
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Syllabus. 

Matter exists in three conditions, viz., as solids, liquids, and gases. 
In the same substance these conditions differ from one another, not on 
account of the size of the molecules, but on the distances which sep- 
arate them. 

A group of two or more atoms is called a molecule. The molecule 
of a compound substance is the smallest quantity of that substance 
that can exist. 

The molecules are kept in their relative positions by the forces of 
molecular attraction and repulsion. The cause of molecular attrac- 
tion is unknown. Molecular repulsion is caused by heat 

Solids are bodies in which the force of molecular attraction is 
greater than that of repulsion. Solids possess definite shape, because 
the molecules are all held together, and resist any force tending to 
separate them. 

The force of molecular attraction varies in different solids ; some are 
easily pulled in pieces, while others can only be broken by the appli^ 
cation of considerable force. 

Liquids are bodies in which the forces of molecular attraction and 
repulsion are equal to each other. The molecules are not all held 
together, and can move or slide readily over one another. 

Bodies whose molecules move or slide easily over one another 
are called fluids. There are two kinds of fluids, viz., liquids and 
gases. 
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Liquids have no definite shape, but take at once the shape of the 
vessel into which they are ponred. 

Liquids that flow readily are called mobile liquids. Those that do 
not flow readily are called viscid or viscous liquids. 

The solid condition passes almost imperceptibly into the liquid con- 
dition. Solid bodies, when subjected to great pressure, exhibit many 
of the phenomena of flow. 

Gkises are bodies in which the force of repulsion is greater than 
that of attraction. The pressure of the air or the force of gravity, 
however, makes the force of attraction equal to that of repulsion. 

Gases are constantly tending to expand; their molecules possess 
great freedom of motion. 

Heat causes solids to become liquids, and liquids to become gases. 

When a solid has been changed into a liquid by the action of heat, 
we say that it has been melted or fused. 

Substances differ in the amount of heat necessary to fuse them. 
Those which are very difficult to fose are called refractory substances. 

When a substance which has been melted is allowed to cool, it again 
hardens or becomes solid : this is called solidification. 

By vaporization we mean the change of a liquid into a vapor by the 
action of heat. When a v^por is sufficiently cooled, it again becomes 
a liquid : the process is called liquefaction. 

By the combined action of cold and pressure all known gaseous 
bodies have been changed into liquids. 



Questions for Review. 

In what three conditions may matter exist ? 

Define atom, molecule. What do we understand by the molecule 
of a compound substance ? By the molecule of an elementary sub- 
stance ? Are the small particles obtained by grinding either atoms or 
molecules ? 

What are the molecular forces? Explain in full the action they 
exert upon the molecules. 

What are solids ? Why should solid bodies possess definite shape ? 
Give any example which shows that the particles of different kinds of 
solid substances are held together with different force. 

What are fluids ? What two kinds of fluid substances are there ? 
What are liquids ? 

Why should liquids possess no definite shape ? Have the molecules 
of liquids no attraction for one another ? 
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What is the difference between mobile and viscid liquids ? Give an 
example of each. What is the cause of this difference ? Show that 
the solid state often passes insensibly into the liquid state. 

What instances can you give to show that solids sometimes exhibit 
the phenomena of flow? 

What are gases? By what is the force of molecular repulsion aided 
in gases ? Why should a gas be constantly endeavoring to expand ? 

Why is that portion of our atmosphere which is near the earth's 
surface denser than that which is far above it? 

What influence does heat exert on the condition of matter ? When 
is a substance said to be melted or fused? What happens when a sub- 
stance which has been melted or fused is allowed to cool ? 

What do you understand by vaporization ? Under what circum- 
stances does vaporization occur ? 

What is meant by liquefaction or condensation ? In what two ways 
may liquefaction or condensation be caused ? Can all gaseous sub- 
stances be liquefied by the combined action of cold and pressure ? 




CHAPTER IV. . 

FORCE AND MOTION. 

85. Force is anjthiag whicli makes a body begin 
to move, which stops its motion, or wbioh changes 
the direction in which it has been moving- Force is 
necessary to produce or modify motion, on account of 
ibfi inertia of matter. 

\AU natural phenomena are caused by force acting 
upon matter.'^ 

36. Varieties of Force. — Force manifests itself in 
a variety of ways, and thus arise different varieties of 
force. 

Wa have alreaidy briefly mentioned tha force of gravity, which 
causes bodies to fall to the ground ; the fonc of magnetic aitracivyn, 
which caases magnets to attract iron filings ; the chemical foree which 
causes chemical changes, like the msting of a pen; the mtuculaT arui 
vital force whicli cause the movements of living bodies; the/orceio^ 
fiuid Ttdstance and friction ■whiah modify the motion of bodies; the 
force of molecular attraction, and the farce of moleculaT repuliMn or 
heat which keeps the molecules of matter at certain dietancea from 
one anoiher. 

Besides these forces there are a number of others, as, for example, 
maffjielic Ttpultion, electric attrajjtion and rgiultion, light, and eUu- 

37, The Representation of Force. — In order to 
ascertain the effect produced by any force, we must 
know 
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1st. The point of application^ or the point of the 
body at which the force acts. 

2d. The direction in which the force acts ; and, 
8d. The intensity with which the force acts.--^ 
It is convenient to represent forces by straight 
arrows: the intensity of the force is represented by 
the length of the arrow; the direction of the force is 
that in which the arrow would fly; and its point of 
application is considered as being situated at the end 
of the arrow which is placed against the string of the 
bow. 

Thus, in the figure, we represent the weight of the 

jg^^^ body A^ or the force with which it is 

^^^^^ pulled down by the attraction of the 

^'i^^^'* earth, by the arrow g B. The amount 

T of this force is represented by the length 

pj^^ ^ of the arrow ; the force is represented as 

TheBepman- acting at the point g. 

We generally express the amount or 
intensity of a force in pounds avoirdupois. When 
forces are represented by arrows, as in the figure, a 
certain portion of the length, as, for example, one 
inch, is taken to represent one pound. Thus, if in 
the figure the arrow g B were two inches long, the 
figure might represent a force of two pounds acting 
at the point g^ in the direction of g B. 

38. The Direction in which the Force Acts.-^ 

If we take hold of a body free to move and pull it, 
the body moves towards us ; if we push the body, it 
moves from us. 

The direction in which the force acts, therefore, de- 
termines the direction in which the body moves. 
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39. The Point of Application of the Force. — If we 

place the end of a ruler against a book lying on a table, 
and push the book, we will notice that the kind of mo- 
tion it acquires depends upon the part touched by the 
ruler. If, for example, the ruler be placed exactly 
against the middle of one of the ends of the book, a 
push will move it straight forward in the direction 
we are pushing ; but if the ruler be nearer one end 
than the other, although the book will still advance 
when pushed, it will at the same time move partly 
around. 

The point at which the force is applied determines, 
therefore, the nature of the motion. 

40. The Intensity of the Force. — If we push the 
book with more force in one instance than in another, 
we will find that its motion will be more rapid when 
the greater force is acting upon it. 

The intensity of a force, therefore, determines the 
rapidity of the motion. 

41. Mass and Velocity. — If one book is larger than 
another, we will find that more force is required to give 
it in the same time the same rapidity of motion as that 
given to the smaller book. 

By the mass of a body we mean the quantity of 
matter it contains. In the same substance the mass is 
proportional to the number of molecules. 

By velocity we mean the distance through which a 
moving body passes in a given time. The distance is 
generally measured in feet and the time in seconds, 
thus, by a velocity of six feet per second, we mean a 
velocity that will carry the body through six feet in 
one second of time. 
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In the following table, taken mainly from Ganot, 
will be found tbe velocities in feet per second of a 
number of different objects. 

Table of Velocity. Ftaper uetmd. 

Snail y^ 

— ^rfoderately slow river 3 

Moderately rapid river 6 

Man walking 3 to 4 

Quick military step 4H 

Moderate wind 10 

F^e^ wind 40 

Hurricane 120 to 160 

Railway train 36 to 75 

Steam-ship 22 

Eagle 100 

Sound in air at 32*» Fah 1090 

Martiui-Henry rifle-bullet 1330 

-^--Foint on equator by rotation of earth . 1520 
Centre of earth by revolution around the sun . 101000 

42. Momentum. — We have seen that the amount 
of energy required to produce motion in a body 
depends : 

1st. On the mass of the body. The greater the mass, 
the greater the amount of energy expended in produ- 
cing a given motion, and 

2d. On the velocity. In the same body, the greater 
the velocity the greater the amount of energy re- 
quired to produce it. 

In order, therefore, to compare the total quantity of 
motion possessed by one body with that possessed by 
another, or in order to obtain the total quantity of 
motion in any body, we must multiply the mass of the 
body by its velocity. 

The momentum of a m^oving body, or the quantity of 
motion it possesses, is equal to the mass of the body 
multiplied by its velocity. 
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If a given force acting on a mass of ten pounds moves it at the rate 
of ten feet per second, the momentum, or the amount of energy of mo- 
tion, would be ten times ten, or one hundred ; if the same force acts on 
a mass of one pound, it must, in order to give it the same momentum, 
impart to it a velocity of one hundred feet per second, since 100 X ^ 
= 100. This result would not follow, unless there was no other resist- 
ance to the motion of the body than that arising from its inertia. In 
a body moving through air or water, the increased fluid resistance 
would cause the same force to produce a smaller velocity. 

43. Examples of Momentum. — A drop of rain 
may scarcely bend the blade of grass on which it falls ; 
a moderately large hailstone, falling with about the 
same velocity, may cut the leaves and branches from 
trees ; while a rifle-bullet, from its more rapid motion, 
carries death in its path. 

A floating chip is harmless when it strikes the sides 
of a small boat, but a floating log may crush the boat 
if caught against a wharf, or other fixed obstacle. 
Even a powerful ship, caught between two large ice- 
bergs moving in opposite directions, is as certainly 
crushed as an egg-shell when trodden on. 

If, while in motion, we strike our bodies against 
any fixed obstacle, as a tree, the injury received will 
depend on the speed with which we were moving. If 
we were walking at a moderate speed, the injury 
would probably be but slight; if running, we may 
break a bone ; if thrown from a carriage while in 
rapid motion, we may lose life. 

44. Momentum the Measure of Energy of Mo- 
tion. — Since a body begins to move solely from 
energy expended on it, it follows that the momentum 
at any given time represents the amount of energy 
of motion that the body possesses at that time. The 
momentum^ therefore^ is a measure of the amount of 
energy of motion which a body possesses. 

4* 
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From the inertia of matter, it follows tliat motion 
once having been imparted to a body by force acting 
on it, the bo4y must continue to move until it has lost 
all of its energy ; if it meets no resistance, or is acted 
on by no other force, it must continue to move in the 
same .direction, and with the same velocity forever. 

46. Force not Affected by the State of Rest or 
Motion. — A force acting on a body will produce the 
same effect, whether the body be at rest or in motion. 
Common experience proves this. 

A body dropped to the floor of a rapidly-moving 
car strikes the floor directly under the place from 
which it fell. The car-floor does not move from under 
the body while it is falling, since the body is moving 
forward as rapidly as the car. 

By its rotation, the earth is rapidly moving towards 
the east ; and yet we find no more difiiculty in running 
towards the west than towards the east. 

A mounted acrobat at a circus, in jumping through 
a hoop, does not jump forward; if he did, he would be 
carried over the horse's head. He simply jumps up 
into the air, and, his body having the same velocity 
as the horse, he falls again on its back, just as the 
body dropped to the floor of the car, strikes the floor 
directly under the place from which it fell. 

Therefore^ when two or more forces act on the same 
body at the same time, each produces the savne effect as 
if it a^ted alone. 

46. Varieties of Motion. — When a body moves 
through equal distances in successive seconds, its mo- 
tion is said to be uniform. 

When a body moves through unequal distances in 
successive seconds, its motion is said to be varied. 
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If the velocity of the body is changed at a uniform 
rate, we say that its motion is uniformly varied. 

When the velocity regularly increases, the motion 
is said ix) be uniformly (accelerated. When the velocity 
regularly decreases, the motion is said to be uniformly 
retarded. 

As gravity is constantly acting on a falling body, 
it must have a uniformly accelerated motion, since 
gravity is constantly adding to the motion the body 
has already acquired. 

A body thrown vertically upwards must have a 
uniformly retarded motion, since gravity is constantly 
decreasing its motion. 

Bodies whose motion is either uniform or varied, 
may move in straight lines or in curves, that is, their 
motion may be rectilinear or curvilinear. 

Rectilinear motion is that in which the body moves 
in straight lines. 

Curvilinear motion is that in which the body moves 
in curved lines. 

In rectilinear motion, the body continues to move in 
the same direction. In curvilinear motion, the body 
is constantly changing its direction. When a body 
moves around a fixed point, as, for example, a wheel 
on an axis, the motion is called rotary. 

47. Components and Resultants. — A body cannot 
move in more than one direction at the same time. 
No matter, therefore, how many forces may act at the 
same time on a body, their combined action can only 
produce motion in one direction; and this motion 
could have been produced by a single force of suffi- 
cient intensity acting in the proper direction. 

Any single force which will produce the same effect 
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on a body, as a number of separate forces, is called 
their resultant. 

The separate forces are called the components. 

48. Direction of the Forces. — When several forces 
act at the same time on a body, they may act 

1st. In the same straight line. 

2d. At some angle with one another. 

3d. Parallel to one another. 

49. Forces Acting in the same Straight Line. — 
When two or more forces act in the same straight line, 
they may act either in the same or in opposite direc- 
tions. When they act in the same direction, the re- 
sultant is equal to their sura. When two forces act 
in opposite directions, the resultant is equal to their 
difference; and if the two forces are of equal inten- 
sity, they will be in equilibrium, and the body may 
be at rest. 

50. Forces Acting at some Angle with One 
Another. — When a body is acted on by two forces in 
directions that form an angle with each other, the 
body will not move in the direction of either force, 
but in some direction between them, that is, the re- 
sultant will lie somewhere between the two compo- 
nents. 

Thus suppose, 
for example, that 
a man is rowing 
a boat across a 
riverwithaforce 
that would in a 
certain time car- 
ry the boat from 

Fig. Br-IlM FuaUalognm of Foniw. A tO S m thb 
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direction of the line A -B, but that in the same time, 
by the velocity of the stream, he would be carried 
from A to i), then, by the combined action of these 
two forces, he would be carried to C along the line 
AO. 

The direction and intensity of this force are ascer- 
tained as follows : Draw . the line B G parallel io AD 
and D parallel to A B. Then, if the point C, where 
these two lines meet, be connected by a straight line 
with the point -4, this straight line will give the 
direction in which the body will move when under 
the action of both forces. Since AB and AD rep- 
resent the direction and intensity of the two forces, 
the line A C will represent the direction juid inten- 
sity of the force produced by their combined effect. 

If, therefore, we know the lengths oi AB and A Dj 
we can obtain the length oi A C either by direct 
measurement or by calculation. In this case J. (7 is 
the resultant, and A D and A B its components. 

The figure A B D^ being a four-sided figure 
bounded by parallel lines, is called a parallelogram, 
and this construction is generally called the paral- 
lelogram of forces. 

The parallelogram of forces affords another example of the fact 
already stated, that when two or more forces act on the same body, 
each produces the same effect as if it acted alone. Thus, by the force 
of the man rowing, the boat would be carried from Aio B\ subse- 
quently, by the force of the stream acting for an equal time, it would 
be carried from 5 to C. We see that each force has produced the saTne 
amount of eff'ect as if it acted alone, for, while the man has rowed 
the boat through a distance equal to D Q the stream has carried it 
through a dist-ance equal to B C. 

When two forces act in any direction, forming an 
angle with each other, the resultant is found in the 
same manner. 
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Fig. 6. — Puall«logram of Foroett 



Thus, suppose two forces, A C and A B, act together 
on the point A, one tending to produce motion along 

the line A (7, and the 
other along the line 
AB] then, as before, 
completing the par- 
allelogram AB CD, 
its diagonal, A i>, 
represents the di- 
rection and inten- 
sity of the resultant. 
When three or more forces act at the same point, 
their resultant may be obtained by first finding, as 
before, the resultant of any two of the forces; and 
then with this resultant, and any other of the forces, a 
second resultant is found, and so on until a final re- 
sultant is obtained which expresses the action of aU 
the forces. 

Thus, suppose three forces, AB, A C, and A JD, act 

as represented on the point 

A. Completing the paral- 

^>, jjlelogram ABHC, its di- 

I agonal ^ ^ is the resultant 

i of the two forces A B and 

A C. Now taking this re- 

! sultant, and the third force 

Vvi^pidtion'rfi^^^ ^ A and completing the 

parallelogram A HO D, 
its diagonal, A 0, represents the resultant of the three 
forces. 

61. ParaUcl Forces. — When two parallel forces act in the same 
direction, the resultant is always equal to their sum ; hut the point of 
application of the resultant does not coincide with the points of appli- 
cation of either of the two forces. When the forces are of equal 
intensity, it is situated midway hetween them; but when they are 
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Fig. 8.— Parallel ForoM Acting in the Same 
Bireotion. 



aneqnal in intensity, its distances horn the points of application of 
the two forces are inversely proportional to the intensities of these 
two forces. 

Thus, suppose the bar A B, of uniform thickness and density, be 
supported at its centre C; it will then be in equilibrium, since, being 
acted on by two equal par- 2> 

allel forces, viz., the weights AWK^^KB^KKBKKKttBBMKKK^B 
of the parts CB and CA, 
the resultant of these forces 
will be found midway be- 
tween their points of appli- 
cation, or at C; and since 
the bar is supported at this point, it will be in equilibrium. 

Suppose, however, we conceive the bar to be divided into two 
unequal lengths, A D^and D B ; then, since the weight oi A D is 
greater than that of D By we have two parallel but unequal forces, 
which may be considered as acting at the points E and F^ the middle 
points oiAD and D B. The point of application of the resultant of 
these forces will not, therefore, be found midway between E and F, 
but will be at (7, which is as much nearer E than F, as the force acting 
at J? is greater than that acting at F, that is, the distance of C from 
E and F is inversely as the intensity of the forces acting at E and F. 
Should additional weights be hung to the bar at the points E and F, 
the equilibrium will not be disturbed, provided the weight at ^ is as 
much greater than the weight at ^ as the distance CF \a greater 
than the distance CE. 

When two parallel forces act in opposite directions, the point of 
application is never situated between them, but is in the extension of 
a line joining the points of application of the two forces, on the side 
of the greater force, at a distance from the points of application of 
the two forces inversely as their intensities. Thus, let two parallel 
forces, B C and A D, act at the points B 
and A, as shown. The resultant E F 
takes the same direction as that of the 
greater force ^ C7 ; its intensity is equal 
to the. difference of the intensity of B C 
and ADt and its point of application 
j^ is so situated that the distances, E B 
and EA, are inversely as the forces B C 
and A D, 

If two parallel forces of equal inten- Fig. 9.— Parallel Forces Acting in 
sity act in opposite directions, they can- Oppoaite Direotionst 
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not be replaced or held in eqnilibrinm by a single force. These forces 
form what is called a couple^ and tend to rotate the body on which 
they are acting. 

62. Centrifugal Force. — The inertia of a moving 
body will cause it to continue moving in a straight 
line forever. To stop its motion or to change its 
direction, some other force must act on it. Since a 
body in circular motion is constantly changing its 
direction, it is clear that motion of this kind can 
never be produced by the action of a single force, 
because one force would be required to set the body 
in motion and another to constantly act to change the 
direction of the motion so produced. 

A stone tied to a string and whirled around, will 
continue moving in a circle as long as the string is 
held in the hand; but if we let go the string, the stone 
will no longer move in a circle, but will fly off in a 
straight line, in the same direction as that in which 
the stone was moving at the time the hand let go the 
string. 

The string is constantly keeping the stone at a fixed 
distance from the hand, and preventing iffrom moving 
off from the hand. Since, however, the stone neither 
moves towards the hand nor away from it, these two 
forces must be equal to each other; they are, moreover, 
. directly opposite, and therefore neutralize each other, 
and the body retains its circular path. 

The force which is exerted by the body in a direc- 
tion outwards from the centre, is called the Centrifugal 
Force^ and that which opposes this outward tendency is 
often called Centripetal Force, If the centripetal force 
ceases, the body moves in a straight line. At the same 
time, however, the centrifugal force ceases, since it is a 
consequence of rotation. 
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The motion of the earth around the sun affords a 
good instance of the so-called centrifugal and cen- 
tripetal forces. The earth, in consequence of the 
motion originally given to it, is constantly tending 
to move away from the sun. The sun, however, is 
constantly attracting it; and these two causes make 
the earth move in an almost circular path around the 
sun. 

53. Examples of Centrifugal Force. — Drops of 
mud thrown by centrifugal force from the wheels of 
a carriage in rapid motion move off from it in straight 
lines. Grindstones and the fly-wheels of engines when 
put into very rapid rotation are sometimes burst by 
the action of centrifugal force. The tendency of dif- 
ferent portions of the wheel to continue moving in 
the direction in which they were moving at any 
given moment, at last becomes stronger than the 
cohesion of the particles, and the stone or wheel flies 
into a number of pieces, which move with consid- 
erable velocity in different directions. 

The shape of the earth is not that of a perfect sphere. The eqaa- 
torial diameter, or the distance through the centre at the equator, 
is somewhat greater than the polar diameter, or the distance through 
at the poles. This bulging of the earth at the equator was caused 
by the action of centrifugal force. 



Sylx-abus. 

Force is anything which makes a body begin to move, which stops 
its motion, or which changes the direction in which it has been 
moving. 

All natural phenomena are caused by force acting on matter. 

The principal varieties of natural force are the force of gravity, 
the forces of magnetic and electrical attraction and repulsion, the 
forces of molecular attraction and repulsion, the chemical force, the 
5 D 
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moscnlar force, the forces of fluid reBistance and friction, and the forces 
of light and elasticity. 

To ascertain the effect produced hy a force we must know, Ist. The 
point of application of the force, or the point at which it acts. 2d. 
The direction in which it acts; and, 3d. The intensity or energy 
with which it acts. 

Forces are generally represented hy arrows : the force acts in the 
direction in which the arrow flies ; the intensity of the force is repre- 
sented by the length of the arrow ; the point of application is at the 
end of the arrow which is placed against the string of the bow. 

The direction in which the force acts determines the direction in 
which the body moves ; the point at which the force acts determines 
the nature of the motion, and the intensity of the force determines 
the velocity of the motion. 

The mass of a body is the quantity of matter it contains. 

The velocity of a body is the distance through which it moves in a 
unit of time. 

The momentum of a body is the quantity of motion it possesses, 
and is equal to the mass of the body multiplied by its velocity. 

When we know the momentum of a body, we can tell the amount 
of energy that has caused its motion. 

A force acting on a body produces the same effect, whether the 
body is at rest or in motion. 

Two or more forces acting on a body produce the same effect as if 
each force acted alone. 

Motion may be either uniform or varied. Varied motion may be 
either accelerated or retarded. 

When two or more forces act on a body at the same time, they may 
act, Ist. In the same straight line ; 2d. At some angle with one an- 
other ; 3d. Parallel to one another. 

The resultant of a number of forces is any single force which will 
produce the same effect as all the separate forces. 

The separate forces are called components. We can determine the 
direction and intensity of the resultant of several forces which act in 
directions at an angle with one another, by means of the principle of 
the parallelogram of forces. 

Two or more forces are in equilibrium when they neutralize each 
other's effects, or produce rest. 
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Questions for Review. 

What is force? By what are all natural phenomena caused? 
Name the principal varieties of natural force. 

What three things are necessary in order to ascertain the effect pro- 
duced hy any force? How are forces generally represented ? 

What effect is produced in the motion of a hody hy the direction in 
which a force acts ? What effect is produced hy the point at which 
the force acts ? What effect is produced hy the intensity of the force ? 

Define mass, velocity. Give the velocity in feet per second of any 
four moving ohjects. 

What do you understand hy the momentum of a hody ? On what 
two things does the momentum of a hody depend ? Why is the mo- 
mentum the real measure of the amount of energy of motion a hody 
possesses ? 

Give any examples of the different effects produced hy bodies whose 
momenta are different. 

Is the effect produced by a force acting on a body the same when 
the body is at rest as when it is in motion ? 

Why will a body dropped in a rapidly-moving car fall straight 
down to the floor ? 

Is any more energy required to move a body towards the west than 
towards the east? 

When two or more forces act on a body at the same time, will each 
produce a similar effect as if it acted alone ? Illustrate by examples. 

What is the difference between uniform and varied motion ? What 
two kinds of varied motion are there ? 

Define rectilinear motion, curvilinear motion, rotary motion. 

When are forces said to be in equilibrium ? 

What do you understand by the resultant of several forces ? What 
is meant by the components of a force ? 

When several forces act on a body at the same time, in what dif- 
ferent directions may they act ? 

When several forces act on a body in the same straight line, how 
is their resultant found ? 

Describe the principle of the parallelogram of forces. How do we 
determine the resultant of several forces acting on the same body in 
directions parallel to one another ? 

What do you understand by centrifugal force? By centripetal 
force? Could a single force cause motion in a circle ^ 



CHAPTER V. 

THE MECHANICAL. POWERS. 

54. Machines. — A machine is any arrangeuient of 
parts by means of which force is so transmitted from 
one point to another that its intensity or direction, or 
both, are modified. The force which is used in mov- 
ing a machine is called the power. The resistance to 
be overcome, or the work to be done, is called the 
work, weight, or had. 

A pair of sciBSors affords a good example of a simple 

machine. Here the power, 

( which is the strength of the 

I fingers, is applied at the 

handles, in a direction which 
H|F. lOi— A Slmpla KuliliM. .11 11 , 

causes the handles to come 
together. The work accomplished by the scissors is 
the cutting of some material placed between the two 
blades. 

55. The Principle of Velocities. — When there is 
no other resistance to the motion of a body than that 
arising from its inertia, a given amount of force acting 
for a certain time on a given mass will impart to it 
a given velocity ; but the same force, acting for the 
same time on another mass twice as great, will impart 
to it but half this velocity. 
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If a straiglit rod, A B, supported on a fixed point, F^ 
nearer A than B, be 4^ 
moved so as to as- 
sume the position 
shown by the line 
A' B\ then, since the ^"^^ 

.end B moves over Fig. 11.— The Principle of Volodtlai. 

the curved path B B' in the same time that the end 
A moves over the curved path A J.', the velocity of 
B must be as much greater as the velocity of -k as 
B B' is greater than A J.'. 

But B B' is as much greater than A A' as the line 
FB is greater than the line FA. If then FB he 
twice as great as J^ J., the velocity of the end B will 
be twice that of the end A. 

If now a weight of one pound be hung at the end 
S, then, disregarding^ the weight of the bar A B^ the 
pound at B will exert a force capable of lifting as 
much more than one pound at J. as the velocity of B 
is greater than the velocity of J. ; and, since in this case 
the velocity of B is twice that of J., one pound at JB 
will lift two pounds at A. A, however, will move 
with a velocity but half as great as that with which 
B moves; for, since B is acting on a mass twice as 
great as its own, it can in the same time impart to A 
but half the velocity. 

' The rod, A B, moving about the point, F, is in fact 
a simple machine. Power applied at either end will 
overcome si resistance at the other end, and the power 
and weight will be in equilibrium, or, in other words, 
the power will be able to balance the weight when the 
power multiplied by the distance through tuhich it moves 
is equal to the weight multiplied by the distance through 
which it moves, 
6* 
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The bar will then be in equilibrium because the 
momentum at either end of the bar will be equal to 
that at the other end. Thus, at ^ a mass of one is 
moving with a velocity of two, and the momentum is 
therefore equal to 1 x 2 = 2, while at J. a mass of two 
is moving with a velocity of 1, and the momentum is 
therefore equal to 2 x 1 = 2. 

This principle will enable us to determine the re- 
lation existing between the power or force used in 
driving any machine and th6 work done by the 
machine ; for^ disregarding friction and fluid resist- 
ances^ we have only to notice the distance through which 
the power must be moved in order to cause a given 
movement of the weight. Suppose, for example, in any 
machine that, in order to move the weight through 
one foot, the power moves through ten feet, then a 
power of one will move a weight of ten. 

Disregarding the weight of the rod A B, and supposing, as before, 
the distance ^1 J* to be one-half of FB, then we can see, from what 
has been said abont parallel forces, that if one pound be hung at B 
and two pounds at A, they will balance each other ; since the two par- 
allel forces of different intensities, acting in the same direction, are in 
equilibrium when their resultant is at F, which is as much farther 
from B than from A as the force at ^ is less than that at A. 

56. No Energy Gained by Machines. — ^It must not 
be supposed, from the example just given, that a ma- 
chine creates energy. No more work can be done by 
any machine than that which has been expended in 
moving it. In fact, from the resistances which all 
machines offer to motion, we never get as much effec- 
tive work out of a machine as that which has been 
put into it. All that any machine can do is to change 
the amount of resistance that chn be overcome^ by chang- 
ing the time in which it is done. 
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Suppose, in Fig. 11, F B were ten times the length 
of jPJL, then one pound at B could move ten pounds 
at A. Here it might seem as if energy sufficient to 
raise nine pounds had been created ; but this is not so, 
since the single pound moves through ten times the 
distance as that through which the ten pounds are 
raised, or exerts its force through ten times the space. 

To make this clearer, suppose that, by exerting his entire strength, a 
man conld jnst lift one hundred pounds. Then, by the use of the 
simple machine above described, he could raise 10 X 100 = 1000 lbs. ; 
but to raise these thousand pounds through one foot, he would be 
required to continue to exert a force of one hundred pounds through 
ten feet; and this would clearly be the same as if he divided the 
thousand pounds into ten separate parcels of one hundred pounds 
each, and for ten successive times exerted his strength of one hundred 
pounds through one single foot. 

Though machines gain nothing in energy, yet their gain in con- 
venience is often considerable. In the case of the simple machine just 
described, there is a saving in the time that would otherwise be lost in 
passing from parcel to parcel ; besides which, one man is enabled to 
raise weights without dividing them, which it would otherwise be im- 
possible for him to raise. 

In general, whatever be the nature of the work for which the 
machine is designed, its perfection depends on the convenience it se- 
cures in the performance of that work. ^ » 

57* Mechanical Powers. Simple Machines. — No 

matter how complicated any piece of machinery, it 
is made up of various combinations of a number of 
simple machines. These simple machines are some- 
times called the mechanical powers. 

The mechanical powers are the lever, the wheel and 
axle, the pulley, the inclined plane, the wedge, and the 
screw. 

The six mechanical powers just named are in re- 
ality modifications of the lever and of the inclined^ 
plane. 

In all that will be said about simple machines, it is 
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supposed that no force is lost during its transmission 
from one part of the machine to another. 

68. The Lever. — 1. The lever consists of an inflex- 
ible rod or bar moving about a 
fixed point, called ihefuhrum. 
w A force or power applied 

PIg.l2.-L6Terof theUtOksB. ^^ ^^^ ^^^ ^f ^^^ j^^^^ ^^^^^ 

comes a resistance or lifts a weight at another part, 

P The different forms of levers 
may be arranged in three class- 
es, according to the relative 
w positions of the fulcrum, the 

Fig.13.— LeTttT of the 2d01a8B. , ,, . i. 

^ power, and the weight. 

In the first class^ the fulcrum is between the power 

and the weight ; in the second 
class, the weight is between 
■I the fulcrum and the power; 
w and in the third class, the 

PIir.l4— LeTW of the SdOlaBs. • u i. -^ xi. r i* 

^ power IS between the fulcrum 

and the weight. 

Examples of levers of the first class are found in a 
pair of scissors ; in a crowbar, when used to raise 
blocks of stone ; in the common balance for weighing, 
and in a pair of pincers. 

Examples of levers of the second cUiss are found in 
nut-crackers, where W, the nut to be cracked, is placed 
i^rW^^i^'" .^ ^ -- ^i^Bfr hetween the fulcrum, F^ 

p ^^p ^^^ power is applied. A 
Plg.i6.-LoYeT8ofthe2dOia8s. ^ ^oor when opened by a 

hand applied to the knob is another example: the 
weight of the door is between the hinges, which act 
as the fulcrum, and the knob where the power is ap- 
plied. A wheelbarrow is another example. 
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Examples of levers of the third class are found in 
the sugar-tongs, the fire- 
tongs, and in the com- 
mon foot-treadle. 




/v 




Fig. 17.— The Amui of a LeTsr. 






The Arms of the Le- 
ver. — 2. The shortest 

distance from the ful- ^' '"" ^*"' *^'*'* 

crum to the direction in which the power acts, is 
called the arm of the power; the shortest distance from 
the fulcrum to the direction in which the weight acts, 
is called the arm of the weight. These two distances 
are called the arms of the lever. 

When the ^' 

power acts, as 
in Fig. 17, in a 
direction, B P, 
at right angles 
to the length of 
the lever, then 
FB is the arm 
of the power; 
but if it acts in any oblique direction, as B P', then 
F B\ the shortest distance from the fulcrum to the 
direction, B' P', of the power, is the arm of the power. 

The Effects of the Lever. — 3. The effect produced 
by the power in any lever depends on the relative 
lengths of the arm of the power and the arm of the 
weight ; for, as the distances through which the power 
and the weight move are directly as the arms of the 
power and of the weight, the power, multiplied by 
the arm of the power, is equal to the weisrht multi- 
plied by the arm of the weight. 
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In Figi. 12. 13, and 14, a Wr of tba eune length is Bhown, em- 
played as a lever of tbe first, second, and third claiwes respectivelj. 
Id Fig. 12, ')i F P, the arm of the power, is three times as great as 
P W, the arm of the weight, thea a force of one pound acting at P 
will balance a weight of three pouada at W. 

In Fig. 13, by placing the power and fulcrum at the eztremitiea of 
the lever, the distance, F W, the arm of the weight, may be made one- 
fourth that of F P, the arm of the power, bo that a force of one pound 
at Pwill balance four poande at W. The same bar, therefore, when 
Qsed as a lever of the second class, can be employed to overcome a 
greaUr resistance than when used as a lever of the fint claee. 

In Fig. U, if FPbe one-fonrth aa great as J" IF; then a forceof one 
pound acting at Pwill balance but one-fourth of a pound at W: it 
will move it, however, with a velocity four times greater than ite own. 
lu levers of the third class, the velocity of the weight is always 
greater than the velocity of the power. 

69. The Wheel and Axle. — In the wheel and axle, 

•* the power applied at 

the circumference of a 

wheel is emplojed to 
raiseaweight attached 
I toaropewoundaround 
I an axle. The figure 
shows a form of the 
wheel and axle called 
rig.lB.-TheWiadUa.. tt,e windlass. The 

power is applied to either a wheel or winch at W, and 
raises a weight, S, attached by a rope to the axle, A. 
The wheel and axle is simply a modification of the 
lever : the fulcrum is at the axis ; the weight is ap- 
plied at one side of the axle, while the power is ap- 
plied at some point on the wheel. 

Since, by one complete turn of the wheel, the weight 
is only raised the length of the rope wound once 
around the axle, a force of one pound applied at the 
wheel will raise a weight of as many more pounds hung 
to the axle as the circumference of the wheel is greater 
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than the circumference of the axle. Water-wheels and 
steering-apparatus for vessels employ the principle of 
the wheel and axle. 

60. The Pulley. — The pulley consists of a wheel 
turning on its axis, and having an edge over which a 
flexible band or rope passes. Pulleys may he fixed or 
movable. In the fixed pulley, no advantage is gained 
except the change in the direction of the motion, since, if 
the rope is pulled down one foot by the power, it will 
raise the weight through an equal dis- 
tance. In the movable pulley, the block 
or frame, J., to which the weight is at- 
tached, is movable. If the power, P, 
moves downwards through two feet, 
the weight, W, would be raised through 
but one foot, since the rope is pulled 
from both C and D. In such a pul- 
ley, therefore, a force of one pound at 
P would raise a weight of two pounds 
at W. The fixed pulley is a continuous Pniioy. ^ 

lever of the first class with equal arms. 

The lever includes both the wheel and axle and the 
pulley. 

^61. The Inclined Plane. — Instead of raising a 
weight directly through a given height, it may be 
raised gradually through the same height by moving 
it up an inclined plane. In this way heavy casks or 
barrels are moved out of deep cellars. 

The efficiency of the inclined plane depends on the 
direction in which the power is applied. We will con- 
sider but two cases, viz. : 1st, when the power is applied 
in the direction of the length of the plane; 2d, when 
it is applied in the direction of the base of the plane. 
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An example of the first case is seen in tbe figure, 

where, to raise the barrel through a height equal to 

the height of the plane, 

we must roll the barrel 

over the whole length of 

the plane. If the, length 

of an inclined plane be/our 

I times as great as its height, 

a force of one pound tvill 

oe able to move a weight 

of four pounds up the plane. 

In the second case, in order to raise the weight 
through the distance of the height, the power moves 
through a distaijce equal to the base of the plane ; if, 
then, the hose of on inclined plane be three times as 
great as its height, a force of one pound would he able 
to pull three pounds up the plane. 

63. The Wedge.— The wedge is a modified form 

of inclined plane, in which, instead of 

moving the weight up the plane, the 

plane is moved under the weight. The 

wedge is used when great force is to be 

exerted in a small space, such, for ex- 

> ample, in splitting wood or stone, or in 

Hg. 31. The T«dg«. pressing oils orjuices from seeds. The 

edges of such cutting tools as scissors, knives, chisels, 

hatchets, and razors are forms of wedges. 

63. The Screw. — The screw is another modifica- 
tion of the inclined plane, and has the same relation to 
a simple plane that a spiral staircase has to a straight 
one. If a piece of paper be cut in the form of a 
right-angled triangle and wrapped around a pencil, as 
shown in the cut, the edge of the paper, which cor- 
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responds to the length of the plane, will form a spiral 
line around the pencil in a direction 
which will be the same as that of the 
thread of a screw. As the power which 
turns the screw moves it through one 
complete turn, the screw, and anything 
against which it is pushing, as, for exam- 
ple, the movable plate of a copying-press, ^' 22.--The Prfn- 
Fig. 23, advances through the distance °^*^ * ^* 
between any two consecutive threads. If the power 
acting on a screw move through 
a circumference of 24 inches, 
and the distance between any 
two consecutive threads be tV of 
an inch, a power of one pound 
applied at the head of the screw 
would move a weight of 240 
pounds at the other end, since Tig. 23.— A Oopylng-PreBB. 
the power would move through a distance 240 times 
as great as that through which the weight moves. 

The wedge and screw are modifications of the inclined 
plane. 

64. Perpetual Motion. — Many foolish men, igno- 
rant of the fact that machines do not create energy, but 
only transmit the energy imparted to them, have art- 
fully endeavored so to design a machine that, when 
it has once been set into motion, will not only con- 
tinue to move forever afterwards, but would even give 
motion to other things, without losing any of its own 
motion. 

If a body could be set in motion where it would be 
exposed to no friction or fluid resistances, it would then 
continue to move forever. Such conditions, however, 
are impossible on the earth ; and even if they did exist, 
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a machine so set in motion would be useless, since it 
would possess only a certain quantity of energy, 
namely, that applied to start it ; and if it should be 
used to give motion to other machines, or to do any 
work, it would cease moving as soon as it had expended 
an amount of energy equal to that originally imparted 
to it. 



Syllabus. 

A machine is any arrangement of parts by means of which power is 
so transmitted from one point to another that its intensity or direction, 
or both, are modified. 

The force causing the motion of a machine is called the power ; the 
resistance to be overcome is called the work or load. 

If a certain force acting on a body haying a certain mass produce a 
given velocity, the same force acting for the same time on a body with 
twice the mass will produce but one-half as great a velocity ; or double 
the force acting on a given mass, will produce twice as great a velocity 
as half the force acting on the same mass. 

If a straight rod be moved while unequally balanced, the ends will 
pass through unequal spaces in the same time, and therefore possess un- 
equal velocities. 

If weights be hung at the extremities of such a rod, they must be 
unequal, in order to produce equilibrium or to balance the rod. If a 
given force acts at the longer end of such a rod, it will exert at the 
shorter end a force as much greater as its own, as the velocity with 
which it moves is greater than the velocity with which the other end 
moves. 

If unequal weights be balanced at the extremities of a bar supported 
at a point nearer one end of the bar than the other, either weight 
multiplied by its distance from the point of support will be equal to 
the other weight multiplied by its distance from the point of support ; 
or, if the bar be moved about the point of support, either weight mul- 
tiplied by the distance through which it moves will be equal to the 
other weight multiplied by the distance through which it moves. 

No machine creates energy ; it merely changes the amount of work 
that can be done by changing the time in which it is done. 

All machines, however complicated, are made up of various combi- 
nations of a few simple machines, called the mechanical powers. 
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The mechanical powers are six, viz., the lever, the wheel and axle, 
the pnlley, the inclined plane, the wedge, and the screw. These are 
all modifications of the lever or of the inclined plane. 

The wheel and axle, and the pnlley are modifications of the lever ; 
the wedge and the screw are modifications of the inclined plane. 

A lever is a straight rod or har moving freely ahout a point called 
the falcmm. There are three classes of levers : in the first, the fnlcrom 
is hetween the power and the weight ; in the second, the weight is 
between the power and the fnlcrom ; in the third, the power is between 
the weight and the fnlcrnm. 

Scissors, pincers, the common balance, and the crow-bar when nsed 
to lift weights, are examples of levers of the first class. 

Nnt-crackers, a wheelbarrow, and a door opened by a hand at the 
handle, are examples of levers of the second class. 

Sngar-tongs, fire-tongs, and the common foot-treadle, are examples 
of levers of the third class. 

In all levers, the arm of the power is the shortest distance between 
the falcmm and the direction of the power ; the arm of the weight is 
the shortest distance between the fulcmm and the direction of the 
weight. The power and weight will always balance each other when 
the power multiplied by the arm of the power is equal to the weight 
multiplied by the arm of the weight. 

In the wheel and axle, a force of one pound applied at the circum- 
ference of the wheel will raise as many more pounds of weight hung 
to the axle as the circumference of the wheel is greater than the cir- 
cumference of the axle. 

Pulleys are fixed or movable : in fixed pulleys, nothing is gained 
except a change of direction ; in the movable pulley, the power can 
raise a weight as much greater than its own as the distance through 
which it moves is greater than the distance through which it raises 
the weight. 

In the inclined plane, if the power is applied parallel to the length 
of the plane, it will exert a force as much greater than its own as the 
length of the plane is greater than the height of the plane ; but if the 
force is^ applied parallel to the base of the plane, it will exert a force 
as much greater than its own as the base of the plane is greater than 
the height. 

The wedge is used wherever great force is to be exerted in a small 
space. 

Any force acting to turn a screw will cause the screw to move with 
a force as much greater than its own, as the circumference of the circle 
through which the screw moves is greater than the distance between 
any two contiguous threads. 
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Perpetual motion is impracticable : Ist, Becanse all moving bodies 
on the earth encounter resistanceB ; 'and, 2d, Becanse, even if a body 
could move without friction and fluid resistance, it would cease moving 
as soon as it had expended in giving motion to other bodies an amount 
of energy equal to that originally imparted to itself. 



Questions for Review. 

Define machine, power, weight or work. 

A straight bar is supported so as to move freely about a point nearer 
one end of the bar than the other ; when will weights hung at the 
ends of the bar be in equilibrium ? 

If no energy is gained by a machine, why is it that, when properly 
using a lever, we can, by exerting a force of only one hundred pounds, 
move a weight of one thousand pounds ? 

Name some of the advantages gained by the use of machines? 
What do you understand by a simple machine or mechanical power ? 

Name the mechanical powers. Under what two heads may all the 
mechanical powers be arranged ? Name the powers which are included 
under each of these heads. 

What is a lever ? What are the arms of a lever ? Into what three 
classes may all levers be arranged ? What are the relative positions 
of the fulcrum, power, and weight in each of these classes ? 

Name some levers of the first class ? of the second class ? of the third 
class ? In which class is each of the following, viz., a foot-treadle, 
scissors, sugar-tongs, a door opened by a hand applied at the knob, a 
wheelbarrow, a balance, and a pair of pincers ? 

Describe the wheel and axle. Why will a certain weight hung at 
the circumference of the wheel lift a greater weight hung at the cir- 
cumference of the axle ? 

What two kinds of pulleys are there ? What is the nature of the 
advantage gained by the fixed pulley ? By the movable pulley ? 

If two inclined planes have the same height, but one is twice as 
long as the other, how much less force would be required to roll the 
same barrel up the longer plane than up the shorter one ? Why ? 

For what is the wedge generally used ? Give some examples of wedges. 

Show that the screw is a modified form of inclined plane. How can 
the power of a screw be estimated ? If the power acting on a screw 
move through a circumference of four inches, and the distance between 
any two contiguous threads be ^ of an inch, with how much force would 
the screw advance when a force of one pound was applied at the head ? 



. CHAPTER VI. 

' GRAVITATION. 

65. Effect of Gravity. — We have seen that unsup- 
ported bodies fall to the earth because thej are attraoted 
towards it by the force of gravity. 

The real nature of gravity is not thoroughly under- 
stood, but, from repeated observations and experiments, 
it is believed that every particle of matter in the uni- 
verse exerts an attractive force for every other particle 
of matter, and that this attractive force would eventu- 
ally bring all matter to one place were it not for op- 
posing causes. 

By the force of gravity, we mean the attractive force 
that one mass of matter exerts upon another. The 
weight of a body is caused by the earth's attraction for 
the body. 

66. English and French Sjrstems of Weight. — The unit of weight 
both !□ this caantiy and in England is the pownd. noCortnnately, 
the pound i^of two distinct kinds, viz.. ihe found ofoirdu^ou and the 
pounij iTiyy. The grains are alike in both of these ponnds, hut the 
other BnbdiviBkDQB are different. The avoirdapoia poand contains 7000 
grains, and the troy ponnd contains 5760 grains ; in the former there 
are 16 ouQcea, and in the latter 12 ounces. 

In France, the unit of weight is the gramme and its multiples and 
BQbdivisions. The gramme is the weight of a cubic centimetre of water 
at the temperature of its greatest weight, viz., at 39°. 2 Fahr., and is 
equal to abont 15.432 English grains. The following table gives the 
names and values of these mnltiples and sabdivisiona. 
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1 Kilogramme 
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10 
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154.32 


1 Gramme 
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'— 


15.43 


1 Decigramme 


— . 


0.1 


— 


1.543 


1 Centigramme 


— > 


0.01 




.154 


1 Milligramme 


== 


0.001 


= 


.0154 



67. Law of Universal Gravitation. — The law of 

universal gravitation was discovered by Sir Isaac 
Newton, an English philosopher, after a long series 
of observations and calculations. It may be stated 
as follows, viz. : 

(The attraction between any two particles of matter in 
the Universe is directly proportional to{4lm^iiimiittt^^ 
their masses, and inversely proportional to the sqtuire of 
their distances apartA 

One thing is directly proportional to another when it increases or 
decreases in the same ratio that the other increases or decreases. If 
of any two bodies the mass of one be 2, and that of the other 3, the 
attraction between them, being directly proportional to the products 
of their masses, would be 6. If, however, the masses be 4 and 5, the 
attraction would be 20. 

One thing is inversely proportional to another when it increases or 
decreases in the same ratio that the other decreases or increases. Thus, 
if one is made twice as great, the other becomes but half as great. 
When we say, for example, that one particle of matter attracts another 
particle with a force that is inversely proportional to the square of 
the distance between them, we mean that if at a certain distance the 
attraction between two bodies was represented by one, then, if this 
distance were made twice as great, the attraction would be but one* 
fourth, viz., inversely as the square of the distance. 

68. Attraction Proportional to the Mass. — The 

greater the mass the greater the attraction. An un- 
supported body falls to the earth because the earth 
attracts it ; the body also attracts the earth. And al- 
though the pull which the earth has for the body is 
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no greater in amount tlian that whicli the body has for 
the earth, yet the quantity of matter in the earth is 
so much greater than that in the body, that the motion 
imparted to the earth is as much less than that imparted 
to the body as the mass of the earth is greater than 
the mass of the body ; hence, although the earth rises 
to meet the Mling body, its motion is imperceptible. 

69. Attraction Inversely Proportional to the 
Square of the Distance. — The farther a body is 
carried above the earth's surface the less the attrac- 
tion, and, since the weight of a body is due to the 
earth's attraction for it, the less the weight. A body 
on the earth's surface is approximately four thousand 
miles from the centre of the earth. If a pound weight 
be carried four thousand miles above the earth's sur- 
face, it would weigh but one quarter of a pound, since, 
as its distance from the earth's centre is doubled, the 
earth's attraction for it is diminished to one-fourth. 

Since the earth is bulged out at the equator, a body 
when at the equator is farther from the earth's centre 
than when at the poles. The same body, therefore, 
would weigh more at the poles than at the equator ; 
194 pounds at the equator would weigh 195 pounds at 
the poles. 

If, however, we take a body below the surface of the earth, it 
wonld weigh less than at the surface, since that part of the earth 
that is above it, would pull in the opposite direction to that part of the 
earth below it, and would therefore decrease its weight. At the centre 
of the earth, a body would bave no weight, since the attraction would 
be the same in all directions, that is, the body would be pulled as 
much in one direction as in another. 

The combined effect of mass and distance on the amount of attrac- 
tion, is seen in the tides of the ocean, which are caused by the 
attraction of the sun and moon. The mass of the sun is very much 
greater than that of the moon, but since the moon is so much nearer 
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the earth than the Bun, the inflaence which the moon exerts in causing 
the tides is greater than that exerted hy the sun. 

In order to understand the effects of gravity, we 
must, as with any other force, ascertain, 1st. The direc- 
tion in which it acta ; 2d. Its point of application^ and 
8d. Its intensity. 

70. The Direction of Gravity. — Gravity acts in 
a vertical direction. A vertical line is one which is 
perpendicular, or at right angles to a horizontal line. 
A horizontal line is one at right angles to a vertical 
line, or is one which extends in the same direction as 
a limited water surface. 

The direction of gravity can be ascertained by the 

use of the plumb-line, which con- 
sists of a weight, W, attached to 
the end of a string. If the other 
end of the string be held in the 
hand when the weight has come 
to rest, the string will be stretched 
in a vertical direction, and the 
plumb-line will point directly to- 
wards the centre of the earth. 
As it is the string which pre- 

^w vents the weight from falling to 

•»«..««. •. the earth, and the string comes 

to rest m a vertical position, the 

direction of the vertical must be that in which gravity 

acts on the body. 

71. The Point of Application. Centre of Grav- 
ity. — As gravity acts alike on all the particles of 
matter in a body, there must be as many separate 
points of application as there are particles. The 
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direction in whicli gravity acts on each of these parti- 
cles is vertically downwards. 

The separate pulls, which may be regarded as so 
many separate components, may all be replaced by a 
single resultant, which, since they all act in the same 
direction, is equal to their sum. This resultant is 
equal to the weight of the body, and its point of appli- 
cation is called the centre of gravity^ because it is a point 
at which the whole weight of the 
body may be regarded as collected. 

In the figure, the vertical dotted 
lines, a, &, c, c?, e, /, etc., represent the 
separate pulls which gravity exerts 
on the particles of a body. O A 
represents their resultant, and (7, the 
point of application of this result- 
ant, is the centre of gravity of the 

, J o ^ Rg. 25— The Centre of 

hody. Qra^ty. 

72. Method of Determining the Centre of Grav- 
ity. — The centre of gravity of any body may be de- 
termined as follows : Suspend the body by a string 
attached at any part, and allow the body to come to 
rest. Notice the direction in which the string, if ex- 
tended downwards, would pass through the body. The 
centre of gravity will be situated somewhere in this 
line. Attach the string to some other part of the 
body, and again suspend it, and observe as before the 
direction of the line extended downwards from the 
string when the body is at rest. The centre of grav- 
ity of the body will be situated somewhere in this 
line. As the centre of gravity is a point, a point 

situated in two lines must be at their intersection. 

* 

The point, therefore, where these two lines intersect 
each other will be the centre of gravity of the body. 
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rectengalu- pl>l« of tin, bore uuall boles at a, 6. 
■bovn in Fig. 26. Tie » atring to the plate at h, and nu- 



pead Ibfl plate bj tbe atring. and when 
it hai come to Test, draw the line h c 
in the direction of the atring extended. < 

Then attach the ttring at wme other Hs.K.^Krth^of HndlnjU]. 
point, u e. Fig. 27, and, proceeding u ' 

berore, draw the line e «. The centre of gravity of the plate will b« 
found at g. where the line i iJ ii cat by the line e e. 
Find in the same way the centre of gravity of any other body. 

73. A Body Supported at its Centre of Gravity 
will be at Rest.— Since, in Fig. 26, the plate of tin 
cornea to rest in the position shown, the shaded por- 
tion, b c df, must be of the same weight as the un- 
shaded portion, ab de; for were one of these por- 
tions heavier than the other, it would fall, and the 
line b d would take some other direction. So also in 
Fig. 27, the shaded portion, c e a, is of the same 
weight as the unshaded portion, c ef. The same is 
true of any other position of the body : the part of 
the body on one side of the line of direction is always 
equal in weight to the part on the opposite side. A. 
body at rest supported at its centre of gravity will there- 
fore remain at rest, sin/ce tHe weight is then equally dis- 
tributed about the point of support. 
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74. Equilibrium of Bodies Supported on an Axis. 

— ^A body supported on an axis, around wbich it is free 
to turn, will be in equilibrium only, when the point of 
support and the centre of gravity are in the same ver- 
tical line. 

The point of support may be in three different posi- 
tions, viz., 1st. Above the centre of gravity ; 2d. Below 
the centre of gravity ; and, 3d. At the centre of gravity. 
These three positions correspond to three different 
kinds of equilibrium, viz., stable, unstable, and neu- 
tral equilibrium. 

76. Stable Equilibrium. — In stable equilibrium, 
the point of support is above the centre of gravity. 
Any motion of the body around the point of support 
raises the centre of gravity, and the body when left to 
itself again assumes a position of stable equilibrium. 

If a disc be cut from a flat piece of card-board, and 
a hole be made at aS by a large ^i^^ss^^ 

needle, so as to allow the card to ^^'''^^^^^^HSI^ilM 
move freely around the needle, / ^pvM^^^^^ 
and the card held as shown in Fig. Xjiiilf 

28, it will come to rest in a po- ^S-stableEquilft- 
sition of stable equilibrium, since ri«m. 

the point of support, S, is above the centre of grav- 
ity, Q, and in the same vertical line with it. 

76. Unstable Equilibrium. — In unstable equilib- 
rium, the point of support is below the centre of 
gravity. Any motion of the body causes the centre 
of gravity to fall ; the body does not afterwards tend 
to assume its old position of equilibrium, but assumes 
one of stable equilibrium. 

If the pasteboard disc* be held as shown in Fig. 

29, it will be in a position of unstable equilibrium. 
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since the point of support, S^ is below the centre of 

gravity, (?, and in the same ver- 
tical line with it. If the disc be 
slightly moved, the centre of grav- 
ity falls, and the disc assumes the 
rinm. position shown m the last figure. 

77. Neutral Equilibrium. — In neutral equilibrium, 
the point of support coincides with the centre of grav- 
ity, and the body will remain at rest in whatever posi- 
tion it maybe moved to about the 
axis. 

If the pasteboard disc be held 
as in Fig. 30, it will be in a posi- 
Fig. SO.— Hratnl Sqvilib- tion of neutral equilibrium, since 
"*"■• the point of support is at the cen- 

tre of gravity, and no matter how the disc be turned, 
it will remain at rest. 

78. Equilibrium of Bodies Resting on a Flat Sur- 
face. — When a body has more than one point of sup- 
port, as, for example, when some portion of the body 
is resting on a flat surface, it is not necessary that the 
centre of gravity J)e above any one of these points of 
support in order that the body may be in equilibrium. 
It is sufficient if the vertical line, passing through the 
centre of gravity, passes within the base on which the 
body rests. The equilibrium may be stable, unstable, 
or neutral. 

When the centre of gravity is as low as it can get, 
the body is in stable equilibrium. The lower the cen- 
tre of gravity, and the greater the base on which the 
body rests, the more stable the equilibrium. When 
the relative positions of the centre of gravity and the 
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point of support remain the same in any position of 
a body, it is in neutral equilibrium, 

A book placed as at A, Fig, 31, 
is in stable equilibrium, since it is 
resting on a large base, and its cen- 
tre of eravity is low. 

W hen standing as at B, Fig. 32, * ji,„^ ^ 
it is still in stable equilibrium ; but 
since the base on which it rests is smaller than when 
placed as at A, and its centre of 
gravity is higher, the equilibrium 
is less stable at B than at A. 

When placed as at C, Fig. 33, the " 
equilibrium, though still stable, is 
less stable than at B, since the base ^ 
on which it rests is still smaller, and (hu n a. 

the centre of gravity higher. 

If the book could be rested on the comer of one of 
its covers, it would be in a position of 
unstable equilibrium. If it could be 
rested on the edge of one of its covers, 
it would still be in unstable equilibrium ; , 
though the equilibrium would be less un- 
stable than in the preceding case, since, 

in the latter case, it would have a num- 

ber of points of support, while in the ^^nfiJT^^! 
former it would have but one. ina subls than 

A sphere resting on a level table is ** ' 
in neutral equilibrium, because no movement of the 
body can change the relative positions of the centre 
of gravity and the point of support. 

A wagon loaded with bricks is in more stable equi- 
librium than one loaded with hay, because the centre 
of gravity is nearer the ground. 
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In a boat loaded with people, the equilibrium is 
more stable if the passengers remain seated. When 
they stand up, the centre of gravity is raised, and the 
boat if small may upset. 

A stout pin, a, Fig. 34, is stack upright in a cork 
placed in the month of a narrow hottle, e. The 
hlnnt end of a stout needle, e, is stuck in a cork, 
d, on the sides of which a numher of penknives,/ 
and g, are placed, as shown in the figure. If the 
point of the needle he now carefully placed on the 
head of the pin, it will he found that it will rest 
there in a position of moderately stahle equilih- 
rium, and the cork and knives can even he moved 
around without falling. 
Hg. S4.— Emriment Oauixon. — As the head of a pin is more or less 
"'^^^ri^^^ rounded, it may he ruhhed flat with a file. 

79. The Laws of Falling Bodies. — The laws of 
falling bodies were discovered by Galileo, an Italian 
philosopher. They may be expressed briefly as fol- 
lows, viz. : 

/I. First Law, — The velocity of a falling body is not 
affected by its mass, i^ 

Gravity acts on each of the atoms of a body; if the 
atoms were all separated from one another, each would 
fall to the earth with the same velocity, because the 
same force acts on each. Their being united in one 
mass makes no diflference, since gravity acts on each as 
though it were alone, therefore the number of atoms 
in any body, or its mass, has no effect on its velocity. 

Should we yoke two equally fast horses ahreast of each other, so as 
to give them perfect freedom of motion, the two together would not be 
able to run any faster than either separately. It is the same with the 
motion of atoms towards the earth. 

2. Second Law. — The velocity of a falling body is 
not affected by the shape or the nature of the body. J 
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So far as our experience goes, this law would appear 
to be incorrect, since a piece of gold in the shape of a 
ball, will fall more rapidly through the 
air than when beaten out into gold-leaf; 
again, a small piece of cork falls less 
rapidly through the air than a piece of 
iron of the same size. 

It is the resistance of the air which 
causes these apparent exceptions to the 
law. In a vacuum, or empty space, all 
bodies, whatever their size or material, 
fall with the same velocity ; a feather and 
a leaden bullet let fall from the same 
height, at the same time, would reach the 
bottom of the empty vessel, -B, Fig. 36, at 
the same instant. 

Even in the air, two iron weights, one 
weighing, say, an ounce, and the other a 
pound, if allowed to fall from the hand at 
the same time, will reach the floor in so 
nearly the same time that the eye is una- 
ble to detect any difference, 
"o. Third Law. — The velocity acquired by a falling 
body at the end of any given time is proportional to the 
timeSy and is as the numbers 1, 2, 3, 4, etc. \^ 

Thus, in a body falling freely from a state of rest, 
the velocity at the end of the first second is about 32 
ft. per sec. ; the velocity at the end of the second sec- 
ond is 2 X 32 = 64 ft. ; the velocity at the end of the 
third second is 3 x 32 = 96 ft. 

/If. Fourth Law. — The distances fallen through in 
successive times increase as the odd numbers 1, 3, 5, 7, 
etc.H^ 

A body falling freely from a state of rest passes 
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tHrougli about sixteen feet during tlie first second of 
its descent. But the velocity of falling bodies is con- 
stantly increasing, since gravity is constantly giving 
to the body a fresh impulse, which is added to the 
velocity already acquired. 

At the beginning of the first second of its fall, the velocity of the 
body is equal to nothing, since it starts from a state of rest. From 
the moment of falling, the velocity regularly increases. Its mean or 
average velocity daring any second would therefore be equal to the mean 
between the velocity at the beginning and that at the end of that sec- 
ond. Thus, the mean velocity during the first second = — = IG ; 

or the final velocity at the end of the first second is ^2 ft. 

At the beginning of the second second, the body has acquired a ve- 
locity that, if gravity ceased to act, would carry it daring the second 
second through 32 ft. But during the second second, gravity virould 
carry it over an additional distance of 16 ft., and therefore, during 
the second second, the body will fall through 32 -|- 16=48 ft. But 
48 = 3X16. The body during the second second falls through three 
times the distance tJuU it fell during the first second. 

At the beginning of the third second, which is of course the same 
as the end of the second second, the final velocity is according to 
the third law, 2 X 32 ft. = 64 ft. During this second, gravity, as be- 
fore, carries it an additional distance of 16 ft., and the distance fallen 
through equals 64 + 16 = 80 ft. But 80 = 5 X 16. The body, during 
the third second of its fall, passes through a distance five times as great 
as during the first second, 

5. Fifth Law, — The total spaces passed through are 
proportional to the squares of the times, i\^ 

During the first second, the body falls through 16 ft ; during the 
second second, it falls through 48 ft. ; at the end of the second sec- 
ond, it has fallen through a total distance of 48 -f 16 = 64 ft. But 
64 is four times as great as 16, that is, at end of the second second 
the body has fallen through a space of 2 X 2, or 2 squared, greater than 
what it fell during the first second, or, in other words, the whole space 
is proportional to the square of the time. 

During the third second, the body falls through 80 ft. ; at the end 
of the third second, the body has fallen through a total distance of 
16 4- 48 -f 80 = 144. But 144 = 9 X 16, and 9 = 3 X 3, or, as before, 
the total distance is proportional to the square of the time. 
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80. The Pendulum. — A pendulum consists of a 
body, 6, suspended by a string or rod, a a 
a 6, from a fixed support, a, on which ^ y 
it is free to move. The body, 6, is 
called the hob of the pendulum. 
When the pendulum is at rest, it 
assumes the position of the vertical, 
a b. If, now, the bob be raised, so 
as to assume the position shown at a 
c, it will, when allowed to fall, move 
towards its old position, a 6, along the 

curved line c 6. "When, however, the <^ j i ^ ^ 

position a 6 is reached, the pendulum pj se.— The Pendu- 
does not cease moving; the momen- l^™* 

tum it has acquired in falling from c to i will carry it 
past this position to d. When it reaches c?, it again 
falls towards 6, and acquires momentum sufficient to 
carry it to c, and so on, the pendulum continuing to 
swing between c and d. Each complete swing from c 
to dj or from d to c, is called an oscillation. The time 
it takes the pendulum to move through each complete 
swing is called the time or duration of an oscillation. 
The curved line 6 c, or 6 rf, which marks the distance 
the pendulum has been moved from the vertical a J, is 
called the amplitude of the oscillation. 

81. The Laws of the Pendulum. — First Law. In 
the sam^ pendulum^ if the amplitude of the oscillation 
is not very great, the time of oscillation for different 
amplitudes is^nearly the same. ^ 

Unless the pendulum is cotmected with a spring 

or weight, the resistance which the air offers to its 

movement will cause it to swing through smaller 

and smaller arcs. When, however, these arcs are not 
7* 
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very large, the time required to move through the 
longer arc will be the same as that required to move 
through any shorter one. 

fSecond Law, — In pendulums of different lengths^ the 
duration of an oscillation is proportional to the square 
roots of the lengths, -v 

That is, the longer the pendulum the slower its 
oscillation. If the lengths of two pendulums are as 1 
and 9, the duration of their oscillations will be as i/l 
and 1^9, or as 1 is to 3, that is, a pendulum nine times 
the length of another, will move three times more 
slowly, or the time of its oscillation will be three 
times as great. 

82. The Intensity of Gravity.— The intensity or 
energy with which gravity acts on any given mass of 
matter, can be ascertained by the weight of that mass. 
This, however, varies in diflferent latitudes, being, as 
we have seen, greater at the poles than at the equator. 

83. Intensity of Gravity and the Pendulum. — 

Since gravity is the cause of the motion of the pendu- 
lum, we can determine the variations in the intensity 
of gravity in different parts of the earth by noticing 
the time of oscillation of the pendulum. If we car- 
ried the same pendulum from the equator to the poles, 
we would find that its oscillations would become grad- 
ually more and more rapid, thus showing that the 
force of gravity was becoming greater and greater. 
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Syllabus. 

The force of gravity is caused by the attractive force which par- 
ticles of matter exert on one another. Every particle of matter in 
existence attracts every other particle with a force that is directly pro- 
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portional to its mass, and inversely proportional to the sqnare of the 
distance between them. 

The mass of the earth is so great that our experience of the force of 
gravity is confined almost entirely to a force tending to draw bodies 
down towards the earth's centre. 

If one body has twice the mass of another, its attractive force will 
be twice as great. If two bodies are twice as far apart at one time as 
at another, their attractive force at the greater distance will be four 
times less than at the smaller distance. 

The force of gravity acts in a vertical direction, and tends to pull 
bodies towards the centre of the earth. This direction can be shown 
by means of a plnmb-line. 

The point of application of gravity is sitnated at the centre of grav- 
ity, or the point in a body, at which the resultant of all the puUs 
which the earth exerts on the particles of the body, acts. The weight 
of a body may be considered as concentrated at the centre of gravity. 

A body supported at its centre of gravity will be in equilibrium, 
because its weight is evenly distributed around this point. 

There are three kinds of equilibrium, viz., stable, unstable, and neu- 
tral. A body supported on an axis, around which it is free to move, 
will not be in equilibrium unless the point of support and the cen- 
tre of gravity are in the same vertical line. When the point of sup- 
port is above the centre of gravity, the equilibrium is stable ; if at the 
centre of gravity, the equilibrium is neutral ; if below the centre of 
gravity, the equilibrium is unstable. 

In bodies resting on a level surface, the equilibrium is most stable, 
if the centre of gravity is in the lowest position possible ; if the centre 
of gravity is not as low as it can be, the equilibrium may be stable or 
unstable ; if the relative positions of the centre of gravity and the 
points of support are not altered by any movement of the body, the 
equilibrium is neutral. 

The broader the base of a body, and the lower the centre of gravity, 
the more stable the equilibrium. 

The velocity of a falling body is independent of its mass, and is not 
affected by the nature or shape of the body. 

The velocity acquired by a falling body at the end of any given 
iame, is proportional to the time. 

The distances fallen through in successive times increase as the odd 
numbers 1, 3, 5, 7, etc. 

The total spaces fallen through are proportional to the squares of 
the times. 

In the same pendulum, if the amplitude of the oscillation is not 
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very great, the time of oscillation for different amplitudes is nearly 
the same. In pendulums of different lengths, the duration of an oscil- 
lation is proportional to the square root of the length. 

The intensity of gravity at the surface of the earth is greater at the 
poles than at the equator, hecause at the poles a hody is nearer the 
earth's centre than when at the equator. 

The intensity of gravity can be determined by the use of the pen- 
dulum. The same pendulum will oscillate more rapidly at the poles 
than at the equator, because the force of gravity is greater at the 
poles than at the equator. 



Questions for Review. 

By what is the weight of a body caused ? State the law of tmi- 
versal gravitation. What do we mean when we say that one thing is 
inversely proportional to another 7 

If the mass of a body be doubled, how much will its attractive 
force be increased ? If the distance between two bodies be doubled, 
how much will their attractive force be decreased ? 

In what direction does the force of gravity act ? How may this 
direction be ascertained ? 

Define centre of gravity. Why may the centre of gravity be re- 
garded as the point of application of the force of gravity ? 

How may the centre of gravity be ascertained experimentally? 

Why should a body supported at its centre of gravity be in equi- 
librium ? 

What three kinds of equilibrium are there? When a body ib sup- 
ported at a point around which it is free to move, what must be the 
relative position of this point and the centre of gravity for the body 
to be in equilibrium ? 

What kind of equilibrium will exist if the point of support be above 
the centre of gravity ? At the centre of gravity ? Below the centre 
of gravity? 

When will a body resting on a flat horizontal surface be in stable 
equilibrium ? When will it be in unstable equilibrium ? When will 
it be in neutral equilibrium ? 

Upon what does the degree of stability of a body resting on a flat 
horizontal surface depend ? 

State the laws for falling bodies. Why should the velocity of a 
falling body be independent of its mass ? How can we prove that 
bodies of different kinds and shapes fall with the same velocity ? 
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To what is the velocity acquired hy a falling hody at the end of any 
given time proportional ? Through how much greater distance will a 
hody fall during the second second of its descent than during the first 
second ? To what are the total spaces fallen through proportional ? 

^Define oscillation of a pendulum ; time or duration of an oscillation ; 
and amplitude of an oscillation. 

In the same pendulum, when the amplitude of the oscillation is not 
very great, does the pendulum take any longer time to move through 
a long arc than it does to move through a short one ? 

How does the length of the pendulum affect the duration of its oscil- 
lation ? 

How can we determine, hy means of the pendulum, the variations 
of the intensity of gravity at different parts of the earth ? 

F 
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CHAPTER VII. 

COHESION AND ADHESION, AND PROPER- 
TIES PECULIAR TO SOLIDS. 

84. Force of Molecular Attraction. — The force of 
malecalar attraction may hold together molecules of 
the same or of different kinds of matter. 

Cohesion is the name given to the force of molecu- 
lar attraction when it holds together molecules of the 
same kind of matter. Adhesion is the name given to 
it when it holds together the molecules of different 
kinds of matter. 

85. Cohesion. — The force of cohesive attraction 
binds together the molecules of the same kind of 
matter. This force varies greatly in different sub- 
stances. In some, such as iron and steel, the cohesion 
is very great ; in others, such as soft butter or putty, 
the cohesion is feeble. It is the cohesion of a solid 
that causes it to retain its shape. 

The force of cohesive attraction appears to act only 
at very small distances. If we once overcome the 
cohesion between the particles of a piece of iron or 
china, we cannot, by merely pressing the broken edges 
together, cause the force of cohesion to again bind 
them. It would appear as if we could not bring the 
molecules suEBciently near one another. Two fresh 
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Surfaces of lead, however, may be caused to cohere 
with considerable force, by being merely pressed to- 
gether. Two clean plates of polished glass, such as 
are used for mirrors, will often cohere so strongly, 
when laid one on the other, as to make it impossible 
to separate them without fracture. 

Ezperinient. — Caet & cylinder of lead about one inch in length and 
a qnarter of an inch in diameter. This can he done by boring a hole 
of the proper bim in a piece of hard, diy wood, and ponrin'g melted 
lead into the hole. Cnt Uve C7liQdeT in half 
by resting a sharp knife E^ainat its side and 
striking the knife a few blows with a hammer. 
Attach strings or wires to the ends of the 
pieces, as shown in the figure. If now the 
frrahly cnt BOrfaoes be firmly pressed to- 
gether, ihey will cohere with sufficient force 
to sustain a heai^ weight placed below, on a 
pan made by tying strings to the four comers 
of a sqnare piece of atont pasteboard. 

Oavium. — Be ears that the moald is qnite 
dry before pouring in ^ve lead. Co not touch 
the cat Borfacea of the lead, as the hands, 
even when clean, will tamiBb or grease the 

lead, and the siperimeDt fail. The surfaces Fig. 37,— Tti« Oohedim 
should be smooth. If Uie cyUndec is not cut "^ ^*^- 

smooth by tiie knife, it may he filed smooth, and then made bright 
and clean by a knife. Each time the cylinders are used, it will be 
necessary to redean the surfaces. 

86. Cohesion of Liquids. — The molecules of liq- 
uids move over one another so easily that we might 
suppose that they possessed no cohesion. They do, 
however, exert a cohesive attraction for one another ; 
but this, of course, is much less than in solids. 

Had liquids no cohesion, the drops of dew on leaves 
would be pulled by gravity into thin flat layers, in- 
stead of having their almost spherical shape. The 
force of cohesion varies in different liquids. 
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87. Adhesion. — When the force of molecular at- 
traction holds together the molecules of different 
kinds of matter, we name the force adhesive attrac- 
tion, to distinguish it from cohesive attraction. Thus, 
the hand when dipped in water is wet; 'here we say 
the water adheres to the hand, because the attraction is 
exerted between different kinds of molecules, namely, 
between those of the hand and those of the water. 
Chalk-marks adhere to a blackboard, but the molecules 
of chalk cohere to one another. 

88, Chemical Attraction or Affinity. — The force 
of molecular attraction is to be carefully distinguished 
from that of atomic attraction or chemical affinity. The 
former, as we have seen, may attract and bind together 
the molecules of the same or of different kinds of 
matter. The latter may attract and bind together the 
atoms of the same or of different kinds of matter. It 
is the chemical attraction between the atoms that pro- 
duces the molecules of elementary and of compound 
substances. 

By the operation of molecular attractions, physical 
changes are produced in matter ; by the operation of 
the atomic attractions, chemical changes are produced. 
Thus, a piece of iron exposed to moist air becomes cov- 
ered with rust. This rust is a compound body, and is 
formed by the atoms of the iron exerting an attraction 
for the atoms of oxygen in the air. The body formed 
by the combination, or union, of these different atoms, 
though containing both iron and oxygen, yet possesses 
the properties of neither ; its constituents have under- 
gone a chemical change. 

noUn a^^.r ^^stinction between molecular and atomic attractions is 

We a^L^'?V ""'• ^"^ *^' '^^^^^^^ ^^ ^^^*i^ «oli<l« by liquids, 
appears to be a combination of the molecules of the sohd and 
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liquid, which can scarcely be regarded as either purely physical or 
chemical. A similar combination occurs in salts which possess water 
of crystallization. These combinations might be regarded as partly 
chemical combinations, but it will be more convenient to consider all 
attractions not evidently chemical, as varieties of adhesion. 

89. Varieties of Adhesion. — The force of adhesive 
attraction manifests itself in a variety of ways. We 
will consider the adhesion which occurs, 

1st. Between solids. 

2d. Between liquids. 

3d. Between solids and liquids, 

4th. Between solids and gases. 

5th. Between liquids and gases. 

90. Adhesion between Solids. — The resistance 
which friction oflfers to motion is caused not only by 
the irregularities of the surfaces, but also by the adhe- 
sion which they exert for one another. When these 
surfaces are both of the same kind, the friction is in- 
creased by their cohesion. 

Cements aflford examples of adhesion between dif- 
ferent kinds of solids. Thus, mortar placed between 
stones or bricks adheres to them, and so binds them 
together. Glue adheres to the pieces of wood or cloth 
between which it is placed. Paste or gum causes paper 
to adhere to walls. Dried paint adheres to wood- work, 
and ink-marks to paper. , 

91. Adhesion between Liquids. — i. Mixture. Oil 

and water will not mix, because there is but little ad- 
hesion between their molecules. The same is true of 
mercury and water. Milk and water, however, mix 
readily, because the molecules of the one adhere to 
those of the other ; the same is true of many other 
liquids. 
8 
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a. Solution. The MluHon of one liquid by another may also be 
regarded as a species of adhesion. Thus, castor-oil is dissolved by 
alcohol. Many cases of solution, however, are caused by the influence 
of a partly chemical attraction. Thus, pure concentrated alcohol 
and water combine ; but a weak solution of alcohol will mix with 
water in any proportion. 

3. DifFusion. If a vessel filled with liquid be care- 
fully lowered beneath the surface of some lighter liquid 
with which it is capable of mixing, though no agita- 
tion has occurred, yet after a time, which diflfers for dif- 
ferent liquids, the two will be found to be thoroughly 
mingled, as much of the heavier liquid being now 
found in the upper portions of the vessel as in the 
lower. Phenomena of this kind are known by the 
general name of diffusion^ and are caused by the at- 
tractions which exist between the unlike molecules. 

92. Adhesion between Solids and Liquids. — z. 
Wetting. If we plunge the hand into water, it be- 
comes wet, because the water adheres to it ; but if 
plunged into mercury, it is not wet, because there is 
but little adhesion between the hand and the mercury. 
Water-proof stuflfs contain substances that are not 
readily wet by water. When rain falls on such fabrics, 
it either runs oflf of itself, or can be easily shaken off. 

2. Solution. The solution of a solid by a liquid is 
another example of adhesion between a solid and a 
liquid. 

When a lump of sugar is thrown into a glass of 
water, the sugar gradually disappears and becomes 
mixed throughout the liquid, which has now a sweet- 
ish taste. We call this change solution; by solution 
a solid becomes changed into a liquid. 

The solvent powers of water are much greater than those of any 
other common liquid. As a rule, the solvent power of any substance 
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s with the temp«r&tare; thas, hot watar will diuolve moM 
BQgBT than cold wat«T. This ia not, howQver, alwajre tiie case ; cold 
water will dissolve more lime Uian hot water. Some cases of solntion 
are causad b^ the influence of » species of chemical attraction, such, 
for szBJnple, as the solntion of concentrated Ije b^ water. 



93. CapiUarity. — If a tube, A, of large diameter be 
dipped into a liquid which wets it, the liquid will stand 
as high on the outside of the 
tube as on the inside; but if 
the tube be of small diameter, 
as at 5, the liquid will rise so 
that it will be higher inside the 
tube than outside it, as is shown 
in Fig. 38. If the tube is still 
smaller, as at C, the liquid will Fig.3B.-TheIilqnUW«ta 
rise higher than before, and the 
difference between the inside and outside levels will 
be greater. 

When the liquid does not wet the walls of the tube, 
if the tube be of large diam- 
eter, as shown at "E, Fig. 39, 
the level inside the tube is 
the same as that outside it ; 
but if the diameter be small, 
as at F, the liquid will be 
depressed within the tube, 
so that the level of the liq- Fig. 38.-The Uqaid d««a not Wet 

uid inside the tube will be '^*"'* 

below that on the outside. In a tube of still smaller 
diameter, as at (?, the difference of level ia greater. 
These phenomena are known bj the name of capillar- 
ity. A capillary tube is one whose diameter is small, 
or hair-like. 
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By capillarity is meant the elevation or the depression 
of liquids in tvhes of small diameter. 

The principal phenomena of capillarity may be 
briefly stated as follows, viz. : 

Ist. When a capillary tube is dipped into a liquid, 
the liquid will rise in the tube if it wets the tube, but 
will be depressed, if it does not wet the tube. | 

2d. The amount of the elevation or depression in- 
creases as the diameter of the tube becomes smaller. 

8d. The amount of elevation or depression varies 
with the kind of liquid and the material of the tube. 

94. The Cause of Capillary Phenomena. — Capil- 
lary phenomena are caused by the difference between 
the cohesion of the liquid molecules for one another 
and their adhesion to the walls of the capillary tube. 

A liquid rises in a capillary tube which it wets, because the adhesion 
between the liquid and the walls of the tube draws the liquid towards 
the walls of the tube. A liquid is depressed in a capillary tube which 
it does not wet, because the cohesion of the liquid draws the liquid 
away from the walls of the tube. If the liquid wets the tube, tiien 
the adhesion between it and the tube, or the force which pulls the liq- 
uid towards the walls, is greatgj^than the force of cohesion which 
tends to keep the particles of Jjfeliquid together. If the liquid does 
not wet the tube, then the force of cohesion is greater than that of 
adhesion. 

96. Familiar Examples of Capillarity.— The phe- 
nomena of capillarity occur in loose, porous substances 
whenever the spaces, or sensible pores, between the 
different parts of the substance are of capillary dimen- 
sions. Thus, the oil rises in the wick of a lamp through 
the capillarity of the spaces between the strands. A 
lump of sugar placed with only its lower end in milk 
or water is soon wet throughout ; here the elevation 
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of the liquid is due to cjapillarity. A towel hung so 
that only its lower part dips into water is soon wet for 
a considerable distance above the level of the water, 
from the same cause. 

96. Osmose is the unequal mixing of two diflFerent 
liquids through the pores of a membranous substance 
which separates them. 

If two liquids that are capable of mixing, be placed in compart- 
ments of the same vessel, and separated from each other by only a 
thin wall of bladder or other membrane, through the pores of which 
the liquids can slowly pass, they will not remain separate, but will 
mix with each other. This mixing, however, is different from that 
produced by mere diffusion, since more liquid passes in one direction 
than in the other. Suppose, for example, sugar and water were placed 
in one compartment, and pure water in the other ; then it would be 
found that more pure water would pass into the compartment contain- 
ing the sugar and water, than the sugar and water would pass into the 
other compartment, so that, after standing for several hours, the level 
of the liquid would be higher in the compartment containing the 
sugar and water than in the other. 

The cause of osmose is not thoroughly understood. It is probable, 
however, that these phenomena are due mainly to the adhesion which 
exists both between the molecules of the two liquids and between 
them and the walls of the membrane. 

97. Adhesion between Solids and Gases. — The 

adhesion existing between solids and gases is seen in 
the absorption of gases by solids. Charcoal, for exam- 
ple, has a wonderful power of absorbing various gases 
and condensing them within its pores. Freshly -burned 
charcoal can absorb nearly a hundred times its bulk of 
some gases. When thrown on decaying animal or 
vegetable substances, it removes most of their bad 
odors by absorbing the disagreeable gases as fast as 
they are given off. The smell of tobacco clings for 
some time to the clothes of one who has been smok- 
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ing. This is due to the adhesion between the smoke 
and the clothes. 

98. Adhesion between Liquids and Gases. — Most 
liquids have the power of absorbing various gases. 
Water possesses this property in a remarkable degree. 
All water which has been exposed for some time to 
the air will be found to contain a considerable amount 
of air in solution. If a tumbler of clear water stand 
for some time, minute bubbles of gas will be seen on 
the inside of the glass. These bubbles come from the 
air which was contained in solution in the water. 

99. Properties Peculiar to Solids. — The solid con- 
dition of matter is characterized by certain properties 
peculiar to it. The most important properties pecu- 
liar to solids, are malleability^ ductility^ hardness^ brit- 
tleness, tenacity , solid elasticity ^ and crystalline form. 

100. Malleability is the property certain solids 
possess of being wrought into different shapes under 
the hammer or roller. Most of the metals are malle- 
able to a considerable extent, and on this property 
much of their value depends. Gold is one of the 
most malleable metals known. It can be beaten into 
leaves so thin, that it takes about 800,000 such leaves 
to make a pile one inch in thickness. The malleabil- 
ity of metals under the hammer is somewhat different 
than under the roller. Gold, lead, silver, tin, and cop- 
per are very malleable. 

101. Ductility is the property certain solids pos- 
^^? ^^.^^^"^^ ^^^wn out into wire. This property, 
which IS possessed most generally by the metals, is 
nearly the same as malleability, since in both, the 

molecules of the lv^^ i. 1- * j 4. 

^ . ^ *^^^^y, when subiected to pressure or 

strain, are caused to a xi. 

^* xo flow or move over one another 
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without fracture. The different metals, however, are 
not malleable and ductile to the same extent. 
Platinum, silver, iron, and copper are very ductile- - 

102. Hardness is that property in virtue of which 
certain substances resist being scratched or worn by 
others. We can tell which of two substances is the 
harder, by rubbing them together ; that which is the 
harder will scratch the other. The terms hard and 
soft are relative, since a body which is hard, when 
compared with one substance, may be soft when com- 
pared with another; thus, glass will scratch marble, 
therefore glass is hard when compared with marble, 
but the diamond will scratch glass, so that glass is soft 
when compared with the diamond. 

Hardening^ Annealing, Tempering. — Certain metals possess tha re- 
markable property of having their hardness changed by heat. If 
they are heated to about redness, and then suddenly cooled by being 
plunged into cold water, they become hard and brittle. Steel pos- 
sesses this property in a remarkable degree. The process is called 
hardening. 

When steel is highly heated and allowed to cool slowly, it becomes 
soft, ductile, and malleable. This process is sometimes called softening 
or annealing. 

If a bar of hardened steel is struck a sharp blow with a hammer, it 
is apt to be fractured ; but if softened, it can be wrought into any 
desired shape, such, for example, as a knife-blade, an axe, or a hatchet, 
and these articles can afterwards be hardened by high heating and 
subsequent rapid cooling. As a rule, the hardness so obtained is so 
great that the articles would be too brittle for use; in this case, a 
portion of the hardness may be removed by heating to a lower tem- 
perature, and then allowing them to cool. This process is called draw' 
ing the temper. 

103. Brittleness. — ^A substance is brittle when it is 
readily broken into pieces. This property is almost the 
opposite to that of malleability. Brittle substances are 
generally hard. 
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104. Tenacity. — By the tenacity of a substance is 
meant its power to resist being pulled apart by a force 
acting in the direction of its length. The tenacity of 
a body is due to the cohesion of its molecules, and, 
as cohesive attraction varies greatly in different sub- 
stances, the tenacity must always vary. 

As the force tending to pull the molecules apart is 
applied in the direction of the length of the body, the 
tenacity must increase with the area of transverse sec- 
tion, that is, a section made at right angles to the length ; 
for, if in the two bars, A and B, Fig. 40, of the same 
material, A has a smaller area of transverse section, 
abed, than efgh oi B, then the total tenacity oi A 
must be less than that of B, since there are fewer mole- 
cules in any cross section, as abed, tending to hold 
the bar together than b 

there are in any cross 
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section efgh. If, then, the area efgh be twice as 
great as abed, the bar, B, would require twice as 
great a force to pull it apart as the bar A, and so also 
with any other proportion. 

The tenacity of a bar or beam is independent of its 
length. The increase in the length does not affect the 
nvimber of molecules in any area of cross section, and, 
of course, the bar would break at its weakest part. 
Since, however, the jreight of a beam, supported at 
one end, tends to break the beam, we can see that the 
itrmking tv*i^ht is less uith an increased length. 

In the foUowiug table is ei^^n xh( T?n».-itv of a few imporUnt 
subauncw in p«un>ls par squtua inch oi uea of crae MCtaon. 
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Steel . 120,000 to 160,000 

Iron . . 50,000 to 120,000 

Silver .... 41,000 

Copper .... 37,000 



Gold 65,000 

Zinc 2,800 

Oak wood . . . 26,000 

Pine wood . . . 15,000 



105* Limits of the Size of Structures. — The size of any structure 
cannot exceed certain limits, which vary with the strength of material 
employed and with its weight per unit of volume ; for, since all ma- 
terials have to sustain their own weight, if this should exceed their 
tenacity, the structure would fall. We have seen that the tenacity 
of a hody increases as the area of its cross section. If, then, the 
dimensions of a beam be doubled, that is, if it be made twice as long, 
twice as deep, and twice as broad, the area of its cross section will be 
four times as great, and it will be able to sustain four times as great a 
weight acting in the direction of its length. But at the same time, by 
doubling its 6Limensions, we have increased its volume eight times ; 
hence its weight has also been increased eight times. If we increase 
the dimensions of the beam three times, its tenacity is 3 X 3 = 9 times 
greater, and its weight, 3X3 X3 = 27 times greater ; if increased four 
times, its tenacity is 4 X 4 = 16 times, and its weight 4 X 4 X 4 = 64 
times. It is apparent, then, that any bar would soon become large 
enough to fall apart by its own weight. 

106. Elasticity. — By the elasticity of a body we 
mean the property it possesses of regaining its orig- 
inal shape after being compressed, stretched, bent, or 
twisted. 

All kinds of matter, whether solid, liquid, or gas- 
eous, will, when compressed, tend to some extent to 
regain their original bulk, or, in other words, possess 
the property of elasticity. 

Elasticity developed in a body by compression is 
therefore a general property of matter. 

Solids are the only form of matter which can be 
stretched, bent, or twisted, and by any of these 
changes elasticity is developed. 

Elasticity developed in a body by stretching^ bending, 
or twisting, is therefore a property peculiar to the solid 
condition of matter. 
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Elasticity developed by stretching, or tension, is seen 
in the return to its former length of a piece of caout- 
chouc, or India-rubber, or a wire after it has been 
stretched by a weight. Elasticity developed by bend- 
ing, or flexure, is seen in the recoil of a bow which has 
been bent and then released. Elasticity developed by 
twisting, or torsion, is seen in the untwisting of a string 
or wire which has been twisted. 

107. The Measure of Elasticity. — The degree of 
elasticity of a body is measured by the force with which 
it tends to regain its original shape, when that shape 
has been changed by compression, stretching, bending, 
or twisting. A body which in resuming its original 
form gives out a force equal to that by which its 
form has been changed, is said to be perfectly elastic. 
Liquids and gases, as a rule, when compressed, resume 
their original volume on the removal of the pressure, 
and are therefore elastic. Within certain limits of 
compression, etc., nearly every solid body will resume 
its original shape on the relief of compression, bend- 
ing, stretching, or twisting, and is therefore elastic; 
but with many solids, the limits of elasticity, or the 
limit beyond which any further compression, bending, 
stretching, or twisting would produce a permanent 
change of form, are so small that they may be consid- 
ered as inelastic. 

108. Crystalline Form. — We recognize an animal 
or a plant by a certain form peculiar to it. In the 
same way many lifeless substances occur in forms, 
called crystals, peculiar to them. Although in most 
solids these crystals are too small to be seen, yet they 
nearly always exist. For example, ice is composed of 
crystals of beautiful shapes. 
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Crystals are more or less regular in shape, and 
although of many different forms, yet are all modifica- 
tions of a few simple forms. 

Experiment. — Place a quarter of a ponnd of common alum in as 
much hot water as will completely dissolve it. Strain the solution 
through a piece of muslin, and pour the clear liquid into a cup or 
bowl, in which has been placed a piece of rough stone wrapped with 
colored yarn. Set the liquid aside in a quiet place over night, and 
in the morning beautiful shining crystals will be found covering the 
stone. By slipping a thin knife under the stone it may be separated 
from the bottom of the cup or bowl. 

Caution. — Do not move or shake the cup after once putting it away. 
If it is wished to obtain large crystals, use more water to dissolve the 
alum, and let it stand longer to crystallize. 

The force of crystallization which arranges the molecules of solids in 
the form of regular crystals, is only a variety of the force of cohesive 
attraction. 
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Syllabus. 

The force of molecular attraction when acting on the molecules of 
the same kind of matter, is called cohesive attraction, and when acting 
on the molecules of different kinds of matter, adhesive attraction. 

The force of cohesive attraction is manifested principally by solids ; 
it is not absent, however, in liquids. 

The force of molecular attraction binds together molecules of either 
the same or of different kinds of matter. The force of atomic attrac- 
tion, or chemical affinity, binds together the atoms of either the same 
or of different kinds of matter. 

The force of adhesion may exist between all three forms of matter, 
viz., solids, liquids, and gases. 

The friction of two surfaces is caused partly by their adhesion. Such 
substances as glue, paste, paint, and ink owe their efficiency to their 
power of adhering to the surfaces on which they are put. 

Water and vinegar, or water and milk, mix when put together, be» 
cause they adhere to one another ; oil and water, or water and mer- 
cury, do not mix, because they do not adhere. 

Diffusion is that property in virtue of which two different gases, or 
two different liquids, will mix with each other, even when the lighter 
liquid or the lighter gas is placed above the other. 
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It Ib by the action of difiusion that the different gases which com- 
pose onr atmosphere are kept from settling in layers, according to 
their difference of density. 

A solid is dissolved by a liquid, when the adhesion between the two 
is sufficient to overcome the cohesion between the molecules of the 
solid. 

By capillarity we mean the elevation or the depression of liquids in 
tubes of small internal diameter. When the liquid wets the tube, it is 
elevated in it ; when it does not Wet it, the liquid is depressed. 

When the liquid wets the tube, the adhesion between the tube and 
the liquid is greater than the cohesion between the molecules of the 
liquid, and the liquid is therefore drawn up the tube. When, how- 
ever, the cohesion of the liquid is greater than its adhesion to the 
tube, the liquid is drawn down the tube. 

Osmose is the unequal mixing of two liquids through the pores of a 
membrane or wall separating them. 

Many solids possess the power of absorbing gases and condensing 
them ; this power is due to the adhesion between the solid and the gas. 
Most liquids possess the same property. 

The most important of the properties peculiar to solids are mallea- 
bility, ductility, hardness, brittleness, tenacity, solid elasticity, and 
crystalline form. 

Many solids, when subjected to great pressure, exhibit to some degree 
the phenomena of flow ; they are malleable or ductile, that is, can be 
beaten out in thin sheets, and pulled out into thin wires without frac- 
ture. These properties are called malleability and ductility. 

Solids differ in their hardness, or their ability to resist being worn 
or scratched. Certain metals when highly heated and then suddenly 
cooled become hard and brittle, but when heated and then slowly 
cooled become soft and ductile. Brittle substances are easily broken 
into small pieces when struck. 

The tenacity of a bar or rod is its power to resist being pulled apart 
by a force applied in the direction of its length. The tenacity is greater 
in some substances than in others. In the same substance the tenacity 
IS proportional to the area of cross section. 

By the elasticity of a body we mean its tendency to resume its orig- 
inal bulk on the removal of any force which has acted to change its 
shape. Elasticity may be developed in all bodies by compression, 
and in solids by stretching, bending, or twisting. 

Most solids have a peculiar shape, or crystalline form, which is char- 
acteristic of them. This shape is caused by the force of molecular 
attraction acting in certain directions on the molecules. 
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Questions for Review. 

Define cohesion, adhesion. What is the difference hetween them? 
Describe an experiment by which the cohesion of two pieces of lead 
may be shown. 

What facts can you mention to prove that liquids possess cohesion ? 

What is the difference between molecular attraction and chemical 
affinity ? Name five varieties of adhesion. Explain some of the phe- 
nomena produced by the adhesion of solids. 

What is meant by diffusion? What two kinds of diffusion are 
there ? Of what use is diffusion in our atmosphere ? 

By what is the solution of a body caused ? 

What do you understand by capillarity ? Why should a liquid be 
elevated in a capillary tube when the liquid wets the tube? Why 
should it be depressed when the liquid does not wet the tube ? Name 
some phenomena produced by capillarity. 

What is osmose? When does it occur? Define absorption. To 
what do solids owe their power of absorption ? Do liquids possess 
the power of absorbing gases ? 

Define malleability, ductility. How do these properties prove that 
solids possess to-some extent the power of flowing ? 
• What do you understand by the hardness of a substance ? Prove 
that hard and soft are relative terms. Describe the process of harden- 
ing ; of annealing ; of drawing the temper. Define brittleness. 

What do you understand by the tenacity of a substance ? What 
effect is produced on the tenacity of a beam by increasing the area 
of its cross section ? By increasing its length ? 

What natural limit exists to the size of structures ? Explain your 
answer in full. 

What is meant by elasticity? How may it be developed in all 
kinds of matter? How may it be developed in solids? 

How is the elasticity of a body measured ? What is meant by the 
limits of elasticity ? 

Define crystalline form. Describe an experiment by which crystals 
of alum can be formed. 

9 G 




Part II. 

Fluids. 
CHAPTER I. 

HYDROSTATICS. 

109. Hydrodynamics and its Divisions. — Hydro- 
dynamics ia that branch of Natural Philosophy which 
treats of the conditions of rest and motion in fluid 
bodies. It includes Hydrostatics, which treats of liq- 
uids at rest ; Hydraulics, which treats of liquids in 
motion, and Pneumatics, which treats of gases either 
flt rest or in motion. 

110. Compressilnlity of Liquids. — Liquids are but 
slightly compressible. Thus, water, when subjected to 
a pressure of fifteen pounds to the square inch, is com- 
pressed but the 3iji[nr of its volume. Many other liq- 
uids are even less compressible. We may therefore 
regard liquids as practically incompressible. 

Liqaids, however, are, as a rule, more compresgible than Bolids. 
Whea eolids are compressed, tbey are not geoerally confined at the 
Bides, and the particles spread. The^ appear, therefore, to be more 
compressible than liquidn. If we should confine solids in etrong ves- 
•els, ao aa to prevent them from spreading laterally, as we must do 
vith liquidE, we would find soUda to be less compressible than liquids. 
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111. Transmission of Pressure, — Law. Liquids 
transmit in all directions, and without sensible loss 
of intensity, the pressure exerted on any part of their 

liquids transmit pressure equally in all directioiiB 
as a necessary result of the very great freedom with 
which their molecules move in any direction over one 
another. 

The pmanre due to die we^ht of a solid is exerted only in one 
diiectioQ, viz., varticslly downwards. A. solid, therefore, may be in 
eqailibiiam when sapported only at ils base. The pressare due to the 
weight of a liquid is exerted in all directions. A liquid, therefore, to be 
in equilibrium, muet be supported at the sides as well as at the base. 

112. Liquid Pressure as a Mechanical Power. — 
Since pressure is transmitted through liquids as well 
in one direction as in another, and as nothing is lost 
during the transmission, it follows that the total press- 
ure sustained by any surface is proportional to its area. 
This fact furnishes us with an additional mechanical 
power. 

If, for example, two vessels, A and S, Fig. 41, filled 
with water, he furnished with ixa*. la. 

pistons, and D, that is, with 
parts arranged so as to move ^ 
freely up or down the vessels 
without allowing the water to 
pass them, and these vessels 
be connected by a tube, T, rig.4i.-LiTiidPr«snr.Ma 

, . y 1 ■ , Meoliaaiioal Power. 

we have a simple machme by 

which we can modify the effects of a force to any 
desired extent. , Suppose the areas of the two pistons, 
C and D, be respectively 1 and 100 square inches. If, 
then, the piston, C, be pushed down with a force of 1 
lb., the piston, D, will be raised with a force of 100 
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lbs, ; for, BiDOe a pressure of 1 lb. ia exerted at C on 
the area of 1 sq. in., it must exert a pressure of 1 lb. 
on every square incb of surface in the two vessels. 
But the piston, i>, is the only other part of the vessel 
that can move, and, aa it contains 100 square inches, it 
must be poshed upwards with a force of 100 lbs. 

Aa with any other machine in which the icteiiBitj of the power \a 
increaaed, the distanoa throngh which the power moves ig aa much 
greater than that through which the weight moves as the power is 
lees than the weight ; if, for example, the piston, C, be moved bj the 
power throDgb 1 foot, the piston, D, will oaly raise the weight through 
the j^ of a foot 

113. The Hydrostatic Press. — The machine just 
described forms what is known as the hydrostatic preas. 
A lever, P, Fig. 42, is attached to the piston, A, and by 
its movement o3 or water 
is pumped into the larger 
vessel in which the pis- 
ton, B, moves. The pres- 
sure thus exerted causes 
thepiston,£,tori8e. Sub- 



such, for example, as hay 

Qr cotton, are placed he- 

™ .„ ™. n , - T> tween a platform, C, af- 

Fig, 43— The HjatoKatio tmt. ^ ' ' 

tached to the piston, B, 
wid a strong frame, D, attached to the press. This 
press is used to compress various substances, to extract 
oil from seed, to raise heavy weights, and for various 
■other purposes. 

114. Pressure Caused by the Weight of a Liquid. 
— Each molecule of liquid has to bear the weight of 
all the molecules directly above it. The greater the 
•depth of the liquid, the greater the number of these 
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molecules. The pressure, therefore, exerted by any liq- 
uid increases with the depth of the liquid. But different 
liquids vary in their densities, that is, a cubic inch of 
some liquids weighs more than a cubic inch of others. 
The pressure, therefore, exerted by any liquid increases 
with its density. 

A vessel filled with mercury or molasses, would 
have a greater pressure on its bottom and sides than if 
it were filled with water, because mercury or molasses 
13 denser than water. 

As liquids ezert pressure equally well in all direc- 
tions, the downward, upward, and lateral pressure at 
any point must be equal to one another. 

115. The Downward Pressure, or the Pressure on 
the Base. — If a vessel with vertical walls be filled with 
liquid, the pressure on its base will be equal to the 
weight of the Hquid in the vessel ; but if the walls be^ 
inclined, the pressure on the base may be either greater 
or less than the weight of the water in the vessel. 

In the vessel, A, 
Fig. 43, whose walls I 
are vertical, the pres- 
sure on the base is 
equal to the weight 
of water in the vessel. 
IrB, the pressureon Fig,43.-ThePr<«ui8onth<iBuB. 
the base is greater than the weight of the water in B, 
and in the pressure on the base is leas than the 
weight of the water in 0. 

It might be supposed that the pressure on the base 
of any vessel would always be equal to the weight of 
the liquid in the vessel : but in the vessel, B, the par- 
ticles at the surface not only transmit their pressure 
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to that part of the base directly under them, bat also 
to all parts of the base cf d! ; the total pressure on the 
base is, therefore, the same as if there were the same 
depth of liquid over all parts of the base as there is 
over the middle parts; that is, the total pressure is 
equal to the weight of the column of water, a! V c' d'. 
In the vessel, (7, only the particles of the liquid imme- 
diately above the base exert a pressure on the base ; 
the inclined walls receive the pressure of the remain- 
ing particles. 

If the three vessels, J., 5, and (7, have equal bases, 
and are filled with water to the same height, the press- 
ures on the bases of all will be the same. 

116. Rule for Calculating the Pressure on the 
Base. — The pressure on the base of a vessel contain- 
ing liquid, is equal to the weight of a column of liquid 
whose base is that of the vessel, and whose height is 
equal to the vertical distance from the middle of the 
base to the surface of the liquid. 

The weight of a cubic foot of water is about equal 
to 62.3 lbs. avoirdupois ; the weight of a cubic inch is 
3^i^ = .036 lbs. 

If, therefore, a vessel, whose base has an area of 2 sq. 
feet, be filled with water to the depth of 3 feet, the 
base will sustain a pressure of 2 X 3 X 62.3 lbs. = 
373.8 lbs. 

117. Pressure on the Side of a Vessel. — The press- 
ure on any side of a vessel containing a liquid is equal 
to the weight of the volume of liquid obtained by mul- 
tiplying the area of that side by the vertical distance 
from the middle of the side to the surface of the liquid. 

If the rectangular side of a vessel is two feet long, and 
the vessel be filled two feet deep with water, then the 



STDROSTATICS. 103 

area of the side covered by water ^= 2 X 2 = 4 sq. feet ; 
the distance from the centre of gravity, which will be at 
the middle of the side, is one foot. Then the pressure 
on the side = 4 sq. ft, x 1 ft. = 4 cubic feet. But the 
weight of 4 cubic feet of water = 4 x 62.3 — 249.2 lbs., 
which equals the pressure on the side. 

118. Upward Pressure. — The upward pressure at 
any part of a liquid mass is equal to the downward 
pressure at that part. 

Ezperiment. — Take a glose cbimoey, B, Fig. 44, with straight eidee, 
and oat s diBc,cd, of mica, snch as is Uied for the doora of atovea, large 
enough to coT«r the base of the chimnej. Attach a string Xa the 
middle of the disc Now, placing the disc so as to 
cover the smoother end of the chimney, and holding 
the disc in its place hy the string, push the chimney 
vertically downwards in a tsssbI, A, filled with 
water. When eame little depth has been reached, 
the string need no longer be held, as the upward 
pressnie caused by the water in A endeavoring to 
flow into £ will hold the disc in its place. 

To fiad the amount of this upward pressure, pour 
wat«r carefully into the chimney until the mica diec 
falls off. This will be found to take place when the 
level of the watar inside the chimney is the same as FiK.**--Dpw«rd 
that on the outside. At tbia moment, the downward 
preesnre caused by the water in B trying to flow out, is eqaal to the 
upward pressure caused by that in A trying to flow in. Since the 
sides of the chimney are vertical, the downward preseure is equal to 
the weight of the water in B ; hence the upward pressure on c i is 
equal to the weight of a column of water whose base is e d, and whose 
height is the depth of the liquid above c d. 

Cbutton. — The end of the chimney must be quite even and flat. If 
mica cannot be obtaiaed, a thin, smooth sheet of metal may be nsed. 
It much difficulty be eiperieaced by water leaking in. the end of the 
chimney may be slightly greased with tallow. 

119. Surface of Liquids at Rest. — When a liquid 
is at rest, its upper surface is everywhere level or hori- 
zontal; for, were it higher at one point than at another. 
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the greater pressure so produced would press it up at 
the lower points until the whole surface became level. 
It is only the surface of a comparatively small ex- 
tent of water that is horizontal. Large masses like 
the ocean are curved. For any mass of water to be in 
equilibrium, all parts of its surface must be at equal 
distances from the earth's centre. 

120. Equilibrium of Liquids in Communicatit^ 
Vessels. — A liquid in communicating vessels is in 
equilibrium when it stands at the same height or level 
in all the vessels; for, were it higher in one vessel than 
in another, the greater pressure so produced would 
cause it to mount in the other vessels until it stood at 
the same height. The water rises out of the water- 
pipes in the streets and fills the pipes in the houses, 
because the level of the water in the basins, or reser- 
voirs in which it is stored, is equal to or greater than 
the height of the houses. 



Fig, I6.-A1 Artwlui Wdl. 

In artesian wells, the water is forced up from great 
P s by the pressure of water contained between 
two curved impervious strata. 
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When two liquids of different densities are placed 
in oommunlcating vessels, they will be in equilibrium 
when the level of the denser liquid is lower than the 
level of the other liquid. The heights of the liquid 
columns wiU be inversely as their densities. 

121. Bodies Imm.er8ed in Liquids. Buoyancy, — 

/Bodies immersed in a liquid weigh less than they do in 
air. They lose as Tnuch of their weight as the weight 
of the liquid they displace. This important principle 
was discovered by Archimedes.j 

Suppose, for example, the cube, aftcii, Fig. 46, be com- 
pletely immersed in water ; then the pressures on the 
opposite sides being equal, neutralize each other. The 
downward pressure is equal to the 
weigbtof a column whose base is the 
top of the cube, and whose height 
is e rf ; the upward pressure is equal 
to the weight of a liquid column 
whose base is the bottom of the 
cube, and whose height is e e. The 
upward pressure, therefore, exceeds rig. *8.— 0«nM of 
the downward pressure by a weight nejunT. 

of water equal to the volume of the cube. 

This excess of upward pressure being exerted in 
a direction opposite to that of the force of gravity, 
causes the body to lose as much of its weight as the 
weight of the water displaced ; this effect is called 
buoyancy. / / 

132. Experimental Proof of the Principle of 

Archimedes. — The correctness of the principle an- 
nounced by Archimedes may be demonstrated by means 
of the apparatus shown in Fig. 47. A closed cylinder, 
B, of such a size as to exactly fill the hollow cylinder, 
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Fig.47.-Prinoipleof 
AroUmedei. 



J, is suspended below it, and the two attached to the 
pan of a balance, and exactly counterpoised in air by 

weights at C This being done, the 
cylinder, -B, is completely immersed 
in water, as shown in the figure. The 
buoyancy of the water on B causes 
it to lose weight, as is shown by 
the other pan of the balance falling. 
If now the cylinder, A^ be exactly 
filled with water, equilibrium will 
be restored. The weight lost by 
-B, therefore, is equal to the weight 
of a volume of water which will 
just fill A ; but this volume is the same as that dis- 
placed by -B, therefore the weight lost by B is equal 
to the weight of the water it displaces. 

123. Floating Bodies. — A body placed in a liquid, 
will float if it displaces a bulk of liquid equal to its 
weight, because then the buoyancy of the liquid holds 
the body up with the same force that gravity pulls it 
down. 

Buoyancy acts at a point called the centre of Jmoy- 
ancy, which is situated at the centre of gravity of the 
displaced liquid. 

124. Equilibrium of Floating Bodies. — A floating 
body will be in equilibrium when the centres of gravity 

and buoyancy, G and 
0, are in the same ver- 
tical line. Thus,inFig. 
48, the boat at A is in 

equilibrium, since the 
Hg.48.-B,dUbri»a.fFl<»tlB«B.ai«. forces of gravity and 

buoyancy are equal and directly opposed to each other ; 




lie equilibrium wben 
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but if the boat is moved into the position represented 
at B, it is no longer in equilibrium, since gravity 
and buoyancy are no longer directly opposed to each 
other, bat tend to turn the boat around, until they are 
both in the same vertical line. 

A floating body will be in stable equilibrium when 
the centre of buoyancy is above 
the centre of gravity, or when the 
centre of gravity is as low aa it i 
can get, as, for example, in Fig. 49, | 
where the centre of gravity is i 
low aa it can be. 

A Boating body is in unstable 
equilibrium when the centre of buoyancy is below the 
centre of gravity, as is seen in Fig. 50. 

A floating body will be in neutral 
equUibrium when the relative positions 
of the centres of gravity and buoyancy 
are not affected by any movement of the 
body. A sphere floating in a liquid, as 
shown in Fig. 51, would be in neutral 

In the above examples, it will be no- 
ticed that the centre of buoyancy is the point of sup- 
port of the floating body, and bears the 
same relation to the centre of gravity 
as does the point of support of bodies ! 
which can move freely on an axis, i 
will be seen by comparing Figs. 49, 50, ' 
and 51 with Figs. 28, 29, and 30. "EqaUlbriunV" 

The equilibrium of a ship or boat is more stable as 
its centre of gravity is lower. When a ship is not 
■heavily laden, ballast is put in the lower part of the 
vessel in order to lower the centre of gravity. 



•TMnm 
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12 6. Specific Gravity. — By the specific gravity of a 
hodyy we mean the weight of that body as compared 
with the weight of an equal bulk of some other body 
taken as the standard of comparison. 

In determining the specific gravity of solids and 
liquids, we compare their weight with the weight of 
an equal bulk of water ; and in determining that of 
gases and vapors, with the weight of an equal bulk 
of air. 

BULE. — To determine the specific gravity of a solid or a 
liquid^ divide the weight of the body in air by the weight 
of an equal volume of water. 

The same rule may be expressed as follows, viz. : 



— W^ Weight of equal hulk of vxUer. 







Fig. 62.— A g«nfrftl Fomiila for SpMlilo QraTitj. 

To determine the specific gravity of any gas, we di- 
vide the weight of the gas by the weight of an equal 
volume of air, or other gas, taken as a standard. 

In order, therefore, to determine the specific gravity 
of any body, it is only necessary to ascertain the weight 
of the body and the weight of an equal bulk of water 
or gas. 

Suppose, for example, we wish to determine Hhe 
specific gravity of a piece of iron. We first find 
the weight of the iron in air, which we will suppose 
to be 778 grains. We then find the weight of an equal 
bulk of water, which will be, say 100 grains. The 
specific gravity of the iron, therefore, is f J* = 7.78, or, 
m other words, the iron is 7.78 times heavier than, 
water. 
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126. Methods of Obtaining Specific Gravity. — 
By the Balance. For Solids. Since a body im- 
mersed in water loses exactly as much weight as the 
weight of the water it displaces, it is easy to obtain 
the specific gravity by this method. For, attach the 
body to a string tied to one of the pans of a balance ; 
exactly balance the body by adding weights to the 
other pan ; these weights will give us the value of W, 
that is, the weight of the solid in air. Then, while 
the solid is still attached to the balance, immerse it 
in water, and find how much weight it loses. This 
weight will give us W, or the weight of a bulk of 
water equal to that of the solid. Then W divided by 
W will give the specific gravity of the solid. Sup- 
pose, for example, a solid weighs in air 200 grains, 
and loses in water 150 grains, then its specific gravity 
= m = 1.33. 

127. For Solids Lighter than Water.— If the solid 
is lighter than water, attach it to another solid, as, for 
example, a piece of copper, heavy enough to sink it in 
water. Find how much weight the two lose when im- 
mersed in water. Find how much weight the copper 
itself loses when immersed in water ; then the diflfer- 
ence between this weight and the weight that both 
lose will give the weight the light body loses in 
water. Divide the weight of the light body in air 
by the weight it loses in water, and the quotient will 
be the specific gravity. Suppose the lighter solid 
weighs 6 grains, and that when both are immersed in 
water they lose 10 grains, and that the heavier solid 
loses when immersed 1 grain. Then the lighter solid 
must lose 9 grains, and its specific gravity must equal 

10 I ! 
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128. For Liquids. — A closed bulb, Z>, Fig. 58, 

partly filled with mercury or other heavy substance, 

is attached to a string, and suspended from one of the 

pans of a balance. First find the weight the bulb loses 

when immersed in the liquid whose specific 

gravity is desired. This will be the weight of a 

quantity of liquid equal to the volume of the 

bulb, D ; then find the weight the bulb, /), loses 

when immersed in water ; this will be the weight 

Jk of a volume of water equal to that of the bulb. 

■A Then divide the weight the bulb loses in the 

D liquid, whose specific gravity is desired, by the 

^^* weight it loses in water, and the quotient will 

QraTitj be the specific gravity. Thus, suppose the 

Bidb. buib^ j)^ loses 184 grains when immersed in 

sulphuric acid, and 100 grains when immersed in 

water ; then |J J = 1.84, the specific gravity of the 

sulphuric acid. 

129. By the Specific-Gravity Bottle— The spe- 
cific gravity of a liquid may be very conveniently found 
by means of a bottle. The bottle is first weighed when 
empty. It is then filled with the liquid, say milk, 
whose specific gravity is desired, and again weighed ; 
this weight, less the weight of the bottle, will give the 
weight of a quantity of milk that wiU exactly fill the 
bottle ; the bottle is then emptied of milk and filled 
with water, and again weighed. This weight, less the 
weight of the bottle, will give the weight of a quan- 
tity of water that will exactly fill the bottle ; then the 
weight of the milk that will exactly fiU the bottle, 
ttlwi ^ 'm? ^'^«^' ^^ ^^^^^ ^^^^^U exactly fill 

?hu^ st^^^ fj'^l^^P^^^ «--*y of the Lk. 
Thus, suppose the bottle, when empty, weighs 800 
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grains, and wheo filled with milk, 1326 grains, and 
when filled with water, 1300 grains ; then 1326 — 300 
=^ 1026 grains, the weight of the milk, and 1300 — 
300 ^ 1000 grains, the weight of the water, and Hit 
— 1.026, the specific gravity of the milk, 

130. By the Hydrometer. — The specific gravity 
of a. liquid may be very easily found by the use of 
floating instruments called hydrometers. 

One form of this instrument is seen in Fig. 54. 
It is made of glass, and is hollow except at its lower 
end, wliich contains mercury, so as to make it float 
upright when placed in any liquid. It 
is evident, that when the instrument is 
placed in any liquid, it will sink until it 
displaces a bulk of liquid equal in weight 
to its own weight. But the denser the liq- 
uid, the less deep it will sink, since the 
less will be the bulk of liquid wquired to 
equal in weight the weight of the instru- 
ment. 

We determine the specific gravity of Pig.54.-Hy. 
any liquid in which the hydrometer is "*'*'■ 

placed by comparing the distance to which the instru- 
ment sinks when placed in water with the distance 
to wliich it sinks when placed in the liquid whose 
specific gravity is desired. A scale, already calcu- 
lated, marked on the tube generally gives the specific 
gravity. 

Instruments of this kind, when used to determine 
the specific gravity of milk, are called lactometers; and 
of alcohol, alcoholometers. 

In the following table, the specific gravity of a few 
common substances will be found : 





-IcB = .87 


7.78 


Cork = .24 


V.ia 


Liquids. 


11,35 


-Mercury = 13.50 


8.90 


Sulphuric acid = 1.84 


10.47 


—Milk = 1.026 


19.30 


^Ocean water = 1.026 


22.06 


.—Alcohol = .792 


2.75 


Ether = .715 
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Zinc 
-Load 

-Oold 
Platinum 
Qrantto 

Since the weight of a cubic foot of water = 62.3 lbs., 

if we know the specific gravity of any substance, we 

can easily calculate the weight of a cubic foot of that 

substance; thus, the sp. gr, of gold = 19.30; then a 

aid = 19.30x62.3 = 1202.39 lbs.; so, 

F the weight of a body and its sp. gr., 

its volume. Thus, what is the volume 

)ld ? Since one cubic foot of gold has 

02.39 lbs., 100 lbs. must occupy the 

ic foot. 



Syllabus. 

HydrodTnaoiica treats of the conditioas of rest and motion in fluids. 
It ioolades Hydrostatics, Hydraulics, and Pnenmatios. Hydrostatics 
treats of liqnids at rest ; Hydraulics, of liqaide in motion ; and Pneu- 
matics, of gases either at rest or in motion. 

Liquids are almost incompressible. They transmit in all directions, 
and without sensible loss of intensity, the pressure exerted on any 
portion of their mass. 

The total pressure sustained by any surface immersed in a liquid is 
proportional U> its area ; this gives os another mechanical power, as is 
seen in the hydrostatic press. 

The pressuTe caused by the weight of a liquid increases with tbe 
depth and density of the liquid. 

Since liquids eiert pressure equally in all directions, the downward, 
upward, and lateral presences at any point most all be equal to one 
tuiothar. 
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The pressure on the hase of a vessel filled with liquid is sometimes 
greater and solnetimes less than the weight of the liquid in the vessel. 
To obtain the pressure on the base, calculate the weight of a column of 
liquid whose base is the base of the vessel, and whose height is the ver- 
tical distance from the middle of the base to the surface of the liquid. 

To determine the pressure on the side of a vessel, calculate the weight 
of a volume of the liquid equal to the area of the side multiplied by 
the vertical distance from the middle of the side to the surface. 

The upward pressure at any point is equal to the downward press- 
ure at that point. 

The upper surface of a comparatively small extent of water is every- 
where level or horizontal. The surface of a large body of .water like 
the ocean is curved. 

When a liquid is placed in communicating vessels, it will be in equi- 
librium only when its surface is at the same level in all the vessels. 

Bodies immersed in liquids lose as much of their weight|)as the 
weight of the liquid they displace, because the excess of upward press- 
ure which buoys them up is equal to the weight of the liquid displaced. 

A body floats when the weight of the liquid it displaces is equal to 
its own weight, since the force which pulls it down is then just equal 
to the force which holds it up. 

A floating body is in equilibrium when the centre of buoyancy 
and the centre of gravity are in the same vertical line. The centre 
of buoyancy is the centre *of gravity of the displaced liquid. 

If the centre of gravity of a floating body in equilibrium is as low 
as it can get, or if the centre of buoyancy is above the centre of grav- 
ity, the equilibrium will be stable. If the centre of buoyancy is be- 
low the centre of gravity, the equilibrium will be unstable. If no 
motion of the body can alter the relative positions of the centres of 
buoyancy and gravity, the equilibrium will be neutral. 

The specific gravity of a body is the weight of the body in air 
divided by the weight of an equal bulk of some other substance. To 
find the specific gravity of a solid or liquid, divide the weight of the 
body in air by the weight of an equal bulji of water. To find the 
specific gravity of a gas, divide the weight of the gas by the weight of 
an equal bulk of air. 

The specific gravity of a body may be found by the balance, by the 
specific-gravity bottle, or by the hydrometer. 

The weight of any volume of a substance is equal to its specific 
gravity multiplied by the weight of an equal volume of water. 
10* H 
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Questions for Review. 

Define Hydrodynamics; Hydrostatics; Hydraulics; Fnenmatics. 
How does the compressibility of liquids compare with that of solids? 

State the law for the transmission of pressure in liquids. 

Describe the construction of the hydrostatic press. 

What relation exists between the pressure caused by the weight of 
a liquid and its depth 7 Between the pressure caused by the weight 
of a liquid and its density 7 

Why should the upward, downward, and lateral pressures at any 
point of a liquid be equal to one another 7 

Give an example of a vessel in which the pressure on the base of 
the liquid arising from the weight is greater than the whole weight of 
the liquid. Give an example in which this pressure is less than the 
whole weight of the liquid. 

State the rules for calculating the pressure on the base of a vessel 
filled with liquid ; on the vertical wall of a vessel; the upward pressure 
at any part of the liquid. 

Describe an experiment by which the amount of the upward press- 
ure of a liquid may be determined. 

What will be the shape of the surface of a comparatively small ex- 
tent of a liquid at rest? Why ? 

When will a liquid placed in communioating vessels be in equi- 
librium 7 

What do you understand by the buoyancy of a liquid 7 How much 
weight will a body lose when immersed in a liquid 7 

When will a body float in a liquid ? When will a floating body be 
in equilibrium ? 

What is meant by the specific gravity of a body 7 With what do we 
generally compare the weight of solids and liquids? Of gases? 

State the general rule for obtaining the specific gravity of a body. 
State the general formula. 

Describe the method of obtaining the specific gravity of a solid by 
means of a balance, Ist. When the body is heavier than water ; 2d. 
When the body is lighter than water. 

Describe the method of obtaining the specific gravity of a liquid by 
means of a balance. By means of a specific-gravity bottle. By means 
of a hydrometer. 




CHAPTER II. 

HYDRAULICS. 

131. Hydraulics treats of liquids in motion. It 
studies the flow and elevation of liquids, and the ma- 
chines for moving liquids, or to be moved by them. 

1S3. Pressures on a Vessel Containing Liquid. — 

The walls of a vessel filled with liquid and exposed to 
the air ate subjected to two pressures, viz. : 

1st. The pressure- of the liquid from wiihin out- 
wards. 

2d. The pressure of the air from mithout inwards. 

If a hole be pierced in the side of a vessel containing 
liquid, the liquid will escape only when the pressure 
from within outwards is greater than the atmospheric 
pressure. If the vessel be open to the air at the top, 
the pressure of the air tends to force the liquid out 
with the same force that it tends to keep it in. In 
this case, therefore, the liquid tends to run out with a 
force equal to the pressure caused by the depth of the 
Uquid above the opening. 

Vater flowing from s. uarrov-necked bottle does not escape in a 
■taadf stream, but at more or less regular intervals partially stops 
flowing, when a few babbles of air enter the neck of the bottle with a 
gnrgUug Boaud, and the full flow again begiui. The partial atoppngea 
are due to the prewure of the atmoaphara, whicli forces bubblos of 
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air into the bottle against the pressnre of the escaping liquid. The air 
thus forced into the bottle occapies the space left by the liqnid which 
has escaped. After a certain quantity of liquid has escaped, the press- 
ure of the air against the mouth of the bottle is greater than the 
pressure forcing the liquid out. Some air then enters, and more liquid 
escapes. Were a hole made in the bottom of the bottle, the liquid 
would escape in a steady stream. 

133. Vclcx:ity of Escape. — If holes be bored in 
the side of an open barrel filled with water, it will be 
found, as might be supposed, that, the water will flow 
most rapidly out of the hole which is nearest the bot- 
tom. The water flows out of the openings solely by 
reason of the pressure of the liquid at the opening ; 
and as the amount of pressure exerted by a liquid 
increases with the depth, the greater the depth of the 
hole below the surface the greater the velocity with 
which the liquid escapes. 

If the holes in the side of the barrel be all of the same size, it can 
be proved that the liquid escapes the most rapidly from the lowest 
hole ; for, if a vessel be held for one minute before each of the holes, 
so as to catch all the liquid which escapes from that hole in one minute, 
it will be found that the hole nearest the bottom of the barrel will 
discharge more than any of the others ; the velocity of escape of the 
liquid from this hole must, therefore, be greater than from any other. 

An opening in the side of a vessel through which 
liquid escapes is called an orifice. The vertical dis- 
tance from the middle of the orifice to the surface of 
the liquid is called the head. The amount of liquid 
which flows out of an orifice in a given time is called 
ihQflow. 

134:. Rule for Calculating the Velocity of Escape. 

— We have seen that the velocity of escape of a liq- 
uid increases with the depth of the orifice below the 
surface, that is, with the head. Torricelli, an Italian 
philosopher, discovered that the velocity with which 



HYDRAULICS. 117 

the liquid escapes is exactly the same as the velocity 
it would acquire in falling in an empty space through 
the distance of the head. This fact is expressed ap- 
proximately by the following simple formula, viz. : V 
= 8 VH^ when F= the velocity of escape per second, 
and H = the head. /.' 

The rule may be expressed as follows, viz. : The ve- 
locity in feet per second with which a liquid escapes 
from an orifice^ is equal to eight times the square root 
of the head^f^ 

Snppose, for example, that an orifice was four feet below the surface 
of a liquid, then the velocity of escape would be8X^4 = 8X2 = 
16 feet per second. 




135. Method of Ascertaining the Flow.— ^ 7b as- 
certain the fioWy or the amount of liquid escaping from 
an orifice in a given time, multiply the velocity of escape 
by the area of the ori^ce. ^Since the velocity obtained 
from the preceding formula will be in feet, if the area 
of the orifice be in square inches the velocity must 
first be reduced to inches ; the product will then give 
the volume of the flow in cubic inches per second. 

The product of the area of the orifice and the velocity must give the 
volume of the discharge, as the following simple reasoning will show. 
Suppose the area of the orifice to be one square inch, and the flow 
twelve inches per second ; then in one second a mass of water one inch 
thick and twelve inches long would flow out from the orifice, the vol- 
ume of which would of course be 12 cubic inches. 

Since the velocity of escape from any vessel varies 
with the head, if this decreases as the liquid runs out, 
the quantity discharged from any given orifice must be 
greater during the first second than during the second, 
and greater during the second second than during the 
third, and so o]Bu; We cannot, therefore, ascertain the 
quantity discharged in, say 60 seconds, by multiplying 
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the quantity discharged during the first second by 60, 
unless the head is kept constant by allowing water to 
run into the vessel as fast as it runs out. 

The flow, as calculated by the preceding rule, will 
be found in practice to be greater than the amount 
which actually escapes. This is because the issuing 
stream contracts shortly after leaving the orifice. The 
amount which actually escapes is about equal to two- 
thirds of the calculated amount. 

136. The Flow of Liquids through Horizontal 
Pipes. — When a liquid flows through long pipes, as, 
for example, through the water-pipes of a city, the 
friction of the water against the sides of the pipes 
greatly diminishes the velocity. This is especially th^ 
case at the bends of the pipe, where the liquid is forced 
to suddenly change the direction of its motion. It is 
on account of this decrease in the velocity, that the 
water must be put under considerable pressure in order 
to cause a suf&cient volume of liquid to flow through 
the pipes. 

187. The Velocity of Rivers. — The velocity of 
flow of a river depends on the inclination of its bed or 
channel, that is, on the diflference of level between the 
jjource and the mouth. This difference of level is the 
head under which the water escapes, but the velocity 
that would be due to such a head is enormously greater 
than that which the river actually possesses, since the 
friction of the water against the air and the channel 
decreases its velocity. The greater the volume of 
water in a river, and the greater the inclination, the 
greater the velocity. 

The velocity of the water at the surface is somewhat 
less than that at some distance below the surface. The 
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surface velocity varies from about two to four miles 
per hour. 

138. Vertical Jets. — When a jet of water escapes 
vertically upwards, it should rise as high as the level 
of the liquid in the reservoir, because the velocity 
with which it escapes is equal to 
that it would acquire in falling 
through a space equal to the ver- 
tical distance from the orifice to the 
level of the liquid, and this velocity 
should, therefore, carry it upwards 
through the same height. 

The jet, however, does not act- 
ually rise quite as high as the level 
of the water in the reservoir, be- rig. 66.- Height of ja 
cause, 1st. Its velocity is diminished by friction against 
the sides of the orifice ; 2d. Some of its motion is lost 
in pushing the air out of the way ; and, 3d. The water 
which is falling strikes that which is rising, and so 
decreases the velocity. 

189. Water- Wheels. — The moving water of a 
river represents a considerable amount of energy. 
We may utilize this energy and cause it to do work, 
by making the moving water give part of its motion 
to a watet-wheel. 

The principal forms of water-wheels are the under- 
shot, the overshot, the breast-wheel, and the turbine. 

140. The Undershot-Wheel. ^ In the undershot 

water-wheel, the water strikes near the bottom of the 

, wheel, against a number of flat boards called iloat- 

boards, placed as shown in Fig. 56. The wheel is 

moved by the force of the current. 
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If the stream ia ft tidal one, bo Ihat the water sometimee flows in 
one diiectioQ and Bometimea in anotheT, the float-boards are generally 



Hg, 66.- The Dndraihot-WTiMl. 
placed at right angles to the rim of the wheel ; when, however, the 
direction of the stream is constant, the float-boards are inclined at an 
acute angle to the cnirent, in which case the water acts partly b; ite 
weight , 

141. The Oveishot-Wheel. — In the overshot- -wheel 
the water is received at the top of the wheel in backets, 
shaped aa shown in Fig, 57, so as to retain the water 
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until it reaches the lowest point. The wheel is moved 
hy the force of the current and by the weight of the 
water in the buckets, since the side of the wheel that 
receives the water is heavier than the opposite side. 
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The over^hot-wlieel is applicable when the amount of water is 
small, but the velocity great. The anderehot-wheel ia need whan the 
qaantily of water is great, and its velocity comparatively smalL 

142. The Breast-Wheel. — In the breast-wheel the 
water ia received on the wheel at or near the level of 
the axis, A, as shown in Fig. 58. The buckets are 
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placed perpendicularly to the circumference of the 
wheel, and are arranged so as to hold the water until 
they reach the lowest point, which is done by causing 
the ends of the buckets to move near the curved way 
down which the water runs. The breast-wheel is 
turned by the force of the current and the weight of 
the water. 

The breaat-wheel is an economical form of water-wheel, and is es- 
pecially applicable when the volnme of water is comparatively large 
and the velocity moderate. 

143. Reaction of the Escaping Jet. — When a jet 
of liquid is escaping from an orifice in the side of a 
vessel, it will produce a pressure which, if the vessel 
be free to move, will cause it to move in a direction 
opposite to that in which the liquid is escaping. Sup- 
pose, for example, the vessel, A, Fig. 59, has at its lower 
end a horizontal tube, 0, the ends of which are bent 
as shown. As the liquid escapes from openings at the 
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extremities of this tube, the vessel rotates in a direo 
tion opposite to that in which the liquid is escaping. 
The cause is as follows : 
Were the openings at the 
ends of the tube closed, the 
pressure on any portions of 
the wall that are directly op- 
posite each other would be 
equal, and being exerted in op- 
posite directions would neu- 
tralize each other. But when 
the liquid begins to run out 
of the openings, the pressure 
at these points is removed, 
and the pressure on the opposite side no longer being 
neutralized, moves the vessel round. The direction in 
which this pressure acts is shown at D. The effect so 
produced by the escape of the liquid is sometimes 
called the reaction of the escaping jet. 

144. The Turbine Water- Wheel.— In the turbine 
water-wheel, advantage is take 
the reaction of the escaping je 
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Fig. 60.-TIU TmltinB Water- VIimL 
The figures represent one form of turbine in per- 
spective and in horizontal section. This form of wheel 
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is submerged in water in such a place that the water 
can readily escape from the wheel after it has given 
moticm to it. The top of the wheel is covered, to pro- 
tect it from the direct pressure of the water. The 
movable part of the wheel is seen at a a a a^ which 
is attached to the shaft, A. The water enters below 
through openings between the fixed curved guides, 
g g g g. The curve of the guides is so inclined to that 
of the buckets, that the water strikes the buckets in 
the most advantageous direction, and drives the wheel 
by the force of the current, and partly also by the 
weight of the water in the buckets ; on running out of 
the buckets the reaction of the escaping streams also 
turns the wheel in the same direction as the force of 
the .current and the weight of water in the buckets. 
The turbine is, as might be supposed, a very econom- 
ical form of water-wheel. After it has escaped from 
the buckets, the dead water ^ as it is called, is generally 
carried off by means of a sluice connected with the 

« 

lower part of the wheel. 
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Syllabus. 

Hydraalics treats of liqnids in motion. It studies the flow and ele- 
vation of liquids and the construction of machines for moving liquids 
or moved by them. 

The walls of a vessel containing liquid sustain two pressures, viz. : 
1st. The pressure of the liquid exerted from within outward, and, 2d, 
The pressure of the atmosphere from without inward. 

When an opening is made in the side of a vessel containing a liquid, 
the liquid will escape, provided the pressure with which it is forced out 
is greater than that of the atmosphere tending to keep it in. If the 
vessel be open at the top, the pressure of the air tending to force the 
liquid out will be equal to the pressure tending to keep it in. 
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K holes be made in the side of an open barrel filled with water, the 
velocity of escape will be greater from the holes near the bottom of the 
barrel than from those near the top. 

An opening in a vessel through which a liquid escapes is called an 
orifice. The vertical distance from the middle of the orifice to the sur- 
face of the liquid is called the head. The amount of liquid which 
escapee from an orifice in a given time is called the flow. 

To obtain the velocity with which a liquid escapes from an orifice, 
multiply the square root of the head by eight. The product will give 
the velocity in feet per second. 

To obtain the amount of the discharge, or the flow, multiply the area 
of the orifice by the velocity of escape. In practice, it is necessary to 
diminish the quantity so obtained by about one-third, because- the 
stream contracts shortly after leaving the orifice. 

When a liquid flows through a horizontal pipe, the velocity is de- 
creased by friction. 

The velocity of a* river is greatly diminished by friction against the 
bottom and sides of the channel, and against the air. 

There are three causes which prevent a jet of wat^er escaping'verti- 
cally upwards from rising as high as the level of the water in the res- 
ervoir, via. : 1st. The friction against the sides of the orifice; 2d. The 
resistance of the air ; and 3d. The falling water. 

The moving water of a river represents considerable energy. This 
energy may be utilized by causing the moving water to give part of 
its motion to a water-wheel. 

In the undershot water-wheel, the water is received below, on float- 
boards. This wheel is driven by the force of the current. 

In the overshot-wheel, the water is received above by buckets con- 
structed 80 as to retain the water until they reach the lowest point. 
This wheel is driven by the force of the current and the weight of the 
water. 

In the breast- wheel, the water is received at or near the level of the 
axis by buckets so arranged as to retain the water until they reach the 
lowest point. This wheel is driven by the force of the stream and the 
weight of the water. 

In the turbine, the water is directed by stationary curved guides, so 
as to strike the buckets in the most advantageous direction. This 
wheel is driven by the force of the current and the reaction of the 
water as it escapes from the buckets. It is also driven to some extent 
by the weight of the water in the buckets. The turbine is therefore a 
very economical form of water-wheel. 
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Questions for Review. ' 

Define hydraulics. How does hydraalics differ from hydrostatics ? 

What two pressures does a vessel filled with liquid sustain ? When 
will a liquid escape from an orifice in a vessel ? 

Explain the cause of the intermittent flow of water from a hottle 
with a narrow neck. 

Prove that the velocity of escape from an orifice increases with the 
depth of the orifice helow the surface. 

Define orifice, head, and flow. 

Give the rule for calculating the velocity of escape of a liquid from 
an orifice. To what is this velocity equal ? 

Give the rule for ohtaining the flow or the quantity of liquid dis- 
charged in a given time. Why is the amount ohtained hy this rule 
greater than the actual flow? How much greater is it? Why must 
the head remain constant in order to apply this rule ? 

What effect is produced on the velocity when the liquid flows 
through a long horizontal pipe ? Why ? 

What is the ordinary velocity of rivers ? 

Why should not a jet of water escaping vertically upwards reach 
the level of the liquid in the reservoir? 

How may the power of moving water in a river he utilized? 

Describe the undershot water-wheel. Where is the water received 
in this wheel ? How are the float-boards of the undershot- wheel gen- 
erally placed in tidal streams ? How are they placed in streams which 
flow in only one direction ? By what is this wheel driven ? 

Describe the overshot-wheel. Where is the water received in this 
wheel? How are the buckets arranged? By what is this wheel 
driven? To what kind of streams is it applicable? 
Describe the breast-wheel. Where is the water received in this 

wheel? How are the buckets arranged? 

Describe the turbine. How is this wheel driven ? Why is the tur- 
bine a very economical form of water-wheel? 
11* 




CHAPTER III. 
PNEUMATICS. 

145. Properties of Gases. — Gases are bodies in 
.which the force of molecular repulsion is greater than 
that of molecular attraction. The molecules are con- 
stantly endeavoring to get further and further apart, or 
in other words, the gas constantly exhibits a tendency 
to increase in volume, or to expand. This tendency to 
expand is called tension. 

The molecules of gases possess far greater freedom 
of motion than do those of liquids. All the general 
properties that are characteristic of liquids, belong 
equally to gases ; for example : 

Ist. Oases transmit pressure equally in all direc- 

2d, The downward, upward, and lateral pressures ai 
any point are equal. 

3d. Bodies weighed in air, or other gas, lose as much 
weight as the v>eight of the air, or other gas, they dis- 
place. 

We shall take air as the type of a gas, since the 
general properties it possesses belong equally to other 
gases. 

146. Expansibility of Gases. — If the molecules 
■■ a gas are constantly endeavoring to get further and 
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farther apart, the volume of the gas should be con- 
stantly increasing. In the case of air, and other gases 
on the earth's surface, this tendency to expand is held 
in check by gravity, which produces 
the pressure of the atmosphere. This 
may be proved by the following ex- 
periment. A bladder, Fig, 61, partly 
filled with air or other gas, is tied 
at the neck, and placed under a glass 
bell connected with an air-pump. As 
the air is removed from the bell, the 
gaa in the bladder, being relieved 
from the pressure of the air on it, at r%. 81— Eipuuionof 
once expands and fills the bladder. Al'taV^MuSp^ 
tf, DOW, the air be allowed to again enter the bell, the 
gas in the bladder at once assumes its former volume, 

147. The Atmosphere is the name given to the 
mass of air which surrounds the earth. The atmos- 
phere consists of a mechanical mixture of two gases, 
oxygen and nitrogen, in the proportion, by volume, of 
about one part of oxygen to four of nitrogen. It con- 
tains, also, a small fixed quantity of carbonic acid and 
a variable quantity of the vapor of water. 

The atmosphere is kept in its place by the force of 
gravity. We do not know the exact depth of this 
vast ocean of air, but it has been differently estimated 
at from 50 to 200 miles. These different estimates are 
due to the fact that air becomes less and less dense, so 
that its upper surface is undefined. 

148. Diffusion of Gases. — If mercury, water, and 
oil be poured in a tall jar, no matter how thoroughly 
they may be shaken together, they will, if allowed to 
stand, soon separate into three distinct layers, accord- 
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ing to their weight. The mercury being the heaviest, 
will fajl to the bottom of the jar, the oil will float on 
top, and the water will be between the two. This, 
however, is not the case with gases, which will mix or 
diffuse. If, for example, a light gas be placed in the 
upper part of a vessel, and a heavy one in the lower 
part, they will not remain separate, even if the vessel 
be kept quite still. The heavy gas will rise and the 
light gas will fall, until they have become evenly 
mixed or diffused. 

As we have already seen, many liquids possess, like 
gases, the power of diflftising through each other, not- 
withstanding their differences of density. 

The property of dififusion is of great value in our atmosphere, which, 
as we have seen, is composed mainly of a mixture of three gaseous sub- 
stances, viz., oxygen, nitrogen, and carbonic acid. Were these to settle 
in separate layers according to their weight, the life which now exists 
on the earth would either entirely cease, or be greatly modified. By 
the property of diffusion, we find as large a proportion of the heavier 
gases in the air over the tops of high mountains as in the air near 
the earth. 

14:9, Atmospheric Pressure. — Since we live at the 
bottom of the atmosphere, we must, like everything 
else at the earth's surface, sustain a pressure arising 
from the weight of the air above us. Gases, however, 
like liquids, transmit pressure equally in all directions, 
and these opposite pressures so neutralize each other 
that we do not feel the pressure which the air exerts 
on us. If, however, the pressure should be removed 
from one side, the pressure on the opposite side would 
at once be felt. The air presses so equally on all sides 
of bodies, that it was long before the atmospheric 
pressure was discovered. The discovery was made by 
Torricelli. 
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150. Tonicelli's Experiment. — Torricelli made 
this famous discovery by means of the following ex- 
periment. He took a glass tube about 
33 inches long, closed at one end, 
and filled with mercury. Placing a 
finger over the open end, as in Fig. 62, 
he inverted the tube, and dipped the 
open end below the surface of mercury 
in a cup or other vessel. When now 
the finger was taken away, a column 
of mercury about 30 inches high re- 
mained in the tube, being kept in it 
by the pressure of the air on the 
mercury in tne cup. ^ ^^^ 

The atmosphere, by its weight, exerts a downward pressure on the 
surface of the mercury in the cup ; but the upward pressure against 
the open mouth of the tube is equal to the downward pressure ; there- 
fore the pressure which keeps the mercury in the tube is equal to the 
weight of a column of air of the same thickness as the column of mer- 
cury in the tube, and extending upwards from the level of the mercury in 
the cup to the upper limit of the atmosphere. 

At the level of the sea, the pressure of the atmos- 
phere will sustain a column of mercury 30 inches in 
height above the level of the mercury in the cup. If 
the area of the open end of the tube be one square 
inch, then this column of mercury will weigh about 
fifteen pounds. Therefore^ the pressure of the air at 
the level of the sea is about equal to 15 lbs, to the square 
inch. 

151, The Barometer. — Torricelli's tube forms an 
instrument called a barometer, by means of which we 
can tell the variations that occur in the pressure of the 
atmosphere. As the pressure increases, the mercury 
rises in the barometer, and as it decreases, it falls. As 

I 
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a rule, the rise of the mercury in the barometer at any 
place is followed by clear weather, and its fall, by foul 
weather. The barometer is used, especially at sea, to 
observe approaching changes in the weather. Its use, 
however, for this purpose requires considerable expe- 
rience. 

Since it is only the air above the mercury in the cup 
that keeps the mercury in the tube, it follows that if 
we carry a barometer up a high mountain, the height 
of the mercury in the tube will decrease as we ascend. 
The barometer, therefore, can be used to measure the 
height of mountains or other elevations, 

162. Accuracy of a Barometer. — The space above 
the mercury in the top of the tube should be a com- 
plete vacuum^ that is, should contain no air or other 
matter except the unavoidable vapor of mercury. If 
air were present in this space, it would prevent the 
mercury from rising as high as it should. To test the 
completeness of the vacuum, the tube may be gently 
inclined, when, if the vacuum is complete, a sharp me- 
tallic click will be heard as the mercury fills the tube. 
The mercury also should be pure, since otherwise its 
density would be changed, which would of course affect 
the height of the column. 

Barometers can be made with other liquids than mercury; the 
height of the column will then depend on the specific gravity of the 
liquid. Thus, if water were used, the height would be about 34 feet, 
for since mercury is 13.5 heavier than water, the height would be 13.5 
X 30, or 405 inches, or about 34 feet, were it not for the fact that the 
vapor of water formed in the tube would somewhat decrease the height. 

153. Pressures Expressed in Atmospheres. — We 

find it very convenient to express the pressure exerted 
by a column of liquid or gas in what are called atmos- 
pheres of pressure. Thus, if the pressure is equal to 
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15 lbs. to tie square inch, we call it a preesure of one 
atmosphere ; if it ia equal to a pressure of 60 lbs. to 
the square inch, it is a pressure oi four atmospheres.' 

164. The Air-Pump. — In order to make manifest 
the pressure which the atmosphere exerts on any 
object, it is necessary to remove the pressure of the 
air from one side of the object. This is most con- 
veniently done by means of the air-pump. 

Fig. 63 represents one form of this instrument. An 
air-tight piston, P, moves in the cylinder, G. Open- 
ings are provided at a and c, in the bottom and top of 
the cylinder, and at b, 
in the piston. These 
openings are alternately 
shut and opened by con- 
trivances called valves, 
which act like doors. 
In the air-pump these 
valves all open up- 
wards. The cylinder is 
connected by a tube, e, 
with a flat plate, M, on rto_n v, 

which is placed a glass 

vessel, S, called a receiver. By successive movements; 
of the piston, the air in the receiver, M, is gradually 
removed, when the receiver is said to be exhausted. 

The way in which the air is removed is as follows --- 
When the piston is raised from the lower part of the' 
cylinder, a vacuum is left below it, into which some- 
of the air from the receiver, S, at once passes, lifting 
by its tension the valve a. When the piston is pushed 
down, the air in C is compressed, the valve a shut, and 
the valve b opened, and the air below the piston i». 
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now transferred above it. As the piston is again 
raised, some more air passes from R to the cylinder. 
and the air above the piston is forced out of the cyl- 
inder through the valve c, 

156. Illustrations of Atmospheric Pressure.— The 
receiver, R, can easily be lifted from the plate of the 
air-pump, provided the air is not removed from the 
inside. As soon, however, as the receiver ia exhausted, 
the pressure of the air on the outside fixes it so firmly 
to the plate, that, if the receiver is moderately lai^, 
it will be almost impossible for a person to remove it 
from the plate until air is again allowed to enter. 

Two hollow hemispheres of brass with smooth plane 
edges, if simply pressed together so as to form a hol- 
low sphere, and then connected with the air-pump so 
that the air may be removed from the inside, are 
held together so firmly by the pressure of the air on 
the outside that it is very diflficult to pull them apart. 
""" a receiver with an open top, over which a 
)ladder has been tightly stretched, is placed on 
1 of an air-pump and exhausted, the pressure 
■ on the bladder bursts it with a loud report. 
Simple Experiments in Atmospheric Press- 
e following experiments can be shown without 
f an air-pump, 

riment. — Place the opeD end of a hollow key to the moBtb, 
slj Bucking out the air, qnickly press it agaioet the Up, 
le held there by the pressure of the air. 
imeni. — Select a email wine-glass with a emooth edge, 
email pieces of paper loosely in the glass, and set fire lo 
*oon as they are nearly consumed, quickly press the glitl 
, and it will then be pressed against it with considerable 
lisat Bipands the air and drives part of it ont ot the 
. w then held against the hand by the outside atmosphem 
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— Trj the same with a gloss preBerriug J&r, onlj 
place tbe open end of the jar below the surface of wa(«r in a sonp 
plate. Ab the jar cools, the water will rise and partly fill the jar. 

Cbufton. — It is not necessary in either of these experiments to have 
the glass very hot. Select thin glass, which is 
Jess apt to crack when suddenly heated or 
cooled. 

4th Experiment. — Fill a smooth-edged tnm- 
bler with water, place a piece of stout paper 
over the top, and pressing the palm of the 
hand against the paper, slowly invert the 
ttunbler. The hand may now be removed 
from the paper, and the water will not run 

oot, since the pressure of the air keeps it in. Fig.64.-AnE^rlm«it 
5th Experiment.— Select an empty tomato '""' """ """^ 

or other tin can, from the top of which the small, round piece of tin 
only hae been removed, leaving an opening about two inches in diameter. 
Tie a piece of mosquito netting firmlj' around this end of the can, 
atretehing it smoothly over tbe tap with the fingers. Fill the can with 
water by pouring it through the 
meshee of the netting. Place a 
piece of smooth, stiff paper over 
the open end. and invert as in the 
previous experiment. The paper 
will then be held against the can 
by tbe pressure of tbe air. Now 
holding the can as shown in Fig. 
65, cautiously slide the paper from 
thenetting, anij lAe leattr vnllttiU 
remain in the can, aWuntgk tht 
open end it onijr protected by the 
motqmto nettinff: 
nn, i7.n»;«.M P>=„.,o o Flj. 85.— AnEiperimentiEAtniMpheilB 
fth Expenmem. — Prepare a ■> PtoBsnre. 

can as described in the 5th exper- 
iment, but in addition punch a hole with a nail in the bottom of tbe 
can. Holding a finger firmly against this hole, fill, invert, and re- 
move the paper as before, and the water will not run out ; now remove 
the finger momentarily from the bole, as shown in Fig. 66. Tbe press- 
ure of tbe air is then exerted downwards on the water as well as 
upwards, and the water flows out by its own weight. Replace the 
finger, and the flow after a moment ceases, since the pressure of the at- 
mosphere is greater than tbe weight of tbe water. This curious expari- 
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ment proTM, Itt Atmoapharic pmnira : 2d. Considerable wllieeion of 
the water to the Dotting, and, 3d, Considerable cobeaion of Uie molecolei 
of the water. To iwccaed with it. read carefully the following 

Caution. — The netting maet be free from greaae. and tiia open end 

of the can imooth ; aiovt all, tht can mui( in all caie* be held vtUk ib 

open end 04 nearlt/ horitontal at po$*iile. If yon do not atfint 8ncc«ed 

with thii or any other experiment, try i^u 

until yon are BQCcessful. The ability to snc- 

ceoafnlly experiment can only be acqaired by 

The coounon leather Backer depends for ita 
operation on the preesore of the air. 

157. Buoyancy of Air. — Abodj 
vhea weighed in air loses as much 
weight aa the weight of the air it dia- 
places. For ordinary purposes this 
Fig.ee.-&B ExpBrimsBt loss of weight may be disregarded; 
bAtDOiph«ilGPrM»Er«. it becomes more considerable ia pro- 
portion as the bulk of the thing weighed eixeeds that 
of the weights used to balance it. 

Suppose, for example, a ponnd of feaOiers be balanced in air by a 
pound of lead ; then, since the bnlk of the feathers is greater than that 
of the lead, the buoyancy of the air must decieaae their weight mora 
than the weight of thj lead, and therefore more than ime pound of 
/eathert miai be taken Ic balance one pound o/ lead. 

158. Balloons. — A solid lighter than water, im- 
mersed below the surface of water, will, unless held in 
place, rise through the water until it reaches the sur- 
face, where it will float. Balloons rise through the air 
for the same reason, for; being filled with some light gas 
or heated air, their weight, which tends to pull them 
down is less than the buoyant force of the displaced 
air which tends to push them up. "When these two 
oroes are exactly equal, the balloon will neither rise 
nor tall 7% 

can fh ' / "seensional or liftiny power of a balltm 
•ineretore be found by subtracting the weight of 
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the balloon, enclosed gas, and car from the weight of 
an equal bnlk of air. 100 cubic inches of air at the 
sea-level weigh about 31 grains. 

159. Effect of Pressure on the Volume of a Gas. 

— Gases, as we have seen, are the most compressible 
forms of matter. As the pressure on any bulk of gas 
is increased, its volume is diminished, and, conversely, 
as the pressure is decreased, the tension of the gas 
causes its volume to increase. The law according to 
which these changes occur was discovered by Mariotte 
and Boyle, and may be expressed as follows : 

At the same temperature^ the volume occupied hy any 
hulk of air is inversely proportional to the pressure it 
supports. This law is very nearly true for all gases. 

Suppose, for example, a certain quantity of air occupies, at the ordi- 
nary pressure of the atmosphere, the volume of one quart ; then, if the 
pressure on this mass of air he increased to two atmospheres, its volume 
will he reduced to one-half a quart ; if the pressure he increased to 
three atmospheres, its volume will he reduced to one-third of a quart ; 
if to ten or one hundred atmospheres, to ^ or yj^y of a quart. Again, 
if the pressure of one atmosphere on the quart be reduced to one-half 
an atmosphere, the tension of the air will cause it to expand to two 
quarts ; if it he reduced to y^^ of an atmosphere, it will expand td 
one hundred quarts. TJie dbUity of a gas to exparid on the relief of 
pressure appears' to be almost unlimited. 

160. Effect of Pressure on the Specific Gravity 
or Density. — Since the mass of a gas remains the 
same, however its volume may be changed by press- 
ure, the density or specific gravity must increase as the 
pressure increases, or, in other words, the density must 
he proportional to the pressure. 

Since the lower layers of the atmosphere sustain the weight of the 
upper layers, the density of the air near the sea-level is greater than 
that of the air over the top of a mountain. Assuming the height of the 
atmosphere to be from 50 to 200 miles above the sea-level, hy far 
the greater ttuzm of the air lies within a few miles of the general surface. 
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161. Machines Depending for their Action on 
Atmospheric Pressure. — In the following machines, 
advantage ia taken of the pressure of the atmosphere. 

1. The Siphon. — The siphon consists of a tube 

bent as shown in Fig. 67. "When the 
shorter arm is placed below a water- 
surface, and the tube exhausted bj 
the mouth applied at b, the pressure 
of the air on the water in m causes 
the water to rise through the height, 
tn n, and flow out of the open end of 
the tube, b. The greater the diflfer- 
ence of level, a h, between the water- 
surface, m, and the open end, b, the 
Pl5.67.-Ti;;apli<m. greater the velocity with which the 
water will escape. 

2. The Suction Water-Pump. — In the common suc- 
tion-pump. Fig, 68, the water is forced up out of the well 
into the body of the pump by the pressure of the at- 
mosphere. In its simplest form, this 
pump is essentially the same as the 
common air-pump. The valves open 
upwards ; one or more valves, b b, are 
placed in the piston, and one, a, at the 

I lower end of the cylinder, or pump- 
barrel. As the piston is raised, a 
vacuum iS left below it in the pump- 
barrel, into which rushes the air 
from the pipe dipping down into the 
well, W. As the air is thus sucked 
- out of the pipe, the pressure of the 
air on the water in W forces it up 
through the valve, a. As the piston descends, the 
valve a closes and the valves J 6 open, and the 
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water passes above the piston. When the piston is 
again raised, the water escapes al the mouth of the 
pump at D. Id the figure, the valves are represeEted 
in the position they would occupy in the up-stroke of 
the piston. 

3. The Force-Pump. — In the force-pump, Fig. 69, 
there Is no valve in the piston, P. A pipe, T, enters 
the aide of the cylinder near the bottom. A valve, a, 
which opens outwards, is placed where this tube enters 
the cylinder. The valve 6 is placed, as 
before, at the lower end of the barrel. 
On the downward stroke of the piston, 
the water, instead of passing above the 
piston, is forced through the valve a 
up through the pipe, T. In the figure 
the valves are represented in the posi- 
tions they would occupy during the 
up-stroke of the piston. 

The height, m n, through which die v&ter is 
Taised by the preBBore of the air in the siphon, the 
BnctioQ-, or the lifting-pamp, can never eiceod 34 ^'S- M-— The Fdiw- 
foet. since, as we have seen, a colnma of water '' 

□f this height exerts a pressure equal to that of the atmosphere. In 
practice, pumps seldom raise water higher than 38 feet from the level 
of the well to that of the loner valve. 



Syllabus. 

Qatea, like liqnida, Ist. Transmit pressure as well in one direction as 
in another; 2d. Exert eqnal upward, dowoward, and lateral pressnres 
at the same part of their mass, and 3d. Eieit a buoyant force on any 
body immersed in them. 

The atmosphere consisla of a mixture of fonr parta by volume of 
nitrogen and one part of oiygen. It also contains carbonic acid and 
the vapor of water. The height of the atmoepbere basbeen variously es- 
timated at from 50 to 200 miles ; its upper snrface, however, is audefined. 
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The atmosphere has weight, and therefore exerts a pressure on all 
things on the earth's surface. The reason that this pressure is not 
generally felt, is because it is exerted equally in all directions. 

The fact that the atmosphere exerts a pressure on the earth, was dis- 
covered by Torricelli by means of an instrument called the barometer. 

The mercury is sustained in the barometer tube by means of the 
pressure which the air exerts on the surface of the mercury in the cup 
in which the barometer tube dips. At the level of the sea, the height 
of the barometric column is about 30 inches. This is equal to a pressure 
of 15 lbs. on each square inch of surface. 

The barometer is used, 1st. To indicate approaching changes in the 
weather, and 2d. To measure the height of mountains or other eleva- 
tions. 

The accuracy of the barometer depends on, 1st. The completeness 
of the vacuum in the upper part of the tube, and 2d. On the purity 
of the mercury. 

By a pressure of one atmosphere, we mean a pressure of 15 lbs. on 
each square inch of surface. 

When the pressure of the air is removed from any one side of a 
body, its pressure on the other side at once becomes manifest. 

Bodies weighed in air lose an amount of weight equal to the weight 
of the air they displace ; therefore, a pound of feathers balanced in air 
by a pound of lead is actually heavier than the lead. 

Balloons rise through the air because the weight of the air they dis- 
place is greater than their own weight. 

At the same temperature, the volume occupied by any bulk of air is 
inversely proportional to the pressure it sustains. Its density or spe- 
cific gravity is directly proportional to the pressure. . 

The lower layers of the atmosphere are denser than the upper 
layers, because the lower layers have to sustain the weight of all the 
air above them. 

A liquid is forced up through the short arm of a siphon, or from a 
well into the body of a pump, by the pressure of the air. 

In the suction-pump and in the force-pump, there is a valve placed 
in the lower part of the cylinder, directly over the pipe leading down 
into the well. In the suction-pump, a valve or valves are placed in 
the piston. In the force-pump the piston is solid, and a valve is placed 
in the side of the cylinder, near the bottom, directly over the point 
where a pipe enters the cylinder. 

The greatest distance that water can he raised from a well to the 
barrel of the pump is 34 feet. It is seldom raised more than 28 feet. 
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Questions for Review. 

Name any properties that are possessed in common by both gases 
and liquids. 

Of what gaseous substances does the atmosphere consist ? 

What is known of the upper limit of the atmosphere 7 

Why do we not feel the pressure which the air exerts upon us? 
How did Torricelli prove that the atmosphere exerts a pressure on 
everything it touches ? What is the atmospheric pressure in pounds 
per square inch ? 

Describe the barometer. For what purposes is the barometer used 7 
Upon what does the accuracy of a barometer depend? How high 
would the column of a water barometer be ? 

What is meant by a pressure of one atmosphere? Describe the 
operation of the air-pump. 

Describe in full any simple experiments by which the pressure of the 
air can be demonstrated. Describe an experiment with a tomato can 
and a piece of mosquito netting. 

What effect has the buoyancy of air on the weight of bodies? 
What causes balloons to rise through the air ? How may the ascen- 
sional power of a balloon be calculated ? 

What effect has an increase of pressure on the volume of a gas? 
What effect has a decrease of pressure? What effect has either an 
increase or a decrease of pressure on the density of a gas ? State the 
law of Mariotte and Boyle. 

Why are the lower layers of the atmosphere denser than the upper 
layers? 

Describe the construction and operation of the siphon. 

How many valves are there in a suction-pump ? Where are they 
placed ? How do they open ? In what respects are th6 suction-pump 
for water and the air-pump alike ? 

How many valves are there in a force-pump? Where are they 
placed ? How does this pump differ from a suction-pump ? 

Why cannot water be lifted by the pressure of the air higher than 
34 feet from the surface of water in a well to the barrel of a pump? 
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Part III. 

Sound and Heat. 
CHAPTER I. 



168. Sound Defined. — Sound is caused by a vibra- 
tory or wave- like motion of the air or other medium 
the effect of which is transmitted by the ear to the 
brain. 

We use the word sound in two distinct senses, viz.: 

1st. As the impression which is produced on the 
brain, and 

2d. As the thing which causes the impression, viz. 
as the vibrations of the air or other medium. It is 
evident, however, that the sound we hear is the im- 
pression, while the thing that causes the impression 
is the vibrations of the air, 

163. Nature of Wave-Motion. — Since sound is 
caused by a vibratory or wave-motion of the air, it is 
necessary, before studying the phenomena of sound, to 
obtain clear ideas of the nature of wave-motion. 

When a wave-motion ia started in a body of deep 
140 
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water, it appears as if the whole mass of water at the 
surface were moving in the direction in which the 
wave is advancing. . If, however, we observe any 
light body floating on the water, we will notice that 
it merely rises and falls, and does not advance with the 
wave. The water, therefore, cannot be moving bodily 
forward. Similar wave movements are seen in the 
shaking of carpets or cords. 

If a cord, A B, Fig. 70, fixed at A, be smartly shaken 
by the hand at -B, a wave-motion, as shown by the con- 
tinuous curved line, will move along the 




D — 5-"^^ 

Fig. 70.— Waves in a String. 

string in a direction from B to A. On reaching A, it 
will be reflected, and will move back towards the hand 
along the dotted, curved line. These motions give the 
particles of the string the appearance of moving alter- 
nately from BtoA and from A to B, This, of course, 
is not the case, the particles merely rising and falling; 
being sometimes above the straight dotted line, as at 
B a E^ and sometimes below it, as at -& J D, 

In wave-motion^ the particles move alternately back- 
wards and forwards through comparatively short dis- 
tances^ while the waves themselves may move in only 
one direction through considerable distances. 

Thus, let the dots from D to B^ Fig. 71, represent a 
row of particles 
which, when at 
rest, will have 2)il 
the position as 
shown in the 

6 

Straight line D Pig. 71.— Motion of the PartloleB. 

B. If, now, a wave moves along the string from B to 
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2?, the particles do not move from -B to 2) ; they sim- 
ply move at one moment below the straight line D B, 
and at the next moment above it. 

164. Definitions. — The alternate motion to and 
fro, from one side of the position of equilibrium to 
the other, is called a vibration^ undulation^ or wave. 
Thus, in Fig. 70, the portion B a E above the straight 
line A -B, together with the portion E h D below this 
line, form one complete wave movement. 

The length of the wave is the distance, B 2?, measured 
along the straight line, or is the shortest distance be- 
tween any two sets of particles that are moving at the 
same time in the same direction. 

The amplitude of the wave is the line h d or c e^ Fig. 
71, which marks the greatest distance that any particle 
has moved out of its position of equilibrium. 

The wave period^ or the time of vibration^ is the 
time required for any particle to make one complete 
movement from one side of its position of equilibrium 
to the other. In waves of the same length, the wave 
period, or time of vibration, is the same, whatever may 
be the amplitude of the wave. If, therefore, a tightly 
stretched cord, such as a string in a harp or violin, be 
pushed by the hand, it will, before coming to rest, 
move to and fro between its position of rest through a 
gradually smaller and smaller amplitude; but the time 
of its vibration will be the same near the end of its 
motion as near the beginning. 

165. The Cause of Sound. — If we cause a bell to 
sound by striking it, we can, by lightly touching its 
sides, feel that, while it is sounding, its sides are shak- 
ing to and fro; and if it is sounding loudly, we can 
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even see its sides shaking. When these shakings 
cease the sound ceases, as we can prove by pressing 
the hand against the sides, and thus stopping the vi- 
brations, when the sound at once ceases. It can, in a 
like manner, be shown that all bodies which are pro- 
ducing sound are vibrating. 

Sound is caused hy the shakings or vibrations of the 
sounding or sonorous body. 

A tuning-fork consists of a bar of steel, of the form 
shown at a i. Fig. 72, and firmly ^ipported on a hollow 
case, c, of dry wood. When the fork 
is sounded by rubbing the sides near 
the top by a rosined bow, the arms, 
a by move alternately towards and 
from each other, and, setting the air 
around them into waves, produce a 

. T i Fig.72,-Timing-Fork. 

musical sound. ^* 

Kxperiment. — Partially fill a thin glass goblet with water, and rub 
the moistened finger lightly against the edge, so as to cause a clear 
musical note. The surface of the water will then be ruffled with min- 
iature waves, produced by the shakingis or vibrations of the sides of 
the goblet. 

OauHon. — To obtain a strong, clear note, the motion of the finger 
must be regular. 

166. Manner in which the Motion is Conveyed 
from the Vibrating Body to the Ear. — The sides of 
the vibrating body set the surrounding air into waves, 
which move out from the body in all directions. These 
waves reaching the ear, cause us to have the impres- 
sion of sound. 

167. Nature of Sound- Waves. — When any sono- 
rous body, as, for example, a bell, is set into vibration, 
as its sides are moving outwards, they crowd the par- 
ticles of air immediately in front of them into a smaller 
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space, and thus cause a condensation of the air. But 
when its sides are moving in the opposite direction, the 
particles of air not being able at once to follow them, 
get further apart, and thus produce a rarefaction of the 
air. A complete vibration of the bell consists of a mo- 
tion of its walls outwards and inwards. A complete 
wave-motion of the air consists of an alternate con- 
densation and rarefaction. 

The sound-waves that are produced in the air by 
the vibrations of a sonorous body move outwards from 
it in all directions, and consist of alternate condensa- 
tions and rarefactions of the air. They surround the 
sonorous body in the shape of constantly increasing 
spherical shells. The motions are called tuaves of con- 
densation and rare/action. 

The motion of the air particles in a sound-wave is al- 
ternately backwards and forwards in the same direction 
as that of the line in which the wave is advancing. The 
amplitude of a sound-wave depends on the degree of 
rarefaction and condensation. The greater the num- 
ber of particles crowded into the condensed space, and 
the smaller the number in the rarefied space, the greater 
the amplitude. 

Some idea of the nature of these waves may be 
obtained from Fig. 73, where the shaking of the bell 
is represented as causing waves in the air around it. 
In these waves, the particles of air are alternately 
crowded together and separated from one another, as 
shown by the dark and light shadings. 

The nature of the motion of the particles of air may 
be roughly represented by placing a number of glass 
marbles in a straight, wooden trough, so that they all 
touch one another. If, now, a marble at one end of 
the trough be rolled sharply against the marble next 



it, the balls will not move on together ; the first ball 
gives its motion to the second, and then stops; the 



Fig. 73.— Tlu Tiuumlnlmi of Sound. 

second gives its motion to the third, and then stops ; 
and 80 on through all the balls to the end, which, hav- 
ing no ball to give its motion to, moves on. So with 
the sound-waves, the vibrating body strikes the parti- 
cles of air near it ; these give their motion to the par- 
ticles of air beyond them, and then stop ; and these 
particles to others beyond them, and so on until at last 
the waves reach the ear and we hear the sound, 

168. A Medium Necessary to Transmit Sound. — 
Since sound is transmitted by waves, something must 
exist between the sounding body and 
the ear to be set into waves, in order 
that the sound may be carried from one 
point to another. If a bell be struck 
in a vacuum, no sound will be heard, b 

since there would be no medium to be 
set into waves to carry the sound. In ju.y^.— B»iiin 
Fig, 74, a bell is suspended by a thread Qioi"- 
inside a glass globe, ti. If the air be removed from 
the globe by means of the air-pump, no sound will 
be heard when the bell is struck. 
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Sound-waves are transmitted through the air be- 
cause the air ia elastic." Any elastic substance can 
transmit sound. Therefore, gases, liquids, and soHds 
will all act as sound media, that is, will transmit 
sound. 

Bzpeciiiirat. — Hold a bell under water, and ring it. The Boand 
can be heud by thoas ttandmg near the waUr. Here the water miiBt 
have tranimitted the motione of the beU. 

Cbution. — Of course the bell will eound differently in wat«r than 

Experiment. — Remove the bottoms of two small tomato-cans ; 
moisten a piece of bladder or stiff paper and stretch it tightly over the 
open end of each, and eecnre by tying. When qiiil« dry, pierce a hole 
in the middle of each end with a large daming-needle. Get a piece 
of string IS or 20 feet long, and run one end through each of theee 
bolee from the ontside of the can to the inside. Tie a piece of etick 



Fig. 7S.- The Btring-TsUphoM. 
•« each end of the string to prevent ita slipping ont. If, now, the 
string is stretched rather tight, a person, by placing the ear at the 
^Pening of ^^^ ^j ^^^ ^^^_ ^^^ distinctly" bear all another person 

speta into the open end of the other can. This instrnment is called 
^^^^^ixg-telephone. 
end u^^' — "^^1* bladder mnst be quite tight. A fiunt whisper atone 

.^"onld be diBtinctly heard at the other end. 



'"***d of the 



— Try the saiae eiperiment, using eigar-hoiea and 
tomato-can. string, and bladder. Bore a hole ii 
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bottom of each box for the insertion of the wire. Talk into, or listen 
at the open end of the boxes. The wire may then be stretched for a 
considerable distance in a straight line, as from one house across a 
street to another. 
Oaution. — Select for this purpose boxes with thin, elastic bottoms. 

169. Velocity of Sound. — Time is required for 
sound to travel from one place to another. We can 
see a distant man strike a blow with a hammer some 
time before we hear the sound. We see the lightning 
which causes the thunder before we hear the thunder. 

The velocity of sound in air varies with the tempera- 
ture. At the temperature of freezing water, sound 
travels 1090 feet in every second. Sound travels in. 
warm air more rapidly than in cold air. For each 
degree of temperature above the freezing-point, or 
32° Fah., the velocity increases about 1-^ feet. 

In the same medium, all ordinary sounds have the 
same velocity ; since we can enjoy the music of an 
orchestra as well when we are at a distance from it as 
when we are near, the different sounds produced must 
all move with equal velocity, for, if they did not, some 
sounds would reach us sooner than others, and thus 
cause discord. 

The velocity of sound in water is about four and one- 
half times greater than the velocity in air. 

The velocity of sound in elastic solids is generally 
greater than in either air or water. Thus, the velocity 
in cast-iron is about ten and one-half times greater 
than the velocity in air. 

170. Reflection of Sound. — When nothing inter- 
feres with their progress, sound-waves move in all 
directions in straight lines. But when they meet with 
a suitable obstacle, they are, like other elastic bodies, 
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reflected or thrown oflF from it at an equal angle to 
that at which they struck it. This change in the di- 
rection of the sound-waves is known as the reflection of 
sound. 

The smooth and hard surfaces of elastic bodies are 
the best reflectors of sound-waves. Cloths, curtains, 
or other draperies scarcely reflect the waves at all. A 
smooth water surface forms an excellent reflector of 
sound. 

171. Echoes. — When an impression on the brain 
has been made by the sound-waves through the ear, 
the sensation continues for a short time. If, therefore, 
two sounds follow each other too rapidly, the ear will 
be unable to distinguish them as separate sounds, and 
the effect of one continuous sound will be produced. 
Sounds like those of the voice, as in speaking, must 
be about the fifth of a second apart, in order to be 
heard separately. 

If we stand in front of a sufficiently large and dis- 
tant reflecting surface, such, for example, as a high 
wall, and speak in a loud voice, we will hear two sepa- 
rate sets of sounds, viz., 1st. Those produced on the 
ear by the direct sound, and, 2d. Those produced 
by the sound-waves which have been reflected by the 
distant object back again to us. These latter sounds, 
which are produced by the reflected sound-waves, are 
called echoes. 

If the time required for the sound-waves to move 
towards and from the reflecting surface is no shorter 
than one-fifth of a second, the reflected sound will be 
heard separately from the direct sound ; if the time 
be less than this, the direct and reflected sounds will 
blend with each other. 
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At the temperature of 60° Fah., the velocity of sound is about 1120 
feet per second. During the fifth of a second, the waves would travel 
224 feet. If, therefore, a person is standing in front of a reflecting 
surface which is 112 feet distant, and is speaking at the rate of five 
syllables per second, the reflected sound could go and return so as to 
be heard before the next syllable would be pronounced, and thus both 
the direct and reflected sound could be heard. Were the surface 224 
feet distant, the waves produced by two syllables could go and return 
in such a time as to be heard separately from ,the direct sound. At 
560 feet, five syllables could be separately heard. 

Very sharp, quick sounds produce a less permanent effect on the ear, 
and can therefore cause distinct echoes, when the reflecting surface is 
less distant. 

Multiple Echoes, — When the source of sound is be- 
tween two opposite walls, or other nearly parallel walls, 
the waves are thrown back and forth between the 
walls, thus repeating the original sound many times. 
These are called multiple echoes. 

If the reflecting surface is less distant than 112 feet, 
the direct, and reflected sounds are blended, and but 
one sound is heard. If the direct and reflected sounds 
reach the ear at nearly the same time, the original 
sound is prolonged and strengthened, otherwise the 
two sounds produce confusion. 

In a properly proportioned room, the voice of a 
speaker is strengthened by the waves reflected from 
the walls and ceiling reaching the ear at nearly the 
same time as the direct sound. This effect is spoken 
of as produced by the resonance of the room. When, 
however, the hall is large, the reflected sound is apt 
to confuse the direct sound by the partial echoes so 
produced. The confusing effects caused in this way 
in large, empty halls, are greatly diminished when the 
halls are crowded, since the bodies of the people are 
bad reflectors. Curtains and drapery have a similar 
effect. 
13* 
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172. Whispering Galleries. — If two curved mir- 
rors, A and B, be placed facing each other, as shown 
in Fig. 76, and any source of sound, as,"for example, a 
watch, be soepeuded at a certain distance in front of 
the mirror A, the waves, after reflection from both 
mirrors, will collect at a point, a, in front of the mir- 
ror, B. From whatever part of the mirrors the waves 



Fig. 7B.- Kaflnttiim of 8nmd-V»TM. 

have been reflected, they will all reach this point, a, at 
the some time. The ticking of the watch can there- 
fore be distinctly heard by a person listening, as shown 
in the figure. 

Sometimes the ceilings or walls of rooms are of 
such a shape that a person standing in certain posi- 
tions can distinctly hear all that is said by a person 
at a distance in some other part of the room, and 
speaking in but a faint whisper. The shape of the 
ceiling or walls is such that the sound-waves reflected 
from different parts are all brought by reflection to 
the place where the other person is standing. Booms 
with dome-shaped ceilings frequently act in this way. 
The name whispering galleries is given to such rooms. 
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In the dome of St. Paul's, in London, persons standing on opposite 
sides of the gallery can converse in faint whispers. The person talking 
places his month near the wall ; the one listening, holds his ear near 
that portion of the wall directly opposite. 

173. Refraction of Sound. — The straight direc- 
tion in which sound-waves move is changed when the 
waves pass from one medium into another of different 
density. In this case, the direction of the waves is 
changed at the surface of the dense medium, but the 
waves, instead of being thrown off or reflected by the 
medium, pass through it in a direction somewhat dif- 
ferent from that in which they were moving before 
they reached the other medium. The change caused 
in this manner in the direction of sound is called the 
refraction of sound. Sound, for example, is refracted 
in passing from air to water, or from air through any 
solid, or the reverse. 

174. The Effect of Distance on Sound. — If we are 

walking to\^ards a distant bell while it is sounding, we 
notice that the sound constantly grows louder and 
louder as we near the bell. It can be shown that the 
loudness, or the intensity of any sound, decreases as the 
square of the distance from the source of the sound. 
Thus, if, at the distance of ten feet from the bell, we 
hear the sound with a certain loudness or intensity at 
twenty feet, or twice as far from the bell, the intensity 
would be found to be but one-fourth as great, that is, 
as (i)2 or = \. 

The speaking 'tubes which connect the different rooms 
in a building, enable a person talking in a moderate 
tone to be distinctly heard by a person listening at an- 
other part of the building. Here the intensity of the 
sound is not so greatly diminished, because the sound- 
waves are confined to the air in the tube, and so do not 
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spread outwards in all directions. The faint sounds 
conveyed by the string or the wire in the string-tele- 
phone are distinctly heard at the other end, for the 
same reason. 

Bzperiment. — Speak faintly into an empty water-hoBe, and a per- 
son listening at the other end can hear distinctly all that is said. 



Syllabus. 

The word sonnd is nsed in two distinct senses, viz. : 1st. As the im- 
pression produced on the hrain by sound-waves, and 2d. As the waves 
or shakings of the air themselves. 

In wave-motion, the particles do not have any continued onward 
motion ; they simply move backwards and forwards through compara- 
tively short distances. The waves themselves, however, move onwards 
often for considerable distances. 

A vibration, wave, or undulation consists in the backward and for- 
ward motion of a particle from one side of the position it occupies 
when at rest to the other side. 

The length of a wave is the shortest distance between any two 
sets of particles that are moving at the same time in the same direc- 
tion. 

The amplitude of a wave is the greatest distance any particle has 
been moved out of its position of equilibrium during the progress of 

the wave. 

The wave-period, or the time of vibration, is the time required for 
any particle to make one complete movement to and fro. The time 
of vibration is the same whether the amplitude is great or small. 

Sound is caused by the shakings or vibrations of some body ; there- 
fore all bodies producing sound are in vibration. 

Sound is conveyed to the ear by waves, called sound-waves, pro- 
duced in the surrounding air by the vibrating body. Sound-waves 
consist of alternate condensed and rarefied spaces in the air called 
waves of condensation and rarefaction. 

The vibrating body strikes the air near it and sets it into motion ; 
this air imparts ita motion to the air next to it, and comes to rest, and 
this to the air beyond it, until the last particles reach the ear and cause 
sound. This motion is similar to that transmitted through a row of 
glass balls touching one another, when a ball is thrown against one of 
the end balls. 
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A medium ia necessary to transmit sound. All sounds cease in a 
vacuum. Any elastic substance will transmit sound, as, for example, 
water and most solids. 

The velocity of sound in air at the temperature of freezing water is 
1090 feet per second. Sound travels more rapidly in hot than in cold 
air. Its velocity is about four and one-half times greater in water than 
in air. Its velocity in most solids is greater than in either air or water. 

All ordinary sounds travel with the same velocity. 

When sound-waves strike any large, reflecting surface, they are 
thrown off, or reflected from it. The angle of reflection is equal to 
the angle of incidence. 

An echo occurs whenever sufficient time has elapsed between the 
reflected and the direct sound to allow us to hear the reflected sound 
separately from the direct sound. 

In whispering galleries, the walls or ceilings so reflect the sound- 
waves as to bring them frpm all parts of the room to nearly the same 
place at the same time. 

When sound-waves meet a medium whose density is different from 
that in which they have been moving, they are turned somewhat out 
of their direction on entering it. This is called the refraction of sound. 

The intensity of sound is inversely proportional to the square of the 
distance. 

Speaking-tubes, wires, and strings convey sounds distinctly to gteat 
distances, because the motion is then transmitted in only one direction. 
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QUESTIONS FOR REVIEW. 

In what two different senses is the word sound used ? 

Define a vibration, wave, or undulation. What is meant by the 
length of a wave ? By its amplitude ? By its time of vibration ? Is 
the time of vibration affected by the amplitude ? 

In wave-motion, do the particles actually move forwards for any 
considerable distance ? What is the true nature of their motion ? 

What is the cause of sound ? Describe any experiment which shows 
that a sounding body is in vibration. 

How is the motion of the vibrating body conveyed to the ear, in 
order to produce the sensation of sound ? 

Describe the nature of sound-waves. What name is given to these 
waves ? In what respects is the motion of sound-waves through air, 
or any other body, like the motion sent through a row of glass balls 
touching one other, when one of the end bails is struck ? 
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Wbj is % mediam neceesary to transmit sound ? Will any elastic 
medium transmit sound ? Describe any experiment which proves that 
strings or wires transmit sound. 

What is the velocity of sound in air ? How is the velocity of sound 
in air affected by the temperature? Have all ordinary sounds the 
same velocity in air? How can you prove this ? How does the veloc- 
ity of sound in water, or in elastic solids, compare with its velocity in 
air? 

How does the angle of reflection compare with the angle of inci- 
dence? 

What is the cause of echoes ? How far must the reflecting surface 
be from the source of sound in order to give an echo of a single syl- 
lable of articulate speech? What is the cause of multiple echoes? 
What are whispering galleries ? 

What is meant by the refraction of sound ? What is the difference 
between the reflection and the refraction of Qound ? 

What effect is produced on the intensity of sound by the distance 
from the source of sound ? 

Why can sounds be carried so much further through speaking-tubes, 
or through wires or strings, than through the open air ? 






CHAPTER II. 

THE CHARACTERISTICS OF MUSICAL 
SOUND.— MUSICAL INSTRUMENTS. 

176. Musical Sound and Noise, — When the vibra- 
tions of the sounding body are regular and periodical, 
that is, when the time of each vibration is the same, 
a musical sound is produced ; but when the time of 
vibration is irregular, a noise is heard. Noises may be 
mometUary, that is, may produce au effect on the ear 
of too short a duration to be measured, as, for example, 
the report of a gun ; or they may be continuous, sncH 
as those caused by the rolling of thunder, or the saw- 
ing of a board ; continuous noises are produced by a 
mingling of many discordant musical sounds. 

The unpleasant effect produced hj noieea on the ear has been com- 
pared to a similar effect produced by a flickering light on the eye. 
In both cBSee, the anpleasant feeling ie most probably caneed hj the 
mdden and abrupt changes which these organs transmit to the brain. 

176. Musical Sounds produced by Regular Im- 
pulses, — That regular impulses will produce musical 
sounds when they follow each other with sufBcient 
rapidity, is a matter of common experience. As each 
tooth in a circular-saw strikes the board it is sawing, a 
momentary sound is produced ; but if the saw is mov- 
ing with sufficient rapidity, a more or less musioal 
note is heard. 

US 
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loses its motion, and moves slower and slower, the 
pitch of the note changes in a marked manner. 

The shorter the length of a string or wire, the more 
rapid its vibration. The shrill treble notes of a piano 
are produced by the short, thin strings; the grave base 
notes, by the long, thick strings. 

After the strings of a piano have been struck, the sound will grow 
fainter and fainter, because the amplitude of the vibration of the 
string grows less and less. The pitch of the note, however, will not 
change, since the time of vibration is the same, whatever may be the 
amplitude of the vibration. 

Experiment. — Cut out a piece of hard wood, with a flat base and a 
sharp edge, rather too high to go under the wire stretched across the 
top of the table, as described in a previous experiment. Lift the 
wire and place the piece of wood under it, so that the wire will press 
firmly against the sharp edge. Now, by sliding the piece of wood from 
one end of the wire to the other, and vibrating the wire between the 
wood and either end of the wire, it will be found that the shorter the 
portion of wire vibrated, the shriller will be the note it gives, that is, 
the higher its pitch. 

Bxperiment. — The shrill sound made on a slate or black-board by 
the pencil or chalk is caused by a series of taps rapidly following one 
anoUier. The taps can be recorded on the black-board as follows. 
Select a long crayon, and holding it loosely in the fingers at about the 
middle of the crayon, move it in an arc over the black-board, so as 
to cause it to emit a shrill sound. Examine the curved line, and it 
will be seen to consist of a number of separate marks made each time 
the chalk tapped against the board By altering the pressure of the 
chalk on the board, sounds of dififerent pitch may be obtained ; and on 
examining the line, it will be found that the shriller sounds were those 
produced by the greatest number of taps in a given time. 

Oaufi<m. — To succeed with this experiment, some little practice may 
be necessary. It is, however, so beautiful and instructive, that it 
should, if possible, be shown. 

182. The Limits of the Ear. — Though the limits 
of hearing vary somewhat in different persons, none 
can hear sounds produced by fewer than 16 vibrations 
per second, or more than about 48,000 per second. If 
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the vibrations are fewer thwi 16 per second, vre hear 
eaoh aa a separate tap, or puff; if they are more than 
about 48,000, the sound becomes too shrill to be 

audible. 

183. The Siren. — The exact number of vibrations 
necessary to produce a given note can be determined 
by means of an instrument called the siren. 

A sectional view of Ihia iDstranieiit a showD in Fig. 78. The cjlin- 
der, A, is mounted an a wind-cbeet. At ths upper end of the cylinder 
is filed a, smooth, metallic plate, B. Immediatel}' above the fixed 
plate, B, is a movabla plate. C. attached to an 
aiis, D, which permita it to move freely over the 
plate, B. Both B and C are pierced at regular 
intervals with small lioles, extending throagh 
the platee in an oblique direction, aa shown ia 
the figure. The holes in B are equal in number 
to thoie in Q, but are inclined in the opposite 
direction. 

When a current of air ie forced through the 
cylinder, A, the plate, C, and the axis to which 
it ia connected, are eet in rapid rotation, and a 
mnsical note is produced, whose pitch increases 
as the speed of rotation becomea greater. This 
note is caused by the columna of compressed air 
that are allowed, at regular intervals, to escape fi-,78,_iii,[u,b^ 
through the openings of the plate. B, when they 
are not closed by the plate, C. The number of colurans of compressed 
air that escape in this manner will, of course, depend on the number 
of openings in the plate B, and the speed of revolution of C. 

To determine the number of revolutions of C. an endless screw, B, 
attached to the axis, D. moves counters (like those on gas-metets), over 
graduated dials, by means of the toothed wheals. and I. 

In order to nee the siren to ascertain the pitch of any note, wind is 
ui^ed through the cylinder. A, until the pitch of the note given by the 
siren ia the aame aa that of the note the number of whose vibrations 
is to be determined. The speed of the siren is now kept constanc, 
and the number of revolutions of the plate during any second ascer- 
ttuned. This, multiplied by the □umber of openings in the plale, B, 
will give the number of vibrations per second required to produce the 
given note. 
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184. The Quality. — When we sound the same note 
with equal loudness on two different musical instru- 
ments, as, for example, on a piano and on a flute, al- 
though the notes are of the same pitch and intensity, 
yet there is something which enables the ear to dis- 
tinguish one note from the other. So, when two per- 
sons are speaking in the same tone, we can recognize a 
difference in the sounds produced ; these peculiarities 
are known as the quality of the sounds. 

185. Cause of Differences of Quality. — When sin- 
gle notes are produced by any musical instruments, we 
are generally able to hear but a single sound, that is, a 
sound of a given pitch. In nearly all cases, however, 
accompanying the sound of the note struck, are a 
number of other sounds of different pitch, but of so 
feeble intensity that, unless we listen attentively, we 
are unable to distinguish them. These additional 
tones are called overtones. Although we do not hear 
them as separate tones, yet, mingling with the tone of 
the note struck, they impart to it a peculiarity of tone 
which we recognize as its quality. 

Differences of quality are caused by differences in the 
pitch of the overtones^ or in their intensity. 

186. Sympathetic Vibrations. — Partially raise the 
top of a piano, and place the foot on the loud pedal; 
lean over the instrument, and sing any note into it in 
a loud voice. On ceasing to sing, we will hear the 
same note given back by the piano. Now sing a dif- 
ferent note, and it will be found that the piano will 
give back this particular note, and so with others. 
The sound-waves produced by the voice have struck 
against all the strings of the piano, but have only set 
in vibration those particular strings that are capable 
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of giving sounds of the same pitch as their own. 
Vibrations so produced are called sympathetic vibra- 
tions. 

The cause of sympathetic vihration is as follows : The sound-waves 
strike all the strings, and give each a very feehle push. If, now, 
the time of vibration of any string be exactly the same as the time of 
vibration of the sound-wave, the next forward impulse which the 
waves give to the string will be received by it at exactly the time when 
it is beginning to move forward, and hence the motion it acquired by 
the first impulse is increased by the second impulse, and as the same 
is true of all the other impulses, the string at last acquires a consider- 
able motion, and emits an audible sound. If, however, the string has 
a rate of motion different from that of the sound-waves, it will some- 
times receive a forward impulse from the waves, when it is moving in 
the opposite direction, and its motion being thereby diminished, it can 
never acquire any very considerable motion. 

Bxperiment. — Suspend a heavy weight, of say 10 or 15 lbs., by a 
string, and let it swing as a pendulum. Note the time of its oscilla- 
tion. Now, while it is swinging very gently, blow a puff of air against 
it from the mouth just Oiibu moving away. Wait until it is again 
moving away, and give it another puff of air. Do this thirty or forty 
times, and the pendulum will acquire a considerable increase of 
motion. 

While the pendulum is swinging freely, give it the puffs of air wTien 
it is just beginning to move towards you, and the motion will be stopped 
sooner than otherwise. 

Caution. — As regular and somewhat forced breathing is apt to 
produce headache, a pair of hand-bellows may advantageously replaq# 
the breath. 

187. Examples of Sympathetic Vibrations. — 

Stand near a table on which a number of goblets and 

glasses of different sizes are placed upright. Sing 

powerfully a number of different notes. If the proper 

note be struck, a goblet or glass will give it back 

again. 

Two clocks, whose pendulums are exactly of the 

same length, are hung on the same wall. One clock is 

started and the other stopped. The movement of the 
14* L 
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pendulum of the one may, it is said, at last move the 
pendulum of the other sufficiently to start the clock. 

The gas-lights in a ball-room have been known to 
flicker when in the music of the orchestra certain 
notes were sounded. 

188. Resonance. — We have already seen how the 
voice of a speaker is strengthened by the reflection 
of sound-waves from the ceiling and walls, or, as it 
is called, by the resonance of the room. The eflfect of 
resonance, however, is more marked when the sound- 
waves are enabled to set in vibration some elastic 
body whose time of vibration is exactly the same as 
their own. 

The strings of a violin or guitar are too thin to set 
much air in motion. The notes produced by these 
instruments are really due to vibrations of the wood 
forming the body of the instruments; and it is on the 
elasticity of this wood, and its ability to accept from 
the strings different rates of motion, that the value of 
'the instrument depends. It would be found on trial 
that a wire stretched across the comer of a room to the 
walls, would give a much feebler sound than if it were 
attached to hooks in the top of a table, because the table 
can take up the motion of the wire much better than 
the walls of the room. 

A mass of air whose dimensions are such as to en- 
able it to vibrate in exactly the same time as a certain 
sound, will be set in motion by the sound, and greatly 
increase its intensity by its resonance. Eesonance of 
this kind is, therefore, dependent for its action on 
sympathetic vibrations. 

In order to increase the intensity of the overtones 
of a note sufficiently to enable them to be distinctly 
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heard, instruments called resonators are employed. 
They consist of hollow spheres of 
brass, of the shape shown in Fig. 79, 
with openings at a and b ; one of these, 
a, is placed in the ear, and at the other 
the sound-waves enter. If there be 
present in the tone an overtone whose rig'V8.-B«»"i»i»p. 
rate of vibration is exactly the same as the rate in 
which air contained in the sphere can best vibrate, the 
resonance of the sphere will cause the sound to be dis- 
tinctly heard. The resonant case on which a tuning- 
fork is mounted, should contain a column of air whose 
rate of vibration is exactly that of the fork. 

Across the end of the tube leading from the outer 
air into the ear is 
a tightly stretched 
drum-head, called 
the tympanum. 
The column of air 
contained within 
this tube is capa- 
ble of resound- 
ing to and greatly 
strengthening cer- 
tain sounds by res- 
onance, as is par- 
tially illustrated 
by the following 



—Tie two 
atricgs to a poker, or a 
bar of iron or it«e1, 
lame little distance from 

the ends, as shown in Fig.fift*-AiiEipetimBatliiIlMonanoe. 

Fig. 80. Hold the ends of the etring over the end of one of the 
fingen of each hand, letting the pokei bang in a horiiontal position. 
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Now ioBert in the ears the fingers holding the atrin^, being <:aieM to 
kToid allowing the strings to rest against the body. Strike oae end 
of the poker againet tfae wall, or have some person strike it near the 
middle, and a taund mil be heard lite that of a large bell, vihen i/im 
are very near it. Here the vibratioos of the poker are transmitted 
throngh the stringi to the columns of air within the ears, which by 
resonance strengthen the sound. The effect is to a great extent dae to 
tbe vibrations being carried throagb the boaee of the head directly to 
the ear. 

Ontrfwrn. — Allow tbe whole weight of the poker to be supported by 
the string. Avoid having the string partly supported by the ear. 

The air which fills any hollow body will respond to 
some jrarticular note. When a shell is held to the ear 
a sound is heard, which a pretty superstition of child- 
hood regards as the 
imprisoned sounds of 
ocean waves beating 
against a shore. The 
sounds are really 
caused by the air with- 
in the shell strength- 
ening by its resonance 
the feeble sounds that 
are always present in 
theair, Similarsounds 
may be heard by hold- 
ing an empty pickk- 
jar or tomato-can near 
tlie ear. 

Eiperiment.— The follow- 
ing piece of apparatus, well 
known to most bovB, may be 
Pig. 81.-Aa Experiment In KeionMoe. ^^^ ^ ^^^^^. p„„^[^ . 

hole in the bottom of an empty tomato-can. Ran a etont string 
throngh the hole, and knot the string at tbe end to preveot ita being 
pulled out. Holding the can in the hand, as shown in Fig. 81, run tb» 
loused fingers down the string, and a noise far firom musical will be 
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heard. Hie vibrations of the string are strengthened by the resonance 
of the air within the can. 

Try the same experiment with a shorter can, and it will be found to 
give a much shriller note. 

189. The Interference of Sound-Waves. — When 
two notes of the same intensity and pitch are sounded 
together, they sometimes strengthen and sometimes com- 
pletely obliterate each other. 

That two sounds could be so put together as to cause 
silence^ seems, at first thought, impossible ; but if we 
remember that sound is an effect produced by a wave* 
motion, we can easily see how one sound could oblit- 
erate another, for if one sound-wave is endeavoring 
to condense the air at the same moment the other ia 
endeavoring to rarefy it, the air would neither be con- 
densed nor rarefied, and silence would result. If, how- 
ever, each sound rarefied or condensed the air at the 
same time, the degree of rarefaction or condensation 
would be increased, and the sound would be louder. 
These effects are known as the interference of sounds 
waveSy^-^ 

190. Musical Instruments. — There are three classes*' 
into which musical instruments may be divided, viz.,, 
stringed instruments^ wind instruments, and instruments, 
in which the sounds are produced by the vibration of 
plates or membranes. 

1. Stringed Instruments. — Examples of stringed in- 
struments are seen in the piano, harp, violin, violincello,. 
guitar, and banjo. In the piano and harp, there is a 
separate string for each note. In each of the other 
instruments, the same string is made to give different 
notes, by touching it at different points with the fin- 
ger, and thus practically shortening its length. The^ 
tighter any string is stretched, the shorter its lengthy, 
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and the smaller its diameter the shriller the note which 
it will give. 

2. Wind Instruments. — The sounds produced by 
wind instruments are caused by the vibration of a 
column of air contained within the instrument. The 
pitch of the note is dependent upon the dimensions of 
the air column, especially its length, and also upon 
whether the tube containing the column of air is open 
at both ends, or at but one end. The column of air 
within the instrument may be set into vibration in a 
number of ways, of which we shall consider two of the 
most important, viz. : 1st. By means of a mouth-piece, 
and 2d. By means of a vibrating plate called a reed. 

In the organ-pipe, the vibration of the air column 
is produced by the action of a mouth-piece. The 
organ-pipe is placed on a box called the wind- 
chest, supplied with air from a bellows. The air 
entering through the opening, a, Fig. 82, passes 
through a narrow slit, c, and escapes at the open- 
ing, 0. The air does not flow out of this opening 
in a continuous stream ; for, on striking against 
the bevelled lip, r, it is broken into a flutter or 
series of puffs, the rate of which is controlled by 
the length and size of the column of air in the pipe. 
A reed is a thin, vibrating plate of any elas- 
4 tic material, which is moved backwards and for- 
-!/u ' wards by the air. The notes of reed-organs, 
Organ- accordions, and Jews-harps are caused by the 
^^' vibrations of reeds. 

Bzperiment. — Cut a stout wheaten straw into a length of about 
four inches from the knot. With a sharp penknife, cut a slit, a, down 

° ^-m t the side to the knot, h, as 



•Pi OQ k a^ -D A ^ shown in Fig. 83. Now 

Fig. 83.— A Straw BeecU i xr fi. ^ L^ 

place the mouth completely 

over the cut part and blow, and a musicai note will be heard. The 
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pitch of this note will increase, if the length of the straw tuhe is short- 
ened by cutting a piece off the open end. 

Caution. — If the pipe will not give a note at once, do not throw it 
away. A certain pressure with which the air is driven through it is 
necessary in order to make the pipe sound. 

Experiment. — Prepare a straw reed as before, only use a longer 
straw, and cut holes in the side about one inch apart. Sound the 
reed when the holes are all open, and remember the pitch of the 
note. Now, with one finger close the hole nearest the knot end, and 
the pitch of the note produced will be lower; close the next hole, 
still keeping the finger on the opening previously closed, the note will 
be still lower. These effects are the same as would be produced by 
lengthening the pipe. Hence^ we may conclude that in any wind instrvr 
ment, the length of the vibrating column m affected by openings in the 
side of the instrument. 

Caviion. — Blow with as nearly the same force in each case as possi- 
ble, as different notes are produced in the same pipe by blowing with 
different degrees of strength. 

In the flute, flageolet, and fife, the different notes are produced by 
virtually altering the length of the air column by opening or closing 
holes in the side of the instrument. 

3. Musical Instruments whose notes are due to the 
vibrations of plates or membranes. 

In the musical-box, the notes are produced by the 
vibrations of a series of steel plates of different lengths, 
which are set into motion by pins projecting above the 
surface of a revolving cylinder. 

In the xylophone, the notes are produced by the 
vibrations of plates of wood of different lengths. The 
notes of the cymbal are produced by the vibrations of 
brass plates ; those of the drum, by the vibrations of a 
membrane. 

Syllabus. 

The vibrations which produce a musical sound, follow one another 
at regular intervals of time ; those which produce noise, follow one 
another at irregular intervals. 
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The unpleasant effect produced on the ear by noisy sounds is similar 
to that produced on the eye by a flickering light. 

There are three characteristics of musical sound, yiz., intensity or 
loudness, pitch, and quality. 

The intensity of the sound is that peculiarity in virtue of which 
sounds are loud or feeble. The intensity of a sound is dependent on 
the amplitude of the vibrations causing it. 

By the amplitude of a sound-wave, we mean the degree of condensa- 
tion or rarefaction in the wave. 

The speaking-trumpet is used to enable the sound of the voice to be 
heard at a great distance. The ear- trumpet is used to aid deaf persons 
in hearing. 

By the pitch of a tone, we mean the peculiarity that enables us to 
distinguish between sounds that are high or low, sharp or grave. The 
pitch of a sound depends on the number of vibrations per second, that 
is, on the rapidity with which the sounding body is vibrating. 

We cannot hear sounds that are produced by fewer than 16 or more 
than 48,000 vibrations per second. 

By the quality of a musical sound is meai^t that peculiarity which 
enables us to distinguish between two notes of the same pitch and in- 
tensity when sounded on different instruments. The differences in the 
quality of musical sounds are caused by the differences in the pitch and 
intensity of the overtones which accompany them. 

Sympathetic vibrations are vibrations of the same period that are 
produced in surrounding bodies by sound-waves. 

Sounds are often strengthened by the resonance of elastic substances 
in which the sound-waves produce sympathetic vibrations. The notes 
given by the strings of a violin or guitar are greatly strengthened by 
the resonance of the wood forming the body of these instruments. 

The column of air within the tube of the human ear strengthens 
certain sounds by its resonance. 

The confused murmurings heard when an empty shell is held to the 
ear are caused by the faint noises present in the air being strength* 
ened by the resonance of the air within the shell. 

By the interference of sound-waves, we mean the strengthening or 
weakening of the amplitude of one wave by another. 

Musical instruments may be divided into stringed instruments, wind 
instruments, and those in which the notes are produced by the vibration 
of plates or membranes. The piano, harp, guitar, violin, violincello, 
and banjo are examples of stringed instruments. 

The notes of wind instruments are caused by the vibrations of a 
column of air contained within the body of the instrument. This 
column may be set into vibration, let. By a mouth-piece ; 2d. By a reed. 
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An organ-pipe is a good example of a musical instrument where the 
air is set in vibration by a mouth-piece. In the accordion, melodeon, 
and Jews-harp, the sound is caused by a reed. The musical-box, xylo- 
phone, cymbsJ, and drum are examples of the third class. 
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Questions for Review. 

What is the difference between musical sounds and noises ? What 
are the three characteristics of musical sounds ? 

Define intensity or loudness. By what are differences in the in- 
tensity or loudness of sounds caused ? Describe any experiment by 
means of which variations in the intensity of sounds can be shown. 

Describe the speaking- and ear-trumpets. For what is each used ? 
How may some simple experiments with these instruments be shown ? 

Define pitch. By what are differences in the pitch of musical sounds 
caused ? 

What is the gravest sound the human ear can hear ? What is the 
shrillest ? 

How may the sound produced by rubbing a piece of chalk on a 
black-board be made to record its vibrations ? Describe the siren. 

Define quality. By what are differences in the quality of musical 
sounds caused ? What is meant by overtones ? 

Explain in full what is meant by sympathetic vibrations. Give 
some examples of sympathetic vibrations. 

How may the strength of any sound be increased by resonance ? 
What has the body of a violin or guitar to do with the strengthening 
of the sounds of the strings ? 

Describe any experiment which shows the power of the column of 
air within the ear to greatly increase the intensity of certain sounds 
by its resonance. For what purpose are resonators used ? 

What is meant by the interference of sound ? How can it be pos- 
sible for two notes sounded at the same time to produce silence ? 

Into what three classes may musical instruments be divided ? 

Name some examples of each class of instruments. 

In what different ways may the column of air in wind instruments 
be set into vibration ? By which of these methods is the air in an 
organ-pipe set into vibration? By which in a melodeon or accor- 
dion? 

16 
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191. The Cause of Heat. — The molecules of matter 
are never at rest, but are constantly moving towards 
and from one another. Seat is caused by these motions. 

In hot bodies the molecules are vibrating very 
rapidly through distances that are great when com- 
pared to the size of the molecules, while in cooler 
bodies they are not moving so energetically, or 
through as great distances. 

The CBQBO of heat U, therefore, Bimilar to the cause of Bound, Binca 
each is produced by a Tibratory motion of matter. The nature of 
this motion, however, is different. When bodies vibrate so aa to cause 
sound, the whole mass of Ibe body movee ; when they vibrate so as to 
cause heat, it is only the molecules that vibrate, 

192. The LuminiferouB Ether. — The bell shown 
n Fig. 74 cannot be heard if struck when the vessel, B, 
is emptied of all the air which filled it, since then there 
IS nothing around the sounding bell which it can set 
nto waves. But if we hang a hot body in what seems 

•^ fM to be an empty space, we find that the heat readily 

passes through this space. For this and other reasons 

iieve that all space, even though it appears to be 

P 7. >s filled with something which is set into wave- 
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motion by the vibrations of the molecules of heated 
bodies. This something which fills all space is called 
the luminiferous ether , and it is by vibrations^ or waves 
in it^ that heat is transmitted from one place to another. 
It is called the luminiferous ether because it also trans- 
mits light by its vibrations. 

The luminiferous ether fills all space, even that 
between the molecules of matter. The molecules of 
hot bodies, by their shakings, cause waves in this ether, 
just as the shakings of the sides of a bell cause waves 
in air, and when these ether- waves strike us, we have 
the sensation of heat. 

Since the ether can pass through the spaces between the molecules, 
and as matter is porous, it is evident that we cannot make a vessel 
ether-tight, that is, we cannot prevent the ether from passing into or 
out of it. 

193. General Effect of Heat. — Although we can- 
not see the shakings of the molecules of a body, yet 
we can see the effect which these shakings produce. 
The hotter the body gets, the more energetic becomes 
the motion of the molecules ; and in this way the force 
of molecular attraction is partly overcome, and the 
body expands. When a body loses heat, the molecular 
motion becomes less energetic, attraction again draws 
the molecules together, and the body contracts. 

When, there/ore, matter is heated, it expands, or grows 
larger, because the molecules are made to swing through 
greater distances. 

194. Temperature. — When two bodies can be 
placed in contact without any heat passing from one to 
the other, they are said to be at the same temperature. 
When heat passes from one to the other, the body 
which gives the more heat is said to be at the higher 
temperature. 
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The temperature of a body is measured by the ther- 
mometer. 

196. Thermometers. — The thermometer depends for 
its operation on the expansion of a liquid 
contained in a glass tube. The liquid 
most commonly employed is mercury^ 
though alcohol is sometimes used. 

The thermometer consists of a long, 
straight tube, A B^ Fig. 85, of small inter- 
nal diameter, closed at the upper end, and 
widened at the lower end into a bulb, (7. 
The bulb, C, and part of the tube con- 
tains mercury ; the space above the mer- 
cury in the tube is a vacuum. When 
the thermometer is taken into a hot 

III place, the mercury, becoming warmer, 
I expands and its level rises; but when 
" c taken into a cold place, it loses heat, con- 
^Bti- tracts, and its level falls. Equal spaces, 
*'**•• called degrees, are marked on the tube. 
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Fig. 84 

Fi^en 
heit 



196. Construction of a Thermometer. — While the 
tube is open at the top, the bulb and part of the tube 
are filled with cold mercury. The bulb is then cau- 
tiously heated. As the mercury grows hotter, it ex- 
pands, and, filling the tube, drives out all the air, and 
begins to flow over the top. The heat is now taken 
away from the bulb, and at the same time the upper 
end is completely closed, by being melted in the flame 
of a blow-pipe. As the bulb cools, the mercury falls 
in the tube, leaving a vacuum or empty space above it. 

The tube is next graduated^ or divided into degrees. 
For this purpose, the bulb is dipped into melting ice, 
and a mark made at the point on the tube to which the 
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mercury sinks. The bulb is then exposed to the steam 
rising from boiling water, and another mark made at 
the point to which the mercury rises. These two 
points are called respectively the freezing and the boil- 
ing points. The length of the tube between these two 
points is then divided into a certain number of equal 
parts called degrees^ and the rest of the tube, that is, 
the part below the freezing point and above the boil- 
ing point, is divided into degrees of the same length. 

There are two thermometer scales in common use, 
viz., the Fahrenheit and the Centigrade. These two 
scales are shown in Figs. 84, 85. In the Fahrenheit 
scaU^ Fig. 84, the length of the tube between the 
freezing and boiling points is divided into 180 equal 
parts called degrees. The freezing point is marked 
32°, and the boiling point 212°. 

In the Centigrade scale, Fig. 85, the distance between 
the freezing and boiling points is divided into 100 
equal parts. In this scale the freezing point of water 
is marked 0°, or zero, and the boiling point 100°. De- 
grees of the Fahrenheit scale are indicated by an F. 
or Fah. ; those of the Centigrade scale by a C. Thus, 
the freezing point of water is 32° F, or 0° C. 

197. Uses of Thermometers. — We canilbt entirely 
rely on our sensations to determine the difference 
between the temperature of two bodies. If, when 
the hand is very warm, we plunge it into a basin of 
tepid water, the water will feel cool; but if the hand 
is quite cold when we plunge it into the same tepid 
water, the water will feel warm. Again, if in winter 
we come from the cold air outside into the entry or 
hall, the entry or hall feels warm ; but if we go into 
the entry from the warmer parlor, the entry then 

16 ♦ 
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feels cold. The indications of a thermometer are not 
open to these objections. 

So, also, in a room where there is no fire, and all 
things are at the same temperature, the marble mantle 
feels cold to the hand, while the hearth-rug feels warm. 

We see, also, from these remarks, that the words hot 
and cold are but relative, since the same body may be 
hot when compared with one body, and coJd when com- 
pared with another. 

198. Expansion of Solids. — Solids expand less 
than liquids, and liquids less than gases. Different 
solids expand differently in amount when heated one 
degree. Zinc, lead, and tin are among the most ex- 
pansible of the metals, and steel and platinum among 
the least. Ice is more expansible than zinc. Most 
crystalline solids expand more in one direction than 
in another ; while most bodies that are not crystallized, 
expand equally in all directions. / - 

199. Examples of the Expansion of Solids. — 

When solid bodies expand or contract, they exert con- 
siderable force. The tires of wheels are made of such 
a size that, when cold, they will not go on the wheel. 
They are heated until they are large enough to slip on 
easily, and when cold they contract and fit very tightly 
to the wheel, and firmly hold its parts together. 

The rails of railways are laid with some little dis- 
tance between their ends, so as to leave room for ex- 
pansion ; but for these spaces, the force of expansion 
would twist the rails from the wooden ties. 

The snapping and crackling of a stove when sud- 
denly heated, as by building a fire, or cooled as by 
opening the door, is caused by the unequal expansion 
of the metal s^t different parts. 
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Thick glass-ware is apt to break when suddenly- 
heated or cooled, because the unequal expansion or 
contraction overcomes the cohesion of the particles. 
Suppose, for example, hot water be poured into a thick 
glass tumbler, then the inside of the glass expanding 
before the outside becomes warm, is very apt to break 
the tumbler. 

Experiment. — A glass vessel can be cut into any desired shape as fol- 
lows : Sappose it is desired to ciit off the top of a broken bottle. Start 
a crack in the edge of the bottle by heating and suddenly cooling it. 
From the end of this crack, draw a chalk line in the dfrection in which 
it is desired to cat the bottle. Heat the end of a thin poker red hot, 
and hold the heated point firmly against the glass, on the chalked 
line, and a littie distance from the crack. In a moment a click will be 
heard, and the crack will extend to the point of the poker. Lift the 
poker from this point, and place it again on the chalked line a little 
beyond the crack, and so on until the crack has extended all round. 

Caution, — When the poker has become too cold, reheat. With some 
little practice, broken glass vessels can be given a variety of useful 
shapes by this method. 

200. Expansion of Liquids. — Most liquids expand 
when heated and contract when cooled, and this is true 
whatever the temperature. 

Water, however, presents some curious exceptions 
to this general statement. When water which is at 
the temperature of melting ice, or 82° Fah., is heated, 
it contracts and gets denser, and this continues until it 
reaches the temperature of 89°. 2 Fah.; when heated 
above this point, however, it expands like most other 
substances. The temperature of 89°.2 Fah. is called 
the temperature of the maximum or greatest density 
of water. When water is at the temperature of its 
maximum density, it will expand whether it be heated 
or cooled. The general efifect produced in all matter 
by an increase of temperature is to cause it to expand, 
while a decrease of temperature causes it to contract. 
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Experiment. — Fit a narrow glass tabs, A, Fig. 86, tightt; into > 
cork, B. and, ioBertiag the cork into &.e 
neck of a large bottle. C, fiU the battle 
and tube with water to the point A. 
Stand the bottle in a pan. B, and ant- 
round it b^ layers of broken ice and 
salt, or snow and salt. As the water is 
cooled, the column of water in the tube 
will fall, tboB proving that th'e water is 
contracting. But when the water is 
cooled to 39°. 2 Fah,, the column will 
cease falling, and unil begin io rue, rU- 
though the woUt u ttill growing colder. 

Cautiim. — This experiment will be more 
aucceaefnl, the larger the bottle and the 

Fig. 8B.—Eipaiiili>ii of Water smaller the diameter of the tabe. To 
by Cold. enable those at a distance to see the water 

in the tnbe, it may be slightly colored with bluing. 

201. Effect on the Freezing of Large Bodies of 
Water. — Let A, Fig. 87, be a deep lake of fresh water, 
in which the water throughout the whole lake is at 
the temperature of 50° Fah. 
If, now, the air grows cold, 
the water at the surfiice of 
the lake grows cold and falls, 
because it becomes heavier 
than the other water. When, 
however, all the water in the lake reaches the tempera- 
ture of 39°,2 Fah,, it is as heavy as it can get by loss of 
heat. If the water near the .surface now continues to 
lose its heat, it will grow lighter, and will remain at 
the surface until changed into ice. Since water con- 
ducts heat poorly, the water at the bottom remains 
unfrozen. Were it not for this peculiarity in its ex- 
pansion, the water throughout the entire lake would 
continue to cool until the whole mass became solid, 
when not even a summer's heat would entirely melt it. i 
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202. Expansion of Gases. — When our atmos- 
phere is heated, it expands ; when cooled, it contracts. 
When any mass of air is heated it expands, and, be- 
coming lighter than the surrounding air, rises, while 
the cooler air on the sides blows in towards the place 
from which the heated air has risen. Winds are caused 
in this way. 

The draught in a chimney is caused by the air 
within the chimney being heated and rising, and the 
cooler air rushing in through the fire to 
take the place left by the rising air. 

Experiment. — A large bottle, A, of thin glass, is pro- 
vided with a narrow glass tube fitted to a cork, and 
inserted in the neck of the bottle. Hold the bottle for 
a few minutes near a gas flame or hot stove, and then 
quickly place it, as shown in Fig. 88, with the end of 
the tube dipping below the surface of some colored liquid 
placed in a vessel, B. As the air in the bottle cools, it 
will contract, and the pressure of the outside air will 
cause a column of water to mount in the tube. If, how- 
ever, the air in the bottle be again heated, as by holding 
the hand against it, the expansion of the air will drive 
the column of colored liquid down. This apparatus will, 
therefore, act like a thermometer ; only the column of Figi^sT— Ex- 
colored liquid falls when the air is warm, and rises when pansion and 
it is cold. It also in part acts like a barometer. Contraction 

Oaution. — Do not hold the bottle too long by the 
fire, or else, when placed in B, the liquid will rise and completely fill 
the tube. 




Syllabus. 

Heat is caused by the vibrations of the molecules of matter. Heat 
is transmitted by means of waves produced by the vibrations of the 
molecules in a medium called the luminiferous ether. This medium is 
believed to fill all space, and even to penetrate the invisible pores be- 
tween the molecules. 

M 
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We cannot make a Tessel ether-tight because we do not know of 
any nibetance whoee molecnlee haTe no spaces between them. 

The general effect of heat upon matter is to cause it to expand. It 
expands becaase.when heated, the molecules vibrate through greater 
distances. 

We measure temperature by means of an instrument called a ther- 
mometer. The thermometer depends for its operation on the expan- 
sion of a liquid contained in a tube. 

The space above the mercury in a thermometer is vacuous. The 
tube is graduated into degrees by dividing the length between the 
freezing and boiling points into a given number of parts. In the Fah- 
renheit scale this length is divided into 180 parts, and in the Centi- 
grade scale into 100 parts. 

We cannot entirely rely on our sensations to distinguish between 
hot and cold bodies, since bodies at the same temperature may some- 
times feel hotrand sometimes cold. 

Solid bodies exert considerable force in expanding and contracting. 
Tires are shrunk firmly on wheels by heating the tires until they are 
large enough to slip on the wheels, and then cooling. 

When water at the temperature of 32° Fah. is heated, it contracts until 
it reaches the temperature of 39.2° Fah., which is called the temperature 
of its greatest density. This peculiarity of water prevents large bodies 
of fresh water from becoming frozen throughout. 

Winds are caused by the expansion of air by heat. When any 
mass of air becomes heated, it expands, grows lighter and rises, while 
the cooler air blows in from all sides. 

The draught of a chimney is caused by the expansion of the air 
within the flue. 

A simple thermometer may be made by fitting a tube tightly in the 
neck of a large bottie, gently heating the bottie, and then dipping the 
end of the tube into a vessel filled witii water or colored liquid. 



Questions for Review. 

What is the cause of heat? By what means is heat transmitted 
ttom one place to another ? How do the vibrations which cause heat 
diflfer from those which cause sound? 

it exists ?* °^^*^* ^^ *^® luminiferous ether ? Why do we think that 

•TV /» 

e ne expansion. Whyshouldbodiesexpand when they are heated? 
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When are two bodies said to be at the same temperature ? How is 
temperature measured ? 

Describe the construction of a thermometer. What method is gen- 
erally adopted for filling the bulb ? How are the freezing and boiling 
points obtained ? How is the length of a degree for any thermometer 
determined ? Explain the difference between the Fahrenheit and the 
Centigrade scale. 

Why can we not entirely rely on our sensations to determine the 
difference of temperature between any two bodies? Show that hot 
and cold are relative terms. 

Name some of the most expansible metals ; name some of the least 
expansible. Give any instances of the practical application of the 
force exerted by the expansion or contraction of solids. 

How may a broken glass vessel be cut into any desired shape ? 

Name any example of the expansion of a liquid. What exception to 
the general statement that bodies expand by heat does water present ? 
What effect has this fact on the freezing of large bodies of water ? Why ? 

Describe an experiment by which it can be shown that water some- 
times contracts on being heated. 

Explain the cause of winds. Why does air rise when it is heated ? 

What is the cause of draught in chimneys ? Wh}* is the draught 
stronger when the fire is hotter ? 

Describe in full the construction of a simple thermometer from a 
bottle, tube, and vessel of liquid. What causes the liquid to fall in 
the tube ? What causes it to rise ? 
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CHAPTER IV. 

THE COMMUNICATION OF HEAT.— THE 
SURFACE ACTION OF BODIES. 

303. The Communication of Heat. — Heat may 
be communicated or transferred from one body to 
another in three ways, viz., by conduction, by convec- 
tion, and by radiation. Heat is mainly communicated 
or distributed through solids by conduction; through 
liquids and gases mainly by convection and radiation. 
204. Conduction of Heat. — If one end of a bar 
of iron, copper, or any other metal, be placed in a fire, 
the other end will after awhile become too hot to be 
held. The heat of the fire has been communicated to 
the rod, and carried through it by conduction. 

When the molecules at the heated end of the bar 
are set into motion by the heat of the fire, they grad- 
ually impart their motion to the molecules beyond 
them, and in this way the heat is conducted through 
the body. The rapidity of the conduction from one 
end of a bar to the other is the same whether the bar 
be straight or bent. 

^T\^?l""'''^ "' Conductivity. -The rapidity 
2 which heat is conducted varies greatly in differ- 

nl"r" f *"- '"^^ «^ *^« ^-^- 1-gth and thick- 
ness, one of copper and the otter of ir^n, be put to- 
180 
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gether, with one end of each in the fire, the heat will 
be conducted through the copper rod much more 
rapidly than through the iron one. Again, if a rod 
of glass be used in the same way, it will be found to 
be a very bad conductor of heat. 

Ezperiment. — Get two bare — A^ of copper, and B, of iron — of 
the same length and thick- 
ness. By means of wax, 
stick a number of marbles 
or buck-shot to each at 
equal distances, as shown 
in Fig. 89. Now expose 

one end of each bar to the pig. gQi—IJiLeqiial Oonduotion of Copper and Iron. 
same source of heat, as, 

for example, the flame of an alcohol-lamp, and it will be observed 
that more balls will fall in the same time from the copper bar than 
from the iron, thus showing that it is the better conductor of heat. 

Experiment. — An alcohol'lamp can be easily made as follows : Bore 
a hole through a fine-grained cork, and insert in it a small piece of 
glass tubing, or a bit of tin rolled in the shape of 
a tube, and through this pass a piece of wick. 
Place the cork and wick in a bottle filled with al- 
cohol. 

EzperimenL — Where illuminating gas is at hand, 
a more convenient source of heat is furnished by 
the Bunun burner, one of which can be easily made 
as follows : Take a piece of tin in the shape of a 
rectangle, and cut out small pieces from one of its 
shorter ends, so that, when the tin is rolled in the 
form of a hollow tube, as shown at B, Fig. 90, there 
will be openings provided as at A. Fit the end, 
C, loosely over a gaa-burner. Turn on the gas, and 
light it from above. If the burner has been properly 
made, the flame will be bluish and almost non-lumi- 
nous, and will not soot articles heated in it. Air 
enters at the openings below, and bums the gas 
more thoroughly than an ordinary gas-burner. This 

flame is very hot; glass tubes held in it may be Rg. 90.-A Simple 

rx J J T. X • J • J V Bunsen Burner, 

softened and bent m any desired shape. 

Oaution. — If the burner is not well made, the gas will often ignite 

at Uie gas-burner, and bum with a luminous flame. The fault will 

16 
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generally be found to be due either to the holes below not being large 
enough, or the tin tube not being of sufficient length. 

206* Applications of the Conductivity of Solids. — 

When a hot body is placed in contact with a* cold 
body whose conducting power is good, or if a cold 
body be placed on a hot conductor, the cold body may 
become of the same temperature as the hot body. If 
we wish to keep a body at the same temperature for 
any time, we must surround it by soine substance that 
conducts heat very poorly. 

Ice is wrapped in blankets to keep from melting, 
because the blankets are poor conductors of heat, and 
therefore prevent the heat from entering. 

We wear thick woollen clothes in winter to keep 
the heat of our bodies from escaping rapidly. Thin 
muslin or linen clothes are comfortable in summer 
because they readily permit the heat of the body to 
escape. 

Ice-houses are made with thick, double walls, filled 
with shavings or saw-dust, to keep the outside heat 
from entering. Fire-proof safes have double or triple 
walls filled with some poor conductor for the same 
purpose. 

The interior of the earth is believed to be very hot ; 
very little of the heat, however, reaches the surfieuse, 
owing to the low conducting power of the materials 
of the crust of the earth. 

207. Conduction of Fluids. — Liquids and gases 
are very bad conductors of heat. When heated from 
below, they grow hot by a process called convection ; 
but when heated from above, they conduct but very 
little heat downwards. The poor conducting power 
of water may be shown by the following 
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Experiment. — Insert the tube of the simple thermometer, described 
in a previous experiment, in a cork, and place it in 
the small end, ^, of a funnel, the neck of which has 
been cat off. Fill the funnel with water, so as to 
cover the bulb, B, to the depth of about one-fourth 
of an inch, as shown in Fig. 91. Pour common 
ether on the water and set fire to it, and the heat, 
although rather intense, will scarcely be conducted 
downwards through the water enough to cause the 
level of the column of colored water at i to fall. 

CavMon. — Select a funnel of as thin glass as pos- 
sible, so as to avoid its being broken by the heat 

208. Convection. — When a vessel 
containing a liquid is placed over a 
source of heat, the liquid at the bottom pig.gi— vater a 
of the vessel, by touching the hot bot- ^o« Conductor 
torn, is heated, and expanding becomes 
lighter and rises, its place being filled by some of the 
cooler portions of liquid falling. These in turn be- 
come heated, and are replaced by other portions, until 
at last the whole mass of the liquid is at the same 
temperature throughout. Gases are heated in the 
same way. 

Liquids and gases, therefore, when heated are so 
stirred about by the heat, that all parts are brought 
into contact with the sides of the vessel. This method 
of communicating heat is called convection. Liquids are 
cooled in a similar manner. 

Experiment. — Place a lump of ice in a tumbler of tepid water. 
As the water which touches the ice is cooled, it be- 
comes heavier, and, sinking, pushes up the warmer 
and lighter water from below. By watching the 
water closely, these currents can be seen, especially 
if there are any little specks of dirt in the water. 
Their general direction is shown in Fig. 92 by the 
arrows. 




During convection, the warmer por- 



Pig.92.— Oonvec- 
tion OnnentB. 
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tions of the liquid or gas always move towards the 
cooler portions, and the cooler portions towards the 
warmer portions. 

Winds are huge convection currents caused by the 
unequal heating of different portions of the earth. 
The constant currents which occur in the ocean are 
convection currents in the water, and are caused by 
differences of temperature between the equator and 
the poles. 

209. The Radiation of Heat. — If a hot body be 
held above the hand, its heat will be felt by the hand. 
Now, since gases are very poor conductors of heat, 
this heat cannot have been communicated to the hand 
by conduction ; nor can the hand have received it by 
convection, since the hot currents of air rise. It must, 
therefore, have been communicated in some other 
way. 

The cause of heat, as we have seen, is the vibra- 
tions of the molecules of the heated body. These 
molecules are surrounded by the luminiferous ether, 
and by their motion cause waves in this ether. Heat 
communicated in this way^ by the luminiferous ether^ 
is called radiant heat, and the process is called radia- 
tion. 

The heat of the sun crosses the otherwise empty 
space between the earth and the sun, by means of 
waves in the luminiferous ether, that ^, by radiation. 
When these waves strike against a body, if they 
cause its molecules to vibrate, the body is thus made 
warm. 

210. Heat Radiated in all Directions. — If we stand 
^^ the same distance from a stove, but on different 
sides, -we will find, if the stove-door is shut and the 
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stove is of tlie same material all around, that the in- 
tensity of the heat thrown out or radiated is the same 
in all directions. If a tin vessel be filled with boiling 
water, a delicate thermometer held anywhere at the 
same distance from the sides will receive the same 
amount of heat. 

The motion of the molecules of heated surfaces is 
communicated through the ether equally well in all 
directions. rSeflted bodies^ there/ore, radiate their heat 
upwards^ downwards^ or in any direction equally welh^ 

211. Heat Radiated in Straight Lines. — If the 
medium through which the heat is passing be uniform 
throughout, the heat which is radiated from a body 
passes off from it in straight lines. If a screen, through 
which heat cannot pass, be interposed between a ther- 
mometer and a source of heat, so that any straight line 
drawn from the source of heat to the edge of the 
screen will just pass the bulb of the thermometer, the 
thermometer will, by its indications, show that it is 
no longer receiving heat from the source. If, how- 
ever, the screen be lowered, the thermometer will 
rise in temperature. On hot days it is cooler in the 
shade than in the sunshine, because the heat which 
accompanies the light moves, like it, in straight lines. 
A single line of heat is called a ray. 

When a ray of heat passes from one medium to 
another of different density, it is bent out of its 
straight course, or is refracted as with a ray of sound. 

A cpmmon burning-glass owes its power of heating 
things placed at a certain distance in front of it, be- 
cause it is so shaped that the rays of heat from the 

sun are so bent by refraction on passing through it 
16* 
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that when they pass out they all come together at 
nearly one point* 

212. Intensity of Radiant Heat. — The hotter a 
body, the more intense the heat radiated from it. As 
the molecules of a hot body have a greater amount of 
motion than those of a cooler body, the motion the 
hot body communicates f o the surrounding ether must 
be greater than that communicated by the cooler body. 

The intensity of radiant heat is inversely propor- 
tional to the square of the distance. The further we 
go from a hot body, the less is the intensity of the 
heat we receive. If we are twice as far from the hot 
body at one time as at another, the intensity of the 
radiant heat will be four times less. This decrease in 
the intensity of heat, with the increase of the distance, 
is similar to the decrease in the intensity of sound. 

213. Luminous and Obscure Heat. — The heat 
which is radiated from a luminous source is called 
luminoibs heat^ and that radiated from a non-luminous 
source obscure heat. Luminous heat almost always 
contains in addition obscure heat. 

214. Effects which Occur at the Surface of Bodies. 

— When the ether- waves strike against the surface 
of a body, they are either reflected^ absorbed^ or trans- 
mitted, 

216. Reflection of Heat. — When the ether- waves 
strike against any suitable surface, they are, like the 
waves in any elastic medium, reflected from it. The 
reflection of heat is like the reflection of sound — 
the angle of reflection is equal to the angle of inci- 
dence. 

Bodies vary greatly in their power of reflecting heat. 
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Some, like smooth, polished silver, will reflect nearly 
all the heat which falls upon them ; while others, like 
a rough, soot-covered surface, will reflect but little. 
As a rule, bright polished metallic surfaces are good 
reflectors of heat. 

Ezperiment. — Hold a brightly polished flat piece of tin in front of 
an open fire, so as to catch the light and heat. Notice where the 
patch of light reflected from the tin falls. This spot will be fonnd to 
be warmer than the space around it, thus showing that the heat of the 
fire is reflected as well as the light. Hold the tin so that the light of 
the fire is thrown into the face, and an increase of temperature will 
be felt. 

216. Absorption of Heat. — When the ether- waves 
strike against the surface of a body, those which are 
not reflected pass into the body. If, in passing through 
the body, the waves give up their motion to the mole- 
cules, the body becomes hot, and we say that the heat 
is absorbed] if, however, the ether- waves in passing 
through the body simply set in motion the ether that 
occupies the spaces between the molecules, without 
moving the molecules, the radiant heat simply passes 
through the body without warming it, and we say 
that the body is diathermanous, or transparent for 
heat. 

When a body radiates. heat, it gives the motion of 
its molecules to the ether outside it; when it ab- 
sorbs heat, its molecules are set into motion by the 
ether-waves striking against them. 

If a body is a good absorber of heat, it must also be 
a good radiator or emitter of heat. Lamp-black is both 
a good absorber and radiator of heat. 

If a body is a good reflector of heat, that is, if it 
throws oflF most of the ether-waves from its surface, 
it of course cannot be a good absorber. 
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Good reflectors of heat are bad absorbers of heatj and 
good absorbers are bad reflectors, 

Anytlimg which increases the reflecting power of a 
body, therefore, must decrease its absorptive and radiat- 
ing power, and anything which increases the absorp- 
tive or radiating power must decrease the reflecting 
power. Thus, smoothing and polishing diminishes the 
absorptive and radiating, bat increases the reflecting 
power. The opposite eflfects are produced by rough- 
ening or dulling the surface. 

217. Applications of the Absorptive, Emissive, 
and Reflecting Powers. — Coffee and tea are brought 
to the table in brightly polished pots, which, being good 
reflectors of heat, are bad radiators, and the contents 
of the pots will therefore keep warm longer than if 
the outside was rough and dull. 

Meat-roasters are so arranged that the radiant heat 
of the fire is reflected from the surfaces of brightly 
polished tin on to the meat to be cooked. 

If the outside of a stove be too brightly polished, 
much less heat will be radiated into the room than if 
the outside is rough and dull. 

218. Selective Absorption. — Not only do different 
substances vary in their power of absorbing heat, but 
even the same body varies in the ability it possesses 
of absorbing the heat from different sources. Thus, a 
surface covered with white lead will absorb nearly all 
the heat radiated to it from a copper vessel filled with 
boiling water; while it will only absorb about half 
of the heat radiated from an oil-lamp. In other words, 
the same body may vary in its power of absorbing lu' 
minous and non-luminous heat. 
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219. Cause of Selective Absorption. — We have 
seen that sound-waves striking against the strings of a 
piano may give part of their motion to the strings, pro- 
vided they can vibrate at the same rate as the sound- 
waves which strike them, or, in other words, the 
sound-waves excite sympathetic vibrations in the 
strings. The same is true with the ether-waves ; if 
they strike against a body whose molecules are able 
to vibrate at the same rate that they do, then the heat 
is absorbed, since the molecules are set into vibration ; 
otherwise the ether-waves simply pass through the 
body by setting the ether between the molecules into 
motion. 

220. Diathermancy. — When the ether-waves pass 
through a body without heating it, that is, when they 
pass through without giving their motion to its mole- 
cules, we say that the body is diathermanous^ or trans- 
parent to heat ; when it will not let the heat so pass 
through, it is called athermanous^ or opaque to heat. 

Clear rock-salt is very diathermanous to all kinds 
of heat. Dry air is very diathermanous, but when it 
contains water vapor, it is rendered less diathermanous. 

It is mainly, therefore, to the vapor of water which 
our atmosphere contains that it owes its power of ab- 
sorbing a part of the sun's heat. 

Diathermancy is independent of transparency. Thus, 
alum, which freely allows light to pass through it, 
stops obscure heat; while smoky quartz, which is 
alinost opaque to light, allows heat to pass through 
it. A solution of iodine in bisulphide of carbon is 
opaque to light, but very transparent to heat. 

Experiment. — Hold a piece of common window glass between the 
face and the open door of a fire, and it will be fonnd that the face 
will feel less hot than when not shielded by the glass ; the glass, there* 
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fore, IB athermanotui to the heat of the fire. Now hold the glass be- 
tween the face and the sun, and no perceptible diflference will be felt 
in the heat, whether the (ace be shielded by the glass or not ; the 
glan, therefore, is diathermanons to the snn's heat. 

Syllabus. 

Heat is commnnicated in three ways; viz., by conduction, by con- 
vection, and by radiation. 

When heat is communicated by conduction, the molecules impart 
their motion to the molecules beyond them, and in this way the heat 
is conducted from one part of the body to another. 

Substances vary greatly in their power of conducting heat ; some 
are excellent conductors, while others are very poor conductors. 

When we wish to keep a body at a constant temperature, we gen- 
erally surround it with some substance that is a poor conductor. 

Clothes keep the body warm by keeping the heat in. Blankets 
keep ice from melting by keeping the heat out. 

Ice-houses and fire-proof safes are made with double or triple hollow 
walls, filled with some poor conducting substance, so as to preserve 
their contents from the effects of external heat. 

Gases and liquids are very poor conductors of heat, but very little 
heat being conducted downwards through them. They are generally 
heated by convection. 

When a liquid or a gas is heated, the difference of density between 
the hot and the cool parts causes currents called convection currents, 
which thoroughly stir the liquid or gas. 

When a lump of ice is put in a tumbler of water, the warm water 
is brought into contact with the ice by means oi convection currents. 
When the molecules of a hot body impart their motion to the ether 
outside them, they are said to radiate heat. Bodies radiate or give 
off their heat equally in all directions. 

The intensity of radiant heat is directly proportional to the tem- 
perature of the body from which it is radiated, and inversely propor- 
tional to the square of the distance from the radiating body. Heat 
18 radiated in straight lines as long as it passes through a uniform 
medium. When it passes from one medium to another of different 
density, it is turned out of its course or refracted, 
b ^ J^®^^ ** * certain distance from a burning-glass are heated 
t^M^ J*^® J^y" oi the sun are so refracted by passing through the 
K •« mat when they come out they all collect at nearly one point. 
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Heat from a luminous source is called luminous heat ; that from a 
non-luminous source, ohscure heat. Luminous heat is generally ac- 
companied by obscure heat. 

When the ether- waves strike against the surface of a body, they are 
either reflected, absorbed, or transmitted. 

When heat is reflected, the angle of reflection is equal to the angle 
of incidence. Polished metals are good reflectors. 

The incident heat which is not reflected passes into the body. Jf, in 
passing through it, the ether-waves give their motion to the molecules 
of the body, the body is warmed ; and we say that the heat is absorbed. 

If the waves pass through a body without giving their motion to the 
molecules, the body remains cold, and the heat is transmitted. The 
body is then said to be diathermanous. 

Substances which possess high reflecting powers have but feeble 
powers of radiation or absorption, while those which have high ra- 
dialling or absorptive powers possess but feeble reflecting powers. 

The absorptive and diathermanic powers of the same substance 
vary with different kinds of heat. Many substances which will ab- 
sorb or transmit obscure heat very well, absorb or transmit luminous 
heat either very slightly or not at all. 

Clear rock-salt is diathermanous, or transparent to all kinds of heat. 
A solution of iodine in bisulphide of carbon is opaque to luminous 
heat, but transparent to obscure heat. 
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Questions for Review. 

In what three ways may heat be communicated? By which of 
these is heat communicated in solids? By which are liquids and gases 
heated? 

Name some good conductors of heat ; name some poor conductors. 
How may poor conductors be employed to keep the temperature of a 
body uniform ? 

Describe any experiment showing the difference in the conducting 
power of different substances. Explain how a simple Bunsen burner 
may be constructed. 

Are liquids good conductors of heat? How can this be shown ex- 
perimentally ? • k 

Define convection. By what are convection currents caused? Give 
an example of huge convection currents in air and in water. 

What is meant by the radiation of heat? By what means do bodies 
radiate their heat ? How does the sun's heat reach the earth ? 
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!• hefti radiftted any better in one direction than in another? Upon 
what does the intensity of radiant heat depend? 

How is the intensity of heat affected by an increased distance from 
the body radiating the heat? Is heat radiated in straight or carved 
lines? How can yon prove this ? 

Distinguish between Inminons and obscure heat Define reflection 
of heat Is the reflection of heat similar to the reflection of sound ? 

When are the ether-waves which strike the surface of a body ab> 
sorbed ? When are they transmitted ? 

What name is given to a substance which transmits heat? What 
is it called when it does not transmit heat? 

Why are good reflectors of beat poor radiators and absorbers ? Why- 
are good radiators and absorbers poor reflectors ? 

Will coffee and tea keep hot longer in brightly polished pots, or 
in dull, tarnished ones ? Why ? What should be the nature of the 
surface of a stove in order that the heat may readily escape into ^e 
room? 

What is meant by selective absorption ? By what is it caused ? 

What effect is produced in the reflecting, absorptive, and emissive 
powers of substances by polishing them ? What by roughening them ? 

Name any diathermanous substance. Is dry air diathermanous or 
athermanous ? Is moist air diathermanous or athermanons ? 




CHAPTER V. 

CHANGE OF STATE. — LATENT AND SPE- 
CIFIC HEAT. — MECHANICAL EQUIV- 
ALENT OF HEAT. 

321. Fusion and Solidification. — The force of heat 
is opposed to that of cohesive attraction, so that, if suf- 
ficient heat is added to a solid, it becomes changed into 
a liquid ; while, on the other hand, all liquids-, when 
caused to lose sufficient heat, are changed into solids. 
These processes are called /wsion and solidification. 

The amount of heat in a body, as indicated by a 
thermometer, that is, by the temperature, is gener- 
ally spoken of as the sensible heat of the body. Dur- 
ing a change of state, such, for example, as the change 
from a solid to a liquid, or from a liquid to a gas or 
vapor, considerable heat passes into the body without 
changing its temperature. This heat, therefore, is dif- 
ferent from sensible heat, and, since it does not affect 
the temperature, is called latent heat, 

222. Laws of Fusion. — When a solid has been 
liquefied or melted by the action of beat, we aay that 
it has been fused. It can be shown, experimentally, 
jplst. Thai under the same pressure every substance 
capable of fusion has a fixed temperature at which it 
begins to fuse. 
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2d. Thai when any substance begins to fuse^ the tern- 
perature remains the same until the whole of the sub- 
stance has been fused. )( 

Thus, ice begins to melt or fuse at the temperature 
of 32^ Fah. If a quantity of ice be placed in a vessel 
over any source of heat, a thermometer plunged in the 
water which comes from the melted ice, will remain at 
the same temperature, viz., at 32° Fah., until all of the 
ice is melted. 

223. Laws of Solidification. — When bodies which 
have been fused by heat are sulBBciently cooled, they 
solidify. As soUdification is merely the reverse of 
liquefaction, the laws of solidification are similar to 
th^ of fusion, viz.: 

1 1st. Under the same pressure every substance solidifies 
at a certain temperature, which is the same as that at 
which it fuses, 

2d. When the solidification has begun, the temperature 
remains the same until all the substance has solidified^p-^^^ 

Thus, water begins to freeze at 32° Fah., which is 
exactly the same temperature as that at which ice 
begins to melt. When a body of water which has 
been cooled to 32° Pah. commences to freeze, no matter 
how intense the cold, the temperature will remain at 
32° Pah. until all the water is frozen. 

224. Latent Heat. — Heat must be passed into ice 
before it can be melted, and yet the water formed by 
Its melting has exactly the same temperature as that 
of the ice from which it came, viz., 32° Fah. It is, 
therefore, evident that all the heat which was absorbed 
during the melting of the ice has been rendered latent 

In order to cause water heated in an open vessel to 
^12 Fah. to continue boiling, it is necessary to pass 
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into it considerable heat ; and yet the pressure remain- 
ing the same, the steam produced by the boiling of 
the water has exactly the same temperature as that of 
the water from which it came, viz., 212° Fah. It is, 
there/ore, evident that all the heat which was absorbed 
during the boiling of the water, that is, during its change 
from liquid to vapor, has been rendered latent. 

^Latent heat is that which does not increase the tem- 
perature, and cannot, therefore, be detected by the ther- 
mometer . \/ 

226. Latent Heat of Water at 32° Fah. — The 
amount of heat that is rendered latent during the 
melting of a mass of ice is sufficient to raise the tem- 
perature of one hundred and forty-two times as much 
water 1° Fah. This fact is often expressed by saying 
that 142° of heat have been rendered latent. 

This can be shown as follows : A pound of ice and a pound of water, 
each at 32^ Fah., are placed in exactly similar vessels, over the same 
Bource of heat, so that in any time each shall receive as much heat as 
the other. When all the ice has melted, the temperature of the water 
formed therefrom is only 32^, bat the water in the other vessel will be 
at 174® ; that is, it has gained 142° of heat. We infer, therefore, that 
the ice required 142° to melt it ; but since the temperature of the water 
so produced is only 32° Fah., then 142° must have been rendered 
latent. 

226. Change of Latent into Sensible Heat. — A 

definite amount of heat is required to raise the tem- 
perature of a body through any number of degrees,, 
and when the body so heated is again cooled to its 
original temperature, the same definite amount of heat 
is removed. Whenever, therefore, heat has become latent 
in producing a change of state in any substance, when 
the substance returns to its original state the same quan- 
tity of heat is again evolved. 
Heat is rendered latent in changing a solid into a 
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liquid, or a liquid into a vapor or gas. Latent heat 
becomes sensible, that is, heat is evolved, when a liquid 
solidifies, or a vapor or gas is condensed. 

227. Efifect of Freezing on the Temperature of 
the Air. — A large body of water cannot, in general, 
be cooled below the temperature of 32° Fah. until its 
entire mass has been changed into ice. During the 
•change from water to ice, a large quantity of heat is 
given out which was before latent in the water, conse- 
<iuently, the cold air in contact with the water, while 
causing the cooling of the water, itself becomes heated. 
'Therefore, the freezing of large bodies of water tends 
to raise the temperature of the air. 

Freezing and melting are both gradual processes, on 
account of the heat which disappears in the one case 
and reappears in the other. 

228. Freezing Mixtures. — Considerable heat is 
rendered latent during the change of a solid into a 
liquid by solution. Hence, when solids are rapidly 
dissolved in a liquid, a marked cooling occurs. In 
some cases the liquid is warmed; here, however, a 
chemical combination has occurred between the solid 
and the liquid, and more heat has been produced than 
was absorbed during the solution. 

Advantage is taken of the cooling produced by solu- 
tion to obtain low temperatures artificially. Freezing 
mixtures consist of various proportions of diflferent 
solids, or of diflferent solids and liquids, which, when 
mixed, will dissolve, and so cause a reduction of tem- 
perature. By their use very low temperatures can be 
obtained. 

One of the simplest freezing mixtnres consists of one part of salt, 
and two parts of ice or snow, spread in alternate layers. With this 
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miztare, a temperature as low as — 5^ Fah., that is, 5^ below the zero 
of Fahrenheit's scale, can be obtained. Freezing mixtures are used in 
the preparation of ice-cream. The material to be frozen is put in a 
tin vessel placed inside a larger vessel of wood. Salt and ice are 
packed in layers between the two vessels. The salt causing the ice 
to melt rapidly, the heat necessary for the melting of the ice is taken 
from the cream, which is th,u8 frozen. The outer vessel is made of 
some bad conductor of heat, such as wood, so as to prevent the ice 
obtaining any heat from the air. 

229. Increase of Volume during Solidification. — 

Many metals, such as mercury, contract on solidifying; 
the freezing of the mercury in the bulb of a ther- 
mometer does not, therefore, burst the bulb. Other 
metals, such as antimony, are believed to expand on 
solidifying, and hence fill the moulds into which they 
have been poured, and so take sharp casts. Water 
also expands on freezing, and does so with considerable 
force. Wash-tubs filled with water are often burst 
during a cold night ; even iron bomb-shells have been 
burst by filling them with water, and exposing thena 
to a freezing temperature. 

When water is absorbed by porous rocks, or runs into the crevices of 
those of more compact structure, on freezing, it expands with sufficient 
force to break the rocks into fragments. It is in this way that water 
acts to degrade or break down the rocks, and so aids the rivers in 
carrying the mountains towards the ocean. 

230. Vaporization. — When most liquids are suffi- 
ciently heated, they become changed into vapors. 
When the vapor is given oflf from only the surface, 
the liquid is said to evaporate ; but when the vapor is 
given off from below the surface also, the liquid is 
said to boil. Some solids pass into a state of vapor 
without appearing to first become liquids; they are 
then said to be sublimed. Arsenic is an example of 
such a solid. 

17* 
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231. Formation of Vapors in a Vacuum. — ^If any 

volatile liquid be put into a vacuous space, it will 
rapidly pass into the state of a vapor without the 
addition of external heat. 

If a drop of any volatile liquid be passed up into 
the empty space above the mercury in a barometer 
tube, we will notice not only that the liquid will dis- 
appear and turn into vapor, but that at the same 
time the vapor vdll more than fill the vacuum^ that is^ 
that it unll depress the mercury column^ thus showing 
that it possesses tension. If, now, a little more liquid 
be passed into the tube, it will also evaporate, and the 
column of mercury will be further depressed ; but after 
a certain amount of vapor has been formed, the amount 
of which depends on the temperature, the mercury 
column will remain stationary, and no more liquid will 
be evaporated ; and if it be passed into the tube, it will 
simply float on top the mercury. The vapor in the 
tube is then at its maximum or greatest tension, and 
the space it occupies is saturated with vapor. If, now, 
the tube be heated, more of the liquid will evaporate, 
and the mercury will be further depressed. 

232. Circumstances Influencing Evaporation. — 

The rapidity with which a liquid evaporates into the 
SiJT depends 

n!st. On the extent of surface, because evaporation 
takes place at the surface. 

2d. On the quantity of the same vapor already pres- 
ent in the air, because, when the air is saturated, no 
more of the liquid can evaporate. 

3d. On the removal of the air. Evaporation ceases 
when the air over the liquid is saturated ; if, however, 
fresh air is brought to the surface, more liquid evap- 
orates. 
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4th. On the temperature^ because warm air can hold 
more vapor than cold air. 

5th. On the pressure on the surface. The greater the 
pressure the less the evaporation. In a vacuum all 
vaporizable liquids rapidly vaporizer 

233. Laws of the Boiling of Liquids. — The laws 
for the boiling of liquids are similar to those for the 
fusion of solids. They may be expressed as follows : 

/jLst. The pressure remaining the same, tliere is for every 
liquid a certain temperature at which it boils, 

2d. When a liquid has been heated to the boiling-point, 
the temperature remains the same until all the liquid has 
been vaporized>i All the heat a liquid receives, after it 
has once reacned its boiling-point, is rendered latent 
in converting it into vapor. 

234. Circumstances Influencing the Boiling-Point. 

— An increase of pressure raises the boiling-point. Before 
a liquid exposed to the air can boil, its vapor must 
-have a tension sufficient to enable it to overcome the 
pressure of the air. Hence, the tension of the vapor es- 
caping from a boiling liquid is equal to the pressure of 
the atmosphere. If, therefore, the pressure on a liquid 
be increased, the tension of its vapor must be increased 
before the liquid can boil ; that is, the temperature 
of the liquid must be increased. 

A liquid can never be raised above the temperature 
of its boiling-point, if its vapor is allowed to escape 
into the air. If the vapor be confined, the pressure 
on the surface is increased, and the temperature can 
be increased to any extent, provided the vessel is suffi- 
ciently strong. To extract glue from bones, they are 
boiled at very high temperatures, in water placed in 
closed vessels provided with safety-valves for the es- 
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cape of the steam, should the pressnre become too 



— That a diminiBbed preasnre lowers the boiling-point 
maT be sboffu by an eiperimeot that is Bometimea 
the cvimary paradox. Water ia boiled in a 
o glaaa flask, A, and after a few minutes of 
m boiling, bo ai to permit the steam formed 
to drive all the air ont of the Sask, the 
Bonrce of beat is removed, and the neck 
is closed by a tightly-fitting cork, which 
has been previonBlj steeped in melted wax 
or paraffin, bo as to fill all ita pores. The 
vessel is now inverted below a water-enr- 
face. C, to prevent the entrance of air. For 
a few moments the water will continue to 
boil ; bat the increased pressare on the Bui- 
face produced by the confiDed vapor soon 
raiut the boUing-point and stopi the boiling. 

_ „ ,?*■ ^ , Now let some cold water fall on the bottom 

Th. (Winarj P.»d«. ^^ ^^ ^^^^ ^ ^^^^^ ,^ p^^ 93 ^j^^ ^^, 

por will then be condeoBed, and the pressure being diminished, the 
liquid hnrsts into vigorons boiling. Foot hot water on the flask and 
it will again stop boiling. 

The vapor which escapes into the air from boiling liquid, has at the 
ordinary pressure of the air always the same temperature — vii., 212° 
Fah. 

That the temperature of the liquid 
does not rise above the boiling-point 
may be shown by the following equally 
curious operation. 

Experiment. — lb boU water in a paper-bag. Take 
a square piece of paper and fold it so as to form a 
conical bag, A, as shown in Fig. M. Suspend the 
b^ by strings, and, pouring water into it, allow the 
flame of an alcohol-lamp or Bunsea burner (o fall 
on the bag, being careful to prevent the flame from 
tonching the paper in any place where there ia no 
water. The water can now be heated nntil it boils, 
without the paper being burned, because the paper 
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cannot be heated much more than 212° Fah., and this is not sufficient 
to barn it. 

Caution. — Select good writing-paper, moderately free from sizing. 
Do Tiot crease the paper in folding. Avoid letting the flame play too 
much on the point of the cone. 

Influence of adhesion on the boiling-point, — The press- 
ure remaining the same, the boiling-point varies slightly 
with the nature and shape of the vessel in which the 
liquid is boiled ; because, before the vapor can escape, 
the adhesion of the liquid to the vessel must be over- 
come. Solids dissolved in a liquid increase the tem- 
perature of the boiling-point for the same reason ; be- 
cause the vapor which escapes does not carry the solid 
with it. 

Distillation is a process by which a liquid can be 
separated from a solid dissolved in it. We boil the 
solution and condense the vapor as it escapes. 

236. Latent Heat of Vapors. — The amount of heat 
rendered latent during the change of a given quantity 
of water at 212° into steam at 212°, is sufficient to 
raise the temperature of about one thousand times as 
much water 1° Fah. This is often expressed by saying 
that the water has absorbed 1000° of heat, or that 
1000° degrees have been rendered latent. 

When vapor loses heat and condenses, the latent heat 
again appears as sensible heat^ , 

236. Reduction of Temperature Caused by Evap- 
oration. — We are cooled by fanning, because the warm 
air thus brought into contact with the skin causes a 
rapid evaporation of the moisture on the skin, and 
thus lowers the temperature. 

If water be placed in a vacuous space, and the vapor 
which escapes from it removed as rapidly as it is 
formed, the water will at last be frozen by its own 
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evaporation. Ice machines are constructed on ttis 
principle. The water mast have heat in order to 
evaporate, and this heat is taken from the rest of the 
water, which is thus frozen. 

During the change of water into vapor by the heat 
of the sun, more than 1000° of heat are rendered 
latent. This heat again becomes sensible as the water 
condenses. Since a large amount of this condensation 
takes place in cool or cold countries, we can see that 
such countries must be made warmer by means of the 
rain or snow which falls in them. 

237. Specific Heat.— Equal quantities of diflferent 
substances are not raised through the same number of 
degrees of temperature, by the addition of the same 
quantity of heat. Thus, if we add the same amount 
of heat to a pound of mercury and to a pound of water, 
we will find that if the water has been heated one de- 
gree, the mercury will have been heated thirty-three 
degrees. We therefore conclude that water has thirty- 
three times the capacity for heat that mercury has, or 
that thirty-three times more heat is necessary to in- 
crease the temperature of a given weight of water one 
degree than is required to increase the temperature of 
an equal weight of mercury one degree. 

By the specific heat of a substance we mean the 
amount of heat required to raise the temperature of a 
given quantity of that substance through a certain 
number of degrees, as compared with the amount of 
heat required to raise an equal quantity of some other 
substance through the same number of degrees. Water 
is the substance generally adopted as the unit of com- 
parison. Specific heat, like specific gravity, is merely 
a ratio. 
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238. The Calorimeter. — The thermometer only 
indicates the change which has taken place in the 
temperature of a bodj, that is, it only gives the sen- 
sible heat To obtain the specific heat, we must know 
the latent as well as the sensible heat. There are 
various methods of doing this, one of the best of 
which is by means of the calorimeter. 

We can Mcertaia the total amonut of heat given oat hj a body in 
cooling, from B,aj given temperatnre t« that of 
melting ice, by eeeing how mnch ice it will melt. 
The calorimeter consists of three hollow veflsele, 
M. A, and B, placed ineide one aaother, as ehown 
in Fig. 95. The veseelB A and B are packed with 
dry ice. The Babstance. whose Bpacific heat ie de- 
eired, ia placed in M, and in cooling melts the ice 
in A, the quantity melted being inferred from the 
water which rane into J>. The ice in B preventa 
the heat of the onter air from melting any of the 
ice in A. Suppose one ponnd of a given Babatance 
is heated to 212° and placed in M, and in cooling 
to 32° only melts half as mach ice aa a ponnd of 
WBt«r would in cooling from 212° to 32°^then Fli 96. 

the apecifio heat of the body ia } ^ .S. The Oalortaetar, 

239. The Specific Heat of Water.— Water has a. 
higher specific heat than almost any other common aub- 
Btance, that is, it takes in more heat in being warmed, 
and gives out more in cooling, than any common sub- 
stance. Since about three-fourtha of the earth's sur- 
face is covered with water, we can see that the high 
specific heat of water must exert a great influence in 
preventing extremes of temperature, since water can 
absorb or emit considerable heat without much change 
in temperature. 

240. Mechanical Equivalent of Heat. — Energy 
can never be destroyed. When it disappears in one 
form it reappears as another. Seat is one of the com- 
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monest forms into which mechanical motion can be 
changed; for, since heat is an eflfect produced by the 
vibrations or shakings of the molecules of bodies, we 
can easily change mechanical motion into heat. This 
fact was first discovered by an American named Ben- 
jamin Thomson, but afterwards called Count Rumford. 

We know, as the result of many accurate experi- 
ments, the exact amount of mechanical force neces- 
sary to produce a given quantity of heat. 

The force necessary to produce sufficient heat to raise 
the temperature of one pound of water 1° Fah.^ is equal 
to that produced by a weight of 772 lbs, falling through 
the space of one foot. Or, conversely, one pound of 
water in cooling through 1° Fah. gives out a quantity 
of heat which is capable of exerting a mechanical force 
sufficient to raise 772 lbs. through the space of one 
foot. These figures were first determined by an Eng- 
lishman named Joule, and are called Joules equivalent. 

The fact that heat can be produced by mechanical 
force is seen in the heat developed by the friction of 
one surface on another, and also in the heat developed 
by percussion. A stout copper wire, if rubbed with a 
piece of stiff paper, may be made hot enough to set fire 
to a match; or a soft iron nail may be made sufficiently 
hot, by rapid hammering, to char a piece of paper. 

241. The Steam-Engine. — The method most com- 
monly adopted for the change of heat into mechanical 
work, is by means of the steam-engine, 
rjr ^^* ^^ employed to change water into steam. 
The water is placed in a suitable vessel, generally 
wh h^^ ^f^^' called the boiler, the construction of 
w ich varies with the character of the steam-engine 
with which it is to be used. 
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The steam passes from the boiler throiigh a pipe 
leading to a box, A, Fig. 96, called the steam-chest, 
through which, by a con- 
trivance, B, called the 
slide-valve, it is admitted 
alternately to different 
sides of a piston, C, so ar- 
ranged ns to move freely 
in the cylinder, D. 

By the pressure which, 
the steam exerts on the 
piston, it is moved back- 
wards and forwards from 
one end of the cylinder 
to the other. The mo- 
tion of the piston is com- 
municated by means of 
the rod, E, to a beam, F, moving on a bearing, Q. By 
means of the connecting-rod, H, attached to the other 
end of the beam, R, the motion is carried to a large 
heavy wheel, /, called the fiy-wheel. The alternating 
motion of the beam is converted into a steady rotary 
motion by means of the crank, J. In this manner the 
backward and forward motion of the piston is caused 
to produce a continued rotary motion of the fly-wheel. 
To the axis of the fly-wheel pulleys are generally at- 
tached, from which, by means of belting and shafting, 
the motion is carried to the machinery to be moved. 

By means of the slide-valve the steam in the steam- 
chest is alternately cut off from one side of the piston 
and admitted to the other side, and at the same time 
an opening provided through which the steam can 
escape from that side of the piston from which the 
steam has been cut off. In the low-pressure steam- 
18 
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engine this steam passes through a pipe, K^ into a 
chamber, i, called the condenser. In this chamber a 
jet of cold water is allowed to play. By this means 
the steam which passes from the steam-cylinder into 
the condenser is condensed, thereby lowering the 
pressure on that side of the piston from which the 
steam has been cut oflF. A pump, Jf, called the air- 
pump, worked by the rod, 0, removes the water from 
the condenser. The slide-valve is moved by means 
of a bent lever moved by the eccentric rod, P. 

In the high-pressure engine, the steam escapes at 
once into the air, after it has moved the piston to 
either end of the cylinder. The pufi& of steam which 
escape from such engines denote the speed with 
which the piston is being driven backwards and for* 
wards. 

When the piston is at the farthest part of its stroke, 
that is, when it is at one end or the other of the cyl- 
inder, the crank, J, and connecting-rod, IT, are in the 
same straight line. In such a position the tendency 
to motion of the beam, F, will not be carried through 
the connecting-rod and crank so as to produce a rota- 
tion of the fly-wheel, but will simply produce a strain 
on those parts. These two positions are called the 
dead points of the engine. The fly-wheel, by its 
inertia, continues to move and carries the crank past 
these points. 

242. Other Sources of Heat. — Besides the sources 
of heat already mentioned, we have heat of the sun and 
fixed stars, and that produced by chemical combination 
and by electricity. 

The way in which heat is produced by chemical com- 
bination is well illustrated by the case of a body bum- 
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ing in the air. As the combustible body combines 
with the oxygen of the air, the oxygen, in rushing 
towards the combustible materials in the body, sets 
its molecules into the vibratory motion necessary to 
cause heat. / - 

Syllabus. 

When a solid is changed into a liquid hy the addition of heat, it is 
said to he fused. When the fased liquid is allowed to cool, it again 
becomes solid. 

Sensible heat is the heat a body possesses as indicated by its tem- 
perature, or by the thermometer. Heat which does not raise the tem- 
perature is called latent heat. 

In order to cause a mass of ice at 32^ Fah. to melt, a quantity of heat 
is rendered latent, which, were it acting as sensible heat, would be suf- 
ficient to raise the temperature of 142 times as much water 1^ Fah. 

Heat is rendered latent in changing a solid into a liquid or a liquid 
into a gas. Latent heat becomes sensible, or heat is evolved, when a 
liquid solidifies or a gas is condensed. 

Freezing mixtures consist of mixtures of various solids, or solids and 
liquids which, when brought together, melt or dissolve rapidly. The 
reduction of temperature they cause is due to the heat which is ren- 
dered latent. 

Some substances, like water and antimony, at the moment of solidi- 
fying expand with considerable force. 

A liquid is said to evaporate wh^n it gives oflf vapor from the sur- 
face only ; it is said to boil when it gives off vapor both at and from 
below the surface. 

All vaporizable liquids vaporize at once when placed in a vacuum. 
When a given space holds as much vapor as it can be made to hold 
without change of temperature, it is said to be saturated. 

The rapidity of evaporation is influenced, 1st. By the extent of sur- 
face ; 2d. By the amount of the same vapor already in the air ; 3d. 
By the renewal of the air ; 4th. By the temperature, and, 5th. By the 
pressure on the surface. 

When a liquid begins to boil, the temperature remains the same 
until the whole has been vaporized. The vapor which escapes from 
water boiling at 212^, has the same temperature as the boiling-point 
of the liquid. 
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The boiling-point is increased by an increase of pressure. It is also 
increased by adhesion, whether between the liquid and ^he walls of 
the vessel or between the liquid and solids in solution. 

The redaction of temperature produced by evaporation is caused by 
the large amount of heat that becomes latent when a liquid is changed 
into a vapor. 

By the specific heat of a substance, we mean the amount of heat re- 
quired to raise the temperature of a given quantity of the substance 
through a given number of degrees, as compared with the amount 
of heat required to raise the weight of an equal quantity of water 
through the same number of degrees. 

The sensible heat of a body is determined by a thermometer ; the 
specific heat by a calorimeter. 
Water possesses the greatest specific heat of any common substance. 
By the mechanical equivalent of heat we mean the amount of me- 
chanical force which a given quantity of heat is capable of exerting. 

772 lbs. falling through the space of one foot, represent a force ca- 
pable of heating 1 lb. of water 1** Fah. 

Heat may be caused to give up its energy in the form of mechanical 
work by means of the steam-engine. 

The principal sources of heat are, 1st. Mechanical ; 2d. Heat of sun 
and fixed stars ; 3d. Chemical combination ; 4th. Electricity. 
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Questions for Reviexat. 

What is the difference between latent and sensible heat ? 
State the laws for the fusion and for the solidification of solids. 
How many degrees of heat are rendered latent during the melting 
of ice ? Explain fully how this can be determined. 

Under what circumstances is sensible heat rendered latent ? Under 
what circumstances is latent heat rendered sensible ? 

What are freezing mixtures? Explain the manner in which they 
act Name any simple freezing mixture in common use. 

iVame any substances that increase in volume on solidifying. Name 
any substance which decreases in volume on solidifying. How does 
water cause the degradation or breaking down of rocks ? 

Hen 18 a liquid said to evaporate? When is it said to boil? 
When 18 a solid said to be sublimed? 

scribe \??^'°' ^^'''' ^ ^°^**^^^ ^^^"^^ '' P^* i°*o * vacuum? De- 
n experiment which shows, let. That vapors possess tension, 
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and 2d. That when a space is saturated with any vapor, no more of 
the liquid will evaporate. 

Name the circumstances which influence the rapidity of evapora- 
tion. Explain why each acts in the manner it does. 

State the laws for the hoiling of hquids. How much heat is ren- 
dered latent during the change of water at 212° to steam at 212° ? 
Name the circumstances which affect the boiling-point. Describe the 
culinary paradox. 

How can water be boiled in a paper-bag? Why does not the 
paper burn ? 

Name some examples of the reduction of temperature caused by 
evaporation. 

Define specific heat. How may the specific heat of a substance be 
determined ? Describe the construction of the calorimeter. 

What effect is produced on the climate of the earth by the very 
high specific heat of water ? Why should this effect be produced ? 

What do you understand by the mechanical equivalent of heat? 
What is the value of Joule's equivalent ? Who discovered the rela- 
tion that exists between heat and mechanical force ? 

Give any examples in which heat is produced by the exertion of 
mechanical force. 

Name the principal sources of heat. 
18* O 




Part IV. 

Light and Electricity. 

—- ~««o. — 

CHAPTER I. 

LIGHT. — ITS NATURE AND SOURCES. — AC- 
TION OF MATTER ON LIGHT. 

813. The Nature of Light. — Light is caused by a 
vibratory motiou of tbe luminiferous ether. 

As we have already Been, hot bodies radiate or give 
off their beat by meana of waves imparted by tbeir 
molecules to the surrounding ether. When this etber- 
motion ia sufficiently rapid, it becomes visible as light 
The invisible ether-motion constitutes, in most cases, 
radiant heat, although the visible rays also possess 
heating power. Neither the visible nor the invisible ether- 
motion, however, is to be confounded with temperature, 
which in all cases is caused by the vibration of the mole- 
cuka of the body, and never by the vibrations of the ether. 

It IB only the atmospheric vibrations between certoin rates that are 
able to eioJte the sensation of Bonnd, These limits, as we have seen, 
eitend from 16 to about 48,000 per second. Atmospheric vibrations 
lass rapid ^n 16. or more rapid than about 48,000, fail to affect the 
ear as sonnd, although they d.ffer from those which can so affect it in 
no other respect than as to their wave I«.eth. 

ine um, u true of the ether-waves; only those between certain 
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rates are able to cause the sensation of light. When either too slow 
or too rapid, they fail to affect the eye, and are then invisible. 

244. Sources of Light. — The principal sources of 
light are the sun and fixed stars, chemical combina- 
tion, and electricity. Nearly all our light comes from 
the sun. Artificial light is generally obtained by some 
form of combustion, such as that produced by burning 
gas or oil in air. 

245. Luminous and Illuminated Bodies. — A body 
which produces the light it gives off is called a lumi- 
nous body. A lighted candle is a luminous body, since 
it produces or causes the light it gives off. A body 
which shines by throwing off light it has received from 
a luminous body, is said to be illuminated. The sun is 
a luminous, the moon an illuminated body. Nearly all 
visible objects are illuminated ; we see them by means 
of the light they receive from luminous bodies. 

246. Transparent, Translucent, and Opaque Bod- 
ies. — When a body allows light to pass through it so 
as to enable us to see clearly the outlines of other bod- 
ies through it, it is said to be transparent; when it 
allows the light to pass through it so as not to permit 
us to see the outlines of other bodies through it, it is 
said to be translucent; when it will not allow the light 
to pass through it at all, it is said to be opaque. The 
difference between a transparent and a translucent body 
is not so much in the amount of light which can pass 
through each, as in the manner in which the light passes 
through. Water is transparent ; oiled paper is trans- 
lucent ; and iron and wood are opaque. 

Many substances that are ordinarily opaque are partially trans- 
parent, when in very thin films ; thus, a thin film of gold allows yel- 
lowish-green light to pass through it, and a thin film of silver a bluish 
light 
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847. Ray, Beam, and Pencil. — A ray is a single 
line of light, taken in the direction in which the light 
is moving ; a beam is a number of parallel rays ; a 
pencil is a number of rays from any luminous point ; 
the pencil is converging when the rays are all moving 
towards the same point ; and diverging when they are all 
moving /rom the same point. 

The particles of air in a sound-wave vibrate in the same direction in 
vfhich the vtave i» moving; but in light and heat the ether particles 
vibrate at right angles to the direction in which the wave is moving. 

248. Direction in which Light Moves. — like 
sound and heat, light moves in perfectly straight lines, 
if the medium through which it is passing continues 
of the same kind and density throughout. 

A beam of light coming into a darkened room lights 
up the dust particles floating in the air, and we can 
then see that the light moves in straight lines. 

249. Shadows. — When light falls on an opaque 
body, the space immediately behind the body into 
which the light cannot penetrate is called a shadow. 

' Shadows result 

from the fact 

that light moves 

in straight lines, 

"^"^^^^^^B and is not per- 

^ ceptibly bent on 

Rg. 97. - Umbra or Complete Shadow. " passing the edge 

of a body. If a luminous point, 5, Fig. 97, be placed 
near an opaque body, A, the light falling on the 
opaque body will illumine the parts nearest it, but 
grazing the edges of the body, as at a and 6, wiU 
continue moving in sensibly the same straight lines, 
^"^ * ^ m which it came from the luminous point 
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If the luminous point come nearer the opaque body, as 
at *', the shadow becomes larger, being now bounded 
by the lines a' a a' and s' b V. The shape of the shadow, 
therefore, is dependent on the shape of the opaque body, and 
the size of tlie shadow on the distance of the luminous point 
from the opaque body. 

When the luminous body has any extent, as for 
example, S^ Fig. 98, the light from its central part 
meets the opaque ,.^— ^^^-^^ J 

body, which casts 
a shadow of the 
same shape as be- ^'''^— ^ 

fore. Only a part ^' 88.-P«mmbra or Partial Shadow. 

of this shadow, however, is complete, viz., that lying 
within the conical space a ob. The shadow is less and 
less complete as we pass bX P P outside this space, since 
these portions are illumined by the light coming from 
the edges, c d^ of the luminous body. That part of the 
shadow Ijdng within a ob^ into which no light pene- 
trates, is called the umbra or complete shadow ; that lying 
without these lines, as far as af and b g, is called the 
penumbra or partial shadow. 

Experiment. — Hang a wet sheet from the ceiling, to act as a curtain 
or screen. Where convenient, it is preferably hnng in an open door- 
way leading into an adjoining room. Place a lighted candle on the floor 
back of the sheet, and then walk backwards and forwards between 
the candle and the sheet, and very curious and grotesque shadows 
appear to those on the other side of the sheet, without their being 
able to see how they were caused. While walking towards the candle 
the shadow rapidly increases in size, and while walking away from it, 
rapidly decreases. By stepping over the candle, the shadow appears 
to be leaping through the ceiling. 

260. Velocity of Light. — Light moves with the 
almost inconceivable velocity of about 185,000 miles a 
second. This velocity could take it more than seven 
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times around the earth at the equator, in a second. For 
all distances on the earth at which objects are visible, we 
may regard the transmission of light as instantaneous. 

The velocity of light has been determined by various Mtronomic&l 
observations. It has also been measured by different instruments es- 
pecially contrived for the purpose. 

251. Actions which Take Place at the Surfaces 
of Bodies. — When light falls on a body, it either 
passes into the body, or is thrown off from its surface. 

The light which is thrown off from the surface is 
either diffused or reflected. 

The light which passes into the body may pass 
through it, if the body be transparent or translucent; 
if in this case the direction of the light is changed on 
entering the body, the light is said to be refracted. 
When the light which enters the body does not pass 
through it, the light is then said to be absorbed. Ab- 
sorbed light is generally converted into heat ; but it 
sometimes renders the body phosphorescent. 

262. Diffusion of Light.— When the light which 
falls on the surface of a body is thrown off from it in 
all directions^ it is said to be diffused. Illuminated 
bodies shine by means of diffused light, which they 
throw oft* in all directions. 

263. Reflection of Light.— When light falls on the 
surface of a body, and is thrown off from it at equal 
and opposite angles to that at which it struck the sur- 
face, it is said to be reflected. 

Since the ether- waves, which are the cause of light, are elastic, they 
are reflected from the surface of hard bodies in the same maimer as 
any other elastic body. 

264. Laws of the Reflection of Light. — 1st. The 
angle (f reflection is equal to the angle (f incidence. 
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Let a ray of light, A B, Fig. 99, fall on a reflecting 
surface at the point 
B. At this point 
draw the perpen- 
dicular, D B, then 
A B DiB the angle 
of incidence, and 
B B Cis the angle 
of reflection. 
y-~2d. The light will 

he reflected in the same 

, -' , , . , FU.99.-B«flMt!(iiiofIIght 

plane as that tn which 

the inddeni ray and the pajxndimilar at the point of in- 
cidence lie. V 

Thus, if the incident ray, A B, and the perpendicalar, D B, lie in 
the plane of the paper, the reflected ray, B C, will also lie in the plane 
of the paper, and not abore or below it. 

yZ 256. Amount of Light Refiecied. — The amount of 

light reflected at any surface depends, 

Ist. On the kind of material forming the surface, and 
its degree of polish. 

2d. On the angle at which the light strikes the sur- 
face. V 

Highly-polished metals and glass are excellent reflect- 
ors of light. Most light is reflected from the surface 
of a transparent substance, like glass or water, when the 
light falls obliquely oa the surface. When light falls 
on such surfaces nearly at right angles to the surface, 
most of the light passes through the body. When the 
sun is nearly overhead, we can look at his image in a 
water-surface without being dazzled, because but little 
of the light is reflected ; but when the sun is nearly 
setting, the image is too dazzling to be looked at stead- 
ily. Most light is reflected from opaque surfaces, like 
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those of polished metals, when the light falls the most 
directly on the surface — that is, at right angles to it. 

256. How Bodies become Visible. — Only those 
bodies are visible which throw off light in all directions. 
Both luminous and illumined bodies do this, and hence 
are visible. Illumined bodies are visible on account 
of the diffused light they throw off. A body which 
regularly reflects light cannot be seen. A fine polished 
mirror is invisible, and is often mistaken for an open 
doorway. When a mirror is tarnished or covered with 
dust, it then diffuses a part of the light which falls upon 
it, and thus becomes visible. 

A ray of light is invisible unless some light from it 
enters the eye. We do not see the rays which pass 
from the stars to the earth. The path of a ray through 
a dusty room is visible because the particles of dust 
scatter or diffuse the light. 

267, Absorption of Light. — When the ether- waves 
fall on a body, and are neither transmitted through 
it nor are thrown off from its surface, they pass into 
the body and are absorbed. Absorbed light generally 
causes the molecules of the body to vibrate so as to 
produce heat. It sometimes causes the molecules to 
vibrate rapidly enough to produce light, when the 
body is said to be phosphorescent. 

When a surface absorbs most of the light which 
falls on it, it appears black or dark, because it diffuses 
but little light. No surface absorbs all light which 
falls on it, since we know of no bodies so black as to 
be invisibly// 

268. Phosphorescence. — Phosphorescent bodies are 
those that, when exposed to a bright light, will con- 
tinue to shine for some time after they are taken into 
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the dark. The ether-waves in being absorbed im- 
part their motion to the molecules, and cause them 
to vibrate so as to give out light or become luminous. 

The term phosphorescence is sometimes also applied to the faint light 
emitted by glow-wonns, fire-flies, and jelly-fish, or by decaying animal 
and vegetable substances. This is quite different from the phosphores- 
cence just described, and is due to a slow oxidation of a substance pro- 
duced by the animal, or which results from the decomposition of decay- 
ing animal or vegetable matter. 

259. Refraction of Light. — When light passesjrom 
one transparent substance to another, it is bent out of 
its straight course, or refracted^ as it enters the other 
substance. While passing through this substance, how- 
ever, it moves in straight lines. 

Thus, if a ray of light, D -4, Fig. 100, pass through the 
air and fall on a water-sur- 
face, S J5, at the point J, 
a part will be reflected in 
the direction A JE; but 
the part which enters the 
water does not continue 
in the same direction^ A F^ 
it had while in the air^but 
is bent at the point where 
it strikes the surface^ A, 
and takes the direction A G. 

If the light is refracted, it must either pass on the 

side of A F^ which is farther from the perpendicular, 

A H^ or on the side which is nearer it. When light 

passes from a rare to a dense medium, as from air into 

water or glass, it is bent towards the perpendicular; when 

it passes from a dense to a rare medium, as from water 

or glass into air, it is bent /rom the perpendicular. 
19 
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Fig. 100.— Befraotion of Light. 
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260. Laws of Refraction of Light. — 1st. The ind- 
dent ray, the perpendicular at the point of incidence, and 
the refracted ray, all lie in the same plane. 

2d. Between the same two media, the sine of the angle 
of refraction bears a constant ratio to the sine of the angle 
of incidence, whatever may be the angle of incidence, -L 

In Fig. 101 let a circle be described about the point of incidence, J, 

by the radius, D I, and let lines, D iVand F8, 
be drawn from the ends of the radii, ID and 
I 8, at right angles to N I F, the perpen- 
dicular at the point of incidence ; then these 
lines, D N and P 8, will be respectively the 
sithes oi D I N and 8 IF, the angles of inci- 
dence and refra.ction. Now, between the same 
two media, the sines of the angles of incidence 
and refraction always bear the same ratio to 
each other, no matter what maybe the angle 
of incidence. 

This ratio is called the index of refraction, and may be represented as 




Fig. 101. 
Index of Befraotton. 



follows, viz. : the index of refraction 
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The index of refraction 



varies for different media, but is constant for the same two media. 

The refraction which occurs when light passes from 
air to water may be shown as follows : 

Experiment. — Place a coin, o, in the bottom of an empty bowl, A, 

Fig. 102, and stand in such a position 
that the coin is just invisible, as at c. 
Let some one quietly pour clear water 
into the basin, and the ray of light which 
just passes the edge of the basin will 
be bent as it passes out of the water, 
and, taking the direction h c, will 
enter the eye of the observer, who 
Figt 102.— An Effect of Befraotton. will see the coin in the position a\ 

Oaution. — Place the eye so as just to 
see the coin over the edge of the empty basin ; then move the head back 
until the coin just disappears ; this will be the best position in which 
to stand. 
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261. EfFects Caused by Refraction. — To an ob- 
server at c, the coin appears to be raised from its true 
position, a to a'. .This effect is produced when we are 
looking at things in water, and is caused by refraction. 

In Fig. 102, the light is represented as coming from 
one point of the coin. The diverging pencil of light, 
which enters the eye, appears to diverge from the point 
a', and consequently the eye sees the image of this point 
of the coin at a', and not at a. The coin and bottom 
of the vessel appear raised, and the water appears less 
deep than it really is, a circumstance which often causes 
errors of judgment in entering the water. 

A stick partly immersed in water appears bent at the 
surface, from the refraction of the light at that point. 

262. Intensity of Light. — The amount of light re- 
ceived by any surface is smaller the greater its distance 
from the luminous source, or in other words, the inten- 
sity of the light it receives decreases as the distance 
increases. The rate of this decrease may be expressed 
as follows, viz. : 

The intensity of the light received hy any surface is 
inversely proportional to the square of its distance from 
the luminous source. 

If an opaque body be placed in the path of a beam 
of parallel rays, the intensity of the light it receives 
will be sensibly the same at all distances; but when 
illumined by a diverging pencil, such as is given off 
from all luminous points, the intensity decreases as the 
square of the distance from the source. 

Let /Si in Fig. 103, be a luminous point, and A an 
opaque screen one inch square ; then A will receive a 
certain amount of light, depending on its size and its 
distance from S. Let its distance from S be one foot^ 
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then, if a screea be placed at B, two feet from S, it will 
receive a shadow four times as large as ^ ; at three feet 
from S, or at C, it will receive a shadow 
nine times as large as A, and at four feet, 
or at D, sixteen times as lai^. If; now, 
the opaque body, A, be placed at B, the 
quantity of light it will receive will be 
but one-fourth that which it received at 
A, and consequently the intensity of the 
light it receives will be but one-fourth its 
intensity at ^ ; at C the intensity of the 
light will be but one-ninth, and at D but 
one-sixteenth. 

If the eye be placed at A, the amount 

of light which it receives will be limited 

by the size of the pupil or the opening 

throi^h which light enters the eye. When 

Pj^ i(,g placed at B, the size of this opening re- 

Th* intrauity maining sensibly the same, the amount of 

^ light the eye receives is but one-fourth of 

that received at A. 



863. Photometers. — We can measure the intensity 
of different lights by means of instruments called pho- 
tometers. 

If a faint grease spot be made in a sheet of paper, it 
becomes visible when held between the eye and a source 
of light, because more light comes through where the 
paper is greased than elsewhere. If it be held between 
two sources of light, so as to be eqiially illumined, the 
grease spot will disappear, since it will then be no 
brighter than the rest of the paper ; but if it be moved 
towards either light, the spot will be more illumined 
than the rest of the paper, and wiU again appear. This 
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is the principle of Bunsen's Photometer, in which a faint 
grease spot is made in a sheet of paper supported in a 
frame. The paper is placed between two lights, and 
moved backwards and forwards until a position is ob- 
tained at which the spot disappears. Call the two lights 
A and B, and suppose the screen be one foot from A 
and two feet from B, then B has four times the inten- 
sity of A. 

264. Images Formed by Small Openings. — If the 
rays of light from brightly illumined objects be allowed 
to come through a small opening into a dark room in 
which a white screen, A, Fig. 104, is placed in front 
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of the opening, they will form on the screen an accurate 
image of the objects from which they came. The image 
will have the same colors as the object, but will be in- 
verted, that is, turned upside down, and from right to 
left. The size of the image will depend on the distance 
of the screen from the opening. 

The diffused light, coming from all points of the ob- . 
ject, enters the opening and produces on the screen an 
IB" 
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exact representation of those parts from which it came. 
As, however, the rays cross at the opening, the light 
from the top parts of the object will be received on the 
lower parts of the screen, and those of the lower parts 
of the object on the top parts of the screen ; the image 
must therefore be inverted. 

Experiment. — Allow the snnlight to pass through a hole in the 
shutter of a darkened room, and let the image fall on a piece of white 
paper, held at right angles to the direction in which the light is enter- 
ing the room. A round disc of light will he seen on the paper. This 
is the image of the sun. 

Experiment — Paste a flat, smooth piece of tin-foil over the hole in 
the shutter, and punching a hole in the foil with a large pin or needle, 
allow the diffused light from the trees, houses, or other objects outside, 
to fall on a screen held opposite the pin-hole. An inverted image of 
the things outside will be seen on the paper. 

Experiment. — Unsolder the top from an empty tomato-can, by 
holding it in the flame of a Bunsen burner, and punch a hole in the 
bottom with a nail. Paste a piece of tin-foil over the nail-hole, and 
make a pin-hole in it. Cover the open end of the can with a piece of 
oiled paper. If now a lighted candle be brought near the pin-hole, 
an inverted image of the candle will be seen on the oiled paper. 

Caution, — Round, smooth-edged holes are preferable. Large holes 
give brighter, but less distinct and sharp images than small holes.'"*^ 

266. Mirrors and Specula. — A highly-polished 
body, having a regular surface and capable of reflect- 
ing most of the light which falls upon it, is called a 
mirror or a speculum, A reflector made of glass, cov- 
ered on the back with some good reflecting surface, is 
called a mirror; a highly-polished metallic reflector is 
called a speculum. Mirrors or specula may be either 
plane or curved. 

266. Images Seen in Plane Mirrors. — When an 
object is placed in front of a plane mirror, an image 
the same size as the object will be seen as far back of 
the mirror as the object is in front of it. 
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We always see an image in the direction in which 
a ray of light comiTig 
from the object enters 
the eye. If, therefore, 
an object, such as a can- 
dle, A B, Fig. 105, be 
placed before the plane 
mirror, C D, the image 
will be seen by an eye at 
P, as, though it were at 

A' B', back of the mir- ^'B' i™'-i»»e« i'o™»* ^r ^^o Micron. 
ror. Every point of the object, as A, sends a cone of 
rays to the mirror, a part only of which, however, enters 
the eye after reflection. This point of the object will ' 
appear to be situated back of the mirror where those 
rays apparently meet. 

It can be proved by geometry that this distance, A', 
back of the mirror is equal to the distance, C A, of the 
luminous point in front of it. The image appears as 
iar back of the glass as the object itself is in front of it. 

The image which appears back of the glass, and 
which is formed by rays which do not come directly 
from the object, is called the virtual image. If the 
eye looked at ^1 ^ it would see a real image; that 
is, one formed by rays coming straight from the ob- 
ject. 

Plane mirrors cause the image to appear inverted 
from right to left. 

Bzperimcnt. — Write on a sheet of psper, and before the ink dries 
presB a clean piece of blotting-paper on the writing, and on remoying 
the blotter it will have a copy of the writing, inverted from right to 
left, JQBt as a mirror appears to invert objects ; for, hold the blotter in 
front of a looking-glaBB, and the writing on the blotter can easily b« 
read in the glass. 



^fJ^c 
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The fact that the eye sees an im^e in the direction 
in which the raya enter it can be amusingly shown aa 
follows : 
Experinwnt. — By placing four sraaU pieces of lookiug-glasa at a, b, 
e, And d, as shown in Fig. 106, t, ray 
of light from a distant object will, 
after reflection from the mirrow, enter 
i^ Cthe eye at C, In the Bune direction as 
that in which it came from the ob- 
ject; the eye, therefore, will see the 
ohject, althongh an opaqne object, 

-ni ina -r i_f .i. i. it i >. such a£ a brlck, bc held at .S, betwesu 
Fig.lOe.-LiMkiii2throii(haBrl^ ^, , , ' ^. , ,, ' ,. 

the eye and the object, thus making 
it appear as though the person was seeing through the brick. The 
mirrors may be concealed in a suitably shaped hoi, with openings at 
A and a 

"When any object ia placed between two plane mir- 
rors inclined at any angle to each other, a number of 
images will be seen, which will be greater as the incli- 
nation between the two mirrors is less. This multi- 
plication of the image of an object is seen in the kaiei- 
doscope. 

Experiment. — Place two looking-gtasaea, or pieces of glass, at any 
angle with each other, and observe the images of an object placed 
between them. Now change the inclination of the mirrors, and note 
the change in the number of imagee. 

267. The Visual Angle. — The rays of light which 
come from the extremities of an object meeting at the 
eye, form an angle called the visual angle. We judge 
^ ^, of the size of an ob- 

ject mainly by means 
of the visual angle; 
T« ,^ ^ t, , . \ '*' the larger the visual 

rig, 107.-The Visual jUgle. , ? , i 

angle the larger does 
the object appear. Thus, in Fig. 107, the visual 
angle under which the eye sees the object A A is 
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AO A. If, DOW, the object be carried to A' A', it will 
then be seen under the amaller visual angle A' A', and 
will, therefore, appear smaller. The smaller object, Ct7, 
is seen under the same visual angle as A' A', and there- 
fore appears of the same size. 

Any cause which alters the value of the visual angle, 
changes the apparent size of the ohfect. 

268. Curved Mirrors. — Curved mirrors may be of 
a variety of forms. We will consider two of these 
forms, viz., concave and convex mirrors. Concave mir- 
rors are ctirved like the inside of a watch crystal. Con- 
vex mirrors are curved like the outside of the crystal. 

When rays of light from illumined objects enter the 
eye after reflection from curved mirrors, their direction 
is generally so changed, that the visual angle under 
which the eye views the image, is different from that 
under which it would have viewed the object, had it 
observed it directly. The apparent size of the image, 
there/ore, is different from the apparent size of the object. 

Whenever a number of rays collect at a single point, 
that point is called &focus^ , 

869. Concave Mirrors.— Parallel rays of light fall- 
ing directly on a concave mirror, collect, after reflec- 



Rg, lOS.— Aotloii of OonoaTe Hlnor on ft B«am of Light. 
lion, at a point in front of the mirror. This point is 
called the principal focus of the mirror, and is situated 
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midway between the centre of the mirror and the centre 
of the sphere of which the mirror may be conceived to 
be a part. Thus, in Fig. 108, the principal focos ie 
shown at F, midway between the mirror and the point 
C, called the centre of curvature. 

If a luminous point be placed at L, more distant &om 
the mirror than the centre of curvature, the diverging 
rays which it casta on the mirror will, after reflection, 
converge to a focus at S. Conversely if the luminous 
point be placed at S, the focus will be at L. The points 
L and S are called respectively the hnger and shorter 
conjugate foci. 

If the source of light be placed at 0, between the 
principal focus and the mirror, the rays will, after re- 
flection, appear to come from a point, H, back of the 
mirror, called the virtual focus. 

270, Images Formed by Concave Mirrors. — If 
an object be placed before a concave mirror, between 
the mirror and the principal focus, the image will ap- 
pear back of the mirror erect and larger than the object. 
The manner in which the 
visual angle is changed by 
reflection, is seen in Fig. 
109, in which a person is 
represented as looking at 
his magnified image in a 
concave mirror. The rays 
_ Fig. 109. of light coming fi-om any 

Tlrtnillm^B in Oonoats Minor. ■ I c ^i, v- x 

point of the object, as o, 
fall on the mirror, being reflected from it as shown 
by the arrow, and enter the eye of the observer as 
though they came from a point, a\ back of the mirror, 
BO, also, those coming from the point b are so changed 
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in their direction bj reflection as to appear to come 
from the point y. The observer, therefore, eeea an en- 
larged erect image at a' i/. 

If the object, such as a candle, be placed before a 
concave mirror, at 
a shorter conju- 
gate focus, an in- 
verted and mag- 
niSed image frill 
be seen at the 
longer conjugate 
focua, as shown in 
Fig. 1 10 at ^; but 
if the object be 
placed at the ^- ^"^""^ ^^' ^ O"""*" "i™'- 

loi^r conjugate focus, the image will be inverted and 
smaller than the object, and will be seen at the shorter 
conjugate focus. 

The foci of convex mirrors are similar to those of 
concave mirrors, but are formed on opposite sides of 
the mirror to what they are formed in concave mirrors. 



Syllabus. 

Light IB cansed by a vibratory motion at the luminiferons ether. 
When the motion imparted to the luminiferoaa ether by the molecnleB 
of heated bodies is snScieatly rapid, it becomes visible as light. 

lavieible ether-motion constitntes, in moat cases, radiant heat. The 
viaible ether-motiOD also possesses heating powers. Neither the visible 
nor the invisible ether-motion is to he confounded vith temperature, 
which, in every case, is caused by the vibrations of the molecules of 
the body, and never by the vibration of the ether. 

The principal sonrces of light are the sun, stars, chemical combina- 
tdon. and electricity. 

A body which gives off the light it prodaces, is called a laminoaa 
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body. One whicli gives off the light it receives from other bodies, is 
called an illnminated body. 

Transparent bodies allow ns to clearly see other bodies through 
them. Traoilacent bodies allow light to pass through them, but will 
not allow other bodies to be seen through them. Opaque bodies do 
not allow any light to pass through them. 

A single line of li^ht is called a ray ; a number of parallel rays is 
called a beam ; a cone of light it called a pencil ; pencils may be either 
converging or diverging. 

Light moves in straight lines. When it meets an opaque body, a 
shadow is formed back of the body. The umbra or complete shadow 
receives no light ; the penumbra or partial shadow is partially illu- 
mined. The velocity of light is about 185,000 miles per second. 

When light falls on the surface of a body, it is either thrown off from 
the surface or it enters the body. That which is thrown off from the 
. surface is said to be diffused when it passes off in all directions ; but to 
. be reflected when it passes off in only certain directions. 

The light which enters the body either passes through it, and is 
bent out of its course or refracted on entering the body, or it is absorbed 
by the body. When absorbed it causes heat, or renders the body phos- 
phorescent. 

The laws for the reflection of light are the angle of incidence is equal 
>to the angle of reflection; and the incident ray, the perpendicular 
: at the point of incidence, and the reflected ray, all lie in the same 
plane. 

The amount of light reflected at any surface depends on the kind of 
:material forming the surface, its degree of polish, and the angle at 
xwhich the light is incident. 

Bodies become visible by means of the light which they give off in 
all directions. When a ray of light passes from a rare to a dense me- 
dium, it is refracted or bent out of its original course towards the per- 
pendicular at the point of incidence ; if it come from a dense into a 
rare medium, it is refracted from the perpendicular. 

Whatever be the angle of incidence, the angle of refraction bears a 
constant ratio to the angle of incidence, provided the light is passing 
through the same two media. The incident ray, the perpendicular 
at the point of incidence, and the refracted ray all lie in the same 
plane. 

The refraction of light, in passing from water into the air, causes 
the water to appear less deep than it actually is. 

The intensity of light decreases as the square of the distance from 
the source. 
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The relative intensity of different lights is measured by means of 
instruments called photometers. 

Bays of light passing through a small aperture in the wall of a 
darkened room form an inverted image of the object from which they 
came. 

Mirrors and specula are polished bodies with regular surfaces, that 
are capable of reflecting most of the light which falls on them. They 
are either plane or curved. 

Images formed by plane mirrors are of the same size as the objects, 
and appear to be as far back of the mirror as the object is in front 
of it. 

The visual angle is the angle formed by the rays of light from the 
extremities of an object meeting at the eye. The apparent size of an 
object depends on the visual angle under which it is seen. Curved 
mirrors, by altering the visual angle under which objects are seen, 
cause them to appear either larger or smaller than they actually are. 

An object placed before a concave mirror, between the principal 
focus and the mirror, appears enlarged, erect, and back of the mirror ; 
if placed at either conjugate focus, it is seen at the other focus, in* 
verted. 



-oo}«o«- 



Questions for Review. 

By what is light caused ? How does it differ from heat ? 

Name the principal sources of light. Distinguish between a lumi- 
nous and an illumined body. 

Define transparency, translucency, and opacity. Are any of the 
metals transparent? 

Distinguish between a ray, a pencil, and a beam. What two kinds 
of pencils are there ? 

How can you prove that light moves in straight lines ? 

How are shadows caused? Define umbra and penumbra. Upon 
what does the shape of a shadow depend ? Upon what does its size 
depend ? Describe any experiment in shadows. 

What is the velocity of light? Upon what does the amount of light 
reflected from any surface depend ? 

Define difiusion, reflection, refraction, and absorption. State the 
laws for the reflection of light. 

How do bodies become visible ? When only are rays of light visible ? 

Is there any substauce known which cau absorb all the light which 
falls on it ? 



230 NATURAL PHILOSOPHT. 

In what two different senses is the word phosphorescence nsed? 

What do you understand hy the refraction of light? When is the 
ray bent towards and when is it bent away from the perpendicular 
at the point of incidence ? State the laws for the refraction of light. 
Why does clear water appear less deep than it really is ? 

Why should the intensity of light decrease as the square of the dis- 
tance ? Describe Bunsen's photometer. 

Why are the images formed by light passing through small aper- 
tures inverted ? Describe any experiments proving that the images 
are inverted. 

Distinguish between mirrors and specula. 

In what direction is an object seen by the eye ? Describe the experi- 
ment of seeing through a brick. 

How far back of a plane mirror does the image of an object appear? 

What effect is produced by placing an object between two inclined 
plane mirrors ? 

Define visual angle. What effect has the visual angle on the ap- 
parent size of the object? 

What two kinds of curved mirrors are there ? 

Define principal focus, conjugate foci, and virtual focus of a concave 
mirror. 

Describe the position of the image of an object placed before a con- 
cave mirror, between the principalVocus and the mirror ; when placed 
at the longer conjugate focus ; at the shorter conjugate focus. 



^««^^^ 



CHAPTER II. 



-OPTICAL INSTRUMENTS AND 
VISION. 



271, Effect of Refraction on Apparent Direction. — 
When rays of light pass through a prism, the refraction 
they undergo, both 
on entering and leav- 
ing the prism, causes 
them to emerge con- 
siderably out of their 
original direction. 
If the rays of light 
from a candle pass 
through a prism and 
enter the eye of an 

observer placed as ^B- ^^' ~ -^ Effort of Keftutian. 

shown in Fig. Ill, the candle will appear out of its 
real position. 

272. Lenses. — Lenses are generally made of pieces 
of transparent glass bounded by two surfaces, both of 
which are curved ; or one of which is curved and the 
other plane. 

Rays of light on entering and leaving a lens, are 
refracted or bent out of their course. Objects seen 
through lenses will, therefore, as in the case of a prism, 
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appear out of their true positioiL The amount of the 
displacement of an image depends on the shape of the 
lens, and the kind of material of which it is made. 

273. Forms of Lenses. — Lenses may be divided 
into two classes, viz., converging and diverging. 

Converging lenses cause the diverging rays which 
come from a luminous point to converge or collect at 
one point, after passing out of the lens. 

Diverging lenses cause the rays from a luminous 
point, after passing through the lens, to diverge as 
though coming from some other luminous point. 

The luminous point may be so placed before either 
converging or diverging lenses as to cause the rays to 
emerge from the lens parallel to each other. 

The three forms of converging lenses are shown at 

A i J A B and C, Fig. 112, and the three forms of 

A I / diverging lenses sX D E and F, Fig. 113. It 

B H I will be noticed that the converging lenses are 

Y 1 \ aZZ thicker in the middle than at the edges, 

while the diverging lenses are thinner in the 

middle than at the edges. 

These lenses are named as follows: il is a double 
convex lens, or more frequently a convex lens; ^ is a 
plano-convex lens ; C is a converging concavo-convex lens, 
or sometimes a menisciLs ; i> is a double concave lens^ or 
more frequently a concave' lens; jS is a plano-concave 
lens; and JPa diverging concavo-convex lens. 

274. Foci of Lenses. — The foci of 
lenses are the points at which the rays of 
light collect. 

In what is about to be said concerning the foci of lenses, it must be 
distinctly understood that the curvature of the opposite faces, when 
both are curved, is supposed to be the same, and that the values given 
for the foci are only approximately true for ordinary glass. The kind 
of glass used is that commonly employed in making small lenses. 
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Fig. 114.— Prinoipal Fooni 
of Gonyex Lens. 




Fig.US. 
Frinoipal Fooob of Oonoaye Lens. 



The principal focus of a lens is its focus for parallel 
rays. The principal focus of a 
convex lens is situated at about 
the' centre of curvature of the 
face at which the light is in- 
cident. Thus, in the lens shown 
in Fig. 114, the principal focus 
is shown at F. The principal focus of a concave lens 
is situated at about the centre of curvature of the face, 
at which the light is incident. Thus, in the lens shown 
in Fig. 115, the principal 
focus is at F, The con- 
cave lens causes the light, / 
after passing out of the 
lens, to appear to diverge, 
as though it came from the point F. 

The Conjugate Foci. — If a luminous point be placed 
before a convex lens, at a distance from it equal to twice 
its radius of curvature, the rays, after emerging from 
the lens, will be converged to a point at an equal dis- 
tance on the opposite side of the lens. But if the lu- 
minous point be situated farther from the lens than 
twice the radius of curvature, as at (7, Fig. 116, the rays 
will collect at 
a focus, <y^ on 
the other side 
of the lens, 

fl^v«^^l^«^^ I^' 118.— OonJTigate Fed. 

somewnere ^ 

between the centre of curvature of the lens and a point 
situated at twice the distance of the centre of curvature 
in the same side. These foci, C and (?, are called re- 
spectively the longer and shorter conjugate foci. 

The Virtual Focus, — If a luminous point be placed 

before a convex lens, at 0, Fig. 117, somewhere between 
20* 
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the principal focus and the lens, the rays, after emerg- 
iag from the lens, will diverge as though coming from 

^^ — a point, F, on the same 

^^ ^ y side of the lens as the 

^^'^'^''^^^^:^^^^ L.___^_j ^ luminous point, and at a 

_. -vT ~"~^ — ^ distance from it ereater 

Flg.U7. -Virtual Poons. , ^x. z' ^ i^ u 

than the distance of its 
principal focus. This is called the virtual fociLs. 
Thefod of concave lenses are all virtual. 

276. Images Formed by Lenses. — Whenever the 
visual angle under which the eye views an image formed 
by a lens, is different from that under which the eye would 
view the object directly, the apparent size of the object is 
different from its real size. 

If an object. A, Fig. 118, be held between the prin- 
cipal focus and the lens, an eye placed on the other side 

of the lens will see 
an erect and magni- 
fied image, apparent- 
ly situated farther 
from the lens than 

Fig. 118.— Virtual Image of OonTez Lens. the object. 

If we examine any object with a magnifying-glass, we 
will find, if we move the object towards and from the 
lens, without ever taking it farther from the lens than the 
principal focus, that the size of the image will vary, but 
that the image will be most distinct when the object is 
held at a certain distance from the lens. It can be shown 
that this position lies very near the principal focus. The 
image will then appear at the distance at which the eye 
sees objects the most distinctly, and which is therefore 
called the limit of distinct vision. The limit of distinct 
vision varies with diflferent persons, and therefore each 
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person must hold the glass at eucb a distanoe from die 
object that the image formed shall be at Ms limit of dis- 
tinct vision; that is, he mziat /ocu3 the glass to suit his eyes. 

376. Images at Conjugate Foci. — If an object 
be placed before a 
convex lens, any- 
where between the 

principal focus and 
twice the principal 
focus, — that is, at 
the shorter conju- 
gate iocus,— an en- ^_ 119,-aiT.rtad imago at OoDJiipitB r«rai. 
larged and inverted 

itnage will be formed at its longer conjugate focus ; but 
if the object be placed at the longer conjugate focus, 
an inverted and diminished image will be formed at 
the shorter conjugate focus. Id Fig. 119, the object, 
A B, is placed at the longer conjugate focus of the 
convex lens, 0, and an inverted image, smaller than the 
object, is seen at A' B'. As this image is real, it may 
be received on a 
screen, as shown. 

877.TheEye. 
— The human 
eye consists of ag 
nearly sphericall 
chamber, dark- 
ened on the inside 
and provided 
with twoopenings 
-one in front F%.iM.-AB.oti«.rftb.HuM»Br^ 

for the admission of light, and one at the rear, Fig. 
120, for the admission of the nerve called the optic 
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nerve^ which conveys the impressions of light to the 
brain, and thus enables us to see. On its entrance to 
the chamber of the eye the optic nerve is spread out 
into a delicate net-work of nerve filaments, called the 
retina, seen in the figure at K, The retina acts as a 
curtain, or screen, to receive the image formed by the 
lenses of the eye. At the opening in the front of the 
eye there is a transparent substance, called the cornea, 
seen at A, more convex than the ball of the eye. Be- 
hind the cornea, and forming the colored part of the 
eye, is a circular curtain, called t?ie iris, seen at D. A 
circular aperture in the middle of the iris, C, called the 
pupil, forms the opening through which light enters 
the eye. Immediately back of the iris is a convex 
lens, E, called the crystalline lens. The space, B, be- 
tween the cornea and the crystalline lens is filled with 
a liquid called the aqueous humor. The large cavity, 
L, back of the crystalline lens is filled with a clear, 
jelly-like substance, called the vitreous humor. 

All these transparent portions of the eye act like one con- 
vex lens, and form an inverted and diminished image of 
a distant object on the retina. If this image is sufficient' 
ly distinct, is properly illuminated, and remains long 
enough on the retina, the object is seen distinctly. If too 
much light enters the eye through the pupil, the image 
is not seen distinctly. The iris, however, is so affected 
by the light that, if too much light passes through the 
pupil, the pupil contracts or grows smaller; while if 
too little enters, the pupil enlarges and allows more 
light to enter the eye. 

Experiment. — Hang a small mirror immediately under a gas-light. 
Look in the mirror at the image of your eye, and note the size of 
the pupil ; now suddenly turn the light down, leaving only sufficient 
light to see the image of the eye. The pupil wiU now be uen to slowly 
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dUate. Turn the gas on bright again, and the pupil wHX be seen to 
contract. 

Caution, — Do not cause the pupil to dilate and contract too sud- 
denly, as weak eyes might thereby be injured^- - // 

278. Near-sightedness and Long-sightedness. — 

Objects are not seen distinctly unless the lenses of the 
eye cause the images to fall directly on the retina. 

In many eyes, the lenses converge the rays so much 
as to cause the images of distant objects to be formed 
in front of the retina. Such people are near-sighted, 
and cannot see minute objects distinctly without bring- 
ing them very near the eye. Near-sightedness can be 
partly remedied by the use of concave spectacles. 

In other eyes, the lenses of the eye cause the images 
of near objects to fall back of the retina. Such people 
are long-sighted, and cannot see near objects distinctly ; 
thus, in reading, the book must be held at some dis- 
tance in front of the eyes. Long-sightedness can be 
partly remedied by the use of convex spectacles, 

279. Opticial Instruments. — By an optical instru- 
ment we mean any combination of lenses, or of 
lenses and mirrors, which will enable us to examine 
the images of distant or near objects. In optical in- 
struments, a number of lenses are 
generally used, yet they act, as far 
as the production of the image is 
concerned, 05 if there were but a 
single lens present; for example, the 
simple microscope, the photographing 
camera, the magic lantern, and the 
camera obscura. 

280. The Simple Microscope. — pig. 121. 

In the simple microscope, a single The Bimple Microscope. 

lens or combination of lenses is placed as shown at 
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A, in Fig. 121. The object to be examined is placed 
on a stage, C, at a distance from tlie lens, A, rather less 
than its principal focus. An eye placed above A sees 
an enlarged and erect image of the object. A screw, 
V, 18 provided for focussing. 

281. The Photoeraphing Camera. — The photo- 
graphing camera, Fig. 122, conmts of a lens placed in 
a tube at A, inserted in 
the caraera-box, (7. The 
image of an object, for 
instance, a perBon,place(i 
in front of the tube. A, 
at the longer conjugate 
focus, is received on a 
screen of ground glass, 
E, as an inverted and 
Kg.m-Tb,H,«.F.,U.(to™. ai„i„i,k,di^g,. This 

image is sharply focussed on the screen by means of the 
screw, D. The screen is then removed and replaced 
by a plate covered with chemicals sensitive to light. 
The image now falls on the sensitive plate, and is im- 
pressed upon it by the light causing certain changes 
in the chemicals on its surface. 

283. The Magic Lantern. — In the magic lantern, 
Fig, 123, a transparent picture^ 
A, is placed in an inverted 
position, before a lens, B, at 
■jf its shorter conjugate focus, and 
is received as an enlarged and 
erect image on a screen placed 
in front of the lantern. For 
The lUgio Lantani. the purpose of stroi^ly illu- 

mining the picture, a mirror is placed at M, back 
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of the eotirce of light, X, and a lens, C, called the con- 
denser, is placed in Iront of the light, and between it 
and the picture. 

383. The Camera-Obscura. — The camera-obscura 
is an arrangement by which a distinct and well illu- 
mined image of any object can be thrown on a sheet 
of paper for convenience in sketching, A mirror, M, 
Fig. 124, is placed in an inclined position above a lens, L. 



Fig. 134, — Camsn Obteon. 
The light from a distant object is reflected from the mir- 
ror to the lens, which forms an image of it on a sheet of 
paper placed on a table, B, at a suitable distance below. 

EKperiment. — Place a small convex spectucle lens in a suitable hole 
in the top of a box; attach a piece of looking-glaEB directly over the 
lens, and inclined at an angle of about 45". On holding a ebeet of 
paper inside the box, at the proper distance from the leos, the side of the 
boxhavingbeenremavedforthatpTirpo3e,animageof any object in front 
of the mirror, as, for example, a tree or person, will be seen on the paper... 

281. The Compound Microscope. — In the com- 
pound microscope and the telescope, at least two seta of 
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In the compound microscope, Fig. 125, instead of 
looking directly at the object, the magnified image 

formed by one set 
of lenses is viewed 
through a second lens, 
which still further 
magnifies it. The 
lens which is placed 
Fig.126.— TheOompoimdMioroaoope. nearer the object, is 

called the object-glass ; the one nearer the eye, the eye- 
lens. The object, 6 a, is placed before the object-glass, 
0, at its shorter conjugate focua^ and an inverted and 
enlarged image formed by it, at a' V. This image, a' y, 
lies nearer to the eye-lens, C, than its principal focus, 
and the eye at i>, therefore, sees a greatly enlarged 
image at il ^. 

285. The Telescope. — The telescope, like the mi- 
croscope, has only two sets of lenses ; the set nearer the 
object is called the object-glass, and that nearer the eye 
the eye-glass. Telescopes may be constructed either 
with both object- and eye-lens of glass, in which case 
they are called refracting telescopes ; or a concave mir- 
ror may be used in place of the object-lens, when they 
are called reflecting telescopes. 

In the refracting telescope, shown in Fig. 126, is 

the object-glass 
and E the eye- 
lens. 

Since the tel- 
escope is used 

for viewing dis- 
Pig.m-Th.lw^Mtln«Tel«K«p.. tant obiec^ <Ae 

ctject is at the longer conjugate focus. Its image, there- 
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fore, seen at a b, is inverted and diminished. As in the 
microscope, this image falls within the principal focus 
of the eye-lens, and is therefore viewed by the eye 
placed at i>, as a magnified image, A' B'. 

286. Reflecting Telescopes employ a mirror for 
the object-glass in- 
stead of a lens. In 
Fig. 127 we have 

a representation of " ^[[pTr^ ""^"^ Y*^ 

Herschel's reflecting 
telescope, in which 
the mirror, M, forms ^* '^'-^^ "^^"^^ ^''"^^ 
an image, a J, of a distant object, which, viewed by the 
eye at 0, through the eye-lens, E, appears as a magni- 
fied image, a' b\ 

The penetrating power of a telescope is the distance 
at which it can collect and transmit to the eye suffi- 
cient light from a distant object to enable it to be dis- 
tinctly seen. 

The telescope owes its great penetrating power to 
the size of the object-glass. In the unaided eye, the 
amount of light which can enter the eye from a dis- 
tant object is limited by the size of the pupil ; but by 
the use of a telescope, all the light which falls on the 
object-glass is swept into the eye. The penetrating 
power of the telescope will, therefore, be as much 
greater than that of the eye as the area of the object- 
glass is greater than the area of the pupil of the eye. 
In a large reflecting telescope, made by an Englishman 
named Lord Eosse, the area of the concave mirror, 
which acted as the object-glass, was 518,400 times 
greater than the pupil of the eye. This instrument 

collected, even after allowing that half the light was 
21 Q 
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lost by reflection, rather more than 250,000 times aa 
much light as the unassisted eye.;, 

287. Dispersion of Light — The Spectrum. — "We 
have seen that sounds of a single pitch are seldom 
pure, being always accompanied by a number of sounds 
of some other pitch : the same is true of light. Sun- 
light, though apparently pure, — that is, of one color, — 
in fact contains a very great number of different-col- 
ored lights. The different colors that are present in 
sunlight may be separated from one another so as 
to be visible as separate colors, by passing the light 
through a prism. 

If sunlight coming through a narrow slit, F, in the 
shutter of a dark 
room, in the direc- 
tion F K,\i^ allowed 
to pass through a 
prism, P, as shown in 
Fig. 128, the light 
will not only be bent 
I out of its coarse by 
Hg. 128.— Fomi»tloB of a 8p«otniin by ■ Prinn. refraction, but it will 
also be separated into a number of differently colored 
rays, which, if allowed to fall on a screen, will be spread 
out in the form of a brightly colored band, B V, called 
o spectrum. There are almost an infinite variety of 
colors in the spectrum of sunlight ; but, for the sake 
of simplicity, we may distinguish seven well-marked 
regions of color, which are called violet, indigo, blue, 
green, yellow, orange, and red. The order of these 
colors may be easily remembered by the word vibgyor, 
which is formed by putting together the first letter in 
each of the colors. 
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It will be observed in Fig. 128 that the diflferent 
colors of the spectrum are turned out of the direction 
in which the sunlight was moving, in diflferent degrees ; 
thus, the red is the least and the violet the most turned 
out of its course; that is, the different colors of the spec- 
trum differ in their refrangihility. 

The separation of light into different colors, by its 
passage through a prism, is called dispersion. 

The different colors of the spectrum differ in the 
lengths of the ether-waves which cause them. The 
wave-lengths of the red are the longest, and those of 
the violet the shortest. These waves are so exceed- 
ingly small that 37,640 of the red, or 59,750 of the 
violet, would only equal one inch in length I 

288. The Re-combination of the Colors of the 
Spectrum. — If all the colors of the solar spectrum be 
again mixed together, they will produce white light 
like that of the sun. This may be done by causing 
the spectrum to fall on a convex lens, and allowing the 
light which passes through to fall on a screen placed 
at the focus. The spot of light formed on this screen 
will no longer be colored, but will be pure white. 

Experiment. — Allow a narrow beam of light entering a darkened 
room through a hole in the shutter to pass through one of the glass 
prisms taken from a chandelier. The spectrum formed may be received 
on a sheet of white paper held near the prism. 

Experiment. — Cut out a disc of stiff paste- 
board, and paint on it, in the spaces shown in 
Fig. 129, seven colors, as near as can be ob- 
tained to those seen in the solar spectrum or 
in the rainbow. Stick a pin through the centre 
of the disc, and whirl it rapidly around with 
the fingers. When it is turning fast enough the 
disc will appear to be painted grayish white, 
from the mingling of the different colors. ^* 129.-Oolor Di«. 

Caution. — Observe the size of the spaces shown in the figure. 
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289. The Cause of Color. — When sunlight falls 
on any colored body, as, for example, on a piece of red 
cloth, all the colors of the light but the reds are ab- 
sorbed, and these colors only being given off from the 
cloth, it appears red ; so in a green leaf all the colors 
but the greens are absorbed, and the greens only given 
off. The colors of bodies, then, are due to the light 
which falls on them. In the dark, no body has color. 

If a body of any color, such, for example, as pure 
red, be illumined by light which contains no red, then 
the body will appear black. Thus, if a piece of bright 
red flannel be held in the pure green light of the solar 
spectrum, it will appear black. 

Experiment. — Roll a piece of lamp-wick into a loose ball, and soak 
it for a few moments in very strong solution of salt in water. Then 
place it in a saucer and pour some alcohol (spirits of wine) over it, and 
set fire to the wick. It will burn with a pure yellow light. If, now, 
different-colored objects, such as zephyrs, cloths, or silks, be examined 
by means of this light, in an otherwise darkened room, they will all 
appear to have lost their color, except those which were yellow. Now 
bring a lighted candle near any of the colors, and, since the lighted 
candle gives off light of all colors, the color of the fabrics will again 
appear. 

Caution, — Unless the room can be darkened very thoroughly, this 
experiment should be tried at night. 

290. The Rainbow. — When sunlight passes 
through falling rain-drops, it is separated into its 
diflFerent colors, the rain-drops acting like prisms. In 
entering the drops the light is reflected from the sur- 
faces farthest from the sun, and passes out separated 
into its prismatic colors. This light entering the eye 
of an observer standing with his back to the sun, 
causes him to see a band of colors called the rainbow. 
Eainbows are largest when the sun is near the horizon, 
as when nearly setting, or shortly after rising. 
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291. Relations of Light and Radiant Heat. — Both 
light and radiant heat are eflfects produced by one and 
the same cause^ viz,, by vibrations or waves in the lumi- 
niferous ether, arid differ only in the fact that the vibra- 
tions which produce light are more rapid, and the waves 
shorter than those which produce radiant heat. 

When any solid body, as, for example, a piece of 
platinum, is heated, its molecules vibrate backwards 
and forwards, and by imparting -their motion to the 
ether outside of them, give off or radiate heat. As the 
body becomes hotter and hotter, its molecules vibrate 
more and more rapidly, and give off shorter and shorter 
waves to the ether outside the body, until at last these 
ether- waves thus radiated from the body become short 
enough to affect the eye, and the body is red hot aiid 
radiates red light, the color produced by the longest 
ether-waves. 

If now we continue heating the platinum, and exam- 
ine, by a prism, the light it radiates, we will find, as it 
grows hotter, that the next color given off will be the 
orange, the next longest wave-length, and then the yel- 
low, the green, the blue, the indigo, and the violet ; at 
this moment the body will be white hot, and, like the 
sun, will give off all the colors of the spectrum. 



>J»«o«- 



Syllabus. 

Objects seen through a prism appear out of their real position, on 
account of the light being refracted on entering and leaving the prism. 

Lenses are pieces of transparent glass bounded by two surfaces, 
both of whifh are curved, or one of which is curved and the other 
plane. Lenses are either converging or diverging. The converging 
lenses are the double convex, the plano-convex, and the converg- 
ing concavo-convex. The diverging lenses are the double concave, 
the planoconcave, and the diverging concavo-convex. 
21* 



246 NATURAL PBILOSOPHT. 

The foci of lenses are the points at which they caase the rays pass- 
ing throagh them to collect. 

The principal focus of a double convex lens is situated at the centre 
of curvature of one of its curved faces. The shorter conjugate focus 
is situated between the principal focus and a distance twice as great 
as that of the centre of curvature. The longer conjugate focus is 
situated farther from the lens than twice its centre of curvature. 

Whenever the visual angle under which the eye views an image 
formed by a lens, is different from that under which the eye would 
view the object directly, the apparent size of the object is different 
from its real size. 

When we look through a convex lens at an object placed between the 
lens and its principal focus, an erect magnified image is seen on the same 
side of the lens as the object, but farther from it than the object If 
the object be placed at the shorter conjugate focus, a magnified and in- 
verted image will appear at the longer conjugate focus. If the object 
be placed at the longer conjugate focus, an inverted and diminished 
image will appear at the shorter conjugate focus. 

The eye consists of a dark chamber containing a number of lenses, 
which cause images of objects in front of the eye to fall on a screen. 
This screen is at the back of the eye. 

The cause of near-sightedness is the too great converging power of 
the lenses of the eye. The cause of long-sightedness is their too feeble 
converging power. In near-sightedness the image falls in front of the 
retina, and in long-sightedness it falls back of the retina. Near-sight- 
edness may be partly remedied by the use of concave, and long sight- 
edness by the use of convex spectacles. 

The simple microscope contains a single convex lens or set of lenses. 
The object to be examined is placed rather nearer to the lens than its 
principal focus ; the images it forms are erect. 

In the photographing camera, the object is placed before a single 
convex lens or set of lenses, at the longer conjugate focus. The image 
is received by a sensitive plate placed at the shorter conjugate focus. 

In the magic lantern, a strongly illumined picture placed in an in- 
verted position at the shorter conjugate focus of a single lens or set of 
lenses, appears as an erect, magnified image on a screen placed at the 
longer conjugate focus. 

In the camera obscura, a lens forms an image of any distant object, 
which image is received on a sheet of paper placed at its shorter con- 
jugate focus. In the compound microscope and in the telescope there 
are two lenses or sets of lenses. The one near the object is called the 
object-lens ; the one near the eye, the eye-piece. 
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In the compound microscope, the ohject is placed at the shorter con- 
jugate focus of the ohject-lens, and forms a magnified image near the 
principal focus of the eye-lens. The eye sees the magnified image of 
this image through the eye-lens. 

In the telescope, the ohject is placed hefore the ohject-lens at its 
longer conjugate focus, and forms an inverted and diminished image 
near the principal focus of the eye-lens. The eye views this image 
through the eye-lens, hy which it is magnified. 

The telescope collects as much more light than the unassisted eye 
as the area of the ohject-glass is larger than the area of the pupil. 

When sunlight is passed through a prism it is separated into a great 
numher of colors called a spectrum ; this separation is called dispersion. 
There are seven well-marked colors in the spectrum, viz. ; violet, in- 
digo, hlue, green, yellow, orange, and red. The red is the least and 
the violet the most refrangihle. 

If all the colors of the solar spectrum are again mixed together they 
will form white sunlight. 

The cause of color is due to certain of the rays of sunlight heing ah- 
sorhed hy the hodies on which the light falls, and only the rest of the 
colors heing given off. 

The rainhow is caused by the dispersion of ^nlight by rain-drops. 

Light and radiant heat differ from one another only in that the 
vibrations of the ether-waves that cause light are more rapid than 
those which cause radiant heat. 



Questions for Review. 

How is the position of an object affected by viewing it through a 
prism? What are lenses? Name the- three forms of converging and 
the three forms of diverging lenses. 

What is the position of the principal focus, shorter conjugate focus, 
longer conjugate focus, and virtual focus of a convex lens ? 

Why do lenses cause the apparent size of objects seen through them 
to differ from their real size ? 

What will be the position of the image formed by a convex lens, 
when the object is placed between the principal focus and the lens ; at 
the shorter conjugate focus; and at the longer conjugate focus? 

Describe the general structure of the eye. Name the situation and 
use of the following parts of the eye, viz. : the cornea, the aqueous 
humor, the iris, the pupil, the crystalline lens, and the vitreous 
humor. 
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What is the canse of near-sightedness ? What is the canse of long- 
sightedness ? How may each be partially remedied ? 

What are optical instruments ? Describe the construction and oper- 
ation of the following optical instruments, viz.: the simple micro- 
scope, the photographing camera, the magic lantern, and the camera 
obscura. 

How does the compound microscope differ from the simple micro- 
scope? 

What two kinds of telescopes are there ? To what does the tele- 
scope owe its great penetrating power? How does the refracting 
telescope differ from the microscope ? 

How can you prove that the light of the sun contains a great num- 
ber of different-colored lights ? Name seven of the most prominent of 
these colors. Define spectrum ; dispersion. 

Which of the colors of the spectrum has the greatest refrangibility? 
Which has the least refrangibility? Which has the greatest wave- 
length ? Which has the least wave-length ? 

What color results from the mixing of all the colors of the solar 
spectrum ? How may this mixing be effected ? 

Explain in full the cause of color. What is the cause of the rain- 
bow? 

« 

What is the only difference between light and radiant heat? 



-•Mai^ 



CHAPTER in. 



292. The Nature of Electricity. — But little is 

known as to the real nature of electricity. It is, 
however, a form of energy, and all other fonna of 
energy can readily be converted into it. 

393. Varieties of Electrical Energy. — Electricity 

manifests its presence in a variety of ways; these, 
however, may all be arranged under two heads : viz^ 

1st. As a charge. 

2d. As a current. 

394. Electrical Charge or Electricity of High 
Tension. — If a dry rod of glass or stick of sealing- 
wax be briskly rubbed with a piece of silk or flannel, 
the portions rubbed will acquire, in addition to the 
properties they originally possessed, the power of at- 
tracting or repelling light objects. By means of the 
friction, the glass or wax has become electrified, that is, 
has acquired an electrical charge. 

Bodies may acquire an electrical charge in a number 
of ways, one of the commonest of which is by means 
of friction. 

An electrical charge i^ most manifest when it is 



250 NATURAL PHILOSOPHY. 

electricity of higL tension, so named from its ability 
to leap through distances in order to overcome ob- 
stacles placed in its path. Electricity of high tension 
is seen in its greatest development in lightning. 

296. Current Electricity. — When a body contain- 
ing an electrical charge is brought into contact with 
another body through which electricity is capable of 
passing, a current of electricity ensues. Such cur- 
rents, however, are but momentary. 

If a piece of copper and a piece of zinc, or two pieces 
of any different metals joined by a wire, be dipped into an 
acid solution that acts chemically on one of the metals, 
a continuous current of electricity will flow through the 
wire as long as the metal is acted on by the liquid. The 
current flowing through the wire will cause it to acquire, 
besides the properties it originally possessed, a number 
of additional properties, among which may be men- 
tioned its power of attracting or repelling other wires 
through which electrical currents are flowing, or of 
attracting or repelling certain bodies called magnets. 

296. Effects Produced by Electrical Charge. — If 
a body containing an electrical charge, such, for ex- 
ample, as a rubber comb, which has been briskly 
rubbed with a silk handkerchief, be brought near the 
face, a creeping sensation will be experienced, as 
though cob- webs were touching it. If the electrified 
body be brought near a blunt metallic body or the 
knuckle of the hand, a faint bluish spark will pass to 
the metal or the hand, with a slight crackling sound. 

Whenever any body receives an electrical charge 
by means of friction, both the body rubbed and the 
thing rubbing it are electrified. 

The high-tension electricity produced by friction is 
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sometimes called frictional electricity. Since, however, 
it can be obtained in a variety of other ways, the name 
is inappropriate. 

297. Conductors of Electricity. — Bodies differ 
very considerably as to the resistance they offer to the 
passage of ekctricity through them. Some, like the 
metals, are very good conductors, while others, like 
resins or hard rubber, are very poor conductors. 

In the following table a number of common sub- 
stances are arranged in the order of their conductivity, 
beginning with the best conductors and ending with 
the poorest. 



— ^1. Metals. 
•^. Charcoal. 
3. Graphite. 
nf^4. Acids. 
-t6. Water. 

6. Vegetables. 

7. Animals. 



8. linen. 

9. Cotton. 

10. Dry wood. 

11. Paper. 

12. Oxides. 

13. Caoutchouc.- 



14. Dry paper. 
4'15. Silk. 
f 16. Glass. 
^fl7. Wax. 

18. Eesins. 

19. Shellac. 



The conducting power of the substances near the end 
of the list is so slight that they are sometimes called 
non-conductors. When a conductor is supported on a 
non-conductor it is said to be insulated, and will then, 
if the air be dry, retain its excitement for a long time. 

Moist air is a partial conductor of electricity, while 
dry air is a non-conductor. All experiments in high- 
tension electricity should therefore be tried in clear, cold, 
dry weather, as in warm, damp weather the electrified 
body rapidly loses its charge, / 

298. Attractions and Repulsions by Electrified 
Bodies. — The attractions and repulsions of light bod- 
ies by electrified bodies can be conveniently shown by 
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means of a pith-ball suspended by a silk thread from 
any suitable support, as shown in Fig. 130." When an 





Fig. 130. — Eleotritial Attractioiii and Bepnlaions. 

electrified body, such, for example, as a rod of glass 
which has been rubbed with a dry silk handkerchief, 
is brought near the pith-ball, the latter is attracted 
to the glass, as shown at A. As soon as the pith-ball 
touches the glass rod it is repelled from it, as shown 
at jB, and if not allowed to touch the ground, or any 
conducting body in connection therewith, will continue 
to be repelled. If, however, it touches such a body, it 
will again be attracted to the rod, and again repelled. 

If any other electrified body, as, for example, a 
piece of sealing-wax rubbed with flannel, be brought 
near the pith-ball while it is quietly hanging from its 
Support, it will be attracted and repelled the same as 
the glass. If, however, while the pith-ball manifests 
repulsion for the electrified glass, the electrified seal- 
ing-wax be brought near it, it is at once attracted ; or 
if it is repelled by the wax it is attracted by the glass. 

If any other substance be electrified by friction, we 
will find that it acts either like the glass or like the 
wax ; and we therefore conclude that there are but two 
kinds of electrical charge or excitement, viz. : one like 
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that excited in glass rubbed with silk, and one like that 
excited in wax rubbed with flannel. The former is 
called positive and the latter negative electricity. Posi- 
tive electricity is generally represented by a + ; nega- 
tive by a — . 

The law of electrical attractions and repulsions may be 
stated as follows : Bodies charged with the same hind of 
electricity repel one another ; those charged with different 
kinds of electricity attract one another. This law is the 
same as that of magnetic attractions and repulsions. 



299. Electroscope. — An electroscope is an instru 
ment used to determine the 
kind of electricity with 
which a body is charged. 
The pith-ball shown in Fig. 
130 is an electroscope. A 
better form, however, con- 
sists of two small strips of 
gold-leaf, n n. Fig. 131, at- 
tached to a metal rod ter- 
minating in a metal ball, c. 
The gold-leaves and rod are 
placed in a glass jar, B^ in- « ,«, . „ 

.J - 1 . 1 .1 . Fig.131.— AnEleotrosoopa. 

Side of which the air can 

be kept free from moisture. If the ball be touched 
by an electrified body, the gold-leaves receive a charge 
of the same kind as that in the electrified body, ancj 
are therefore repelled. 

To determine, by means of the electroscope, the kind 
of electricity with which any body is charged, the gold- 
leaves are repelled by a known kind of electricity, say 
positive, which can readily be done by holding a body 

whose electrical charge is known to be positive, near 
22 
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the ball, e. Now, while the leaves are thus diverged, 
bring the body, the kind of whose charge is unknown, 
near the ball, c, and watch the gold-leaves. If they 
diverge still farther, the charge of the body is posi- 
tive ; if, however, the leaves are attracted, its charge is 
negative. 

Kxpetltatat. — Cut out two piece* of gold or gilver paper, A and 
B, about two inchea Bqaare. Tie two pieces of 
sewiog-silk of the Biuue length to holes Mob and 
e d. at Bhown in Fig. 132. and hang them to a rod 
or other enpport, C, so that they shall be directly 
opposite each other, and thej will form an eiceUent 
electroscope. If the leaves be touched by an elec- 
trified body, they will be repelled ; and if the air be 
dry, will continue to stand apart for a long time. 

300. Positive and Negative Charge. 

— The kind of electricity produced by 

Pig. ia3.-A Sin- friction, that is, whether positive or 

pi« EienrsMope. negative, depends on the bodies that 

are rubbed together. 

In the following list of substances suitable for pro- 
ducing electricity by friction, the different substances 
are so arranged that each will be positively electrified 
if rubbed by any body which /o/?ows it, but negatively 
electrified if rubbed by any body which precedes it. 

1. Cat's skin. 14. Cotton. I 7. Wood. 

2. Woollen fabrics. 5. Silk, 8. Sealing-wax. 

3. Glass. I 6. The hand. I 9. Hard rubber. 

Thus, if glass be rubbed with cat's skin or flaDnel, it 
becomes negatively electrified ; but if rubbed with cot- 
ton or silk it becomes positively electrified. 

The rubber is always oppositely electrified to the 
thing rubbed. Glass rubbeJ with silk is positively 
electrified, while the silk is negatively electrified. ; 



ELECTRICITY OF HIGH TMN8I0K. 265 

301. Hypotheses of Electricity. — A number of 
different hypotheses or suppositions as to the nature 
of electricity have been proposed, none of which, how- 
ever, are quite satisfactory ; we shall consider two of 
the most prominent, viz.: the single-fluid hypothesis^ 
and the double-fluid hypothesis. 

The Singh-Fluid Hypothesis was first proposed by 
Franklin, an American philosopher. It ascribes all 
electrical phenomena to the presence of an imaginary 
fluid, the particles of which are self-repellent, but are 
attracted by all matter, and are, therefore, supposed to 
be present in all bodies. When a body contains a cer- 
tain amount of this fluid, we cannot detect the presence 
of the fluid ; but if by any means the quantity of the 
fluid be either increased or diminished^ then the fluid 
manifests itself. 

When a body has more than its natural amount of 
the fluid, it is positively excited or charged ; when it 
has less than its natural amount, it is negatively excited. 
When glass is rubbed by silk, the glass is supposed to 
take some of the fluid from the silk, thus becoming 
positively, and leaving the silk, negatively electrified. 

The Double-Fluid Hypothesis of Symmer and Du 
Faye, supposes the existence of two different fluids, viz., 
the positive and the negative. The particles of either 
of these fluids will repel particles of its own kind, but 
will attract particles of the other kind. When both 
fluids are present in the same body, they mask or neu- 
tralize each other, so that it is only when they are 
separated that they can produce an electrical charge. 
When a body is electrified by any means, these fluids 
are supposed to be separated from each other. Thus, 
when glass is rubbed with silk, the neutral electricity 
of each is decomposed, the glass gives its negative to 
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the silk, and the silk its positive to the glass, and thus 
each becomes electrified. 

It should be borne in mind that these are merely hypotheses. We 
do not know whether electricity is a fluid, or whether, like light and 
heat, a wave-motion of the* ether or of the atoms of bodies. The 
hypotheses are of yalae on accoant of the aid they afford in connecting 
a number of phenomena. Either the single- or the double-fluid hy- 
pothesis will explain nearly aU the facts. For most purposes the sin- 
gle-fluid hypothesis is preferable to the double-fluid hypothesis. 

302. Induction of Electricity. — ^If an insulated con- 
ductor, as, for example, the cylinder, A -B, Fig. 133, be 

brought near an elec- 
trified body, as the in- 
sulated excited sphere, 
0, the cylinder will 
become electrified by 
induction,and the pith- 
balls hung thereon will 
manifest repulsion. 

Hg. 133. -El«tri»l Induction. ^j^.^ ^^^-^^^^^ j^^^. 

ever, will be unequal, the pith-balls near the ends, A 
and Bj showing the strongest excitement, while those 
at the point, M, show none. If (7 be charged with posi- 
tive electricity, then the end A will be negative and 
the end S positive, as may be proved by means of an 
electroscope. 

The cause of induction can be explained by either the 
single- or the double-fluid hypothesis. Taking the sin- 
gle-fluid hypothesis, the free fluid in C disturbs the elec- 
trical equilibrium in the cylinder, and repels its elec- 
tricity to the end, B, farthest from it. The cylinder 
now has a deficiency of fluid at A, which end is there- 
fore negative, and an excess at B, which is therefore 
positive. It contains, however^ no more electricity than 
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it did at first^ and if C be now removed, the fluid will 
flow from B towards C, and restore the oiectric equi- 
librium. If, however, any part of the cylinder be 
touched while within the influence of C, the repulsion 
of C will drive some of the electricity from the cylin- 
der to the ground, and when the sphere, C, is removed, 
it will have less than its natural amount of fluid or will 
be negatively charged. 

When a body, therefore, is permanently electrified 
hy induction^ its electricity is of the opposite name to 
that of the exciting body. When a body is electrified 
hy contact, it is electrified by electricity of the same 
name as that of the exciting body. 

303. Cause of the Attractions and Repulsions of 
Excited Bodies. — Alternate attractions and repulsions 
of light bodies by electrified surfaces are the result of 
induction. If an un- 
electrified pith-ball, 
Bj be brought near 
a conductor, A, Fig. 
134, charged with 
positive electricity, it 
is at once electrified 
by induction, and 
the side nearer J., Fig. 134. 

■ being of the opposite Oaiuse of Electrical Attractioii and Bepnlsion. 

electricity to A, the ball is attracted to the conductor. 
As soon as it touches the conductor it receives a 
charge of free positive electricity, the same as that of 
the conductor, and is therefore repelled from it. If, 
now, it should touch a body, (7, in connection with the 
ground, it will again be attracted and repelled as be- 
fore. 

22* E 
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304« Electrical Tension. — All the phenomen& of 
electricity result from the tendency of electrified bodies 
to regain their electrical equilibrium. According to 
the single-fluid theory, the body having an excess en- 
deavors to give off some of its fluid to the body having 
a deficiency. According to the double-fluid theory, 
the positive fluid of one body endeavors to combine 
with and neutralize the negative fluid of another body. 
The condition of strain produced by these tendencies 
is called the electrical tension, 

305. Distribution of an Electrical Charge. — When 
an insulated conductor is electrified, the electricity is 
all apparently on the outside of the body. An insulated 
hollow sphere, provided with a hole in the top, is 
charged with electricity. To determine the distribu- 
tion of the charge, a proof plane^ which consists of a 
small metallic disc attached to the end of a glass rod, 
may touch the outside of the sphere at any point, and 
will always take away a small charge of electricity, as 
may be proved by an electroscope. But if touched to 
any part of the inside of the sphere, care being taken 
not to allow it to touch the edge of the hole in insert- 
ing or removing the proof plane, it will be found to 
contain no electricity, all the charge of the sphere resid- 
ing on its surfaxx. 

It must be remembered, however, that this is only 
true for an electrical charge. When the electricity is 
in motion, or is an electrical current^ then it passes 
through the whole substance of the conductor. A 
hollow wire will not conduct electricity any better 
than a solid wire of the same weight and length. 

306. The Influence of Points. — In an insulated 
excited sphere the depth of the electrical fluid, as 
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shown by the tension, is the same over all parts of the 
surface; but if the excited conductor be egg-shaped,* 
then the tension is greatest near the point of the egg, 
and this will be found to increase the sharper the point, 
so that when the end is very pointed, the tension may 
become suflSciently powerful to enable the electricity 
to escape into the air. Conductors intended to retain 
an electrical charge are, therefore rounded so as to 
avoid the presence of points. 




307. Electrical Machines. The Electrophorus. — 

The simplest form of electrical machine is the electro- 
phorus. It consists of a plate, ^^vv««>^ 
A^ of brass or some other metal, flv^^NSw 
attached to a glass rod, and a 
plate of resin, J5, placed in a me- 
tallic dish. The resin is excited 
with negative electricity by rub- 
bing it briskly with a piece of 
cat-skin. The plate, -4, is then Pig. ise. 

held by the glass handle, and The Eleotrophonui (charging). 

placed over the resin, as 
shown in Fig. 135, and be- 
comes electrified by induc- 
tion, the side nearest the 
resin being positively, and 
the side farthest from it neg- 
atively, charged. If A is now 
raised from the resin without 
previously touching it to any 
conductor, it will be found to 
possess no charge, since the 
electricity on the positive side of the disc would flow 
towards the negative side, and neutralize it. K, how- 




"mm. 



Fig. 136. 
The Eleotrophonu (diseharging). 
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ever, the disc be touched by the finger, it will, when 
raised from the resin, contain free positive electricity. 

Experiment. — An excellent electrophorus may be made as follows .- 
Place in a tin pie-plate eqaal parts of rosin and gnm-shellac, sufficient 
in quantity to nearly fill the plate when melted ; place the dish over a 
fire, and very gradually melt the rosin and shellac, at the same time 
stirring with a stick to break air bubbles. When melted, set the dish on 
a flat support to cool. Now cut a disc of wood STnaller in diameter than 
the rosin-plate; bore a hole in the middle of the wood, and cement in it a 
glass rod or tube. Paste the tin-foil over the wooden disc, covering it 
completely, and remove any rough ends by smoothing the foil with the 
finger-nail. Now rub the rosin plate with a bit of silk or cat-skin, and 
place the tin-foil disc on the rosin, and touch it with the hand. On 
removing the disc a spark of positive electricity may be taken from it 
by the knuckle. When the rosin-plate is once charged by rubbing, 
an indefinite number of sparks may be obtained by placing the disc 
each time on the rosin, and touching with the finger, as before. When 
the air is dry and cold, as in winter, and the glass handle clean and 
dry, sparks of considerable length can be obtained. 

Caution. — Do not overheat the mixtures of rosin and shellac, or 
bubbles will form and spoil the surface. Before using the electro- 
phorus, be sure that everything is dry. 

A very great number of electrical machines have been 
devised. We will describe, however, only one, viz. : 

308. The Plate Electrical Machine.— This machine 
consists of a circular plate of glass, -4, Fig. 137, mounted 
on an axis, B, on which it can be turaed by means of 
an insulated handle, C. At 2), a rubber made of piano 
felting or chamois skin is pressed by brass springs firmly 
against the plate. The rubber has generally a mixture 
of tin and mercury, called an amalgam^ spread over its 
surface, and is in electrical contact with an insulated 
conductor, E, called the negative conductor. A series 
of metallic points, F, connected with an insulated con- 
ductor, 0, called the positive or prime conductor, is 
placed near that part of the plate diametrically opposite 
the rubber, as shown. On turning the handle, the fric- 
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tion of the rubber on the glass causes the glass to become 
positive and the rubber negative. The negative con- 
ductor is now charged by the rubber, while the electric- 
ity on the glass, coming opposite the points, charges the 



Fig. 137.- Plata EUotrlMl HMblne. 
conductor connected with them positively. The lower 
half of the plate is loosely covered by a bag of silk, S, 
When only positive electricity is desired, a chain, W, 
connects the negative conductor with the ground, 

309. The Condensation of Electricity. — When an 
insulated con- 
ductor, A, Fig. 
138, is brought 1 
into contact 
with the con- 
ductor of an 
electrical ma- 
chine, it can- 
not receive a 
charge hav- 
ing a tension Flg.l38.-TheOondeiiwrotBpinM. 

higher than that of the machine. If, however, it be 
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placed near a second insulated conductor, B^ separated 
from it by a plate of glass, C, and the two conductors 
moved towards each other until they touch the glass 
plate, and the plate, J5, be connected with the earth, 
then A can receive a charge whose tension is greater 
than that of the electrical machine. This apparatus, 
shown in Fig. 138, is called the condenser^ and the 
process by which A and B receive this high-tension 
charge, the coTkdensation of electricity. 

The manner in which the charge is given to A and 
B is as follows : Suppose A positive ; then by induc- 
tion B becomes negative, and its free positive electricit j 
is repelled to the ground. The positive and negative 
electricities in A and B neutralize each other's eflFects, 
thus leaving the plates free to receive a new charge. 
A can therefore receive more electricity from the 
machine, which again acts by induction through C, 
and allows more electricity from A and -B to be 
neutralized. In this way the tension of the charge 
in the condenser may become very great, and in- 
deed often becomes sufficiently intense to pierce the 
glass. 

To discharge the condenser^ it is only necessary to 
join the plates A and B by any conductor, when 
the attractions of the opposite electricities cause them 
to flow through the conductor and neutralize each 
other. 

310. The Leyden Jar. — The condenser is generally 
made in the form of the Ley den jar, which is shown 
in Fig. 139, where the lower part of a glass jar is 
coated on the inside and outside with tin-foil. The 
inside coating is in connection with the brass knob, 4, 
by means of the chain, E. To charge the jar it is held 
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in the band, which grasps the outer coating while the 

knob, A, is brought near the conductor 

of an electrical machine, and a number 

of sparks passed into the jar. If now 

a person place one hand on the outer 

coating, and the other on the knob, A, 

the opposite electricities pass through 

his body and give a more or less severe 



shock. 



Flg.lSB. 



A battery of Leyden jara consists of a Tlw Ltydm Ju. 
number of jars having their inner and outer coatings 
respectively connected with each other. The shock 
from a Leyden jar may be passed through a number 
of persons joined hand to hand, the person at one end 
6f the line touching the outside coating of the jar, and 
the person at the other end the knob. The shock from 
a very large battery may prove fatal. 

311. Effects of the Electric Discharge. — The ef- 
fects produced by the electric discharge are physiO' 
logical, luminous, thermal, mechanical, and chemical. 

The physiological effects are partly seen in the shock 
produced by the passage of the discharge through the 
body. 

The luminous effects are seen in the bright spark that 
always accompanies the discharge. The spark is more 
brilliant the greater the tension of the electricity. Its 
color depends on the kind of conductor between which 
the spark passes, and on the kind and density of the 
gas through which it passes. 

The thermal or heating effects are seen in the heat 
produced whenever the passage of the discharge is re- 
sisted as by passing it through a very thin wire or 
gold-leaf, which may be volatilized by the heat. The 
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fact tliat the spark gives off light proves that it is 
itself hot. A spark from an electrophorus will ignite 
a gas flame. 

The mechanical effects are seen in the violent frac- 
tures or tearing produced when a powerful discharge 
is sent through any poor conducting substance. Thick 
glass plates may be pierced, and boards fractured by 
the discharge from a powerful Leyden battery. 

The chefinical effects are seen in the combinations or 
decompositions produced by the discharge. A small 
quantity of the nitrogen and oxygen in the air com- 
bine and form nitric acid, on passing a number of dis- 
charges through moist air^ A spark of electricity sent 
through a piece of paper moistened with iodide of po- 
tassium stains the paper brown where the spark pierces 
it, by a deposit of free iodine. 

812« Atmospheric Electricity. — The atmosphere 
almost always contains a charge of positive electricity, 
though it sometimes changes rapidly to negative on 
the approach of clouds or in stormy weather. Its in- 
tensity is least near the earth's surface, and increases 
with the altitude. 

318. Lrightning. — The moisture in clouds enable 
them to collect the free electricity of the air ; for, since 
damp air is a conductor, the clouds collect the elec- 
tricity of the air through which they are moving, and 
allow the electricity to pass through and collect on 
their surfaces, until considerable tension is acquired. 
When such clouds come near the earth, the ground 
below them becomes oppositely electrified by induc- 
tion; and when these opposite charges acquire sufl&- 
cient tension, they discharge into each other through 
the air : the flash which accompanies the discharge is 
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called lightning. An electrified cloud sometimes dis- 
charges into another cloud which is oppositely elec- 
trified. 

The thunder which follows the lightning is caused 
by the violent disturbance in the air produced by the 
electricity moving rapidly through it, or by the rapid 
formation and condensation of vapor on the passage 
of electricity through drops of rai^^ /' ^ 

314. Lrightning-Rods. — Lightning-rods, first pro- 
posed by Franklin, consist of stout rods of iron, or 
preferably of copper, attached to the outside of the 
building to be protected, and extending some little 
distance above its highest point. The upper end of 
the rod should be pointed, and its lower end should 
extend deep into the ground^ until it meets permanently 
damp earth, or some conductor of electricity. If under- 
ground water- or gas-pipes are in the neighborhood, it 
is well to connect the rod to them. If the roof of the 
building be of metal, such as tin or copper, it should be 
connected with the rod. The rod should be of sufficient 
thickness to conduct to the earth, without being melted, 
the heaviest discharge that may strike the building. A 
solid rod is to be preferred^ as an electrical current passes 
through the whole mass of the conductor^ and not only 
over the surface. 

A lightning-rod does not always protect the build- 
ing by conducting the discharge from the cloud to the 
earth. More generally it acts by quietly discharging 
the cloud ; becoming oppositely electrified by the 
cloud, it then quietly discharges this opposite elec- 
tricity into the cloud, thus neutralizing its charge. 
A lightning-rod not well electrically connected with the 

earthy is more a source of danger than of protection^ 
23 
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since it attracts the discharge without being able to safely 
conduct it to the earth, 

316. Experiments in Frictional Electricity. — Qaite 
a number of entertaining and instructive electrical 
experiments may be shown with easily contrived ap- 
paratus. A few of these will be mentioned. The 
student is earnestly advised, as far as possible, to make 
the information his own, by trying and verifying the 
facts by experiment. 

Experiment. — Cut a piece of elder pith into a ball, tie it to a piece 
of silk, and suspend it from any support. Try the effect of rubbing 
different bodies together, and hold them near the pith-ball, to see 
whether they are electrified. 

Experiment. — Use the gilt paper electroscope, described in a pre- 
vious experiment, and see what kind of electricity you have produced. 
As far as you can, test the correctness of the table given in par. 300. 

Experiment — Cut two discs of gilt paper, a and 6, as large as silver 
quarter dollars, and connect them, as shown in the Ex. on page 254, 
but with linen or cotton thread. Stick a wire through a cork of a 
wide-mouthed bottle, and tie the threads to the end of the wire, leav- 
ing the discs hanging by about \ inch of thread. 
Solder a smooth metal button, A, to the end of the 
wire, and put the cork in the bottle, so that the 
pieces of paper shall be inside the bottle, as shown in 
Fig. 140, first, however, being sure that the bottle is 
perfectly dry by heating it on a warm stove. The 
cork also must be perfectly dry. Bun melted sealing- 

An BMtr^o ^*^ ^^^^ ^^^ ^P ^^ ^® ^^^^' so as to prevent any 
™' moist air from afterwards getting into the bottle. 
This apparatus will now serve as an electroscope. 

Experiment.— Attach a long metallic wire to the button. A, of the 
electroscope just made. Excite the electrophorus described on p. 260. 
and touch the far end of the wire with the tin-foil disc. The leaves, 
a and 6. will at once diverge, showing that the wire has conducted 
the electricity to them. Try the same with a dry silk thread, and 
prove that it is a poor conductor. 

h^^^^^'^^^ "" ^^ ^^^ corners of a square piece of wood bore four 

SuTd r^ ^^'^^^g^to insert the necks'of four porter or ale bottles. 

person on this insulated Miool, and charge him with electricity 





ELECTRICITY OF HIGH TENSION, 267 

from the electrophoriiB by giving him 15 or 20 sparks from the tin-foil 
disc. If, now, the knuckle be approached to any part of his body, an 
electrical spark will pass from it to the knuckle. 

Experiment. — Place a person on the stool and charge him as be- 
fore. He can now light the gas with the spark from his finger. 
- Experiment. — Place a person on the stool, and let him hold the 
electroscope, Fig. 140, in his hand, with his finger on the knob, A. 
Then strike him on the back with a piece of cat-skin ; at every stroke 
the leaves, a and 6, will be seen to diverge. 

Experiment. — Suspend by silk threads, a and 6, as shown in Fig. 141, 
a tomato-can, free from sharp edges ; attach at the lower 
end, by linen or cotton thread, pith- balls, c and d, and 
you have an insulated conductor. 

Experiment. — Make another such conductor, and 
try the effects of induction as described in par. 302. 

Experiment. — Excite the electrophorus, p. 260, and ^ 
convince yourself that it is working and giving sparks. Figi 141. 
Get some one to hold the point of a pin near it when An Insulated 
you are trying to get a spark from it, and the pin 
will discharge the tin-foil disc, and no spark will pass from it to the 
hand. 

Experiment. — To make a Ley den jar, select a candy jar with a wide 
mouth, preferably with glass of a greenish hue, and paste tin-foil on 
the inside and outside, as explained in par. 310. Insert a dry cork in 
the mouth, and run a wire through the cork down into the jar, until it 
touches the inner coating. Attach a smooth metal button to the top 
of the wire. Charge the jar from the electrophorus, and take a shock. 

Experiment. — Get a smooth pine board, larger than a sheet of letter 
paper. Heat the board and sheet of paper before a fire. Then place 
the paper on the board, and stroke it briskly with a piece of India- 
rubber, such as is used for erasing lead-pencil marks. The paper will 
become strongly electrified. Now lift it from the board by one of its 
edges, and bring it near the wall, and it will be at once attracted to 
the wall, and will cling to it for several minutes. 

Experiment. — Electrify the paper as before, and while it is on the 
board, cut it into strips. Take hold of all the strips at one end, and 
lift them from the board. Their lower ends will be repelled, and will 
stand out from one another in a very amusing manner. 

Experiment. — Electrify a piece of paper as before. Remove it from 
the board, and lay a pith-ball on it. The ball will either be thrown 
off the paper at once, or will run to the lower side of the paper, and 
will then be shot off from it. 
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Experiment. — Place a metal waiter on top a dry glass goblet. 
Electrify Ihe paper and place it on the waiter. Apply the, knuckle 
to the edge of the waiter, and a spark will pass to it. Eemove the 
paper by the edge, and another spark can be taken from the paper. 

Eacperiment. — Support a clean dry pane of window-glass, one inch 
or so above the surface of a table, by resting the edges on sticks of wood: 
Place three or four pith-balls under the glass, and rub the top of the 
glass briskly with a piece of silk or cat-skin. The balls will move 
about in a curious manner, and some will probably stick to the glass. 
Now stop rubbing, and hold the finger near the glass above the balls, 
and they will at once fall. Since the glass is not a conductor of elec- 
tricity, and only the top is rubbed, the pith-balls must be electrified 
by induction. 

Syllabus. 

Electricity manifests its presence either as a charge or as a current. 

A body that possesses an electrical charge is said to be electrified. 
An electrified body acquires the property of attracting and repelling 
light bodies. 

A body may be electrified in a number of different ways, one of the 
simplest of which is by friction. 

An electrical charge, like that produced by friction, possesses the 
ability of leaping through short distances, in order to overcome ob- 
stacles placed in its path ; it is, therefore, cominonly called electricity 
of high tension. 

Good electrical conductors are such as readily permit the passage 
through them of an electrical current. Substances that will not readily 
permit the passage through them of such a current are called non-con- 
ductors. 

A body is said to be insulated when it is supported by a poor con- 
ductor. 

There are two kinds of electrical charge, viz., positive and negative. 
Electricities of the same kind repel each other; those of opposite 
kinds attract each other. The kind of electricity with which a body 
is electrified is determined by means of the electroscope. 

Glass rubbed with cat-skin becomes negatively electrified; but when 
nibbed with silk, positively electrified. 

A body which opposes or offers but little resistance to the passage 
of electricity through it is called a conductor. Substances differ 
greatly in their conducting power for electricity ; some are very good 
conductors, while others are very poor conductors. 
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According to the single-flnid electrical hypothesis, a body is posi- 
tively excited when it has more than its natural quantity of electrical 
fluid, and negatively excited when it has less than its natural quantity. 

According to the double-fluid hypothesis, there are two kinds of 
electrical fluids, — positive and negative, — which are generally com- 
bined with each other. Electrical excitement is produced by sepa- 
rating the two fluids from one another. 

When an insulated conductor is approached to a positively excited 
conductor, it becomes electrified by induction. Its end nearest the 
excited conductor becomes negative, and the end farthest from it posi- 
tively excited. If it be now touched, it loses positive electricity, and 
becomes permanently excited negatively. 

The attractions and repulsions of light bodies by electrified surfaces 
are caused by induction. 

An electrical charge resides only on the surface of a conductor ; an 
electrical current passes through the entire mass of the body. 

A point attached to an electrified conductor acquires such a high 
electric tension that it' will quietly discharge the conductor. 

In the electrophorus, the electricity is produced in the resin by fric- 
tion ; but in the metallic disc by induction. 

Condensers of electricity enable the electricity collected in a conduc- 
tor to acquire a higher tension than that of the electrical machine by 
which they are charged ; they operate by induction. The condenser 
is generally made in the form of the Leyden jar. 

The effects of the electric discharge are, .1st. Physiological ; 2d. Lu- 
minous ; 3d. Thermal ; 4th. Mechanical ; and, 5th. Chemical. 

The atmosphere always contains free electricity, which is generally 
positive. Lightning is caused by the discharge of a cloud to the ground, 
or to a neighboring cloud. The thunder is caused by violent disturb- 
ance in the air, produced by the lightning passing through it. 

Lightning-rods protect the buildings on which they are placed, either 
by conducting the discharge to the earth, or by quietly neutralizing 
the electrified cloud by discharging opposite electricity into it. 
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Questions for Review. 

Name the principal varieties of electrical energy. 

Define electrical charge. When is a body said to be electrified? 
Name some of the effects produced by an electrified body. 

What is meant by current electricity ? Name any source of current 
electricity. 
23* 
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DistingniBh between conductors and non-conductors of electricity. 

Name some good conductors. Name some poor conductors. Wliea 
is a conductor said to be insulated ? 

Describe the attractions and repulsions produced by an electrified 
body. State the law of electrical attractions and repulsions. 

Describe the electroscope. For what is it used? Describe the con- 
struction of a simple electtoscope. 

What kind of electricity will be produced in glass by rubbing it with 
silk ? With cat-skin ? With cotton ? 

Describe in full the single-fluid electrical hypothesis; the double- 
fluid electrical hypothesis. 

Explain what is meant by induction of electricity. Has a body 
when electrified by induction any more electricity than it originally 
contained ? How may a body be permanently electrified by induction 7 

Define electrical tension. Prove that an electrical charge resides 
only on the surface of a conductor. Is this true also of an electrical 
current ? 

Explain in full the cause of the attractions and repulsions of light 
bodies by an electrified surface. 

What effects have points on electrical tension ?• 

Describe the construction and operation of the electrophorus and of 
the plate electrical machine. 

Explain fully the construction and operation of the condenser. 
What is meant by the condensation of electricity ? 

Describe the Ley den jar. How is the Ley den jar charged? How 
is it discharged ? 

Enumerate the effects produced by the electric discharge. 

What is meant by a Leyden battery ? 

How does the electrical charge accumulate in a cloud? 

By what is lightning caused ? What causes thunder ? 

Describe the construction of a lightning-rod. How do lightning- 
rods protect the buildings on which they are placed ? What precau- 
tions are necessary in order to obtain an efficient lightning-rod 7 




CHAPTER IV. 

CURRENT ELECTRICITY. 

316. Sources of Current Electricity. — There are 
various sources of electrical current, the principal of 
which, however, may be arranged under three heads, 
viz.: 

lat. Currents produced by chemical action, or voltaic 
currents. 

2d. Currents produced by the action of heat, or 
thermo-electric currents ; and 

3d. Currents produced by the motion of magnets, 
or magneto-electric currents. 

We will consider in this chapter the first two of 
these sources. 

317. Voltaic Currents. — We have already seen that 
if a piece of zinc and copper joined by a wire be dipped 
into any liquid which will act chemically on either 
metal, a current of electricity will be produced. An 
electrical current will be produced when any two 
dis^milar metals are used in this manner, but it will 
be found by trial that certain metals used in connec- 
tion with certain acid liquids will produce the greatest 
current. 

Any two metals that are used together for this pur- 
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pose form what is ealled a voltaic couple^ and the entire 
arrangement a voltaic cell. 

All chemical action is attended with a disturbance of electrical 
equilibrium. Of different kinds of chemical action, that which occurs 
between metals and acid liquids is found to be the best suited for the 
development of electrical current. 

318. Galvani and Volta. — The production of elec- 
tricity by chemical action was first noticed by Galvani, 
an Italian physiologist, who erroneously ascribed the 
effects it caused to a vital fluid. He was making 
experiments, in which he used the legs of recently 
killed frogs. Hanging them against an iron balustrade, 
he noticed that whenever the metal touched a large 
nerve in the frog, and so brought it into contact with 
the muscles of the leg, that the legs were violently 
twitched, as though in pain. He thought that these 
movements were caused by a vital fluid which came 
out of the nerve, and flowed through the iron to the 
muscles. 

Volta, a distinguished physicist, showed that these 
movements of the frogs' legs were due to electricity, 
and constructed an arrangement, called a pile or bat- 
tery, by means of which electricity could be readily 
produced. Voltaic electricity was so named after its 
discoverer. It is sometimes called galvanic electricity, 
though not so properly, since this might imply a belief 
in Galvani's idea of its being the vital fluid. 

319. The Simple Voltaic Cell. — A simple voltaic 
cell consists of two plates of different metals immersed 
in a liquid which can readily act on one of them, and 
connected outside of the liquid by a wire of some good 
conducting substance. 

One of the simplest forms given to the voltaic cell 
is seen in Fig. 142, where a plate of zinc and a plate 
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of copper are immersed in water, rendered sour by 
sulphuric acid, and comiected outside the liquid by 
means of a copper wire, M. 

If the zinc be pure, no action be- 
tween the liquid and either metal 
occura as long as the metals do not 
touch each other. If, however, they 
are made to touch each other, either 
in or out of the liquid, then an action 
takes place between the liquid and 
the zinc, and hydrogen gaa, produced |.j^^ ^j^ 

by the decomposition of the water, is A simple Toltaio 0«u, 
seen to escape in minute bubbles from the copper, and 
a current of electricity continues to flow from the zinc 
to the copper as long as the chemical action continues. 

The contact of the plates outside of the liquid may be 
made either directly, by allowing them to rest against 
one another, or by means of a wire of some good con- 
ducting substance, as copper. This wire may be many 
miles long, but as soon as the ends are brought to- 
gether, the liquid acts on the zinc, bubbles escape from 
the copper, and an electrical current is produced. 

320. The Voltaic Circuit. ~ The direction of the 

current of the simple battery cell just described, is 
from the zinc through the liquid to the copper, and 
through the conducting wire outside of the liquid 
back again to the zinc, thus completing a circuit, called 
the voltaic circuit. 

We make or complete the circuit when we connect 
the zinc and copper by means of the conducting wire, 
and we break the circuit when we disconnect them by 
breaking or separating the conducting wire at any 
point. No current flows when the circuit is broken. 
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The current immediately begins to flow when the circuit 
18 completed. No matter how long the connecting wire 
may be, if the circuit be broken at any point of its 
length the current at once ceases. 

321. The Polarity of the Battery — Electrodes. — 

In any voltaic cell the current always flows through 
the liquid from the metal most acted on to the metal 
least acted on, and out of the liquid in the opposite 
direction. 

In a voltaic cell, in which zinc and copper are em- 
ployed, the zinc is positive in the liquid and negative 
outside of it, and the copper is negative in the liquid and 
positive outside of it. If the wire connecting the plates 
be broken at any place, positive electricity accumulates 
at one of the ends, and negative at the other. These 
ends are called electrodes. That connected with the 
zinc, or with the metal most acted on, is called the 
negative electrode, and that with the copper, or with 
the metal least acted on, the positive electrode. 

322. Amalgamation of the Zinc. — Ordinary ziiic 
is impure, and is violently acted on by the liquid when 
the circuit is broken. This both wastes the zinc and 
the liquid, and weakens the strength of the current 
when the circuit is completed. It may be remedied 
by cleaning the zinc by dipping it in acid water, and 
then rubbing some mercury over its surface : the zinc 
is then said to be amalgamated. The zinc is partially 
dissolved by the mercury, and brought in a pure state 
to the surface of the plate. A number of voltaic cells, 
arranged so that the direction of the current is the 
same in all, is called a voltaic battery. 

323. Electro-Motive Force — Resistance. — By the 

electro-motive force of a voltaic battery we mean the 
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force which produces or causes the electric current, or 
the force which urges it forward. The electro-motive 
force varies with the kind of metals and liquids em- 
ployed. The electro-motive force of voltaic electricity 
is very much less than that of frictional electricity ; 
so that the power of voltaic electricity to jump across 
any non-conducting material separating the electrodes 
— as, for example, air — is almost nothing. 

The quantity of electricity which flows through a , 
conductor in any given time is called the current. 

Anything which opposes the passage of the current 
is called a resistance. 

The poorer the conducting power of any substance,, 
the greater the resistance it opposes to the passage of 
the current ; the greater the conducting power, the less 
the resistance. 

In conductors of the same material, the resistance 
increases with the length of the conductor, and de- 
creases with the area of its cross-section. Thus, a 
copper wire of the same thickness, but twice the 
length* of another, has twice the resistance. A cop- 
per wire of the same length as another, but twice the 
area of cross-section, has but half the resistance. 

Copper is about six times a better conductor than 
iron ; an iron wire of the same length and thickness 
as one of copper would, therefore, have six times the 
resistance as the copper, and placed in the circuit of 
a battery would allow less current to flow through it 
than it would were it of copper, A copper wire could 
be six times as long as an iron wire of the same thick- 
ness, and yet have no greater resistance. 

Liquids are extremely poor conductors of electricity. 
Acidulated water is several million times a poorer 
conductor than pure copper. The resistance of the 
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liquid between the plates of a yoltaic battery is, there- 
fore, very much greater than that of a comparatively 
long wire joining them. The larger the plates of a 
battery, and the nearer they are together, the less is 
the resistance of the mass of liquid between them. 

The smaller the reBistances of the liquid in a battery, and that of 
anything placed in the circuit of the conductors outside the battery, 
the greater is the current which can flow through the circuit. 

In joining the separate cells of a yoltaic battery, so that the current 
may flow in the same direction in each, if we join the positive elec- 
trode of one cell to the negative electrode of the next, and so on, we 
increase the resistance of the liquid conductor, because we increase its 
length. Such an arrangement is spoken of as a high-resistance battery 
or connection in series. If, however, we connect all the positive elec- 
trodes of the different cells by one wire, and all the negative electrodes 
by another, and then join their separate wires, we decrease the liquid 
resistances because we increase iU area of cross-section by increasing the 
size of the plates. Such an arrangement is called a low-resistance bat- 
tery or connection in multiple arc, 

324. Varieties of the Voltaic Cell.— Volta's orig- 
inal battery consisted of discs of copper, cloth, and zinc 
moistened with acid- water, piled on each other in the 
following order, viz. : copper, cloth, zinc, copper, cloth, 
zinc, etc. This was called the voltaic pile. It has now 
been very greatly improved. 

There are a great many forms of voltaic cells, but 
they may all be arranged under two classes, viz. : 

1st. Those in which but a single liquid is used ; and, 
2d. Those in which two diflferent liquids are used. In 
this case, one of the metals dips into one of the liquids, 
and the other metal into the other. 

Among the most important of the single-fluid bat- 
teries are Smee^s and the Bichromate Battery ; and of 
the double-fluid batteries, DanielVs, the Gravity, Qrove\ 
and Bunsen's Battery. 
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325* Smce's Battery. — The metals consist of a 
plate of silver, the surface of which is coated with plati- 
auin in a finely divided state, and a plate of zinc. The 
metals are dipped into water containing sulphuric acid. 

<^26. The Bichromate Battery. — Zinc forms one 
of the plates, and a plate of the hard carbon, or graphite, 
that is formed inside of gas retorts, the other. Some- 
times a single plate of zinc is placed between two plate? 
of carbon. The plates are immersed in a liquid con- 
sisting of a substance called potassium bichromate, dis- 
solved in water containing sulphuric acid. The liquid 
at first is bright red, but after being used changes to a 
greenish brown. 

^;/827. Danieirs Battery. — The metals are zinc and 
(copper, and the liquids are water containing sulphuric 
acid, and a saturated solution in water of copper sul- 
phate. The zinc dips into the acid water placed in 
a cell of unglazed earthenware, called the porous cell, 
placed inside a larger jar, which contains the solution 
of copper sulphate. The copper is placed around the 
porous cell in the form of a cylinder. Near the top 
of the copper cylinder is placed a small cage with a 
perforated bottom. This cage is kept filled with crys- 
tals of copper sulphate, and is so placed as to be partly 
covered by the liquid ; by this means the strength of 
the solution is maintained. } 

328. The Gravity Battery is a modification of Dan- 

ielFs, but dispenses with the porous cell. The zinc is 

hung near the top of a cell containing water above and 

a solution of copper sulphate below. The copper plate 

is placed in the bottom of the cell, and has crystals of 

copper sulphate placed on it. The wire attached to the 

copper plate is insulated by wax or India-rubber. After 
24 
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the action of the cell has begun, the zinc plate is sur- 
rouDded bj a solution of zinc sulphate, and the copper 
bj a solution of copper sulphate : the solutions being 
of different densities, are thus kept separated. 

The Daniell's and the Gravity Batteries give constant 
currents of electricity; the latter is now almost uni- 
versally used on telegraph lines. 

329. Grove's and Bunsen's Batteries. — In Grrove's 
Battery the metals are zinc and platinum, and the liquids 
sulphuric acid in water and strong nitric acid. The 
platinum is dipped into the 
nitric acid contained in a por- 
ous cell, and the zinc, in the 
form of a cyhnder, is dipped 
in the acid water contained in 
a larger cell. 

In BunserCs Battery the 

metals are zinc and carbon. 

The carbon dips into nitric 

acid contained in a porous cell, 

fte.l43.-'n»HlcricAddB»tt«ty. and the zinc as before, in the 

form of a cylinder, into water and sulphuric acid in an 

outer cell. 

Both of these batteries give very intense currents, 
which, however, are not constant. They are some- 
times called nitric acid batteries. 

830. Thermo-Electricity. — If two bars of any un- 
like metals, as, for example, copper and iron, or anti- 
mony and bismuth, be soldered together at one end, 
and the other ends he connected by a wire, or any other 
conductor, and the soldered end heated, a current of 
electricity will flow through the circuit so provided, 
from the bismuth to the antimony, and through the 
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wire, or other conductor, back again to the bismuth. 
If the soldered en(J be cooled, a current of electricity 
will also be produced, but in the opposite direction, 
that is, from the antimony to the bismuth. Such an 
arrangement is called a thermo-electric couple. 

Currents of electricity produced in this way by the 
action of heat, are called thermo-electric currents^ and 
will continue to flow as long as there is any diflference 
of temperature between the opposite ends of the bars. 

Thermo-electric currents are in general of but very 
feeble intensity. Their intensity varies with the kind 
of metals used, and within certain limits, with the dif- 
ference of temperature between the opposite ends of 
the bars. The intensity or electro-motive force may 
be considerably increased by the same means as those 
employed with voltaic batteries, viz. : by the use of a 
number of thermo-electric couples suitably connected. 
In this case a number of bars of two unlike metals, 
such, for example, as antimony and bismuth, or iron 
and copper, are soldered together at their alternate ends. 
Such an arrangement is called a thermo-pih. 



Syllabus. 

There are three principal sources of electrical current, viz. : chemical 
action, heat, and the motion of magnets. 

Electricity produced by chemical action is called voltaic electricity. 
Galvani ascribed the convulsive twitchings of the frog's legs to a vital 
fluid ; Volta ascribed these movements to electricity. 

A voltaic cell consists of two dissimilar metals, immersed in a liquid 
capable of acting on one of the metals, and connected outside the liquid 
by a metallic conductor. 

The electricity produced in a voltaic cell passes through the liquid 
from the metal most acted on to the metal least acted on, and out into 
the liquid from the metal least acted on, back again to that most acted 
on, thus moving in a circuit called the voltaic circuit. 
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When the condoctiiig-wire connecting the plates outside of the liquid 
is broken, a charge of opposite electricities collects at the broken ends ; 
these ends are called electrodes. 

The electro-motive force is the force which causes the electricity, or 
that which urges it to flow. Its flow is opposed by the resistances of 
the materials through which it has to pass. 

The resistance of the liquid conductor between the plates of a bat- 
tery can be decreased either by bringing the plates nearer each other, 
or by increasing the size of the plates immersed. 

Voltaic batteries can be divided into single-fluid batteries and double- 
fluid batteries. 

The principal single-fluid batteries are Smee*s and the Bichromate ; 
the principal double-fluid batteries are Daniell's, the Gravity, Grove's, 
and Bunsen's. Thermo-electric currents are those produced by heat. 



Questions for Review. 

Name the principal sources of electrical current. 

Define voltaic couple ; voltaic cell. What is the source of voltaic 
electricity 7 

Describe briefly the discoveries of Galvani and Volta. 

Describe a simple voltaic cell. What is a voltaic battery ? 

What is meant by a voltaic circuit ? What is meant by making or 
completing the circuit? What by breaking the circuit? 

Describe the polarity of the simple voltaic cell. Define electrodes. 

What is meant by the amalgamation of the zinc ? 

What is electro-motive force ? Upon what does it depend? 

Name the resistances which are present in every voltaic battery. 

Name all the circumstances which decrease the resistance of any con- 
ductor. 

In what two ways may the resistance of the liquid conductor be- 
tween the plates of a voltaic battery be diminished? Distinguish 
between a connection of a number of battery cells in series and in 
multiple arc. 

Into what two classes may all the different forms of voltaic cell be 
B^Irf ! ^""""n! '*'^ ^^ ^^^ following cells, viz.: Smee's. the 
Whardo* "'"> '^' "^^"^^^y* Grove's, and B;nsen's. 

Define thermo-electric couple ; thermo-electric pile. 



CHAPTER V. 

PROPERTIES OF AN ELECTRICAL CURRENT. 

331. Effects Produced by an Electrical Current. — 

The passage of an electrical current through a wire or 
other conductor, produces in the wire or other con- 
ductor a number of effects, the principal of which are 
as follows, viz. : 

1st. Thermal effects. — The wire becomes heated. 

2d. Luminous effects. — If the wire be broken at any 
point, a brilliant flash of light appears. 

8d, Physiological effects. — An 'electrical current sent 
through the body of an animal produces involuntary 
movements of the muscles. 

4th. Chemical effects. — An electrical current sent 
through a compound liquid conductor causes a de- 
composition and recombination of its constituent ele- 
ments. 

6th. Magnetic effects. — All conductors conveying 
electrical currents are thereby rendered magnetic, that 
is, acquire the property of attracting or repelling bod- 
ies called magnets. 

333. Thermal Effects. — Whenever a definite vol- 
taic current flows through a conductor, it heats the con- 
ductor. The elevation of temperature, in the caae of 
a wire, is almost iuappreciable if the wire be stout and 
24* 281 
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of good conducting material, unless the current be 
very great. If, however, the wire be fine, so as to offer 
a great resistance^ it may become intensely heated or 
even melted by the current, if the latter is sufficiently 
great. 

388. Luminous Effects. The Voltaic or Elec- 
tric Arc. — When a conductor conveying the current 
from a powerful battery is broken at any point, a brill- 
iant flash of light is seen. If the ends of the wire 
are connected with two pencils of hard carbon, or some 
other material, and brought together, and then slowly 
separated, a brilliant arc or light, called the voltaic arCy 
will continue to pass between the electrodes, unless 
they be too widely separated. The light of the voltaic 
arc is of dazzling brightness, and the arc itself one of 
the most intense sources of heat that can be produced 
artificially. 

When the carbon electrodes are separated from each 
other, portions of the positive electrode are volatilized 
by the current of electricity and carried through 
the air to the negative electrode, thus forming a 
bridge of vapor over which the electricity passes. 
The positive carhmi decreases in size and the negative 
carbon increases. Besides this, the carbons being in- 
tensely heated, are gradually consumed by ordinary 
combustion. 

334. Illumination by the Electric Light. — The 

intense brilliancy of the electric light renders it ad- 
mirably adapted for the illumination of light-houses, 
or large buildings, or the streets of cities. 

The consumption of the carbon electrodes by com- 
bustion, and the growth of the negative carbon at the 
expense of the positive, render it necessary to adopt 
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aome means hj which the carbons may he hept a con- 
stant distance apart; for, if they should get too far 
apart, the current at once ceases, and the light goes out, 
in which case the carbons must be brought to- 
gether again, and slowly separated before the ; 
light reappears. The carbons are kept at the 
same distance apart by various forms of regu- 
lators. One of the simplest of these regulators 
is a late coutrivance, called the Jahhchkoff 
candle. It consists of two carbon pencils, A 
and B, Fig. 144, placed parallel to each other, ^'j^j^ 
and separated by some non-eondacting mate- loohtoff 
nal, sach as pure clay or alumina, or plaster 
of Paris. As the ends of the carbons are con- 
sumed, the material separating the pencils is fused 
and volatilized, thus expos- 
ing fresh carbons for con- 
sumption. 

The intense brilliancy of 
the electric light renders it 
impossible to directly ex- 
amine the carbon electrodes 
between which the arc is 
passing. Colored glasses, 
which cut off most of the 
light, may be employed for 
this purpose. A more sat- 
isfectory way is to form a 
magnified image of the car- 
bon electrodes, by means 
of a suitable lens placed in front of them. The image 
so formed is received by a distant screen. Fig. 145 
represents an image so obtained. If a small piece ot 
any metal, such, for example, as copper or silver, is 
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placed on the positive electrode, it is at once volatilized 
and carried over in the form of vapor. 

885. Phjrsiological EflEects. — An electrical current 
passed through the nerves of a recently killed animal, 
causes convulsive movements in the muscles that are 
connected with these nerves. Passed through the nerves 
of the living animal, it produces various physiological 
actions, many of which are favorable to the cure of cer- 
tain diseases. Electricity^ however^ as a curative agent, 
may do more harm than good, and should never be em- 
ployed except by a skilful and intelligent physician, 

836. The Chemical Effects. • Electrolysis. — ^When 
a voltaic current is passed through any compound sub- 
stance in the liquid condition, it decomposes the sub- 
stance — one of its elements, or sets of elements, appear- 
ing at one of the electrodes, and the other at the other 
electrode. This decomposition is called electrolysis. 
When two elements combine chemically with each other, 
one is considered to be electro-positive and the other elec- 
tro-negative. When a substance undergoes electrolysis, the 
electro-positive element appears at the negative electrode, 
and the electro-negative element at the positive electrode. 
In salts of the metals, the metal is electro-positive, and 
the element or elements with which it is combined are 
electro-negative. 

887. Electrolysis of Water. Electro-Metallurgy. 

— If two platinum strips be made the electrodes of a 
voltaic battery, and plunged into water which has been 
rendered slightly acid for the purpose of increasing its 
conducting power, the current in passing through the 
water will decompose it, and hydrogen will be given 
off at the negative electrode and oxygen at the posi- 
tive. If the electrodes be dipped into a solution of any 
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salt of a metal, as copper sulphate, the passage of the 
current will decompose the salt, and metallic copper 
will appear at the negative electrode, and sulphuric 
acid and oxygen will be set free at the positive electrode. 
If the positive electrode be of copper^ instead of sulphuric 
acid and oxygen being set free^ sulphate of copper will 
be formed^ and thus keep up the strength of the solution. 
In this way we can deposit strong adherent films of 
metal on the surface of any conductor ; for if the article 
to be coated be attached to the negative electrode of a 
battery, and dipped into a solution of the metal with 
which we desire to coat the article, say copper, and the 
positive electrode be attached to a plate of copper, and 
also dipped into the liquid, when the current passes, the 
salt will be decomposed, and the metal deposited in a 
uniform layer over the article at the negative electrode. 
This process is called electro-metallurgy^ and by it arti- 
cles may be coated with gold, silver, copper, iron, and 
other metals. 

The cuts in this book are prepared as follows : They are first cut in 
wood by a skilful artist; the wood-cuts, however, are not used directly 
for printing, as they are expensive and would soon wear out. The 
wooden outs are pressed into a mixture of soft wax and black-lead, 
and a perfect impression is thus obtained. This impression is covered 
on the back with some non-conductor of electricity and attached to 
the negative electrode of a battery, and immersed in a solution of 
copper sulphate. By the passage of the current, the wax mould is 
thus covered with a thin sheet of copper, which U now the exact coun- 
terpart of the figure on the wooden block. This film is removed from 
the wax mould and stiffened by being filled with/stereotype metal, 
and the form thus obtained is used for printing. // 

338. Magnetic Effects. — All conductors, no matter 
what the nature of their substance, become magnetic 
during the passage of an electrical current through 
them, and thereby acquire all the properties of mag- 
nets. Since, however, magnetic properties are capable 
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of existing in certain substances, under circumstances 
in which the presence of electrical currents through 
the magnets are not evident, we will first discuss the 
properties of such bodies. 

Bodies that are capable of acquiring magnetic prop- 
erties under circumstances in which the presence of 
electrical currents are not evident, are called perma- 
nent-magnets; those in which magnetic properties are 
only produced during the passage of an electrical cur- 
rent are called electro-magnets. Hard iron and steel 
are the principal substances that can be rendered per- 
manently magnetic. Any conductor of electricity can 
become an electro-magnet. 



Syllabus. 

The effects produced by the flow of an electrical carrent are, Ist. 
Thermal; 2d. Lnminoas; 3d. Physiological; 4th. Chemical; and, 
6th. Magnetic. 

An electrical current traversing a wire raises the temperature of the 
wire. If the wire be thin and the current powerful, the wire will 
become luminous, and may be fused. 

If a wire conveying a powerful current be broken at any point and 
separated a slight distance, a brilliant flash of light is seen. If two 
pieces of hard carbon be connected to the wires and then separated, 
a brilliant arc, called the voltaic or electric arc, will continue to pass 
between them. 

The light of the electric arc is very intense, and well adapted for the 
lighting of large areas. 

During Uie passage of the current the positive carbon decreases in 
size and the negative increases. To maintain a constant distance be- 
tween the electrodes, various devices, called regulators of the electric 
light, are used. 

Electrical currents passed through the bodies of dead animals cause 
muscular movements. 
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The chemical effects of an electric current are seen in the combina- 
tions and decompositions produced by the passage of a current through 
a compound substance. 

Electro-metallurgy is the deposit of one metal on another by the 
action of an electrical current. 

Conductors conveying electrical currents become magnets. 



Questions for Review. 

Enumerate the different effects produced by the passage of an elec- 
trical current. 

How may the heating effects of an electrical current be shown ? 

What is meant by the voltaic or electric arc ? How may it be ob- 
tained? What changes are produced in the positive and negative 
carbons during the passage of the current through the arc ? 

Why must the carbon electrodes used in the employment of the elec- 
tric light for purposes of illumination be kept a constant distance apart ? 

Describe the Jablochkoff candle. How are the carbon electrodes 
maintained at a constant distance in this candle ? 

Describe the appearance of the image of carbon electrodes used for 
producing an electric arc. 

Describe any of the physiological effects of an electrical current. 

What is meant by electrolysis? Describe the process of electro- 
metallurgy. 

Describe the magnetic effects produced by the passage of an elec- 
trical current through a conductor. 

Distinguish between permanent- and electro-magnets. 




CHAPTER VI. 

MAGNETISM. 

339. Natural Magnets. — There exists in nature an 
ore of iron called magnetic oxide, speoimenB of which 
are sometimes found, which possess the properties of 
magnete. Such magnets are called hadstoneS, or natural 
magnets, to distinguish them from those which may be 
obtained artificially. 

340. Pennanent Magnets. — When a piece of hard- 
ened steel is rubbed by a magnet, the steel itself be- 
comes magnetic. Steel can be magnetized in a variety 
of ways, and as the magnets bo obtained are stronger 
than those found in the earth, they are preferred to 
them. Various forms are given to these artificial mag- 
nets, but they are generally made either in the form 
of a straight or curved bar. 

341. Distribution of the Magnetic Force. — If some 
iron filings be scattered over the surface of a bar-mag- 
net, they will be found to collect mainly at the ends 
of the bar, while the middle will be quite free. The 
ends of the bar, or the points where the force is mani- 
fested with greatest power, are called the poles of the 



MAGNETISM. 



289 




Fig. 146. - A Vagnetio Veedle. 



A magnetic needle consists of a magnetized bar of steel, 
made in the form 
shown in Fig. 146, 
and supported at its 
centre of gravity on 
a point, around which 
it is free to move. 
When such a needle 
comes to rest, it will, 
if no other magnet is 
near it, point nearly 
due north and south. 
That end which points to the north pole of the earth 
is called, in this country, the north pole, and the other 
end the south pole. 

There are always two opposite poles in every mag- 
net. Even if the magnet were suddenly broken in the 
middle, the broken ends would be found to have polar- 
ity opposite to that of the other ends. 

342. Attractions and Repulsions of Magnets. — If 

the north pole of a magnet be brought near the south 
pole of a magnetic needle, they attract each other ; but 
if the north pole be brought near the north pole of the 
needle, they repel each ^ other. We generally express 
these facts as follows, viz. : 

Like magnetic poles repel^ and unlike poles attract ; 
that is, north attracts south, or south north ; but north 
repels north and south repels south. When magnets 
are at a considerable distance from one another, the 
force with which they attract or repel decreases with 
the square of the distance between them. 

343. Magnetic Field. — Since magnets attract or 
repel all other magnets brought near them, they are 

25 T . 
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supposed to be surrounded by an/itmosphere of mag- 
netic influence called the magnetic field. The direction 
of the lines in which the magnetic force acts in this 

field is beautifully shown by the following 

• 

SExperiment. — Place a magnet on a table, and lay oyer it a piece 
of smooth window-glass, or a sheet of stiff paper stretched in a frame. 
Sprinkle some fine iron filings on the glass or paper, and then tap the 
edge gently with the finger, and the filings will be arranged in curved 
lines, which are the lines in which the magnetic force acts in the mag- 
netic field. 

Experiment. — Magnetize a large needle by rubbing its ends against 
the opposite poles of a magnet. Stick it through a small piece of cork 
large enough to float it on water, and place the cork so that the needle 
may be parallel to the water. If properly magnetized, the needle will 
point north and south. Now approach to it the poles of a magnet, 
and prove that like poles repel and unlike poles attract. 

844. Magnetism by Contact. — When a bar of steel, 
or other body capable of being magnetized, is rubbed 
against a magnet, it becomes itself magnetic. Iron, 
steel, nickel, cobalt, manganese, and a few other sub- 
stances, can be magnetized in this way. Pure, soft iron 
is very easily magnetized, but only retains its magnet- 
ism while in contact with the magnet. Hardened steel 
is not so readily magnetized, but retains its magnetism 
after being removed from the magnet. 

346. Magnetism by Induction. — When any body 

capable of being mag- 
netized is brought 
within the magnetic 
field, it becomes a 
magnet without hav- 
ing actually touched the magnetizing body. Magnetism 
produced in this way is said to, be produced by induc- 
tion. The polarity of the magnetism produced in any 
body hy contact and by induction is the same in either 




Fig. 147.— Kagnetio Induction. 
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case^ and is always of the opposite polarity to that of the 
•magnet to which the body is touched^ or near which it is 
ibrought. Thus, suppose a bar of steel be touched to 
the north pole of a magnet; the point touched will 
have south polarity ; or suppose the end of a bar, S\ 
to be brought near the north pole, iV, of the magnet, 
Fig. 147, without touching it; then the nearer end 
will, as before, have south polarity. 

Experiment. — Touch one end of a steel pen to tTie rtorth pole of a 
magnet. Throw the pen in some iron filings, and it will be found to 
have a, pole both at the end touched and at the opposite end. By means 
of a magnetic needle, test the polarity of the end touched, and it will 
be found to be souths and that of the opposite end north. 

Experiment. — Move one end of a steel pen several times very near 
the north pole of a magnet, without actually touching it. Iron filings 
will show poles at each end, and the little floating magnetic needle 
will show that end which was brought near the north pole of the 
magnet to be of south polarity, and the opposite end north. 

346. Magnetization of Soft Iron and Hardened 
Steel. — Soft iron and hard steel differ greatly in the ease 
with which they become magnetized. If a piece of 
soft iron be touched to the pole of a strong magnet, it 
will at once become magnetized throughout. As soon, 
however, as it is removed from the magnet, it at once 

. loses its magnetism. This is not the case with a piece 
» of hardened steel. When once magnetized by touch- 
ing a magnet, it will retain its magnetism after separa- 
.tion therefrom. 

347. Electro-Magnets. — When a current of electricity 
is caused to flow through any conductor^ it gives that con- 
i ductor the properties of a magnet. 

If, for example, the current flows through a copper 
• wire, the wire will acquire the property of attracting 
iron filings, which it will instantly lose when the circuit 
:is broken. 
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If the wire conveying the current be held near a 
magnetic needle, it will deflect the needle. If the wire 
be held above and parallel to the needle, it will deflect 
the north pole in one direction ; but if it be held below 
the needle, it will deflect the north pole in the opposite 
direction. 

In order to obtain strong magnets by electrical 
currents, a considerable length of copper wire, covered 
with cotton, silk, or some other insulating substance, 
is wrapped in the shape of a coil around a bar of soft 
iron, as seen in Fig. 148. When an electric current is 
sent through such a coil, and the coil thereby becomes 
magnetic, it strongly magnetizes, by induction, the soft- 
iron core within it. The strength of the magnetism so 
produced is very much greater than that of the coil 
without any soft-iron core. 

Magnets so obtained differ in no respect from per- 
manent magnets, except that they retain their proper- 
ties only during the passage of the current. 

348. Methods of Magnetization. — Bodies capable 
of receiving magnetism, may be magnetized by touchy 
by induction^ and by electrical currents. 

Merely touching the end of a needle or penknife to 
the pole of a powerful magnet will render it magnetic 
throughout; but the needle or knife can be more pow- 
erfully maffnetized by drawing it a number of times 
from its centre to the end over one of the poles of a 
magnet, being careful to return the bar each time 
through the air, and to make the stroke always in 
the same direction. Then put the middle of the 
needle or knife over the other pole of the magnet, 
and rub towards the opposite end in the same manner. 
Sometimes two magnets are placed with their oppo- 
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site poles in the middle of the bar to be magnetized, 
and moved to the ends in opposite directions, and then 
returaed through the air and stroked as before. 

By far the most powerful magnets, however, are pro- 
duced by means of electrical 
currents. The electrical cur- 
rent is caused toflow through 
a hollow coil of wire in which 
ia placed the bar to be mag- 
netized ; or, as la moat fre- 
quently the case, the current 
is used to excite magnetism 
in an electro - magnet, and Tlg.148. 

the bar to be magnetized is MsgMtlBm ly El«)tii>-¥igii«u. 
rubbed against the poles of the electro-magnet so pro- 
vided, as shown in Fig, 148. 

349. Cause of the Needle Pointing to the North. 

— The magnetic needle points to the north pole of the 
earth for the same reason that the opposite poles of 
magnets point to each other, if they are sufficiently 
near and free to move. The earth acta as a huye mag- 
net, with its maijnetic poles in the neiyhlorkood of the 
poles of the earth, and the magnetic needle points 
towards these poles on account of iheir attraction. 

Since it is the opposite poles of magnets thnt attract eacli other, the 
cod of the needle that poiats towards the north pole of the earth must 
be of the oppotite polarity to tht earlk'i polarity at the nin-lh. Tha 
French, for this reason, call the end of the neadle wbich points to- 
wards the north pole of the earth, the avxtral or soufA poU. 

360. Origin of the Earth's Magnetism. — The 

origin of the earth's magnetism is not exactly known, 
though there is no doubt that it is in some manner con- 
nected with the sun's action. It is quite probable that 
the principal causes are induction from the sun, and 
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electrical currents developed in the earth in a variety 
of ways, though perhaps chiefly by heat and chemical 
action. 

351. The Declination or Variation of the Needle. 

— It is a very common, though mistaken notion, to sup- 
pose that the magnetic needle invariably points to the 
true geographical north. The fact is that except in a. 
few localities, it actually points to the east or toest of 
the true north. This deviation of the needle from the 
true north, is called the declination or variation^ and 
in some localities amounts to a considerable deviation. 

862. The Inclination or Dip of the Needle. — 

When a magnetic needle is free to move in a vertical 
as well as a horizontal direction, it remains in but few 
parts of the earth in a true horizontal position. In 
most places one of the poles is inclined or dipped to- 
wards the earth. This is called the dip or inclination 
of the needle. In the northern hemisphere it is the 
north pole, and in the southern hemisphere the south 
pole that is inclined. 

The caicse of the dip is the greater pull or attraction 
of one of the poles of the earth on the needle than the 
other, so that the needle is pulled down to the earth as 
well as directed to the north. Thus, in the northern 
hemisphere, the north pole of the needle being nearer 
the earth's magnetic pole than the south pole of the 
needle, is pulled down or dipped, the dip being greater 
the nearer the needle is to the earth's magnetic pole. 
When, however, the needle is midway between the 
poles it remains horizontal, because the attraction of 
the opposite poles of the earth is equal. 
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Syllabus. 

A magnet is a body that poBsesses the power of attracting and re- 
pelling other magnets. Magnets are either natnral or artificial. 

If iron filings be sprinkled on a bar-magnet, thej will all collect at 
the ends of the bar, leaving the middle &ee from attracted particles. 
Those ends where the greatest amount of filings collect, or where the 
magnetic force is greatest, are called poles. There are always at least 
two opposite poles in every magnet. 

A magnetic needle consists of a small magnetized bar, supported at 
its centre of gravity so as to be free to move. When such a magnet 
comes to rest it points nearly due north and south : the end which 
points towards the north pole of the earth is called the north pole 
of the needle, the other end is called the south pole. 

Like poles of magnets repel one another, unlike poles attract. 

The magnetic field is the atmosphere of magnetic influence surround- 
ing the poles of a magnet. 

When a body receives magnetism from another by being rubbed or 
touched with it, it is said to be magnetized by contact ; when it re- 
ceives magnetism from another body by being brought into its mag- 
netic field, it is said to be magnetized by induction. 

Magnetism by contact, or by induction, is always of the opposite 
polarity to that of the body giving the magnetism. 

Bodies capable of being magnetized, may receive their magnetism 
by touch, by induction, and by electrical currents. The latter produce 
the most powerful magnetism. 

The magnetic needle points to the north pole of the earth because 
the earth acts like a huge magnet, with its poles near the north and 
south geographical poles ; the magnetic poles of the earth attract the 
poles of the needle, and cause them to point towards them. 

The earth's magnetism is most probably caused mainly by induction 
from the sun, and electrical currents in the earth. 

The needle does not, in the majority of places on the earth, point to 
the true north, but to the east or the west of it. This deviation is 
called the declination or variation. 

When the ends of a magnetic needle are free to move in all direc- 
tions, in most places one of them dips or inclines to the earth. This is 
called the dip or inclination of the needle. 
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Questions for Review. 

What are loadstones? Distinguish between natural and artificial 
magnets. 

How is the magnetic force distributed in a magnetic bar? Define 
magnetic poles. How many poles roust there be in every magnet? 
What names are given to these poles? 

Describe the magnetic needle. State the law of magnetic attrac- 
tions and repulsions. 

How may these laws be experimentally verified? How may a very 
simple magnetic needle be constructed ? 

Define magnetic field. How may the directions in which the mag- 
netic force acts in a magnetic field be ascertained? Distinguish be- 
tween the manner of producing magnetism by contact and by induc- 
tion. 

If a bar of steel be touched by the north pole of a magnet, what 
will be the polarity produced in the steel at the point touched ? If 
the end of a bar of steel be brought near the north pole of a magnet, 
what polarity will be produced at that end ? 

Describe the methods of producing magnetism by contact. Describe 
the method usually adopted for producing magnetism by electrical 
currents. What is an electro -magnet? 

Why does the magnetic needle point nearly to the geographical 
north ? What is the probable cause of the earth's magnetism ? 

Define declination or variation of the magnetic needle. Define 
inclination or dip. By what is the inclination or dip of the needle 
caused? 




CHAPTER VII. 

MAGNETO-ELECTRIC CURRENTS.— APPARA- 
TUS DEPENDENT ON ELECTRO- MAG NETS- 

363. The Galvanometer. — In order to ascertain 
whether an electrical current is flowing through any 
conductor, it is only necessary to bring near it a mag- 
netic needle, and observe whether or not the needle is 
deflected. 

Unless, however, the current is powerful, the needle, 
even if delicate, is not visibly deflected. In order to 
magnify the effect of the electrical current, it is caused 
to pass through an instrument called 
B galvanometer. 

The galvanometer is an instrument 
used to detect the presence of elec- 
trical currents, and to mensure their 
intensity. It consists of a length 
of copper wire insulated by being 
wrapped with silk or cotton, and 
wound in the form of a flat ring or Fig, 149. 

helix, o, Fig. 149. A magnetic AW^^-MtM. 
needle is suspended inside the coil by a fibre, J, of silk. 
The current is sent through the coil by making it 
enter at one of the binding-posts, x or y, and pass out 
at the other. Since each turn of the wire hecomes 
magnetic during the passage of the current, it is evi- 
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dent that an increase in the number of turns will cauise 
an increase in the attraction or repulsion which the 
coil has for the magnetic needle. . 

Before using the galvanometer, the coil is placed so 
that the direction of the wire is parallel with the needle, 
that is, the coil is placed with the wire extending in a 
north and south direction. On the passage of the cur- 
rent, the needle is deflected so as to tend to be placed 
at right angles to the direction in which the current is 
flowing. The strength of the current is then deter- 
mined from the deflection of the needle. _ - ' 

354. Induction by Current Electricity. — We have 
seen that permanent magnets are capable of producing 
magnetic properties in suitable substances placed near 
them, that is, they are capable of producing magnetism 
by induction. 

We have also seen that electro-magnets possess all 
the properties of permanent magnets. We would sup- 
pose, therefore, that electro-magnets should also possess 
the property of causing magnetism by induction, and 
this, as we have also seen, is the case. 

But electrical currents passing through conductors 
render them magnetic ; therefore we might suppose 
that magnets should be capable of producing elec- 
trical currents. That electrical currents can be so 
produced was first proved by the illustrious Faraday. 

355. Production of Electrical Currents by the In- 
duction of other Electrical Currents. — Whenever 
an electrical current begins to flow, or ceases to flow, 
through a conductor, it causes, by induction, electrical 
currents in neighboring conductors. The currents so 
produced are said to be due to the induction of the 
current flowing through the first conductor. 
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The induced currents continue but for short inter- 
vals, that is, they only flow at the moment of making 
or of breaking a circuit. 

The presence of induced currents produced in this 
manner can be shown by means of the apparatus seen 
in Fig. 160. A hollow coil, A, of moderately stout, in- 
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galated wire, called the primary coil, is connected by 
wires, a, b, c, d, with a battery-cell, C. Another hollow 
coil, B, called the secondary coil, formed of a consider- 
able length of insulated wire, surrounds the primary 
coil. The ends of this coil are connected by means 
of the wires e and / to a galvanometer, Q. 

If, now, one of the wires conveying the battery- 
current, as (2, be raised from the mercury in the 
cup, £, so as to break the circuit, that is, to cause 
the electricity to stop flowing through the primary 
coil, a momentary induced current will at once be pro- 
duced in the secondary coil, as will be shown by the 
movement of the needle of the galvanometer in a cer- 
tain direction. After a moment the needle will come 
to rest, thus showing that the current in the secondary 
coil has ceased to flow. If, now, the wire d be again 
placed in the mercury cup, so that a current from 
the battery can begin to flow through the primary 
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coil, the galvanometer needle will again be deflected, 
but in the opposite direction to that produced by the 
breaking of the circuit of the primary coil, thus show- 
ing that the induced current produced in the secondary 
coil, by making contact with the battery-circuit, is in 
the opposite direction to that produced by breaking 
the contact. 

It can be shown that, at the moment of breaking the 
circuit of the primary coil, the current is flowing through 
the secondary coil in the same direction as the current in 
the primary coily and that at the moment of making the 
contact it is flowing in the opposite direction. The former 
is sometimes called a direct^ and the latter an inverse 
current. The current producing the induction is some- 
times called the primary current^ and the current which 
is induced, the secondary current. 

It is only at the moment of making or of breaking 
the primary current that the secondary current is in- 
duced ; that is, the induced current is only produced 
while the intensity of the primary current is either in- 
creasing or decreasing. 

356. Induction Currents Produced by the Move- 
ment of the Primary Current. — If, while the current is 
still flowing through the primary coil, the latter be drawn 
out or away from the secondary coil, the intensity of its 
influence on the secondary coil will gradually decrease^ 
and a direct current of short duration will be induced in 
the secondary coil. If the primary be pushed within or 
towards the secondary, the intensity of its influence on 
the secondary will gradually increase, and an inverse 
current of short duration will be induced in the secondary, 

357. Currents Produced by Magnets — Magneto- 
Electricity. — If the ends of the secondary coil be con- 
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nected with the galvanometer, and a permaQeDt bar- 
magnet be thrust into the coil, a momentary current is 
produced, as is shown by the deflection of the needle. If 
the magnet is now drawn out of the coil, a momentary 
current is also produced, but :n the opposite direction 
to the first, as is seen by the movement of the galvan- 
ometer needle. Currents produced by the motion of 
magnets are called currents of maynelo-electricity. Tbey 
will also be produced if the magnet remains stationary 
and the coil is moved. 

858. Production of Electricity from Power — 
DynamO'Electric Machines. — Very powerful elec- 



Fig. 161.— Iho GiUBme Djnamo-Eleotrio Kaohine. 

trical currents, similar to those obtained from large 
voltaic batteries, can be obtained directly from me- 
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chanioal power by means of dynamo-electric machines. 
In these machines, by means of a steam-engine or other 
source of power, a number of coils of wire, called the 
armatwre^ are set into rapid revolution between the 
poles of powerful electro-magnets. The currents so 
produced in the armature are caused to take the 
same direction by means of a contrivance called the 
commutator. 

A variety of dynamo-electric machines are now con- 
structed. Pig. 151 shows a very successM form known 
as the Gramme Machine, The field-magnets are shown 
at Jf Jf and M' Jf', and the poles of the magnets at N 
and /Si which are north and south poles respectively. 
The armature is seen at A^ and the commutator at C. 

The coils on the. armature and those on the field-magnets are con- 
nected in the same circait, so that on first starting, the current pro- 
duced in the armature coils, flowing through the coib of the field-mag- 
nets, makes them stronger. The stronger magnetic field so produced 
reacts on the armature coils, and thereby increases the intensity of the 
currents produced therein. 

Dynamo-electric machines are now very successfully 
employed for the production of electricity for illumi- 
nation and for electro-plating. 

369. Applications of Electro-Magnets. — The power 
possessed by electro-magnets of retaining their magnet- 
ism only during the passage of the electrical current, 
enables them to be employed in a great variety of elec- 
trical apparatus. 

360. The Electro-Magnetic Telegraph.— Electro- 
magnetic^ telegraphy depends for its operation on the 
fact just mentioned, that a bar of soft iron can be in- 
break^ °^^^°^*?^®^. ^°^ de-magnetized by making and 
ing the circuit of a helix of wire wrapped around 
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There are many dlGfeTent systems of telegraphy. 
That moat generally used in thia country is sailed 
the Morse system, after the Dame of its inventor. 

In the Morse system a battery, a key, and a Morse in- 
strument are placed in an electrical circuit, at a distant 
portion of which is another key and Morse instrument. 
The key consists of an arrangement by means of which 
the circuit may be easily made or broken. The Morse 
instrument consist%of 
an electro-magnet, M, 
Fig. 152, with a piece 
of soft iron, A, called 
an armature or keeper, 
attached to one end of 
a bar, 5, pivoted at G. 
The other end of this 
bar is furnished with 

a point or stylus, /*, ■ ^ 

which presses against a long strip of paper, S, moved 
by clock-work under the point. If the operator at the 
distant station should depress his key when the circuit 
is broken, he thereby closes it, and M, becoming mag- 
netic, pulls down the armature. A, and causes the stylus, 
P, to indent the paper. If he keeps the key down for 
some little while, the paper will be drawn over the 
stylus, and a dash or long mark made on it ; but if 
the key is only kept down for a moment, then but a 
dot will be given to the paper. "When the operator 
raises the key, the circuit is broken, M ceases to be a 
magnet, and the point is pulled away from the paper 
by the spring, Q. By adopting a system of dots and 
dashes to represent the letters of the alphabet, commu- 
nications can be carried on very rapidly between dis- 
tant places. 



304 



NATURAL PniLOSOPUT. 



Skilled operators soon learn to read the dispatch from 
the soand. In most offices the paper instmment just de- 
scribed is replaced by an instrument called the sounder , 
similar in construction to the other, but dispensing 
with the paper and clock-work. 

861. The Morse Alphabet. — In the following table 
are given the combinations of dots and dashes employed 
in the Morse system to represent t]je letters of the al- 
phabet and the numerals. 



a 
b 


t^m» • • • 


J 

k 




s • 
t - 


c 


• • • 


1 




u - 


d 


^i^ • • 


m 




V - 


e 




n — 




\v • 


f 





o - • 




X - 


g 
h 

* 

1 


a» 


P 

q 

r . .. 




y - 

z - 

& - 




1 

2 

8 




6 

7 
8 


m^^ «ai» • ■ 




4 

5 




9 



— 



To avoid the running of one letter into another, such as i - - and 
e - , which might be mistaken for - - - «, or - • - c, a space is left 
between successive letters longer than that between any of the sepa- 
rate dots of any single letter, and a still longer space is left between 
words. 

It will be noticed that two dots, an interval, and one dot stand for 
c, while three dots stand for « ; i is represented by two dots, while o is 
represented by a dot, an interval, and a dot. Similar differences are 
noticed in the signs for h and y, c and r, z and <&. Thepe differences 
are more marked when only the sounds are regarded, and, indeed, 
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most telegraphy b j the Morse system is effected by means of the sounds, 
as already explained. > 

362. The Magneto-Electric Telephone is an in- 
strument by means of which the sounds of the human 
voice, as in articulate speech uttered in any place, (^n 
be audibly reproduced at places hundreds of miles dis- 
tant. This wonderful instrument is the invention of 
an American citizen by the name of Bell. 

The telephone consists of a permanent magnet, if. 
Fig. 153, with a e 

coil, C, of insulat- 



m 




ed wire wrapped "Qj 

around it near one 

of its ends. One a b h 

A f fli' *1 ^S* 1^63.— The Hagneto-Eleotrio Telephone Oironit 

is connected to a wire, E Ly which passes to a dis-. 
tant station, where it is connected to one end of the 
coil, (7', wrapped around the permanent magnet, M!, 
The other ends of the coils C and C are either con- 
nected by means of a wire between A B H^ or, what 
is the same thing, are connected to metallic plates 
buried in the earth at A and H, The circuit so pro- 
vided is called the telephone circuit. The apparent 
break in the wire, E i/, at a, is intended to represent a 
great length of wire. 

The method of operation of the instrument is as fol- 
lows : A circular diaphragm, Z), of thin sheet-iron is fast- 
ened at its edges to a mouth -piece, P, of wood. When 
a person speaks into this mouth-piece, the diaphragm 
is moved in and out by the sound-waves striking it ; 
but the soft-iron diaphragm, D^ being near the magnet, 
if, becomes a magnet by induction ; and as it is moved 
towards and from the magnet, M^ by the sound-waves, 
it produces induced electrical currents in the coil of 
26* . U 
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wire on Jf, and these currents traversing the circuit, 
flow through the coil on Jf' , at the distant station, and, 
bj changing the strength of the magnetism of M\ 
cause the diaphragm, /)', to pass through movements 
precisely similar to those produced by the sound-waves 
in D. An ear, therefore, placed at P' will distinctly 
hear all that is said at P, even though P' be hundreds 
of miles distant from P. One can even recognize the 
peculiarities of the distant speaker^s voice. 

The manner in which the currents flowing through 
the coil on M' cause movements in the diaphragm, D', 
can be readily understood by considering a single mo- 
tion of the diaphragm, 2), towards and from M. Sup- 
pose that, by moving towards Jf, it causes an electrical 
current which, traversing the telephone circuit and flow- 
ing through the coil, (7, increases the magnetism of M^ : 
the diaphragm, jD', is at once drawn nearer if'. When, 
now, D moves away from Jf", it produces a current of 
electricity in the opposite direction to that produced 
by its first movement, which current flowing through 
C\ decreases the magnetism of M\ when the elasticity 
of the diaphragm, i?', causes it at once to move away 
from M\ 

Since these movements of the diaphragm correspond 
precisely to the movements of the sound-waves, it will 
be seen that the diaphragm, D\ is moved in precisely 
the same manner as the diaphragm of a person's ear 
would be if he were near the speaker. A person list- 
ening at P' should, therefore, be able to hear all that 
is spoken at P. 

It will be seen that the magneto-electric telephone 
18 m reality a magneto-electric machine operated by 
the voice. The sound-waves striking the diaphragm 
produce electrical. currents which, flowing through the 
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telephone circuit, reproduce in a distant diaphraym the 
exact movements of the first. 

Electrical currents then, and not sound-waves, pass 
through the vnre connecting the telephones. 

The construction of the magneto - 
electric telephone will be better under- 
stood by an inspection of Fig. 154, which 
represents a section of the instrument. 
The magnet, H F, has a coil, C, at one 
of its ends, the ends of the coil being 
connected to binding screws at x and y. 
The diaphragm, D, is placed near that 
end of the magnet which is surrounded 
by the coil. The centre of the dia- 
phragm, Z>, is directly opposite the ' ^ 
opening in the mouth -piece, P. The BoU TeiipioM, 

363. The Microphone is a variety of telephone by 
means of which faint sounds can be heard at very great 
distances. The microphone was invented by Professor 
Hughes. 

In this instrument the sound-waves are made to vary 
the electrical resistance of a circuit, and thereby pro- 
dace variations in the quantity of electricity which 
flows through the circuit. These variations, by means 
of a telephone, are made to reproduce the sounds caus- 
ing them. The microphone is placed near the place 
where the sounds are originated, and connected by 
means of a conducting wire with a battery and a tele- 
phone. Whatever sounds are made near the micro- 
phone, such as talking or even breathing, can be heard 
by any one listening at the telephone, even though it 
be hundreds of miles distant. 

Fig. 155 shows the construction of the microphone- 
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A small rod, A B, of hard carbon, sharpened at both 
ends, is loosely placed 
in small cavities in 
two other carbons, 
C and D, supported, 
as shown, hj a piece 
of thin wood, E, at- 
tached to the base, 
S. The wires, a and 
h, connected to the 
ends of C and D, are 
placed in the circuit 
rij.i55.-Ti..Mioroph<ma. ^^ a voltaio batter/, 

in which is also placed a in^^neto-electric telephone. 

The amount of electricity from the battery that can 
flow through the microphone will be dependent on the 
position of the upright carbon, A B. If it rest against 
the horizontal carbons, C and D, so that a comparatively 
large extent of the surihces of its sharpened ends are in 
contact therewith, more electricity will flow through 
the microphone than if a smaller extent of its surfaces 
were in contact with C and D.^ Any variations in the 
strength of the current flowing through the micro- 
phone, by producing variations in the strength of the 
telephone magnet, will cause movements in the dia- 
phragm of the telephone. If, now, a person talks in a 
faint tone near the microphone, the sound-waves strik- 
ing different parts of the instrument — mainly the board, 
^ — will cause movements of the carbons, C and D, 
whereby the portions oi A B that are in contact with 
and D are varied in exact accordance with the 
movements of the sonnd-waves; so that a person 
listening at the telephone will be able to hear dis- 
tinctly all that is said. 
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So ^□cderfnllj Bansitive is thiB instniment th&t the ticking of a 
natch held near it cun be heard hy a person ut the telephone. Even 
a &j walkiifg over the board, E, can be heard at the distant telephone. 
The Bound of the voice as in epeaking can be moet distinctly heard if 
the board, E, is inclined at an angle of about 50° to a horizontal. The 
joint at /permits of such inclination. 

364. The Phonograph. — Tlie discovery of the tele- 
phone directed the attention of many experimenters to 
the mechanical work which the voice is able to per- 
form, and soon resulted in the invention of an appa- 
ratus for recording the sounds of the voice, and repro- 
ducing them at any future time. This instrument ia 
called the phonograph, and was invented by Mr. Edi- 
son, 



\ 



Fig. lee.— Tbg SpeRUnji Ftionognpb. 



The construction of the phonograph is shown in Fig. 158. A cylin- 
der. C, ia Boppotted at X and Y on an aiis, ^1, so as to be readily 
turned by means of the handle, W. At one of the Eupports, as at A, 
a screw-thread is out on the aiis. This thread fits into a correspond- 
ing thread in the support at X, no that one complete tarn of the handle, 
W, causes (he cylinder (o move forward the distance between any 
tno consecutive threads. A ecrew-thread of the sane pitch la cnt on 
the surface of the cylinder, C. A month-piece, M. attached to a cir- 
cular diaphragm, D, of elastic caetal, similar to the moulh-piece of the 
magneto-electric telej>hone, is connected to the upright support, S. A 
piece of watch-spring. Q, fastened at its lower end, ie placed, a? shown 
in the figure, near the diaphragm, D, bnt prevented from touching it 
by means of n small piece of rubber tube, B. A needle-point, P, if 
soldered to the rod, Q, near ita upper end. 
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In using the inBtrament, the surface of the cylinder, (7, is eoyered 
with a smooth piece of tin-foil, and the mouthpiece is placed so that 
the needle-point, P, just touches the tin-foil surface directly over one 
of the grooves of the thread. If, now, a person talk in a loud voice 
into the mouth-piece, M, the sound-waves, striking the diaphragm, 
move it in and out ; and this motion heing imparted to the needle- 
point, P, causes it to indent the tin-foil on the surface of the cylinder. 
Were the cylinder at rest, these indentations would all be received on 
the same point ; but if the cylinder be kept constantly turning while 
the person is* speaking, the indentations are made on different portions 
of the surface. 

During this time the cylinder has been moved so that the mouth- 
piece is now in a different position from that it occupied when the 
person first began to talk. To make the phonograph talk back, move 
the support, 8, so that the mouth-piece assumes the position shown in the 
figure at 8'M' by the dotted lines, and reverse the motion of the handle, 
W, until the cylinder is again in the position it occupied when the person 
began to talk. Now move the mouth-piece back, so that the point, P, 
again touches the foil directly over the groove, and again turn the 
handle in the same direction in which it was turned when the |)erson 
began to talk. If the ear be now placed near the mouth-piece, or, still 
better, if a lar^e paper cone be inserted in the opening, M, aU that wot 
tpohen to the instrument will be distinctly treated by it. 

The cause of the sound is as follows : The movements of the point, 
P, produced by words spoken into if, caused the surface of the tin- 
foil on C to be marked with minute elevations and depressions ; and 
when the point is again caused to pass over these irregularities, it re- 
produces in the diaphragm, D, all the movements by which the irregu- 
larities were originally caused ; for when the point is forced to climb 
any of the elevations on the foil, it moves the diaphragm outwards; 
and when it is forced to enter the depressions, the diaphragm, D, moves 
inwards. A person near M will therefore hear all that was origi- 
nally spoken into the phonograph. 



Syllabus. 

In order to ascertain whether an electrical current is flowing through 
any conductor, it is only necessary to bring the conductor near a mag- 
netic needle, and observe whether the needle is deflected or not. 

Galvanometers are used to detect the presence of a current of elec- 
tricity, or to measure its intensity. They consist essentially of a long, 
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insulated wire, wrapped in the form of a hollow helix, with a magnetic 
needle inside the helix. 

A conductor conveying a current of electricity will induce a mo- 
mentary current of electricity in a neighhoring conductor, whenever 
the intensity of the current is increasing or diminishing. 

If a magnet he moved towards or from a coil of wire, it will pro- 
duce a current of electricity in the wire. 

In dynamo-electric machines, powerful electric currents can be pro- 
duced by the movements of electro-magnets between the poles of other 
electro-magnets. 

The electro-magnetic telegraph depends for its operation on the fact 
that a core of soft iron, surrounded by a coil of insulated wire, can be 
instantly magnetized and de-magnetized by completing or breaking an 
electrical current, in the circuit of which the coil is placed. 

In the magneto-electric telephone the sound-waves, striking a me- 
tallic diaphragm placed near a permanent magnet surrounded by a 
coil of insulated wire, produce electrical currents in the coil, which, 
flowing through a telephone circuit, reproduce in a distant diaphragm 
the exact moveinents of the first diaphragm. 

The microphone is a variety of telephone, by means of which faint 
sounds can be heard at very great distances. 

The phonograph is an instrument by means of which the sounds of 
the voice, as in speaking, may be recorded and reproduced at any 
future time. 



Questions for REViE\Ar. 

How can we ascertain whether an electrical current is flowing through 
a conductor ? 

Describe the construction and use of the galvanometer. 

What is meant by induced electrical currents? How may such cur- 
rents be developed ? Are such currents continuous or momentary ? 

What are inverse currents ? What are direct currents ? 

How may induced currents be produced by permanent magnets ? 

What are dynamo-electric machines ? Describe their general con- 
struction. 

Describe the general construction and method of operation of the 
Morse Telegraphic Instrument. 

Explain in full the construction and method of operation of the 
magneto-electric telephone. 

What is the use of the microphone ? Describe its construction and 
method of operation. Describe the construction of the phonograph. 



Problems. 

IMPENETRABII.ITY. 

1. A .ton. dropprf i.lo . ve..el WW to »« »*» Jf' 
w.Ur o.u». 420 cubic inci.e. of ».ter to roo o»t. What n 
the volume of the atone ? „ . ^ - i ,h 

% A cuho of gmnite, »bo.e side 1. M mche. m length 
when p.rtl, dipped In • v.»el fllled with water, »•"»■»» 
cuMo inche. of water to run oot. How many cub,, inche. 
of the granite axe out of the water ? 



FRENCH AND ENGLISH MEASURES. 

8. How many raetree are there in one English mile ? 

4. How many kilometres are tliere in one English milul' 

5. How many millimetres are there ia 20 feet ? 

6. How many EngliBh raileB are there in 1609 kilometres? 

7. How many feet are tliere in 30,480 metres ? 
a How many iochee are there In 5.080 metres ? 

9. Reduce the following to French measures, viz. : the polar 
diameter of the Earth is equal to 7899 miles ; its circumfer- 
ence is equal to 24,899 miles, 

10. Find the volume in cubic inches of a cube whose side is 
31 metres inlen^h. 

11. How many gallons are there in 3551.365 cubic nietrcs ? 

12. Find the area in French measare of a rectangular wall 
whose length is 20 feet and whose height is 10 feet. 
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13. Find the number of cubic millimetres in a ci>be whose 
side is i of an inch. 



MECHANICAL PO\ArERS. 

Bule for Determininsr the Effloienoy of a Lever. 

Divide the ami of the power by the arm of the fceight; multiply 
the qwjtient by the power; the product will gice the weig!U tlie 
power can move: {In these problems the weight of tJie lever is 
disregarded.) 

14. In a lever of the first class the arm of the power is 3 
feet and the arm of the weight is 1 foot^^ What weight 
will a power of 100 pounds raise ? Here f = 3 and 3 X 100 = 
300 pounds. 

15. The arras of a lever are 12 and 100 ; what weight will 
300 pounds hung at the end of the long arm raise at the short 
arm? 

16. What weight would 300 pounds hung at the end of the 
short arm of the lever (described in Frob. 15) raise at the 
short arm ? 

17. It is required to raise 2000 pounds by a weight of 10 
pounds by means of a lever of the first class. Calculate the 
relative lengths of the long and short arms. 

18. The long arm of a lever of the first class moves 12 times 
as fast as the short arm ; what are the relative lengths of the 
arms? 

19. Why can the power never be less than the weight in a 
lever of the third class? 

20. A weight of 300 pounds is hung at one end of a long 
straight lever, at a distance of three feet from the fulcrum ; 
at what distance on the other side of the fulcrum must a 
weight of 982 pounds be hung in order that the lever may be 
in equilibrium ? 

21. What relation must exist between the arms of a lever 
of the first class in order that 500 lbs. may balance 20 pounds? 

22. If the length of the lever referred to in example 21 be 10 
feet, where must the fulcrum be placed in order that the 500 
pounds and the 20 pounds may be in equilibrium? 

23. Where must the fulcrum be placed in a lever of the first 
27 



814 NATURAL PHILOSOPHT. 

cUus, whose length is 2 feet« in order that 1 pound avoirda- 
pois may balance 1 ton? 

24. If the lever shown in Fig. 12 be 1 foot in length, and 
F be 4 inches from W, how much weight would 1 pound at 
F balance at W? 

25. If the lever shown in Fig. 13 be 1 foot in length, and 
F be 4 inches from W, how much weight would 1 pound at 
F balance at W? 

26. If the lever shown in Fig. 14 be 1 foot in length, and 
F be 4 inches from W, what weight would 1 pound at P 
balance at W? 

27. If F A in Fig. 17 be 4 mches, F B be 9 inches, and F B' 
be 8 inches, what difference would be produced by a power 
of 100 x>ounds aoting in the direction B F from that produced 
when it acted in the direction BF? 

Rule for Determining the Efflcienoy of the Wheel and 



Divide the circumference of the wheel by the dreumference of 
the axUy or the diameter of the wheel by the diameter of the axley 
and multiply the quoUent by the power applied at the wheel; the 
product will give the weight the power can raise, 

28. A wheel 6 feet in diameter is attached to an axle 6 
inches in diameter ; a weight of 1 ton is to be raised by a 
rope attached to the axle ; what power must be applied to 
the wheel? 

29. What relations must e^ist between the diameters of 
the wheel and the axle, in order that 1 pound may balance 
1000 pounds? 

30. What effect would be produced in the efficiency of a 
wheel and axle by making the diameter of the wheel twice 
its former size? By making the diameter of the axle twice 
its former size? By making the diameter of both the wheel 
and the axle twice their former size? 

31. In a movable pulley, such as shown in Fig. 19, how 
much power would be required to raise a weight of 1 ton? 

32. What weight would a power of 312 pounds raise with 
such a pulley? 

33. Why is there no gain in the amount of weight raised 
in the case of a fixed pulley? 
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Bule for Determininsr the Effloienoy of an Xnolined 
Plane. 

(a.) When the power is exerted tn the d%recti(m of the lenffth of 
iheplome. 

Divide the length of the pUxiM hy its height; the quotient muUi' 
plied by the' power will give the weight the power can move up the 
pkme, 

(b.) When the power is exerted in the direnAion of the hose of 
the plane. 

Divide the hose of the plane hy its height; the quotient muUi- 
plied by the power wUl give the weight the power can move vp the 
plane. 

34. The length of an inclined plane is 10 feet and its 
height 2 feet, what weight can a power of 1428 pounds sus- 
tain on the plane, provided the power acts in the direction 
of the length of the plane? 

35. Through what distance along the length of the plane 
mentioned in Frob. 34 would the power be required to act in 
order to raise the weight through 13 inches? 

36. In the same plane, how much power would be required 
to act in the direction of the base of the plane in order to 
sustain a weight or load of 1428 pounds? 

37. In two inclined planes, the power, acting in -the direc- 
tion of the length of the planes, sustains weights respectively 
12 and 200 times greater than the power ; required the pro- 
portions existing between the lengths and the heights in each 
plane. 

Rule fbr Determining the Effloienoy of the Sorew. 

Divide the drcumfer&njce of the circle through which the power 
moves by the distance between any tvx) consecutive or adjoining 
threads of the screw; the quotient^ multiplied by the power ^ will 
give the weight the screw can raise. 

38. In a copying-press, such as shown in Fig. 23, the cir- 
cumference of the circle through which the power moves is 14 
inches, and the distance between any two adjoining threads 
of the screw is i inch ; what pressure would a power of 200 
pounds applied at the handles exert on anything placed 
under the plate? 

39. In what two different ways could this press be altered 
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80 as to enable the same power to produce a pressure twice 
as great as that described in the last problem? 

40. What changes would be required in the press described 
in Ptob. 38 in order that a x>ower of 200 pounds should exert 
a pressure only one-half as great as indicated in the same 
problem? 

41. What relations must exist between the length and the 
height of an inclined plane in order that it may have the 
same eflSciency as that of the screw press directed in con- 
nection with Frob. 38? 



ENGLISH AND FRENCH SYSTEMS OF 

WEIGHT. 

42. In 4173 pounds avoirdupois, how many pounds troy? 

43. Beduce 3842 pounds troy to pounds avoirdupois. 

44. Beduce 2240 pounds avoirdupois to pounds troy. 

45. How many grains are there in 1 pound avoirdupois? 
How many are there in 1 ounce? 

46. How many grammes are there in 1 pound avoirdupois? 
How many in 1 pound troy? 

47. How many kilogrammes are there in 4 pounds avoir- 
dupois? 

48. How many pounds avoirdupois are there in 243 kilo- 
grammes? 

49. Beduce 2253 grammes to grains troy. 

50. In 57,432 milligrammes, how many grammes? How 
many ounces troy? 

51. A cubic foot of water weighs 62.3 pounds avoirdupois ; 
what is its weight in kilogrammes? 

52. What is your weight in kilogrammes? What is it in 
milligrammes? 



GRAVITATION. 

63. If a body weighs 17,460 pounds avoirdupois at the 
equator, how much would it weigh at the poles ? 

27ie following formuloR will be of aid in solving problems in the 

laws of falling bodies : 

V=gt 
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Here T equah ike velocity acquired by a falling hody at the end 
of any given time ; g = tfie velocity acquired during ilve first second^ 
and i=z the number of seconds falling ; heiice, to determine the 
velocity acquired by a falling body at the end of any given num- 
ber of seconds^ multiply 32 feet by the number of seconds, 

54. What velocity will be acquired by a body that has been 
fiklling for 8 seconds? 

55. A stone dropped from a balloon is observed to strike 

the ground 10 seconds after it left the balloon ; what was its 

final velocity? 

I> = Jgt«. 

Hence^ to find D, the distance passed through at the end of any 
given tim£^ multiply 16 by the square of the number of seconds the 
body Jias been falling; the product will be equal to the distance the 
body has fallen in feet. 

56. A stone dropped into a well is observed to strike the 
bottom five seconds after it left the hand ; required the depth 
of the welL 

57. How high was the balloon (Prob. 55) at the time when 
the stone was dropped from it? 

58. Wishing to determine the height of a bridge, I drop a 
stone from it, and observe the stone strike the water 2^ sec- 
onds afterwards ; how high is the bridge ? 



V = i/2gD=^8i/D. 

2b determine the velocity acquired by a body falling through 
any distancej D, measured in feet^ multiply the square root of the 
distance by S; the product will give the velocity in feet per second, 

59. A brick Mling from the roof of a building strikes a per- 
son on the pavement 40 feet below ; what was its velocity 
when it struck him ? 

60. Through what distance must a body fall in order that 
its velocity may be 1000 feet per second? 

61. The lengths of three pendulums are respectively 12, 
24, and 48 ; what are the differences in the durations of their 
oscillations? 

62. How much must the length of a pendulum be shortened 
in order that it may make a complete oscillation in one-half 
the time ? 

27* 
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63. How mnch mnat the length of a pendulum he increased 
in order that it shall take twice as long to make one complete 
oseOIation ? 



HYDROSTATICS. 

64. A cohic foot of water is subjected to a pressure of 625 
^pounds to the square inch ; how much is it reduced in volume? 

65. If the communicating vessels A and B, shown in Fig. 
41, have pistons at G and D, whose areas are respectively \ 
inch and 1 square foot, how much weight on D would 1 pound 
at G raise? 

66. In the last example, how much fiuster ¥nll the weight 
at G move than will that at D? 

67. If in communicating vessels 23 pounds on the smaller 
piston raise 17,352 pounds on the larger piston, what are their 
respective areas? 

€^. In the hydrostatic press shown in Fig. 42, what weight 
would a force of 200 pounds at F raise at G, if the areas of 
the pistons are \ square inch and 1 square foot, and the long 
and the short arms of the lever B and 1 respectively? 

69. What must be the respective areas of the pistons in 
the smaller and the larger cylinders in order that a force of 
31 pounds, applied directly at the smaller piston, may raise 22 
tons placed on the platform connected with the larger piston? 

70. Galculate the pressure in pounds on the base of the 
vessel A, when filled with water, if the horizontal base of the 
vessel be 1} square feet, and the depth of the water be 13 inches. 

71. Galculate the pressure in pounds on the base of B, and 
also on that of G, if the area of the base of each and the 
depth of the water are the same as in the last example. 

72. A vessel with a rectangular base and vertical walls is 
fiUed with water to a depth of 10 feet ; what wUl be the 
weight of the water in the vessel if the base is 15 feet wide 
and 32 feet long? 

73. What would be the pressure in pounds on each of the 
sides of such a vessel? 

74. A cubical vessel, whose side is 1 foot, is filled with water; 
determine the pressure on the base and on each of the sides. 

^0. A circular plate, whose diameter is 10 inches, is im* 
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meraed 10 feet below the Borfiu^e of a body of water ; calculate 
the upward pressure exerted on it by the water. 

76. How many cubic inches are there in 1 pound of water? 

77. The capacity of a vessel is 315 cubic inches ; how many 
pounds of water will it hold when half filled? 



-»o}0<oo. 



THEOREM OF ARCHIMEDES. 

78. A body whose weight in air is 782 pounds, when placed 
in water displaces 17,280 cubic inches ; how much weight does 
it lose while in the water? 

79. A body weighs in air 162 pounds ; when placed in water 
it weighs 100 pounds ; what bulk of water does it displace? 

80. A cube of stone, whose bulk is 21 cubic feet, weighs 
2140 pounds in air ; what weight would it lose when immersed 
in water? 

81. A loaded vessel, floating in a river, displaces 3000 cubic 
feet of water ; how much does the vessel weigh? 



SPECIFIC GRAVITY. 

82. A body weighs in air 2247 grains ; in water it weighs 
1917 grains ; what is its specific gravity ? 

83. A cubic foot of stone weighs in air 259} pounds avoir- 
dupois ; what is its specific gravity? 

84. The specific gravity of gold = 19.30. A mass of gold 
dropped into a vessel filled with water displaced 315^ cubic 
inches ; what was its weight ? 

85. A body lighter than water weighs 400 grains in air ; 
attached to a piece of brass it weighed 4494 grains in air, and 
3240 grains in water ; the brass itself loses, weighed in water, 
460 grains ; what is the specific gravity of the body? 

86. A glass bulb, similar to that shown in Fig. 53, p. 110, 
loses, when weighed in a liquid, 410 grains ; when weighed in 
water, it loses 387 grains ; what is the specific gravity of the 
Uquid ? 

87. If the glass bulb described in the last problem loses, 
when weighed in water, 387 grains, how much would it lose 
if weighed in alcohol, sp. gr. = .792 ? 
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88. How much would it lose when weighed in ocean water, 
sp. gr. = 1.026 ? 

89. If a bottle when filled with water will hold exactly 
1000 grains, what would be the weight of a quantity of milk 
which will just fill it, the specific^ravity of milk being 1.026? 

90. What is the ratio of the weights of equal bulks of milk 
and ordinary ocean water? 

91. A specific-gravity bottle weighs, when empty, 400 
grains ; when filled with water it weighs 1400 grains ; when 
filled with milk it weighs 1426 grains ; what is the specific 
gravity of the milk ? 

92. A cylindrical tube, weighted so as to fioat upright when 
placed in pure water, floats with 7 inches under water ; when 
placed in a liquid whose specific gravity is sought, it fioats 
with but 6 inches immersed ; required the specific gravity of 
the liquid. 

93. A mass of oil, when placed in alcohol diluted with 
water, fioats when placed anywhere below the surface ; what 
Ib the specific gravity of the oil ? 

94. What is the weight of a cubic foot of iron? 

95. What is the weight of a cubic foot of gold ? 

96. What is the weight of a cubic foot of platinum? 

97. How much would a cubic foot of cork weigh ? 

98. How much would a brick of silver, 10 inches long, 5 
inches broad, and 3 inches thick, weigh? 

99. What Ib the weight of a cube of granite whose side is 3 
feet? 

100. How much heavier is a cubic foot of fresh river water 
than a cubic foot of ocean water? 

101. A vessel with a rectangular base and vertical walls, 
whose length is 3 feet 4 inches, and whose breadth is 2 feet 1 
inch, is filled to a depth of 1 foot 11 inches with ocean water ; 
what is the pressure in pounds on the base ? 

102. What is the pressure on each of the vertical walls in 
the last example ? 

103. To what would the pressure on the base be equal, if 

the vessel m the last example were filled with alcohol ? With 
milk? 

\^K T^""* ''''I"™'' ^""^^^ ^^ P<>«nd8 Of gold occupy? 
106. A mass of silver wpi<yhpQ-io,.^ j t. ^ • -^ i 
in cubic inches ? weighs 312 pounds ; what is its volume 
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106. What must be the capacity of a vessel in order that it 
may hold one pound of milk ? 

107. How much larger must a vessel be in order to hold 10 
pounds of water than to hold 10 pounds of mercury 1 



HYDRAULICS. 

108. How much must the head be increased in order that 
the velocity of escape of a liquid from an orifice in a vessel 
shall be increased 2^^ times ? 

109. How many cubic inches of water would escape from 
an orifice in a thin wall of a vessel, if the area of the orifice 
is 1 square inch, and the depth of the liquid above the middle 
of the orifice is 16 inches ? 

110. A cylindrical vessel, kept constantly filled with water, 
has in the side three equally large orifices, A, B, and C, 
whose centres are respectively 12 inches, 20 inches, and 31 
inches below the level of the water ; how much greater would 
the fiow of C be than that of A ? How much greater would 
be that of B than that of A? 



PNEUMATICS. 

HI. The area of the earth is 197,000,000 square miles; 
calculate the entire weight of the atmosphere, assuming that 
the atmospheric pressure in all latitudes is 15 pounds to the 
square inch at the sea leveL 

112. If the surface of a man is equal to 12 square feet, what 
pressure does he sustain at the level of the sea from the 
weight of the atmosphere? 

113. How high would the column of liquid stand in a 
barometer tube at the level of the sea, if water were used in 
the place of mercury? 

114. How high would it stand if ether (sp. gr. == .715) were 
employed ? 

115. What would be the ascensional force of a balloon whose 
volume is 1200 cubic feet, provided its entire weight is 41 
pounds avoirdupois? 

116. A cubic foot of air is subjected to a pressure oi 45 

V 
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pounds to the square inch ; calculate the change which occurs 
in its volume. 

117. A quart of air is reduced hy pressure to the |V ^^ & 
quart ; to wliat pressure is it subjected? 

118. A pint of air is allowed to expand in a vacuous quart 
jar ; to what pressure would the inside of the quart jar then 
be subjected? 

119. A certain mass of air subjected to an increase of press- 
ure has its density increased fourfold ; what was the press- 
ure in x>ounds to the square inch ? 

120. How high could alcohol, sp. gr. = .792, be raised in a 
perfectly acting suction-purap? 

121. How high could mercury, sp. gr. =13.50, be raised in 
such a pump? 

122. What is the limit of the height that water can be 
raised by means of a siphon ? 

123. On a mountain, where the mercury in a barometer 
stands at a level of 29.32 metres, how high could a perfectly 
acting suction-pump raise water from a well ? 



SOUND. 

124 Through what distance will sound travel in one minute 
through the air when the temperature is at 32^ F.? 

125. Through what distance will it travel in the same time 
through the air if the temperature be 60^ F.? 

126. A distant man is observed to strike a blow with a 
hammer 4 seconds before the sound of the blow reaches the 
ear of the observer ; what distance is the man from the ob- 
server, if the temperature of the air be 70^ F.? 

127. What time would it take the sound of the hammer to 
reach the observer's ear if the temperature of the air were 
320F.? 

128. A flash of lightning is observed to strike a distant 
object 6 seconds before the thunder is heard ; what is the 
distance of the object from the observer, the air being at the 
temperature of 60^ F.'? 

129. A person standing before a distant cliff and shouting, 
distinctly hears an echo of two syllables ; what is the distanoe 
of the cliff, the temperature of the air being 60^ F.? 
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130. Two observers are listening to the ringing of the same 
bell ; one is distant from it 10 feet, the other 100 feet ; how 
much louder should the bell sound to the first person than 
the second person? 



HEAT AND LIGHT. 

131. Convert 212^ F. into Centigrade degrees. 
. 132. Convert 67° F. into Centigrade degrees. 

133. Convert 46^ F. into Centigrade degrees. 

134. Convert 68° C. into Fahrenheit degrees. 

135. Convert 100^ C. into Fahrenheit degrees. 

136. Convert 87° C. into Fahrenheit degrees. 

137. Find the corresponding degrees in the Centigrade scale 
for the following temperatures of the Fahrenheit scale, viz. : 



Mercury boils at 350° C. 
Turpentine boils at 156° C. 
Acetic acid boils at 118° C. 
Alcohol boils at 78.4° C. 



Copper melts at 1100° C. 
Zinc melts at 410° C. 
Lead melts at 334° C. 
Phosphorus melts at 44° C. 



138. Convert the following temperatures into degrees of 
the Centigrade scale, viz. : 



Tin melts at 455° F. 
Silver melts at 1873° F. 
Gold melts at 2016° F. 
Yellow wax melts at 143° F. 



Ether boils at 94.8° F. 
Carbon disulphide boils 138° F. 
Linseed oil boils at 597° F. 
Sulphuric acid boils at 620° F. 



V 



139. If all the energy represented by the fall of 2196 pounds 
through a distance of 1 foot were converted into heat, to 
what extent would it be able to increase the temperature of 
1 pound of water? 

140. How long does it take the sunlight to travel from the 
sun to the earth, if the distance between the earth and the 
sun be 92,500,000 miles? 

141. The disc of a Bunsen's photometer is equally illumined 
when its distances from the candle and a gas-light are 11 
inches and 196 inches respectively ; required the candle power 
of the gaslight. 



Questions for Examination. 

Part I. 

MATTER AND FORCE. 



Chapter I.— Hatter. 

1. Wht will ft atone, when dropped into a veoel filled with water, 
cause as much water to run out of the veesel b8 will just equal the 
volume of the stone T 

2. Diatmguiah between eompoond and elementary substance*, giving 
an example of each. 

3. What do joQ nnderttand by tb« properties of a bodj? Oive an 

4. Give an example of a physical change occnrring in matter. Give 
an example of a chemical change. 

5. Eiplaia the difference between the ordinary and the scientific nsa 
of the word phenomenon. 

6. Define cause and effect. Illustrate by an example of each. 

7. What ia the difference between Natorol Fbilotophy and Chem- 
istry? 

S. Define natural law. How only may natural laws be diecovered? 

9. Define enerf^. Illnstrate by examples. 

10. Explain the meaning of the phrase, " Matter and energy are in- 
destructible." 

Chapter II. — General Properties of Hatter. 

1. Distinguish between a gener&l and a xpecific property of matter. 

2. Write a table giving the names and values of the French m 
«f length. 
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3. Write a table giving the names and yalnes of the French measures 
of stirface, and of volume. 

4. Explain by means of an experiment the meaning of the word 
impenetrability as applied to matter. 

5. Distinguish fully between atoms and molecules. 

6. When matter is expanded or compressed, do the molecules vary 
in size, or is it the pores or spaces between them that vary ? 

7. What is meant by the inertia of matter ? 

8. Why must force act on a body before it begins to move, before ib 
Btops moving, or before it changes the direction in which it is moving ? 

9. Give some examples of the inertia of matter. 

10. Define fluid resistances ; friction — name the causes of friction. 

Chapter m — The Three Conditions of Matter. 

1. Why should ice melt, and water evaporate, when heated ? 

2. What difference exists between the molecules of ice, water, and 
the vapor of water ? 

3. Define solids. What force holds or binds the molecules of solids 
together ? Give any examples showing that this force varies greatly 
in different substances. 

4. Define liquids. Why have liquids no definite shape 7 

5. Distinguish between mobile and viscid liquids. Explain the cause 
of the difference between them. 

6. Define gases. Which possess the greater mobility, gases or 
liquids ? 

7. Why will many liquid substances evaporate when placed in an 
empty or vacuous space ? 

8. Describe the effect caused by heat on the condition of matter. 

9. What is meant by a refractory substance ? Name some substances 
whose points of fusion are very low. 

10. Define solidification ; vaporization, and liquefeustion. 

Chapter IV. — Force and Motion. 

1. What is meant by the word force ? Name some of the different 
ways in which force manifests itself. 

2. What three things must be known in order that we may be able 
to ascertain the effect produced by any force ? 

3. Define mass ; velocity ; substance. To what is the mass of a body 
proportioned in the same substance? 

4. Define momentum. When the mass and the velocity are known, 
how may the momentum be ascertained ? 

28 
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5. Why most the momentum of s body be the correct meftsare of the 
amount of motion it potsesMs ? 

6. Name any examples which show, that when two or more forces 
act on a body at the same time, each prodaoes the same effect as if it 
acted alone. 

7. Define nniformly accelerated, and uniformly retarded motion. 

8. Show by means of a drawing the resultant of two forces, whose 
intensities are respectively 8 and 16, acting on a body in directions at 
right angles to one another. 

9. Define couple as used in mechanics. 

10.' What is meant by centrifugal force? Give some examples of 
centrifugal force. 

Chapter Y. — The Mechanical Powen. 

1. Define machine, power, and weight as used in mechanics. 

2. Prove by means of a drawing that any machine will be in equi- 
librium, when the power multiplied by the distance through which it 
moves, is equal to the weight multiplied by the distance through which 
it moves. 

3. If no energy is gained by a machine, explain how a man, by ex- 
erting a force of but 100 pounds against a lever, can raise a weight of 
10,000 pounds. 

4. Of which two mechanical powers are all the others modifications? 

5. Name two examples of each class of levers. 

6. Define the arm of a lever. Illustrate by a drawing. 

7. Describe the wheel and axle. By what different means may the 
efficiency of the wheel and axle be increased ? 

8. Describe the movable pulley. Illustrate by means of a drawing. 

9. The height of an inclined plane is 8 feet, its base 12 feet long, and 
its length is 14.4 feet. How much greater force would be required to 
move a given weight up the plane when the force is applied in the 
direction of the base of the plane, than when it is applied in the direc- 
tion of the length of the plane ? 

10. How may the efficiency of the screw be ascertained ? 

Chapter TI. — Gravitation. 

1. Write a table giving the names and values of the French system 
of weights. 

2. State the law of universal gravitation, and explain its meaning. 

3. How does the plumb-line show the direction in which graviiy 
acts? 
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4. What is meant by the centre of gravity ? Explain any method 
for finding the centre of gravity. 

5. Why mnst a body be at rest or in equilibrium when it is sup* 
ported at its centre of gravity ? 

6. Where mnst a disc be supported in order that it may be in stable 
equilibrium ; in unstable equilibrium ; in neutral equilibrium ? Illus- 
trate by drawings. 

7. Upon what circumstance does the degred of stability of a body 
resting on a horizontal base depend ? 

8. Write the five laws of falling bodies. 

9. Define "duration of an oscillation " as applied to the pendulum. 
Show by means of a drawing what is meant by the amplitude of the 
oscillation. 

10. Write the laws of the pendulum. 

Cluster YIL — Cohenon and Adhesion, and Propertiei 

Peculiar to Solids. 

1. Explain in full what is meant by cohesive attraction, illustrating 
by examples. 

2. How may it be shown that liquids possess cohesion ? 

3. Distinguish between the molecular attractions of cohesion and 
adhesion, and chemical attraction or affinity. 

4. Name five instances of adhesion occurring between different kinds 
of solids. 

5. Define solution and diffusion. What influence has adhesion on 
each of these phenomena ? 

6. When is a liquid elevated in a capillary tube ? When is it de- 
pressed ? Explain in full the cause of the elevation or the depression. 

7. Explain by means of an experiment what is meant by osmose. 

8. How may articles of steel be hardened ? How may they be an- 
nealed ? 

9. Why is it impossible for the size of any structure to exceed certain 
fixed limits ? 

10. Define elasticity. In what different ways may it be developed? 
How may it be measured ? 
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Part II. 

FLUIDS. 



Chapter L — Hydrostatics. 

1. Write the law for the transmisflion of preflsare through liquids. 
How do liquids differ in this respect from solids ? 

2. Describe &e hydrostatic press. 

3. Show by means of drawings that the pressure on the base of a 
vessel, caused by the weight of the contained liquid, may be equal to, 
greater than, or less than the weight of the liquid in the vesseL 

4. A vessel with a rectangular base, 4 feet long and 2} feet broad, is 
filled with water to the depth of 4 feet *, calculate the pressure on the 
base. 

5. How may the correctness of the principle of Archimedes be 
demonstrated experimentally ? 

6. What is the cause of buoyancy? Make drawings of floating 
bodies in stable, in unstable, and in neutral equilibrium. 

7. Explain the method for finding the specific gravity of a solid by 
the balance. 

8. How can the specific gravity of a body lighter than water be 
found by the use of the balance 7 

9. Describe the use of the specific-gravity bottle. 

10. Explain how the specific gravity of a liquid can be obtained by 
the use of hydrometers. 

Chapter n. — Hydraulics. 

1. Explain the cause of the intermittent flow of water &om a narrow- 
necked bottle. 

2. Write the rule for calculating the velocity with which a mass of 
liquid will escape from an orifice in a containing- vessel. Why should 
the velocity increase with an increased depth of liquid above the 
orifice ? 

3. How may the amount of the flow be calculated ? What cor- 
rection is necessary in applying this rule ? 

4. Why must the head be comparatively great in order to cause a 
moderately large flow of water through the water-pipes of a ciW ? 
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6. Upon what does the velocity of a river depend ? In what part 
of a stream is the velocity greatest ? 

6. Why does a vertical jet of water fail to reach the level of the 
liquid in the reservoir ? 

7. Describe the undershot water-wheel. Under what circumstances 
may the float-boards be inclined to the circumference of the wheel ? 

8. Show, by means of a drawing, the shape of the buckets of an over- ' 
shot wheel. Why are the buckets given this shape 7 

9. Explain the difference between the high and the low breast- 
wheel. 

10. Describe the turbine water-wheel. In what three ways does 
the water impart its motion to this wheel ? 

Chapter m. — F&eiunatios. 

1. Show by means of an experiment that any mass of air, if relieved 
of the pressure of the surrounding air, will at once expand. 

2. Explain the effect that diffusion exerts on the gaseous ingredients 
of our atmosphere. 

3. Upon what does the height of the mercury in the barometer de- 
pend ? Why has the thickness of the column of mercury no influence 
on its height ? 

4. Name some of the uses of the barometer. 

5. Bescribe the construction and operation of the air-pump. 

6. Describe any experiment illustrative of atmospheric pressure. 

7. A pound of feathers is balanced in the air by a pound of lead; 
which is the heavier ? Why ? 

8. What effect has an increase of pressure on the volume of a gas? 
What effect has a decrease of pressure on the volume ? What effect 
has each of these on the density ? 

9. What is the greatest height to which a liquid can be raised by 
the use of the siphon ? Why 7 

10. Describe the construction and operation of the common suction- 
pump for water. 

28* 
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Part III. 

SOUND AND HEAT. 

— •«5««o« 

Chapter L — The Came, Traiumiusion, Beflectien, and 

Refraetion of Sound. 

1. In what two dififerent senses is the word sonnd nsed ? 

2. Explain in full the nature of the waves by means of which sound 
is carried from a sounding body to the ear. 

3. What property must be possessed by any substance in order that 
it may be able to transmit sound-waves ? 

4. Describe the string telephone. 

5. Through what distance in air will sound travel in five seconds 
when the temperature of the air is 88^ Fahr. ? 

6. Explain the cause of echoes. Under what circumstances do 
multiple echoes occur ? 

7. Explain the principle of whispering galleries. 

8. What is meant by the refraction of sound? Under what circum- 
stances will sound-waves be refracted? 

9. What effect is produced in the intensity or loudness of sound, by 
the distance of the hearer from the sounding body ? 

10. Define vibration ; wave-period ; wave amplitude, and velocity. 

Chapter n. — The CharaoteriBtics of Muiical Sound — 

Musical Instniments. 

1. What difference exists in the cause of musical sounds and noises? 

2. What is meant by the intensity of a sound ? Upon what does 
the intensity of a sound depend ? 

3. What is meant by the pitch of a musical sound ? Upon what 
does the pitch of a musical sound depend? 

4. Describe the use of the siren for determining the pitch of musical 
sounds. 

5. What is meant by the quality of a musical sound? Upon what 
does the quality of a musical sound depend ? 

6. What is meant by sympathetic vibrations ? Why must the ex- 
cited waves have the same wave period as those by which they are 
caused 7 

7. Explain the nature and cause of resonance. 

8. Describe any simple experiment illustrative of resonance. 

9. What is meant by the interference of sound ? 
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10. Into what different classes may musical instruments be divided? 
Give an example of each class. 

Chapter m. — The ITatare of Heat — Thermometers and 

EzpaiiBioiL 

1. Give a brief explanation of the cause of heat. In what respect 
is it different from the cause of sound ? ^ 

2. What is meant by the luminiferous ether ? What reasons have 
we for believing that it exists ? 

. 3. Why does matter expatud when heated ? 

4. Define temperature. Describe the construction of the thermom- 
eter. 

5. How does the Fahrenheit thermometric scale differ from the 
Centigrade scale? 

6. Why can we not rely on oar sensations to determine the differ- 
ence in the temperature of any two bodies ? 

7. Which are the more expansible; solids or liquids? liquids or 
gases ? solids or gases ? 

8. How may a glass vessel be easily cut into any desired shape ? 

9. Wimt is meant by the temperature of the maximum density of a 
liquid? At what temperature does water acquire its maximum den- 
sity? 

10. Explain the effect produced by the temperature of the maximum 
density of water on the extent to which large bodies of water freeze. 

Chapter IV. — ^The Communication of Heat — ^The SnrfiEice 

Action of Bodies. 

1. What is meant by the conduction of heat ? By what means is 
heat conducted from one part of a body to another part ? 

2. Describe the manner in which a simple Bunsen burner may be 
constructed. 

3. Why do we wrap ourselves in blankets to keep warm, and wrap 
ice in blankets to keep it cold? * 

4. Define convection of heat. Explain the cause of convection 
currents in liquids and gases. 

5. Define radiation of heat ; explain the manner in which heat is 
radiated. 

6. What facts can you mention to show that heat is radiated or 
given off from hot bodies in straight lines ? 

7. Distinguish between luminous and obscure heat. 

8. What kind of bodies are good absorbers of heat ? Why ? What 
kind are good reflectors ? Why 7 
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9. Whj will tea or coffee keep hot longer in brightlj polished pots 
than it will in dnll, tarnished ones 7 

10. What is meant by selective absorption? Explain its caiise. 

Chapter Y. — CSiaBge of State — ^Latent and Specific Heat— 

Keehanical Equivalent of Heat 

^ 1. Write^he laws of fusion. 

2. In what respects do the laws of solidification resemble those of 
fusion 7 

3. Explain the meaning of latent heat. How may the latent heat 
of ice-water be ascertained ? 

4. Under what circumstances does latent heat become sensible 7 

5. Explain why the rapid mixing of salt and ice, or salt and snow, 
produces such a low temperature. 

6. Name all the circumstances that influence the rapidity of eyapo- 
ration. 

7. Under what circumstances only can water be raised above the 
temperature of 212^ Fahr. 7 

8. Describe the culinary paradox. 

9. Explain in full what is meant by the specific heat of a substance. 
How may the specific heat of a body be ascertained by the use of the 
calorimeter ? 

10. What is the meaning of the phrase " The mechanical equivalent 
of heat " ? What ie the yalue of Joule's equivalent 7 
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Part IV. 

LIGHT AND ELECTRICITY. 

Ohapter L — ^Light — ^Its If atnre and Sources — ^4ctian of 

Katter on Light 

1. What is the cause of light? * Name the principal sources of light. 

2. Distinguish between a luminous and an illuminated body. 

3. Define transparency, translucency, and opacity. Name any 
transparent^ translucent, and opaque substances. 

4. Explain the cause of shadows. Distinguish between the umbra 
and the penumbra. 

5. Write the laws for the reflection of light. Upon what does the 
amount of light reflected depend? 

6. Define phosphorescence. What two kinds of phosphorescence 
are tbere? 
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7. Define refraction of light. Write the laws for the refraction of 
light. 

8. How does the distance affect the intensity of its light emitted hy 
a Inminons body ? Describe the photometer. 

9. Show by means of a drawing how it appears to be possible to 
look through a brick. 

10. Define yisnal angle. Why do concave mirrors cause the images 
of bodies placed in certain positions before them to appear magnified ? 

Chapter n. — ^Lenses — Optical Instruments and Vision. 

1. Why does an object viewed through a prism appear out of its 
true position ? 

2. What are lenses ? Into what two classes may lenses be divided? 
Name t1R$Se belonging to each class. 

3. Where is the principal focus of a convex lens situated ? Where 
is the virtual focus ? Where are the longer and the shorter conjugate 
foci? 

4. Under what circumstances will the apparent size of an object 
viewed by a lens be different from its real size ? 

5. Describe the structure of the human eye. 

6. What is the cause of near-sightedness ? What is the cause of far- 
or long-sightedness ? How may each of these defects be remedied ? 

7. Describe the simple microscope. 

8. Describe the construction of the magic-lantern. 

9. What is meant by the dispersion of light? Describe the effect 
produced by passing light through a prism. 

10. Explain the cause of color. 

Chapter m. — ^Electricity — ^Electrical Charge, or Electricity 

of High Tension. 

1. In whut two ways do all varieties of electrical energy manifest 
themselves ? 

2. Describe some of the effects produced by an electrical charge. 

3. What is meant by a conductor of electricity ? Name some good 
electrical conductors. Name some good non-conductors or insulators. 

4. State the law of electrical attractions and repulsions. 

5. Describe the construction and use of the electroscope. 

6. Explain the single-fluid electrical hypothesis. 

7. Describe the construction and operation of the plate electrical 
machine. 

8. Explain in full what is meant by the induction of electricity. 



884 NATURAL PHILOSOPHY. 

9. Does an electrical charge reside on the surfisKM or in the interior 
of an electrical condnctor? Is this tme of an electrical current? 

10. Bescrihe the constmction and operation of a lightning-rod. 
What conditions are necessary in order to secnre its efficient opera- 
tion? 

Chapter IV. — Current Electricity. 

1. Name some of the principal sources of electrical current. 

2. Give a short account of the discoyeries of GkJyani and of Volta. 

3. Descrihe any simple voltaic celL 

4. What is meant by a voltaic circuit? When is a voltaic circuit 
said to be closed or completed? When is it said to be broken? 
When only does the current flow through the circuit? 

5. In what direction does the current flow in any simj^le voltaic 
cell or battery ? 

6. What advantage is obtained by the amalgamation of the zinc 
used in any voltaic cell ? 

7. Define electro-motive force ; electrical resistance. 

8. Describe the Daniell's battery. What great advantage is pos- 
sessed by this cell ? 

9. Describe the construction of Grove's battery. How was this 
battery modified by Bunsen? 

10. Under what circumstances are thermo-electric currents devel- 
oped ? Give a brief description of a thermo-pile. 

Chapter Y. — ^Properties of an Electrical Current 

1. Describe the thermal effects produced in a wire or other con- 
ductor by the passage through it of an electrical current. 

2. Describe the luminous efiects produced by the passage of an elec- 
trical current. 

3. Why must the carbon electrodes employed in the production of 
the vpltaic arc be maintained at a constant distance apart? 

4. Describe the Jablochkoff electric candle. 

5. What changes occur in the form of the carbon electrodes during 
the formation of the voltaic arc ? 

6. Describe some of the physiological effects produced by the pass- 
age of an electrical current through the human body. 

7. Define electrolysis. 

8. Describe the process by which a strong adherent film of metal 
may be deposited electrically on the surface of any metal. 

9. How are the plates for printing the wood-cuts used in this book 
prepared? 
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10. Describe the magnetic effects produced in a wire or other con- 
ductor by the passage throug^i it of an electrical current. 

Chapter VI. — Magnetism. 

1. Distinguish between artificial and natural magnets. 

2. What is meant by the poles of a magnet ? How may the posi- 
tion of the poles of any magnet be easily ascertained ? 

3. Describe the construction and operation of the magnetic needle. 

4. Write the laws of magnetic attraction and repulsion. How may 
these laws be demonstrated experimentally ? 

5 Give a brief description of the manner in which magnets may be 
produced by induction. 

6. In what yery important respect do soft iron and hardened steel 
differ in the ease with which they receive and retain their magnetiza- 
tion ? 

7. What are electro-magnets ? How are they obtained ? 

8. In what different ways may bodies be magnetized? . 

9. Explain the cause of the magnetic needle pointing towards the 
north pole of the earth. 

10. What is meant by the inclination or dip of the magnetic needle ? 
Explain the cause of the dip of the needle. 

Chapter Til. — Magneto-Electric Currents — ^Apparatns De- 
pendent on Electro-Magnets. 

1. Describe the construction and operation of the galvanometer. 

2. Under what circumstances can an electrical current in any fixed 
conductor produce an electrical current by induction in a neighboring 
conductor ? 

3. Describe the nature of the induced currents produced by the 
movement of a conductor through which a current is flowing. 

4. Describe the construction of the Gramme dynamo-electric ma- 
chine. 

5. Explain the principles of electro-magnetic telegraphy. 

6. Describe the Morse receiving telegraphic instrument. 

7. Give a brief description of the manner in which the makes and 
breaks in the telegraphic circuit are used in the Morse system to rep- 
resent the letters of the alphabet. 

8. Describe the construction and operation of the magneto-electric 
telephone. 

9. Describe the construction and operation of the microphone. 

10. How are the sounds of the human voice reproduced by the 
phonograph ? 
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Beam of light 212 

Boiling of liquids, laws of. 199 
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Freezing a gradual process 196 

effect of, on temperature of air... 196 
mixtures 196 

Frietion, cause of. 25 

definition of. 25 

FusUnit laws of. 193 

of solids, cause of. 198 

G 

OnOeriea, whispering 150 

Qalvani and Volta, experiments 

of. 272 

Galvanometer, construction of... 297 

use of. 297 

Gas, tension of. 126 

Gases, condensation of. 34 

expansibility of 126 

expansion of. 177 

incoercible. so called 34 

nature of. 32 

Gramme electrical machine 801 

Gravitation, law of. 66 

Gravity, centre of. 68 

direction of. 68 

effiBct of. 65 
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Gravity, force of. 65 

intensity of, determined by the 

pendulum 78 

point of application of. 68 

specific 108 

H 

Hardening 91 

Hardness 91 

Head of liquid 116 

Heat, absorption of. 187 

cause of. .*. 170 

communication of. 180 

conduction of. 180 

convection of 182, 183 

emission or radiation of. 187 

general effect of. 171 

how caused by c)iemical combi- 
nation 207 

influence of, on condition of 

matter...... 33 

latent 193 

luminous 186 

mechanical equivalent of. 203 

obscure 186 

opacity 187 

radiated in all directions 184 

radiation of. 184 

ray 185 

reflection of. 186 

sensible 193 

shadows 185 

specific 202 

transparency 187 

fli(ir/t-7^n«lon electricity 249 

Ilutnaneye 235 

eye, defects of..... 237 

Hydraulics 115 

Hydrodynamics 98 

Hydrometer Ill 

Hydrostatic press 100 

I 

Illuminated bodies 211 

Illumination by electric light 282 

Images, apparent size of. 225 

formation of by lenses 234 

formed by small apertures 221 

virtual 223 

Impenetrability of matter......... 18 
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IntUnativm or dip of magnetic 
needle.... .<i...- 291 

IneUned plane ~ 59 

efficiency of as a mechanical 
power ~ (iO 

lnd«9truetiJbUUy of matter and 
force 18 

Induced electrical carrents, char- 
acter of. 800 

electrical currents, direct 800 

electrical cnrrents. inverse 800 

InduetUvn, cause of. ~......... 256 

coil, primary 299 

ooil. secondary 299 

of current electricity 298 

of electricity 256 

of magnetism 290 

InvrHa ~ 22 

effects produced by 28 

examples of. 24 

IngtrunkenU, musical 165 

optical 237 

stringed : 165 

wind 166 

ImUHBUy of light 219 

Of light, effect of distance 

upon 219,220 

of light, how measured 220 

of radiant heat 186 

Interference of sound-waves 165 

InvisiMlUy of ray of light 216 

IrU 236 



Jabioehkoff'e electric candle 283 

J0to of water 119 

Jaule^e equivalent 204 



Xoefometor* , Ill 

Zaniem, magic 288 

XMient heat of ice-water 195 

heat of vapors 201 

Xatr, natural » 12 

Jmws of boiling of liquids 199 

of felling bodies 74, 75, 76 

of ftision 193 

of reflection of light 214, 215 

of refraction of light 218 

of solidification 194 

JOenees, converging 282 

ooi^ugate Ibd of. 288 
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X«tMe«, definition of. „ 281 

diverging, varieties of. 232 

foci of. ^..... 232 

formation of images by 234 

forms of. 232 

images at conjugate foci of. 235 

principal focus of. 283 

virtual focus of. 233, 234 

Lever, arms of....... 57 

classes of. 66 

effects of. 57 

Xeyden Jar 262 

Idght, absorption of. 216 

and heat, difference between 210 

and radiant heat, relations of.... 245 

beam of. 212 

diflftision of. 214 

dispersion of. 242 

intensity of. 219 

nature of. 210 

pencil of. 212 

ray of. ~ 212 

refhtction of. 217 

sources of. 211 

vel<y^tyof. 213 

I/iffhiniMQ 264 

rods 265 

rods, circumstances affecting 

value of. 265 

lAmit of distinct vision 234 

Idmiia of audition 158 

lAquefaeHon 84 

Hquid condition of matter, cause 

of. 80 

Jets or veins, velocity of escape of 116 
pressure, effect of density on...... 101 

pressure, e£tect of depth on- 101 

pressure, equality of upward, 
downward, and lateral press- 
ures 101 

pressure on base of containing 

vessel, how determined 102 

pressure on side of containing 

vessel, how determined 102, 108 

pressure, upward, how deter- 
mined 103 

solution 86 

Liguide, boiling of. 199 

compressibility of. 98 

diflftision of 86 

expansion of. „^ 175 

mobile M .....M 81 
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X<ffiii€l9, Viscid.....!... 81 

XocMtofofM ^ 288 

lAmg»Sigh$edness, cause of. 237 

lAuninlferous ether 170 

lAmUnaua bodies 211 

heat. — 186 

M 

Mtuhinie, definition of. ~ 62 

Magie JLantem » 288 

MagneHe attractions and repul- 
sions 289 

field 289 

force, distribution of. 288 

needle 289 

needle, declination of. 294 

needle, inclination or dip of. 294 

needle, variation of. 294 

MagneH»ni of earth, cause of. 293 

produced by induction 290 

produced by contact 290 

Mofftido-EleetricUy 801 

Magnets, electro, how produced.. 291 

electro, properties of. 292 

natural 288 

permanent, how produced 288 

Magnitude 16 

MaUeabiiity 90 

Mariotte>9 law 185 

Maes and velocity 89 

definition of. 89 

efi^ect of on attraction 66 

Matter « 9 

changes of. 11 

chemical changes of..........~ 11, 18 

conditions of. 29 

indestructibility of. 18 

physical change of. 11 

MaaHmum density of water, ef- 
fect of on freezing. 176 

density of water, temperature of 176 

tension of vapors 198 

Measurement, units of 16 

Meehanieal equivalent of heat... 203 

powers. 52,54 

Mediuni sonorous 145 

Metre 17 

Mi4frophone 808 

Mieroseope, the compound 239 

the simple ^. 287 

Mirrors and specula 222 

concave / 225 

29* 
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jmrror«;curved 225 

plane. » ~ 222 

Mixture of liquids 86 

Mixtures, freezing 196 

MeMUty 22 

MoleeuMar forces 29 

Meleeules 19 

compound 20 

elementary 20 

Jiromentu«», examples of. 41 

measure of, moving energy 41 

on what dependent 40 

JToTfe receiving instrument 808 

sounder 804 

telegraph 808 

telegraphic alphabet 304 

Motion, curvilinear 43 

perpetual 61 

rectilinear '. 48 

uniform 42 

uniformly accelerated 48 

uniformly retarded. 48 

varied .* , 42 

varieties of. 42, 43 

Mouth^JPieees 166 

MuMple echoes 149 

Musical box. 167 

instruments 165 

sounds 156 

N 

Natural law \ 12 

phenomena, cause of. 87 

philosophy 11 

Nature of light 210 

Near-sightedness, csMB&ot 237 

Negative charge 254 

Noises » 155 

o 

Ohseure heat 186 

Opaeity 211 

Optical instruments 287 

Osmose 89 

P 

Paper-Bag, water boiled in 200 

Paradox, culinary 200 

PencU of light 212 

Pendulum, the 77 

Pendulums, laws of oscillations 
of........ 78 
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Fwi^fr wH wy power of telescope- 241 

Penumbra or partial shadow 218 

P«rmaM«nt magnets, definition of 286 

PerpHual motion...^ 61 

Fhenmnenanp definition of. 12 

FhoiMgraph, the speaking 909 

Ptioaphareteeneep cause of. 216 

two distinct kinds of. 217 

JPhotoffraphiMff camera 238 

Phoiomtftera 220 

Bunsen's 221 

PhyHea, definition of. 11 

object of study of. ~. 13 

Piston of steam-engine 205 

Plane mirrors, formation of ima- 
ges by 223 

PnettntaHea 98, 126 

Pointa, influence of on charged 

conductors 258 

Pioiea, magnetic 289 

Poroaity of matter 20 

Poaitive charge 254 

Preaa, hydrostatic 100 

Preaaurt, atmospheric 128 

effect of on density of gas 135 

eflfect of on volume of gas 135 

of liquids, a mechanical power~ 99 

transmission of, in liquids 99 

Principle of velocities 52 

ProperHea common to gases and 

liquids 126 

of matter 16 

Pulley, the fixed 50 

the movable 59 

PtuMp,ihe Air 131 

the force, for water .«... 137 

the suction, for water 136 

Q 

Quality of sounds, cause of difi'er- 

ences of .- 160 

Quantity of motion 40 

R 

Mndinnt heat and light 245 

heat, intensity of. 186 

Jtadlntlon of heat.../^ 184 

of heat, how efiiected 184 

JtniHbow ~ 244 

Jtay of heat 185 

of light 212 

Meaetion of escaping Jet 121 
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i{<:^leet<«H7 telescope 241 

Befieetian of heat 186 

of light ~- 214 

of light, amount of. 215 

of light, laws of. 214, 215 

of sound — 147 

Hefraeting telescoipe ~ 240 

Befraetion, efiTect of on apparent 

direction ~ 231 

of light 217 

of light, effects caused by........... 219 

of light, laws of- 218 

of sound 151 

Befaffon between absorbers and 

reficctors of heat 1^ 

Reaiatanee, electrical 274 

Beaiataneea, fiuid 25 

to motion 25 

Seaonanee 149, 162 

experiments in 163, 164 

Jteaonatora ;... 168 

Reanltanta and components. 48 

BeHna 236 

Bivera, Telocity of water in.....^.. 118 

S 
Aemfff the. as a mechanical power GO 

Selective absorption 188 

absorption, cause of. ~ 189 

Senaea, the 10 

Shadowa, cause of. — 212 

of heat 185 

Simple microscope 2S7 

voltaic cell - 272 

Single^Fluid electrical hypothe- 
sis 255 

Siphon, the 136 

Siren, the 159 

Size, limits of, of structures 93 

Slide valve 205 

SmaU apertures, images formed 

by 221 

Solid condition of matter, cause 

of. 30 

Solidifieation 83 

increase of volume during 197 

laws of. 194 

of fUsed solids, cause of. - .. 193 

;9o/{<#«, expansion of. 174 

Solution of llquids...«........M.M...... 86 
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AoluHon of solids by liqnids. 86 

Sonorous medium 145 

Sonttd, cause of. 143 

effect of distance on ^ 151 

inteusityof. 156 

musical and noisy 155 

not transmitted through vacuum 145 

pitch of 157 

quality of. 160 

reflection of. 147 

reflection of by mirrors 160 

refraction of. 151 

the characteristics of. 155 

transmission of. ^ 145 

transmitted by elastic media ' 146 

use of word 140 

velocity of. ., 147 

Souudm Waves, amplitude of, ef- 
fect of 156 

how conveyed to ear 143 

interference of. 165 

nature of. 143 

Sowrees of light 211 

Speaking phonograph 809 

trumpet 156 

tubes 151 

Specific gravity 108 

gravity, bottle 110 

gravity of liquids, how to deter- 
mine 110 

gravity of solids lighter than 

water, how to determine 108 

gravity, rule for determining 108 

gravity, table of. 112 

heat 202 

heat of water 203 

Spectrum 242 

colors of 242 

colors of, refrangibility of. ..•• 242 

Vpeculti and mirrors 222 

Steam'Ctiest 204 

Steant'Engine 204 

high pressure 205 

String telephone 146 

Strtietures, limits of the size of... 93 

SuHlmntion 197 

Sttbsttineee, compound 10 

elementary 10 

Surface action of bodies on heat 186 

Sgmpattietic vibrations 160 

vibrations, examples of. 161 

Sywthcaia of light 2AS 
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Telegraph, electro-magnetic i02 

Teiegraphie key 803 

Telephone, electro-magnetic 807 

the string 146 

Telescope, penetrating power of... 241 

the refracting 240 

Temper, drawing the 91 

Temperature, definition of 171 

how measured 172 

Tentperiiig 91 

lenaeitg 92 

influence of sectional area on 92 

Tension, electrical 258 

of gas 126 

of vapors, maximum 198 

Thermo'Eltietrieitg 278 

Utermometer, construction of.... 172 

graduation of. 173 

scales, Centigrade and Fahren- 
heit 173 

uses of. 173 

Tliermo»Bile. 279 

Tltunder, cause of. 265 

T&rrieeUVs experiment to show 
atmospheric pressure 129 

rule - 117 

Translucent bodies.^ 211 

Transmission of sound 145 

of sound by elastic media. 146 

Transparency of metals for light 211 

Transparent bodies 211 

Trumpet, ear 157 

speaking 156 

Tube, capillary 87 

speaking 151 

TuningmForh ^ 148 

U 

Vmbra, or complete shadow 212 

Underslwt water-wheel 119 

Undulation, definition of. 142 

Units of measure, English 17 

of measure, French 17 

V 

Vaporization m.. 197 

Vapors, condensation of 34 

formation of, ij^ vacuum 198 

latent heat of. 201 

maximum tension of. 198 

Variation of magnetic needle 294 

Veloeities, principle of. 53 
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FUvolMMf tibl0 ofl-M«»M*M« ...«M ... ... 40 

Fefooify of fiOling bodies, effect 

of maai on....... 74 

of fUling bodies, eflfect of shape 

of body on 74 

of light 218 

of sonnd 147 

of sound, effect of tempenitme 

of air on « 147 

of water in rivers 118 

ViJ^ratUmt definition of. 142 

160 
224 
286 
272 
271 
282 
276 
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Fl^ratioiMf sympathetic 

VUuai angle 

FUrvoiM humor of eye...~ 
VnHMait couple 

currents 

or electric arc 

pile 

FolwtiMf increase of during solidi- 
fication ». 197 

of gas, efliect produced by press- 



w 

ITirtar, compressibility of. 96 

electrolysis of. - 284 

specific heat o£ 208 

temperature of maTlmum den- 
sity of. - 176 

wheels 119 
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\f the fbroe 187 

the suction... 186 

IFatWf amplitude of. ~......... 142 

definition of. 142 

length of. 142 

motion, nature of. 140, 141 

period or time of vibration of..... 142 
IFa«e« of condensation and rare- 
action 144 

Wedge, examples of. 60 

the, as a mechantcal power 60 

Weight, French and English sys- 
tems of. 65 

French system, values of. 66 

W«U, artesian ~ 104 

WheeH and azle ~ 58 

Wheels, breast 121 

overshot 120 

turbine 122,123 

undershot 119 

water 119 

Whispering galleries 150 

Winds, cause of. ..................... 177 

Work done by machine, how to 
determine ~ 54 

X 

Xgl&phone 167 

z 

Zinc, amalgamation of.................. 274 
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CHASE A STUARTS CLASSICAL SERIES. 
coHPKiBino 
jf First Latin Book, 

i Latin Orammar, 

A Latin. Beader, 
Ctesar'8 Commentaries, 

First Six Books of JSneid, 
Virgil's .Mneid, 

Virgil's Ectogites and Oeorgica, 
Cicero's Select OraHons, 
Horace's Odes, Satires, and Epistles, 
Sallust's CatiUne ei JuLgurtha, 

(Hcero He Senectate, et He ^jnieitia, 
Cornelius J^epos, 

Cicero De OffUsUs, 
Cicero's Tusculan DisputaMona, 

Cicero de Oratore, Juvenal, 

Terence, Tacitus, 

Ovid. Livy. 

et*. — 



SERIES OF TEXT-BOOKS 

ON THB 

ENGLISH LANGUAGE. 

By JOHN 8. HABT, I1L.D., 

Xote Prv^iBUor (^ BhetoHc and qfthe English Language in Ike 

College <(f New Jeney, 

Tlie Series oompriaes the following volumcB, viz.: 

Language Lessons for Beginners, 

Elementary English Grammar, 

English Grammar and Analysis, 

First Lessons in Com^position, 

Composition and Rhetoric, 

A Short Course in Literature, 
1 A CkusS'Booh of Poetry, 

A Manual of American Literature, 
: A Manual of English Literature. 



THE 

MODEL SERIES OF ARITHMETICS. 

By BDGAB A. SINGBB, A.M., ' 
Prineipal qf (he Henry W, BalUteell Oramnuur iSsftoot, FhUadelpMa, 

COMFBISIKO 

Tfie Model Primary Arithm^etic, 

The Model Elementary Arithm^etic, 

The Model Mental Arithmetics 

The Model Practical Arithmetic, 

The Model Test Arithmetic. In Preparation. 
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Elements of Physical Geogrraphy. 

By Edwin J. Houston, A.M., Prof, of Phydcs and Physical 
Geography in the Central High School of Philadelphia. 

Easy Lessons in Natural Philosophy. 

For Children. By Prof. Edwin J. Houston, A.M. 

Intermediate Ijessons in Natural Philosophy. 

By Prof. Edwin J. Houston, A.M. 

Elements of Natural Philosophy. 

For Schools and Academies. By Edwin J. HOUSTON, A.M. 

Christian Ethics ; or. The Science of the life of 
Human Duty. 

A New Text-Book on Moral Science. By Key. D. S. Gbegobt, 
D.D., President of Lake Forest University, Illinois. 

Practical Ix>gic ; or. The Art of Thinking. 

By Rev. D. S. Gregory, D.D. 

Groesbeck's Practical Book-Keeping Series. 

By Prof. John Geoesbeck, Prin. of the Crittenden Commer- 
cial College. In Two Volumes, viz. : 

College Edition, for Commercial Schools, Collies, &c. 
School Edition, for Schools and Academies. 

We have prepared a series of Blank Books for writiDg out the exer- 
cises in both Editions of Groesbeck's Book-keeping, or for those that 
prefer it, we can furnish foolscap ptHper, of the best quality, ruled for 
the following books, yiz. : Day-Book, Ledger, Cash-Book, Bill-Book, 
Joumid, Three Column Day-Book, etc. Sample sheet of each wHl be 
sent by mall on receipt of fifteen cents. 

The Constitution of the United States* 

For Schools, with Questions under each Clause. By Prof. 
John S. Habt, LL.D. Should be taught in every school. 

An Elementary Algebra. 

A Text- Book for Schools and Academies. By Joseph W. 
Wilson, A.M., Professor of Mathematics in the Philadelphia 
Central High School. 

The Crittenden Commercial Arithmetic and 
Business Manual* New Edition, Dec, 1882. 
Designed for the use of Teachers, Business Men, Academies, 
High Schools, and Commercial Colleges. By Prof. John 
Groesbeck. 

A Manual of Elocution and Beading* 

Founded on Philosophy of the Human Voice. By Edward 
Brooks, Ph.D., Prin. of State Normal School, Millersville, Pa. 
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The Model Definer. 

A Book for Beginners, oontaining Definitions, Etymology, and 
Sentences as Models, exhibiting the correct nse of Words. By 
A. C. Wbbb. 

The Mbdel "Etymology. 

Containing Definitions, Etymology, Latin DerivatiYes, Sen- 
tences as Models, and Analysis. With a Key containing the 
Analysis of every word which coold present any difficulties to 
the learner. By A. C. Wbbb. 

A Manual of XStymology. 

' Containing Definitions, Etymology, Latin Derivatiyes, Qreek 
Derivatives, Sentences as Models, and Analysis. With a Key 
containing the Analysis of every word which could present any 
difficulties to the learner. By A. C. Wbbb. 

The Model Speaker. 

Consisting of Exercises in Prose and Poetry, Suitable for Reci- 
tation, Declamation, Public Readings, etc. Compiled for the 
use of Schools and Academies, by Prof. Philip Lawbencb. 

First Ijessons in Physioloiry cinid Hygiene. 

By Chablbs K. Mills, M.D. 

Anatomy, Physiologry, and Hygiene. 

A Text-Book for Schools, Academies, Colleges, and Families. 
By Joseph C. Mabtindalb, M.D. 

First Lessons in Natural Philosophy. 

For Beginners. By Joseph C. Mabtindalb, M.D. 

A Hand-Book of Literature, English and American. 

By E. J. Tbimblb, Prof, of Literature, State Normal School, 
West Chester, Pa. 

A Hand-Book of Mytholoiry* 

By S. A. Edwabds, Teacher of Mythology in the Girls' Normal 
School, Philadelphia. 

A Hand-Book of Civil Groyemment. 

By Thomas D. Supleb, A.M., Head-Master of Harcoort Place 
School, Gambler, Ohio. 

3000 Practice Words. 

By Prof. J. Willis Wbstlakb, A.M., State Normal School, 
Millersyille, Pa. Contains lists of Familiar Words often Mis- 
spelled, Difficult Words, Homophonous Words, Words often 
Confounded, Rules for Spelling, etc. It is a book that every 
teacher wants. Handsomely bound in flexible cloth, crimson 
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In tlie School-Boom; 

Or, Chaftebs in the Philosophy of Education. Giyes 
the experience of nearly forty years spent in school-room work. 
By John S. Hart, LL.D. 

Meadows' Spanish and English Dictionary. 

In Two Parts : I. Spanish and English ; II. English and Span- 
ish. By F. C. Meadows, A.M. 

The Model Pocket-Begrister and Grade-Book. 

A Roll-Book, Record, and Qrade-Book combined. Adapted to 
all grades of Classes, whether in College, Academy, Seminary, 
High or Primary School. Handsomely bound in fine English 
cloth, bevelled sides, crimson edges. 

The Model School Diary. 

Designed as an aid in securing the co-operation of parents. It 
consists of a Record of the Attendance, Deportment, Recita- 
tions, etc., of the Scholar for every day. At the close of the 
week it is to be sent to the parent or guardian for his examina* 
tion and signature. 

The Model Monthly Beport. 

Similar to the Model School Diary, excepting that it is intended 
for a Monthly instead of a Weekly report of the Attendance, 
Recitations, etc., of the pupil. 

The Model Boll-Book» No. 1. 
The Model Boli-Book, No. 2. 

The Model Boll-Book, No. 1, is so ruled as to show at a 
glance the record of a class for three months, allowing ^Ye 
weeks to each month, with spacing for weekly, monthly, and 
quarterly summary, and a blank space for remarks at the end 
of the quarter. 

The Model Boll-Book, No. 2, is arranged on the same 
general plan, as regards spacing, etc., excepting that each page 
is arranged for a month of five weeks ; but, in addition, the 
names of the studies generally pursued in schools are printed 
immediately following the name of the pupil, making it more 
convenient when it is desirable to have a record of all the stud- 
ies pursued by a pupil brought together in one place. 

'Jt^^Speeimen SheeU aent hy Mail on appUeaUon* 

The Teacher. 

A Monthly Journal devoted to the interests of Teachers, Schools, 
and the Cause of Education in general. Subscription price, 50 
cents per annum. Specimen copy sent free. 
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Manuals for Teachers. 

A Series of Hand-Books oomprifiing five yolumes, which it ia 
believed will prove a valuable contribution to the art and sci- 
ence of Teaching. Printed on the best quality of calendered 
paper and handsomely bound. 

1. On th» CtlUvnUon of the 8ense», 
8. On the CuitioaHon of the Memery, 

3, On the Vme of Words, 

4, On Diseipiifie. 

5, On daea Teaehinff, 

We shall be gratified to have teachers correspond with us. We 
offer some of the best of Modern Text-Books, and shall be glad at 
any time to make liberal arrangements for the introduction of our 
books, or to exchange for others that do not give satisfaction. Send 
for our catalogue, and for descriptive circulars of any of our books 
of which you desire information. Please address 

ELDBEDGE & BROTHER, 

17 North Seventh Street, 

PHILADELPHIA. 




6 



